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	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Agnieszka Szczurowska, Ericsson, Agnieszka.r.Szczurowska@ericsson.com, (+1) 469-471-8169
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	N/A


1 Reason for Change

This CR closes the following comments:

	D14

	2007.01.22
	T
	2.1
	Source: Agnieszka.r.Szczurowska@ericsson.com

Form: OMA-REL-2007-0029

Comment:  Some of the drafts are expired

Proposed Change: Update the technical and reference content of the expired drafts.
	Status: CLOSED
 OMA-POC-POCv2-2007-1038-CR_CP_References_D14_D20_D21_D22_D30

	D20

	2007.01.22
	T
	2.1
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01
Comment: [draft-ietf-sip-acr-code] 

Draft does not exist and could not find
Proposed Change: 

.Expired – currently being reviewed
	Status: CLOSED
 OMA-POC-POCv2-2007-1038-CR_CP_References_D14_D20_D21_D22_D30

	D21

	2007.01.22
	T
	2.1
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01
Comment: [draft-URI-list-capacity]

Draft does not exist
Proposed Change: Replace with

http://www.ietf.org/internet-drafts/draft-ietf-sipping-capacity-attribute-03.txt. 
	Status: CLOSED
No action, the draft was updated to a current draft version with another CR. OMA-POC-POCv2-2007-1038-CR_CP_References_D14_D20_D21_D22_D30

	D22

	2007.01.22
	T
	2.1
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01
Comment: [draft-multiple-refer]

Draft does not exist
Proposed Change: Replace with

http://www.ietf.org/internet-drafts/draft-ietf-sip-multiple-refer-01.txt. 
	Status: CLOSED
No action, the draft was updated to a current draft version with another CR. OMA-POC-POCv2-2007-1038-CR_CP_References_D14_D20_D21_D22_D30

	D30

	2007.01.22
	T
	2.2 ([Provisioning Content] and [OMA-PoC-AD])
	Source: Agnieszka.r.Szczurowska@ericsson.com

Form: OMA-REL-2007-0029

Comment:  Incomplete references.

Proposed Change: Update.
	Status: CLOSED
 OMA-POC-POCv2-2007-1038-CR_CP_References_D14_D20_D21_D22_D30


1) [draft-ietf-sip-acr-code] Change from version 4 to 5:
Diff: http://tools.ietf.org/wg/sip/draft-ietf-sip-acr-code/draft-ietf-sip-acr-code-05-from-04.wdiff.html
2)  [draft-URI-list] Change of version 0 to 1:
Diff: http://tools.ietf.org/wg/sip/draft-ietf-sip-uri-list-conferencing/draft-ietf-sip-uri-list-conferencing-01-from-00.wdiff.html
3) [draft-URI-list-handling] Change of version 1 to 2:
Diff: http://www1.tools.ietf.org//rfcdiff?url1=http://tools.ietf.org/id/draft-hautakorpi-sipping-uri-list-handling-refused-01.txt&url2=http://tools.ietf.org/id/draft-hautakorpi-sipping-uri-list-handling-refused-02.txt
There were no new changes in the draft versions that were recognized as ones having impact on the OMA PoC CP TS document.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG and agree.
6 Detailed Change Proposal

Change 1:  Changes to the references sections

2.1 Normative References

	[3GPP TS 24.229]
	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3, (Release 7),
URL: http://www.3gpp.org/ftp/Specs/latest/Rel-7/24_series/

	[3GPP2 X.S0013.4]
	3GPP2 X.S0013.4: "All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3",
URL: http://www.3gpp2.com/Public_html/specs/X.S0013-004-0_v1.0_022604.pdf 

	[DMSTDOBJ]
	"OMA Device Management Standardized Objects", Version 1.2, Open Mobile Alliance(, OMA-TS-DM_StdObj-V1_2
URL: http://www.openmobilealliance.org/  

	[DMTND]
	"OMA Device Management Tree and Description", Version 1.2, Open Mobile Alliance(, OMA-TS-DM_TND-V1_2
URL: http://www.openmobilealliance.org/  

	[draft-answermode]
	draft-ietf-sip-answermode-04 (June 2007): "Requesting Answering Modes for the Session Initiation Protocol (SIP)", expires December 2007,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-answermode-04.txt 

NOTE: The referenced IETF draft is a work in progress.

	[draft-ietf-sip-acr-code]
	draft-ietf-sip-acr-code-05 (July 2007): "Rejecting Anonymous Requests in the Session Initiation Protocol (SIP)", expires January 2008,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-acr-code-05.txt
NOTE: The referenced IETF draft is a work in progress.

	[draft-multiple-refer]
	draft-ietf-sip-multiple-refer-01 (January 2007): "Refering to Multiple Resources in the Session Initiation Protocol (SIP)", expires July 2007,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-multiple-refer-01.txt
NOTE: The referenced IETF draft is a work in progress.

	[draft-poc-p-headers]
	draft-allen-sipping-poc-p-answer-state-header-05 (March 2007): "The P-Answer-State Header Extension to the Session Initiation Protocol for the Open Mobile Alliance Push-to-talk over Cellular", expires September 2007,
URL: http://www.ietf.org/internet-drafts/draft-allen-sipping-poc-p-answer-state-header-05.txt 

NOTE: The referenced IETF draft is a work in progress.

	[draft-URI-list]
	draft-ietf-sip-uri-list-conferencing-01 (January 2007): "Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)", expires July, 2007,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-conferencing-01.txt 

NOTE: The referenced IETF draft is a work in progress.

	[draft-URI-list-capacity]
	draft-ietf-sipping-capacity-attribute-04 (March 2007): "Extensible Markup Language (XML) Format Extension for Representing Capacity Attributes in Resource Lists", expires September, 2007,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sipping-capacity-attribute-04.txt
NOTE: The referenced IETF draft is a work in progress.

	[draft-URI-list-handling]
	draft-hautakorpi-sipping-uri-list-handling-refused-01 (May 2007): "The Session Initiation Protocol (SIP) P-Refused-URI-List Private-Header (P-Header)", expires November, 2007,
URL: http://www.ietf.org/internet-drafts/draft-hautakorpi-sipping-uri-list-handling-refused-02.txt
NOTE: The referenced IETF draft is a work in progress. 

	[draft-uri-list-message]
	draft-ietf-sip-uri-list-message-01 (January 2007): "Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)", expires July, 2007,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-message-01.txt 

NOTE: The referenced IETF draft is a work in progress.

	[OMA Client Provisioning]
	OMA Client Provisioning, Version 1.1, Open Mobile Alliance™, OMA-ERP-ClientProvisioning-V1_1,
URL: http://www.openmobilealliance.org/  

	[OMA DM]
	"OMA Device Management Protocol", Version 1.2, Open Mobile Alliance™, 
OMA-TS-DM_Protocol-V1_2,
URL: http://www.openmobilealliance.org/  

	[OMA-DM-3GPPPS-CONNMO]
	"Standardized Connectivity Management Objects; 3GPP Packet Switched Bearer Parameters", Version 1.0, Open Mobile Alliance™, OMA-TS-DM_ConnMO_3GPPPS-V1_0,
URL: http://www.openmobilealliance.org/   

	[OMA IM TS]
	"Instant Messaging using SIMPLE", Version 1.0, Open Mobile Alliance™, 
OMA-TS-SIMPLE_IM-V1_0,
URL: http://www.openmobilealliance.org/  

	[OMA_IM_TS_
Endorsement]
	"OMA PoC Endorsement of OMA IM TS", Version 2.0, Open Mobile Alliance™, 
OMA-TS-PoC_Endorsement_OMA_IM_TS-V2_0,
URL: http://www.openmobilealliance.org/  

	[OMA-POC-1-CP]
	"OMA PoC Control Plane", Version 1.0, Open Mobile Alliance™, 
OMA-TS-PoC_ControlPlane-V1_0_1, 
URL: http://www.openmobilealliance.org/  

	[OMA-POC-1-UP]
	"OMA PoC User Plane", Version 1.0, Open Mobile Alliance™, 
OMA-TS-PoC_UserPlane-V1_0_1, 
URL: http://www.openmobilealliance.org/  

	[OMA-PoC-AC]
	"OMA Push to talk over Cellular (PoC) Application Characteristics File", Version 2.0, Open Mobile Alliance™, OMA-SUP-AC_ap0001_POC-V2_0,
URL: http://www.openmobilealliance.org/  

	[OMA-PoC-Document-Mgmt]
	"OMA PoC Document Management", Version 2.0, Open Mobile Alliance(, 
OMA-TS-PoC_Document_Management-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-POC-FDCFO]
	"PoC - Full Duplex Call Follow On Proceed postd Element", Version 2.0, Open Mobile Alliance(, OMA-SUP-XSD_poc_FDCFO-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-POC-PARTICIPANTINFOIND]
	"PoC - Participant Information Indications", Version 2.0, Open Mobile Alliance(, 
OMA-SUP-XSD_poc_participant-info-ind, 
URL: http://www.openmobilealliance.org/  

	[OMA-POC-POC2.0-SETTINGS]
	"PoC - PoCv2.0 Service Settings", Version 2.0, Open Mobile Alliance(, 
OMA-SUP-XSD_poc_poc2_0Settings-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-PoC-SD]
	"OMA PoC System Description", Version 2.0, Open Mobile Alliance(, 
OMA-TS-PoC_System_Description-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-PoC-UP]
	"OMA PoC User Plane", Version 2.0, Open Mobile Alliance(, 
OMA-TS-PoC_UserPlane-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-Pres-Spec]
	"Presence SIMPLE Specification ",Version 1.0, Open Mobile Alliance(, 
OMA-TS-Presence_SIMPLE-V1_0, 
URL: http://www.openmobilealliance.org/  

	[OMA_SCR_Rules]
	"SCR Rules and Procedures", V1.0, Open Mobile Alliance™, 
OMA-ORG-SCR_Rules_and_Procedures-V1_0, 
URL: http://www.openmobilealliance.org/ 

	[RFC2046]
	IETF RFC 2046 (November 1996): "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types",
URL: http://www.ietf.org/rfc/rfc2046.txt   

	[RFC2119]
	IETF RFC 2119 (March 1997): "Key words for use in RFCs to Indicate Requirement Levels", S. Bradner, March 1997,
URL: http://www.ietf.org/rfc/rfc2119.txt 

	[RFC2396]
	IETF RFC 2396 (August 19998): "Uniform Resource Identifiers (URI): Generic Syntax"
URL: http://www.ietf.org/rfc/rfc2396.txt 

	[RFC3108]
	IETF RFC 3108 (May 2001): "Conventions For the Use of The Session Description Protocol (SDP) for ATM Bearer Connections",
URL: http://www.ietf.org/rfc/rfc3108.txt 

	[RFC3261]
	IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol",
URL: http://www.ietf.org/rfc/rfc3261.txt 

	[RFC3262]
	IETF RFC 3262 (June 2002): "Reliability of Provisional Responses in the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc3262.txt 

	[RFC3264]
	IETF RFC 3264 (June 2002): "An Offer/Answer Model with the Session Description Protocol (SDP)",
URL: http://www.ietf.org/rfc/rfc3264.txt 

	[RFC3265]
	IETF RFC 3265 (June 2002): "Session Initiation Protocol (SIP)-Specific Event Notification",
URL: http://www.ietf.org/rfc/rfc3265.txt 

	[RFC3311]
	IETF RFC 3311 (September 2002) "The Session Initiation Protocol (SIP) UPDATE Method",
URL: http://www.ietf.org/rfc/rfc3311.txt 

	[RFC3312]
	IETF RFC 3312 (October 2002): "Integration of Resource Management and Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc3312.txt 

	[RFC3320]
	IETF RFC 3320 (January 2003): "Signaling Compression (SigComp)", 
URL: http://www.ietf.org/rfc/rfc3320.txt 

	[RFC3321]
	IETF RFC 3321 (January 2003): "Signaling Compression (SigComp) - Extended Operations",
URL: http://www.ietf.org/rfc/rfc3321.txt 

	[RFC3323]
	IETF RFC 3323 (November 2002): "A Privacy Mechanism for the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc3323.txt 

	[RFC3325]
	IETF RFC 3325 (November 2002): "Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks",
URL: http://www.ietf.org/rfc/rfc3325.txt 

	[RFC3420]
	IETF RFC 3420 (November 2002): "Internet Media Type message/sipfrag",
URL: http://www.ietf.org/rfc/rfc3420.txt 

	[RFC3428]
	IETF RFC 3428 (December 2002): "Session Initiation Protocol (SIP) Extension for Instant Messaging",
URL: http://www.ietf.org/rfc/rfc3428.txt 

	[RFC3485]
	IETF RFC 3485 (February 2003): "The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)", 
URL: http://www.ietf.org/rfc/rfc3485.txt 

	[RFC3486]
	IETF RFC 3486 (February 2003): "Compressing the Session Initiation Protocol (SIP)", 
URL: http://www.ietf.org/rfc/rfc3486.txt 

	[RFC3489]
	IETF RFC 3489 (March 2003): "STUN - Simple Traversal of User Datagram Protocol (UDP) Through Network Address Translators (NATs)", 
URL: http://www.ietf.org/rfc/rfc3489.txt 

	[RFC3515]
	IETF RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) REFER Method",
URL: http://www.ietf.org/rfc/rfc3515.txt 

	[RFC3550]
	IETF RFC 3550 (July 2003): "RTP: A Transport Protocol for Real-Time Applications.
URL: http://www.ietf.org/rfc/rfc3550.txt 

	[RFC3605]
	IETF RFC 3605 (October 2003): "Real Time Control Protocol (RTCP) attribute in Session Description Protocol (SDP)",
URL: http://www.ietf.org/rfc/rfc3605.txt 

	[RFC3840]
	IETF RFC 3840 (August 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc3840.txt 

	[RFC3841]
	IETF RFC 3841 (August 2004): "Caller Preferences for the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc3841.txt 

	[RFC3892]
	IETF RFC 3892 (September 2004): "The Session Initiation Protocol (SIP) Referred-By Mechanism",
URL: http://www.ietf.org/rfc/rfc3892.txt 

	[RFC3903]
	IETF RFC 3903 (October 2004): "Session Initiation Protocol (SIP) Extension for Event State Publication",
URL: http://www.ietf.org/rfc/rfc3903.txt 

	[RFC4028]
	IETF RFC 4028 (April 2005): "Session Timers in the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc4028.txt   

	[RFC4145]
	IETF RFC 4145 (September 2005): "TCP-Based Media Transport in the Session Description Protocol (SDP)".
URL: http://www.ietf.org/rfc/rfc4145.txt 

	[RFC4234]
	IETF RFC 4234(October 2005): "Augmented BNF for Syntax Specifications: ABNF", 
URL: http://www.ietf.org/rfc/rfc2234.txt 

	[RFC4244]
	IETF RFC 4244 (November 2005): "An Extension to the Session Initiation Protocol (SIP) for Request History Information",
URL: http://www.ietf.org/rfc/rfc4244.txt 

	[RFC4354]
	IETF RFC 4354 (January 2006): "A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-talk Over Cellular (PoC) Service",
URL: http://www.ietf.org/rfc/rfc4354.txt 

	[RFC4412]
	IETF RFC 4412 (February 2006): "Communications Resource Priority for the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc4412.txt 

	[RFC4458]
	IETF RFC 4458 (April 2006): "Session Initiation Protocol (SIP) URIs for Applications such as Voicemail and Interactive Voice Response (IVR)",
URL: http://www.ietf.org/rfc/rfc4458.txt 

	[RFC4488]
	IETF RFC 4488 (May 2006): "Suppression of Session Initiation Protocol (SIP) REFER Method Implicit Subscription",
URL: http://www.ietf.org/rfc/rfc4488.txt 

	[RFC4538]
	IETF RFC 4538 (June 2006): "Request Authorization through Dialog Identification in the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc4538.txt 

	[RFC4566]
	IETF RFC 4566 (July 2006): "SDP: Session Description Protocol", 
URL: http://www.ietf.org/rfc/rfc4566.txt 

	[RFC4574]
	IETF RFC 4574 (August 2006), "The Session Description Protocol (SDP) Label Attribute",
URL: http://www.rfc-editor.org/rfc/rfc4574.txt   

	[RFC4575]
	IETF RFC 4575 (August 2006): "A Session Initiation Protocol (SIP) Event Package for Conference State",
URL: http://www.rfc-editor.org/rfc/rfc4575.txt 

	[RFC4583]
	RFC4583, (November 2006) "Session Description Protocol (SDP) Format for Binary Floor Control Protocol (BFCP) Streams", expires June, 2006, 
URL: http://www.ietf.org/rfc/rfc4583.txt 

	[XDM-Core]
	OMA-TS-XDM_Core-V2_0
URL: http://www.openmobilealliance.org/

	[XDM-Shared-Groups]
	"Shared Group XDM Specification", Version 1.0, Open Mobile Alliance(, 
OMA-TS-XDM_Shared_Group-V1_0
URL: http://www.openmobilealliance.org/  

Editor's note: PAG has decided to change the versioning of this spec from 2.0 to 1.0 as it is new, i.e. it did not exist in XDM 1.0. [This EN will be removed in the next version of this document.]

	[XSD_XDM2_EXT]
	"XDM2 - Extensions", Version 1.0, Open Mobile Alliance(, 
OMA-SUP-XSD_xdm_extensions-V1_0, 
URL: http://www.openmobilealliance.org/
Editor's note: PAG has decided to change the versioning of this document from 2.0 to 1.0 as it is new, i.e. it did not exist in XDM 1.0. [This EN will be removed in the next version of this document.]


2.2 Informative References

	[3GPP TS 23.218]
	3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2", (Release 5)
URL: http://www.3gpp.org/ftp/Specs/latest/Rel-5/23_series/ 

	[3GPP TS 29.228]
	3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents", (Release 6) 
URL: http://www.3gpp.org/ftp/Specs/latest/Rel-6/29_series/ 

	[OMA-PoC-AD]
	"OMA Push to talk over Cellular (PoC) – Architecture", Version 2.0, Open Mobile Alliance(, OMA-AD-PoC-V2_0,
URL: http://www.openmobilealliance.org/   

	[Provisioning Content] 
	"Provisioning Content", Version 1.1, Open Mobile Alliance(, OMA-WAP-TS-ProvCont-V1_1
URL: http://www.openmobilealliance.org/ 
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