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1 Reason for Change

a) Justification:

CONRR D851 requested update of the flows with several pieces of PoCv2.0 functionality. FDCFO is one of them.
b) Clauses affected:

F
c) Summary of change:

FDCFO flow is added.

d) Consequence if not approved:

FDCFO is not covered in the flows.
e) Reason for revision:

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal

7 Contributor's note to the editor: Please replace XXXX and YYYY with real figure numbers

8 PLEASE REMOVE THIS BEFORE APPLYING THE CHANGES TO THE DOCUMENT
 F.X Full Duplex Call Follow-on Proceed
This subclause shows an example of how one Participant can ask other Participants to switch from the PoC Session to a half duplex call. 
 F.X.1 Originating flow
This subclause describes the Full Duplex Call Follow-On Proceed message flow between the PoC Client A participating in the PoC Session Q and the PoC Server X performing the Controlling PoC Function of the PoC Session Q. 
The PoC Client A is sending the Full Duplex Call Follow-on Proceed request to all the Participants of the PoC Session Q whose PoC Clients support Full Duplex Call Follow-on Proceed.
The PoC Server A is a SIP B2BUA in the PoC Session Q.
The flow is as shown in Figure XXXX "PoC Client A sends the Full Duplex Call Follow-on Proceed request".
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Figure XXXX: PoC Client A sends the Full Duplex Call Follow-on Proceed request
1.
The PoC Client A participates in the PoC Session Q. 
2.
SIP MESSAGE request (from PoC Client A to SIP/IP Core A)

	Request-URI
	sip:PoCSessionQ%%networkX.net@networkA.net

	
	

	SIP HEADERS
	

	P-Preferred-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.fdcfo;require;explicit

	Content-Type:
	application/vnd.poc.fdcfo+xml

	User-Agent:
	PoC-client/OMA2.0 vendorOfPoCClientA

	
	

	XML MIME BODY
	

	
	<?xml version="1.0" encoding="UTF-8"?>

	
	<resource-lists

  xmlns="urn:ietf:params:xml:ns:resource-lists"

  xmlns:fdcfo="urn:oma:xml:poc:fdcfo"

  >

  <list name="My conference">

    <entry uri="sip:myconference@conferencebridge.com"/>

    <entry uri="tel:+15555555555">

      <fdcfo:postd>23456#</fdcfo:postd>

    </entry>

  </list>

</resource-lists>


3.
SIP MESSAGE request (from SIP/IP Core A to PoC Server A)

	Request-URI
	sip:PoCSessionQ%%networkX.net@networkA.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.fdcfo;require;explicit

	Content-Type:
	application/vnd.poc.fdcfo+xml

	User-Agent:
	PoC-client/OMA2.0 vendorOfPoCClientA

	
	

	XML MIME BODY
	

	
	<?xml version="1.0" encoding="UTF-8"?>

	
	<resource-lists

  xmlns="urn:ietf:params:xml:ns:resource-lists"

  xmlns:fdcfo="urn:oma:xml:poc:fdcfo"

  >

  <list name="My conference">

    <entry uri="sip:myconference@conferencebridge.com"/>

    <entry uri="tel:+15555555555">

      <fdcfo:postd>23456#</fdcfo:postd>

    </entry>

  </list>

</resource-lists>


4.
SIP MESSAGE request (from PoC Server A to SIP/IP Core A)

	Request-URI
	sip:PoCSessionQ@networkX.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.fdcfo;require;explicit

	Content-Type:
	application/vnd.poc.fdcfo+xml

	User-Agent:
	PoC-serv/OMA2.0 vendorOfPoCServerA

	
	

	XML MIME BODY
	

	
	<?xml version="1.0" encoding="UTF-8"?>

	
	<resource-lists

  xmlns="urn:ietf:params:xml:ns:resource-lists"

  xmlns:fdcfo="urn:oma:xml:poc:fdcfo"

  >

  <list name="My conference">

    <entry uri="sip:myconference@conferencebridge.com"/>

    <entry uri="tel:+15555555555">

      <fdcfo:postd>23456#</fdcfo:postd>

    </entry>

  </list>

</resource-lists>


5.
SIP MESSAGE request (from SIP/IP Core A to SIP/IP Core X)

The PoC specific elements are the same as in the previous message.

6.
SIP MESSAGE request (from SIP/IP Core X to PoC Server X)

The PoC specific elements are the same as in the previous message.

7.
PoC Server sends a Full Duplex Call Follow-on Proceed request to each Participant whose PoC Client supports the Full Duplex Call Follow-on Proceed.
8.
SIP 200 "OK" response (from PoC Server X to SIP/IP Core X)
Upon receiving the first SIP 2xx response for the SIP MESSAGE requests sent in previous step, a SIP 200 "OK" response to the SIP MESSAGE request is sent to towards the PoC Client A.
	SIP HEADERS
	

	Server:
	PoC-serv/OMA2.0 vendorOfPoCServerX


9.
SIP 200 "OK" response (from SIP/IP Core X to SIP/IP Core A)
The PoC specific elements are the same as in the previous message.

10.
SIP 200 "OK" response (from SIP/IP Core A to PoC Server A)
The PoC specific elements are the same as in the previous message.

11.
SIP 200 "OK" response (from PoC Server A to SIP/IP Core A)
	SIP HEADERS
	

	Server:
	PoC-serv/OMA2.0 vendorOfPoCServerA


12.
SIP 200 "OK" response (from SIP/IP Core A to PoC Client A)
The PoC specific elements are the same as in the previous message.

13. PoC Client A leaves the PoC Session

14. UE of the PoC User A joins the full duplex call at one of the addresses listed in the sent Full Duplex Call Follow-On Proceed document. 

 F.X.2 Terminating flow
This subclause describes the Full Duplex Call Follow-On Proceed message flow between the PoC Server X performing the Controlling PoC Function of the PoC Session Q and the PoC Client B participating in the PoC Session Q. 

The PoC Client B is receiving the Full Duplex Call Follow-on Proceed request sent by PoC Client A.
The PoC Server B is a SIP B2BUA in the PoC Session Q.
The flow is as shown in Figure YYYY "PoC Client B receives the Full Duplex Call Follow-on Proceed request".
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Figure YYYY: PoC Client B receives the Full Duplex Call Follow-on Proceed request

1.
The PoC Client B participates in the PoC Session Q. 
2.
SIP MESSAGE request (from PoC Server X to SIP/IP Core X)

Upon reception of the Full Duplex Call Follow-on Proceed request from the PoC Client A, the PoC Server X sends a SIP MESSAGE request to SIP/IP Core X for each PoC Client B which supports the Full Duplex Call Follow-On Proceed. 


	Request-URI
	sip:PoC-UserB@networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.fdcfo;require;explicit

	Content-Type:
	application/vnd.poc.fdcfo+xml

	User-Agent:
	PoC-client/OMA2.0 vendorOfPoCServerX

	
	

	XML MIME BODY
	

	
	<?xml version="1.0" encoding="UTF-8"?>

	
	<resource-lists

  xmlns="urn:ietf:params:xml:ns:resource-lists"

  xmlns:fdcfo="urn:oma:xml:poc:fdcfo"

  >

  <list name="My conference">

    <entry uri="sip:myconference@conferencebridge.com"/>

    <entry uri="tel:+15555555555">

      <fdcfo:postd>23456#</fdcfo:postd>

    </entry>

  </list>

</resource-lists>


3.
SIP MESSAGE request (from SIP/IP Core X to SIP/IP Core B)

The PoC specific elements are the same as in the previous message.

4.
SIP MESSAGE request (from SIP/IP Core B to PoC Server B)

The PoC specific elements are the same as in the previous message.

5.
SIP MESSAGE request (from PoC Server B to SIP/IP Core B)

	Request-URI
	sip:PoC-UserB@networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.fdcfo;require;explicit

	Content-Type:
	application/vnd.poc.fdcfo+xml

	User-Agent:
	PoC-client/OMA2.0 vendorOfPoCServerB

	
	

	XML MIME BODY
	

	
	<?xml version="1.0" encoding="UTF-8"?>

	
	<resource-lists

  xmlns="urn:ietf:params:xml:ns:resource-lists"

  xmlns:fdcfo="urn:oma:xml:poc:fdcfo"

  >

  <list name="My conference">

    <entry uri="sip:myconference@conferencebridge.com"/>

    <entry uri="tel:+15555555555">

      <fdcfo:postd>23456#</fdcfo:postd>

    </entry>

  </list>

</resource-lists>


6.
SIP MESSAGE request (from SIP/IP Core B to PoC Client B)

The PoC specific elements are the same as in the previous message.

7.
SIP "200" response (from PoC Client B to SIP/IP Core B)

	SIP HEADERS
	

	Server:
	PoC-client/OMA2.0 vendorOfPoCClientB


8.
The PoC Client B informs the PoC User B about the incoming Full Duplex Call Follow-on Proceed request.
9.
SIP "200" response (from SIP/IP Core B to PoC Server B)

	SIP HEADERS
	

	Server:
	PoC-client/OMA2.0 vendorOfPoCClientB


10.
SIP "200" response (from PoC Server B to SIP/IP Core B)

	SIP HEADERS
	

	Server:
	PoC-serv/OMA2.0 vendorOfPoCServerB


11.
SIP "200" response (from SIP/IP Core B to SIP/IP Core X)

The PoC specific elements are the same as in the previous message.

12.
SIP "200" response (from SIP/IP Core X to PoC Server X)

The PoC specific elements are the same as in the previous message.

12.
if the PoC User B decides to accept the incoming Full Duplex Call Follow-on Proceed request, the PoC Client B leaves the PoC Session Q.
13. UE of the PoC User B joins the full duplex call at one of the addresses listed in the sent Full Duplex Call Follow-On Proceed document. 
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