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1 Reason for Change

a) Justification:

When sending the FDCFO responses, the Participating PoC Function does not include own Server header value into the sent response but instead uses there the received Server header. This is wrong as Participating PoC Function is B2BUA.
b) Clauses affected:

7.3.1.17, 7.3.2.9
c) Summary of change:

The Server headers in the FDCFO responses are replaced with appropriate Server header values.
d) Consequence if not approved:

Wrong Server header values in the FDCFO response.
e) Reason for revision:

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal

 7.3.1.17 FDCFO Proceed request

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header field and an identity in the Request-URI not owned by this PoC Server, the PoC Server: 

· 1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428]; 

· 2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841]; 

· 3. SHALL include the PoC Address of the Inviting PoC User in the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address";

· 4. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; 

· 5. SHALL include the Privacy header with the value "id" if privacy is requested;

· 6. SHALL set the Request URI to the PoC Session Identity;

· 7. SHALL include the MIME application/vnd.poc.fdcfo+xml body received in the incoming SIP MESSAGE request; and,

· 8. SHALL send the SIP MESSAGE request to the SIP/IP Core in a new dialog according to rules and procedures of SIP/ IP Core. 

Upon receiving a SIP final response other than SIP 2xx final response the PoC Server SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 

Upon receiving a SIP 2xx final response the PoC Server:

· 1. SHALL generate a SIP final response of the same status code as the received SIP response according to rules and procedures of [RFC3428];
· 2. SHALL include the Server header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; and,

· 3. SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
 7.3.2.9 FDCFO Proceed request

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header and a PoC Address in the Request-URI served by the PoC Server performing the Participating PoC Function, the PoC Server: 

· 1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428];

· 2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841]; 

· 3. SHALL include the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address" set to the URI received in the incoming SIP MESSAGE request; 

· 4. SHALL include the Privacy header with the value "id" if privacy is requested; 

· 5.  SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";

· 6. SHALL set the Request-URI to the PoC Address received in the incoming SIP MESSAGE request;

· 7. SHALL include the MIME application/vnd.poc.fdcfo+xml body received in the incoming SIP MESSAGE request; and,

· 8. SHALL forward the SIP MESSAGE request towards the PoC Client in a new dialog according to rules and procedures of the SIP/IP Core;

Upon receiving a SIP final response other than SIP 2xx final response the PoC Server SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 
Upon receiving a SIP 2xx final response the PoC Server:

· 1. SHALL generate a SIP final response of the same status code as the received SIP response according to rules and procedures of [RFC3428];
· 2. SHALL include the Server header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; and,
3. SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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