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1 Reason for Change

2 R01: Comments received in R&A and during the meeting in Chicago.
1 comment(s), 0 objection(s)
3 Mr. González Diego Telefonica SA No Multicast PoC Agent definition is needed. In sentence after figure 7, the word "PoC" is missing in "Multicast Agent" and at the end "agent" should be changed to "Agent".
· Editor's note updated to reflect meeting comment.

· Multicast Agent ( Multicast PoC Agent

· agent ( Agent
Justification
The OMA-POC-POCV2_1-2008-0063R01-CR_SD_5.53_Removing_BCAST_from_SD_system_concepts received the following comment:
	 
	Mr. Hiller Tom
	Alcatel-Lucent
	No
	Is there a way to separately model multicast radio aspects from the rest of the usual PF PoC Server and Client functionalities? This would make it more clear how PoC multicast radio should to operate over other access technologies.


In order to resolve that comment a new CR is needed since this comment impacts the AD.
Summary of change
An optional possibility to model the PoC Server performing the Participating PoC Function with a Multicast PoC Agent is introduced.
Scope of change

The subclause 6.1.3.2 "Participating PoC Function" is modified.
Consequence if not accepted
Unresolved R&A comment.
4 Impact on Backward Compatibility

None
5 Impact on Other Specifications

None
6 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

7 Recommendation

To include the proposed changes as described in clause 6 in the next version of the xx.
8 Detailed Change Proposal

Change 1:  ()

6.1.3.2 Participating PoC Function

When the PoC Server performs the Participating PoC Function the PoC Server SHALL:

· provide PoC Session handling;
· support application of a QoE Profile for each PoC Session;
· provide SIP Session handling, such as SIP Session origination, release, etc, on behalf of the represented PoC Client;
· provide policy enforcement for incoming PoC Session (e.g. Access Control, Incoming PoC Session Barring, availability status, etc);
· provide the Participant charging reports;
· support Talk Burst Control Protocol negotiation;
· support Media Burst Control Protocol negotiation;
· store the current PoC Service Settings;
· provide for privacy of the PoC Address of the inviting PoC User on the PoC Session setup in the terminating PoC network;
· support invited parties identity information functionality;
· support handling of multiple PoC Addresses on one PoC Client;
· support initiation of sharing of media content from an External Media Content Server by selecting an External Media Content Server Retrieval Function, when an External Media Content Server Retrieval Function is utilized; and,
· support multiple PoC Client with the same PoC Address.
When the PoC Server performs the Participating PoC Function the PoC Server SHOULD:
· support Incoming Condition Based PoC Session Barring; and,

· support Outgoing Condition Based PoC Session Barring. 

When the PoC Server performs the Participating PoC Function the PoC Server MAY:

· prioritize and pre-empt PoC Sessions according to the QoE Profile associated to each PoC Session;
· support request with Media content;
· support PoC Interworking with External P2T Networks;
· support PoC Remote Access;
· support the initiation of the User Plane adaptation;
· support PoC Box handling;
· support Operator specified warning message;
· support Alert for Unavailable PoC Users;
· support Dynamic PoC Groups functionality; and,
· Supports adding/changing Media Content to a request.

When the Participating PoC Function is on the Media path, the PoC Server SHALL:

· relay Media packets between the PoC Client and the PoC Server performing the Controlling PoC Function;
· provide the Talk Burst Control message transfer function between PoC Client and PoC Server performing the Controlling PoC Function;
· support Talk Burst Control Protocol and Media Burst Control Protocol;
· provide the Media Burst Control message transfer function between PoC Client and PoC Server performing the Controlling PoC Function;
· collect and provide Media quality feedback information;
· relay Media Streaming Control messages between the PoC Client and the PoC Server performing the Controlling PoC Function; and,
· support Multicast PoC.

When the Participating PoC Function is on the Media path, the PoC Server MAY:

· provide Media Filtering of the Media streams in the case of Simultaneous PoC Sessions;
· provide transcoding between different codecs;
· Prioritization of the Media according to the QoE Profile associated to each PoC Session; and,
· provide PoC Media Traffic Optimisation functionality.
In a PoC Session there is one Participating PoC Function per PoC Client.
The Participating PoC Function MAY support Simultaneous PoC Sessions for the PoC Client. The Participating PoC Function MAY have 0 to M number of PoC Sessions for the PoC Client, where M is the maximum number Simultaneous PoC Sessions permitted to a single PoC Client. The maximum number of possible Simultaneous PoC Sessions MAY be limited by the operator or the PoC Client configuration. 

Figure 9 "Participating PoC Function with Simultaneous PoC Session support (informative)" illustrates the Participating PoC Function sub-structure, which is informative for clarification.
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Figure 9: Participating PoC Function with Simultaneous PoC Session support (informative)
The composer MAY provide the following functions for the Participating PoC Function:

· policy enforcement for PoC Sessions (e.g. Access Control, availability status, …);
· dynamic PoC Session status information for PoC Sessions the PoC User is currently involved in (e.g. listening, speaking, Talk Burst requesting); and,
· support for Simultaneous PoC Sessions (e.g. storage of multiple-session settings, priority status of all active PoC Sessions, Media flow control based on priorities (optionally).
· The Participating PoC Function MAY support Multicast PoC. 
· Figure 7 "Multicast PoC Agent structure (informative)" shows how the Participating PoC Function could be modeled to handle Multicast PoC.
· 
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· Figure 7: Multicast PoC Agent structure (informative).
· When the Participating PoC Function support Multicast PoC and when Participating PoC Function is modeled as shown in Figure 7 "Multicast PoC Agent structure (informative)" the Multicast PoC Agent:
· SHALL interact with the underlying Multicast PoC Network i.e:

· SHALL start a Multicast PoC Channel in a PoC Session based on a local policy in the PoC Server;
· SHALL stop distributing Media over the Multicast PoC Channel and stop the multicast/broadcast service in the Multicast Access Network;
· SHALL support sending Continuous Media over the Multicast PoC Channel
· SHOULD support sending Discrete Media over a Multicast PoC Channel;
· SHALL perform the following tasks when End-to-end Media security is not used: 
· generate the keys necessary for encryption and decryption of Media;
· encrypt Media towards the Multicast PoC Network;

· decrypt Media towards the PoC Server performing the Controlling PoC Function.
Editor's note: This solution doesn't meet the needs for mission critical applications. End-to-end media security is FFS. When the SEC WG provides a solution for end-to-end security. The PoC Group solution will be removed.
· SHALL store Discrete Media to be used for file repair when sending Discrete Media over the Multicast PoC Channel is supported; and,
· SHALL generate REPORTS on behalf of the PoC Clients receiving Discrete Media over the Multicast PoC Channel when sending of Discrete Media over the Multicast PoC Channel is supported.
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