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Change Request

	Title:
	RD Solving A056 A063 A085 A105 A107
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-RD-PoC-V2_1-20081028-D

	Submission Date:
	2008-11-10

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jan Holm, Ericsson AB, +46107197378, Jan.Holm@ericsson.com

	Replaces:
	n/a


1 Reason for Change

	A056
	2008.10.15
	T
	6.1.5
	Source: bert.skedinger@ericsson.com

Form: INP

Comment:  FUNC-PBO-007: What is the intention of this requirement? Is it to record or to playback?

Proposed Change: Clarify text.
	Status: CLOSED
OMA-POC-POCV2_1-2008-0267-CR_RD_Solving_A056_A063_A085_A105_A107 
Contributor's comment (not to be included): Since all other similar requirements are moved to Post PoC 2.1 the enabler release is moved to Post PoC 2.1.

	A063
	2008.10.15
	T
	6.1.6.7
	Source: bert.skedinger@ericsson.com

Form: INP

Comment:  It is not clear whether it is required that a human initiates this session. Otherwise it could be that FUNC-PSC-MM-003 cannot be removed. If no human accepts the invitation no one can leave the session. Actually a bunch of “pollers” and PoC Boxes could be communicating with each other set up by an invitation reservation ;-)

Proposed Change: Clarify text.
	Status: WITHDRAWN
OMA-POC-POCV2_1-2008-0267-CR_RD_Solving_A056_A063_A085_A105_A107 

Contributor's comment (not to be included): The initiator can be a man or a machine. All Participants in a PoC Session can be machines, i.e. no change of the requirements.

	A085
	2008.10.15
	T
	6.1.11.4
	Source: bert.skedinger@ericsson.com

Form: INP

Comment:  It is unclear as to what Presence functionality is required compared to support in PoC V2.0 (or PoC V1.0).

Proposed Change: Clarify text.
	Status: CLOSED
OMA-POC-POCV2_1-2008-0267-CR_RD_Solving_A056_A063_A085_A105_A107

	A105
	2008.10.15
	T
	6.1.19.2
	Source: bert.skedinger@ericsson.com

Form: INP

Comment:  FUNC-USA-UC-005: Joining a Poc session is not covered by this requirement.

Proposed Change: Complete requirement.
	Status: CLOSED
OMA-POC-POCV2_1-2008-0267-CR_RD_Solving_A056_A063_A085_A105_A107

	A107
	2008.10.15
	T
	6.1.22
	Source: bert.skedinger@ericsson.com

Form: INP

Comment:  FUNC-SOG-003: “subject is referring to the element of Group data?

Proposed Change: Clarify text.
	Status: CLOSED
OMA-POC-POCV2_1-2008-0267-CR_RD_Solving_A056_A063_A085_A105_A107


2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and include proposed changes in the next revision of the RD.
6 Detailed Change Proposal

Change 1:  (A056)

6.1.1  PoC Box

PoC Box is the functionality to store PoC Media Bursts and related information (e.g., date & time, Sender Identification, and Participant information) on behalf of a PoC User, similar to a voice mail service. The PoC Box service is invoked either by the terminating PoC User, by the PoC Network on behalf of the PoC User, or it can be explicitly be requested by the originator of the PoC Session. When participating in a PoC Session a PoC Box behaves like a PoC Client. A PoC Box may be collocated with the PoC Client and/or be a separate function in the PoC Network.


	Label
	Description
	Enabler Release

	Conditionality

	FUNC-PBO-001
	The PoC Service Provider MAY offer services, based on the PoC Box functionality, to his PoC Subscribers.
	PoC V2.0

	FUNC-PBO-002
	The PoC Service Infrastructure MAY provide the PoC Box functionality.
	PoC V2.0

	FUNC-PBO-003
	The PoC Client MAY provide the PoC Box functionality.
	PoC V2.0

	Functionality

	FUNC-PBO-004
	The PoC Service SHALL have the means to route incoming 1-1 PoC Session invitations on behalf of a PoC User to his PoC Box based on various criteria such as the PoC User is unavailable. The PoC Box SHALL have the means to accept incoming 1-1 PoC Session invitations on behalf of a PoC User.
	PoC V2.0

	FUNC-PBO-004a
	The PoC Service SHALL have the means to route incoming 1-many PoC Session invitations on behalf of a PoC User to his PoC Box based on various criteria such as the PoC User is unavailable. The PoC Box SHALL have the means to accept incoming 1-many PoC Session invitations on behalf of a PoC User.
	Post PoC V2.1

	FUNC-PBO-005
	A PoC User SHALL have the means to explicitly request that incoming PoC Sessions are routed to his PoC Box.
	PoC V2.0

	FUNC-PBO-006
	If the PoC Box functionality is supported then an originating PoC User MAY have the possibility to explicitly request that the PoC Session is routed to the terminating PoC Users PoC Box.

NOTE 1:
This functionality is similar to what is already deployed in most mobile voicemail services where a caller can explicitly set up a call to the called users voice mailbox by using a prefix before called number
	PoC V2.0

	FUNC-PBO-007
	A PoC User SHALL have the means to start recording of PoC Session Data and PoC Session Control Data during an ongoing PoC Session (e.g., for re-play of stored data) by the PoC Box functionality using PoC Client capabilities.

NOTE 2:
It is FFS whether the inviting PoC User is able to select which PoC Box (a PoC Network based or PoC Client based PoC Box) shall be used when both are available, or whether the owner of the PoC Boxes has the ultimate decision.
	Post PoC V2.1

	FUNC-PBO-008


	A PoC User while in a PoC Session MAY have the means to request the floor on behalf of his PoC Box and replay for the audience stored PoC Session Data using PoC Client capabilities.
	Post PoC V2.1

	FUNC-PBO-009
	A PoC User MAY have the means to request the PoC Box functionality in case the PoC User is participating in Simultaneous PoC Sessions.
	Post PoC V2.1

	FUNC-PBO-010
	If the PoC Session is accepted by a PoC Box, the originating PoC User SHALL be informed that the PoC Session was accepted by a PoC Box.
	PoC V2.0

	FUNC-PBO-011
	If a PoC Client collocated PoC Box accepts the PoC Session the PoC Client collocated PoC Box SHALL provide an indication to the PoC Service Infrastructure that a PoC Client collocated PoC Box accepted the PoC Session. 
	PoC V2.0

	FUNC-PBO-012
	The PoC Service Infrastructure SHOULD forward the indication that a PoC Client collocated PoC Box accepted the PoC Session to the originating PoC Client.
	PoC V2.0

	FUNC-PBO-013
	If the PoC Client receives an indication that a PoC Client collocated PoC Box accepted the PoC Session the PoC Client MAY indicate this to the PoC User.
	PoC V2.0

	FUNC-PBO-014
	A PoC User MAY have the means to request that the on-going PoC Session is routed to the PoC Box when he leaves that PoC Session.
	Post PoC V2.1

	FUNC-PBO-015
	A PoC User MAY have the means to request that he/she joins the on-going PoC Session in which the PoC Box is participating on behalf of the PoC User by his/her request
	Post PoC V2.1

	FUNC-PBO-016
	Inviting PoC UserSHALL be notified of the existence of the PoC Box, when the PoC Session invitation has automatically been accepted by a PoC Box on behalf of a PoC User
	PoC V2.0

	FUNC-PBO-016a
	PoC Users in a PoC Session SHALL be notified of the existence of the PoC Box, when the PoC Box is entering the PoC Session.
	Post PoC V2.1

	FUNC-PBO-017
	The PoC Service Infrastructure SHOULD according to regulatory conditions expel the PoC Box from the PoC Session, when PoC Client(s) without PoC Box functionality (incl. PoC V1.0 Clients) joins to the PoC Session and indication of the PoC Box can’t be given.
	Post PoC V2.1

	FUNC-PBO-018
	The PoC Service Infrastructure SHOULD according to regulatory conditions prevent joining the PoC Box to the on-going PoC Session, when PoC Client(s) without PoC Box functionality (incl. PoC V1.0 Clients) are participating in the PoC Session, and an indication of the PoC Box can’t be given.
	Post PoC V2.1

	FUNC-PBO-019
	An authorized PoC User SHALL be able to deny access or expel a PoC Box from a PoC Session using PoC Client capabilities.
	Post PoC V2.1

	FUNC-PBO-020
	A PoC User SHALL be able to manage (i.e., get notifications, retrieve, replay, store and delete) PoC Session Data and PoC Session Control Data belonging to that PoC User that is stored in the PoC Box using PoC Client capabilities.
	PoC V2.0

	FUNC-PBO-021
	When requesting the PoC Box service, the PoC User SHALL be able to configure PoC Box service parameters (e.g., size, time, or Media Type to be stored) that are used in recording PoC Session Data and PoC Session Control Data using PoC Client capabilities.
	PoC V2.0

	FUNC-PBO-022
	Participants in a PoC Session MAY define a lifetime of their messages left on a PoC Box.
	Post PoC V2.1

	FUNC-PBO-023
	Messages for which a lifetime has been indicated by the message issuer SHALL be deleted from a PoC Box if the message’s lifetime has expired.
	Post PoC V2.1

	FUNC-PBO-024
	The PoC Address of the inviting PoC User SHALL be stored along with the Media Burst unless privacy has been requested by the inviting PoC User.
	PoC V2.0

	FUNC-PBO-025
	If the PoC Box functionality is supported then when the stored PoC Media Burst is replayed the PoC Address of the inviting PoC User SHALL be displayed unless the inviting PoC User has requested privacy.
	Post PoC V2.1

	FUNC-PBO-026
	The PoC Box MAY store included text content in an incoming invitation to a PoC Session. All other types of media content SHALL be discarded.
	PoC V 2.0

	FUNC-PBO-027
	The PoC Service Infrastructure SHALL support providing the maximum size of storage of the PoC Box collocated in PoC Service Infrastructure as subscription based charging information to charging functions. 
	Post PoC V2.1


Table 12: PoC Box

Change 2:  (A063)

6.1.6.7     Man-machine PoC Session Release Policies

Man-machine PoC Session is a PoC Session in which machine PoC User(s) is (are) participating.  This kind of PoC Session can have different release rules.


	Label
	Description
	Enabler Release

	Conditionality

	FUNC-PSC-MM-001
	The PoC Service Infrastructure SHALL support the Man-machine PoC Session release policies feature.

	Post PoC V2.1

	Functionality

	FUNC-PSC-MM-002
	The PoC Server SHALL be able to check the attribute of Participant in a Man-machine PoC Session.

NOTE 1:
“Attribute” needs clarification.
	Post PoC V2.1

	FUNC-PSC-MM-003
	The PoC Service Provider SHALL be able to ensure that the PoC Session can be released if only machine Participant(s) stay in one PoC Session.

NOTE 2:
This requirement is covered in the next one and this requirement can be removed.
	Post PoC V2.1

	FUNC-PSC-MM-004
	In addition to what is specified in PoC V1.0 the PoC Session release policies and in the PoC  Group Specific Releasing Rules, PoC Service Provider SHALL be able to release a Man-machine PoC Session due to one or more reasons in the following list:

Release PoC Session when the second last human Participant leaves the PoC Session;

Release PoC Session when the last human Participant leaves the PoC Session;
	Post PoC V2.1


Table 19: Man-Machine PoC Session Release Policies
Change 3:  (A085)

6.1.11.4.   Presence requirements

The Presence support introduced in PoC 1.0 and PoC 2.0 needs to be enhanced to support  multiple User Equipments. 

	Label
	Description
	Enabler Release

	Conditionality 

	FUNC-PRS-MG-001
	The PoC Service Infrastructure MAY support the presence functionality.
	PoC V2.1

	Functionality

	FUNC-PRS-MG-002
	The PoC Service Infrastructure SHALL handle presence with multiple User Equipments having the same PoC Address in case presence is supported.
	PoC V2.1


Table 42: Presence Requirements

Change 4:  (A0105)

6.1.19.2   Alert for Unavailable PoC Users

The PoC Service Enabler makes it possible to send an alerting message to other PoC User(s) not currently available for the PoC Service in order to get them to activate the PoC Service and initiate, rejoin or join a PoC Session.


	Label
	Description
	Enabler Release

	Conditionality 

	FUNC-USA-UC-001
	The PoC Service Infrastructure MAY support the alert for unavailable PoC Users functionality.
	PoC V2.1

	FUNC-USA-UC-002
	The PoC Client MAY support the alert for unavailable PoC Users functionality.
	PoC V2.1

	Functionality 

	FUNC-USA-UC-003
	After unsuccessful PoC Session establishment attempts to one or more PoC Users, the PoC V2.0 Service Enabler MAY support sending an alerting message to those PoC Users that are not currently available, providing the PoC Service Settings of the PoC Users allow to do so. 
	PoC V2.1

	FUNC-USA-UC-004
	The alerting message SHALL contain the appropriate PoC contact information (e.g., originating PoC User’s PoC address or PoC Group Session Identity).
	PoC V2.1

	FUNC-USA-UC-005
	Upon receiving an alerting message, a PoC Client which is not available for the PoC Service, SHALL be able to activate the PoC Service, if necessary, and initiate a PoC Session in a convenient way (e.g., automatically) according to the contact information indicated in the alerting message.
	PoC V2.1

	FUNC-USA-UC-006
	This functionality SHOULD use PoC mechanisms if possible (e.g., destination PoC User has activated Incoming Session Barring, but not Incoming Personal Alert Barring). Otherwise, other alerting mechanisms outside the PoC V2.0 Service Enabler MAY be triggered from the originating PoC Client.
	PoC V2.1

	FUNC-USA-UC-007
	It SHOULD be possible to specify an expiration time for the alerting message either by the PoC User sending the alert or the PoC Infrastructure in case the PoC Infrastructure sends the alert”
	PoC V2.1


Table 67: Alert for Unavailable Users

Change 5:  (A107)

6.1.22.  Search Ongoing PoC Group Session

Search Ongoing PoC Group Session is the functionality to allow a PoC User to find out ongoing PoC Group Sessions which are available and open for those PoC Users based on Service Provider’s policy.

	Label
	Description
	Enabler Release

	Conditionality

	FUNC-SOG-001
	The PoC Service Infrastructure MAY support the search ongoing PoC Group Session functionality.  
	PoC V2.1

	FUNC-SOG-002
	The PoC Client MAY support searching ongoing PoC Group Session.
	PoC V2.1

	Functionality

	FUNC-SOG-003
	In case of Pre-arranged PoC Group Session and Chat PoC Group Session, a PoC User SHALL be able to use subject (i.e. the a topic or description of the Group) in the Group document as search criteria to search ongoing PoC Group Sessions which is allowed to be searched in a domain dominated by the Service Provider.
	PoC V2.1


Table 69: Search Ongoing PoC Group Session
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