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1 Reason for Change

Justification
The new requirement that makes it possible to send a FDCFO Proceed message to a subset of Participants in the PoC Session needs some modification of the CP.
Further, some modification of the existing text in the CP is needed (corresponding changes for PoC 2.0 is in another CR) the reason are that since the SIP MESSAGE request is sent inside the SIP dialog (it is clearly stated everywhere, statements about:
· Authenticated Originator's PoC Address;

· Version

· Accept-Contact

can be removed.
Summary of change

 New text added in order to make it possible to send the FDCFO Proceed message to a subset of participants.
Statements about:

· Authenticated Originator's PoC Address;

· Version

· Accept-Contact

are removed.

Scope of change

Subclauses 6.1.17, 7.1.2, 7.3.1.8, 7.3.1.17 and 7.2.1.25 are modified.
Consequence if not accepted
 The CP will be inconsistent with the RD.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and include proposed changes in the next revision of the CP.
6 Detailed Change Proposal

Change 1:  ()

6.1.17 PoC Client sending an FDCFO Proceed SIP MESSAGE

Upon a request from a PoC User to send an FDCFO Proceed message to all Participants in the PoC Session supporting FDCFO Proceed, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request according to rules and procedures of [RFC3428];

· 
· 
· 2. SHALL include the Privacy header with the value "id" if privacy is requested;

· 3. SHALL include a list of full duplex voice call addresses in the form of Content-Type application/vnd.poc.fdcfo+xml body as specified in the subclause E.1.3 "FDCFO Proceed Document"; and,
· 4. SHALL send the SIP MESSAGE request towards the PoC Server inside the SIP dialog used for the PoC Session according to rules and procedures of the SIP/IP Core.

NOTE 1:
After the PoC Client receives the SIP 2xx final response, the full duplex voice client collocated with the PoC Client initiates the full duplex voice call to one of the full duplex voice call addresses.

After receiving the SIP 2xx final response to the SIP MESSAGE request, the PoC Client:

· 1. SHOULD release the PoC Session as specified in subclause 6.1.6 "PoC Client leaving a PoC Session"; or,

· 2. SHOULD remove the PoC Speech from the PoC Session as specified in subclause 6.1.4.6 "Adding and disconnecting from Media" if other Media Types than PoC Speech are used in the PoC Session.

NOTE 2:
The timing of the PoC Session release and the PoC Session modification is not specified in detail, the PoC Session release or the PoC Session modification can be postponed until after the full duplex voice client collocated with the PoC Client successfully establishes the full duplex voice call.

Upon a request from a PoC User to send an FDCFO Proceed message to a subset of the Participants in the PoC Session supporting FDCFO Proceed, the PoC Client:

· 1. SHALL generate an initial SIP REFER request as specified in subclause 6.1.3.1 "General" and according to rules and procedures of [RFC3515], if the SIP REFER request will be sent in a new dialog; otherwise generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2. SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of an ongoing PoC Session; 

NOTE 3:
If the ongoing PoC Session is established using Pre-established Session but is not controlled by the same PoC Server, which hosts the Pre-established Session, the PoC Session Identity of the on-going PoC Session has been received in the  MBCP Connect message.
· 3. SHALL perform the following actions, if the PoC User only wants to send the FDCFO Proceed message to only one Participant in the PoC Session:
a) set the Refer-To header of the SIP REFER request URI of the target Participant according to rules and procedures of [RFC3515];
· 4. SHALL perform the following actions, if the PoC User wants to send the FDCFO Proceed message to more than one Participant (but still not all Participants) in the PoC Session:
a) include a Refer-To header with a content-ID URL pointing to an URI-list in a body part containing the MIME resource-lists body according to rules and procedures of [draft-multiple-refer]; 

b) include a MIME resource-lists body with the list of target Participant receiving the FDCFO Proceed to be added according to rules and procedures of [draft-multiple-refer];
c) include option tag 'multiple-refer' to the Require header according to rules and procedures of [draft-multiple-refer]; 

d) the option tag 'norefersub' in the Require header; and,

e) the value 'false' in the Refer-Sub header.

NOTE 4: The URI of a target Participant in step 3 and 4 above can be the anonymous identity or the PoC Address received in Participant Information.
· 5. MAY include the following according to rules and procedures of [RFC4488], when only one PoC User is added:
a) the option tag 'norefersub' in the Require header; and,

b) the value 'false' in the Refer-Sub header.

· 6. SHALL include the "method" parameter with the value "MESSAGE" in the Refer-To header;
· 7. SHALL include a list of full duplex voice call addresses in the form of Content-Type application/vnd.poc.fdcfo+xml body as specified in the subclause E.1.3 "FDCFO Proceed Document";
· 8. SHALL include value 'id' in a Privacy header according to rules and procedures of [RFC3325], if anonymity is requested; 

NOTE 5:
If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP REFER request based on rules specified in the [OMA-PoC-Document-Mgmt] the PoC Server hosting the PoC Group will not send the FDCFO Proceed message; 

· 9. SHALL send the SIP REFER request towards the PoC Server within the existing dialog from which the PoC Session Identity of the ongoing PoC Session was received in the Contact header of the SIP final response if such a dialog exists, otherwise send the SIP REFER request towards the PoC Server using a new SIP dialog according to rules and procedures of the SIP/IP Core. 

NOTE 6:
The SIP REFER request is sent using a new SIP dialog in case of Pre-established Session if the PoC Session Identity is different from Pre-established Session identity. 

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; and,
· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body.

NOTE 7:
The PoC Server does not send any SIP NOTIFY request if the PoC Client inserted the Refer-Sub header with value 'false' in the SIP REFER request. 
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 2:  (Determination of PoC Server Role included for )
7.1.2. Reception of a SIP REFER request

Upon receiving a SIP REFER request outside of an existing SIP dialog the PoC Server 

· 1. SHALL if it is the Originating PoC Service Point Trigger continue as specified in subclause 7.3.1.8 "SIP REFER request received"; or,

· 2. SHALL if it is the Terminating PoC Service Point Trigger and

a) if the SIP REFER request is received with a Refer-To header without a method parameter in the Refer-To URI or when the method parameter is set to "INVITE" in the Refer-To URI, then:

i. if the Refer-To URI includes an Accept-Contact header with the PoC Dispatcher feature tag '+g.poc.dispatcher' along with 'require' and 'explicit' parameters, continue as specified in subclause 7.2.1.24 "PoC Dispatcher role transfer request".

ii. otherwise, continue as specified in subclause 7.2.1.8 "Adding Participants to PoC Session request";

or

b) if the method parameter is set to "BYE" in the Refer-To header

i. continue as specified in subclause 7.2.1.9.2 "SIP REFER BYE request received when using a Pre-established Session" in case of a Pre-established Session; or,

ii. continue as specified in subclause 7.2.1.9.4 "SIP REFER BYE request received when using an On-demand Session" in case of an On-demand Session
or,

c) if the method parameter is set to "MESSAGE" in the Refer-To header 
i. continue as specified in subclause 7.2.1.25 "FDCFO Proceed request" if a MIME application/vnd.poc.fdcfo+xml body is present in the SIP REFER request.

Change 3:  (Updating Participating PoC Function)

7.3.1.8. SIP REFER request received

Upon receiving a SIP REFER request containing in the Request-URI a conference URI that identifies a Pre-established Session owned by this PoC Server, the PoC Server:

· 1. SHALL perform the procedures specified in subclause 7.3.1.5 "PoC Session Initiation using Pre-established Session", if the "method" parameter in the Refer-to header is set as "INVITE" or is not present; or

· 2. SHALL perform the procedures specified in subclause 7.3.1.10.2 "SIP REFER BYE request from the PoC Client - Pre-established Session case", if the "method" parameter in the Refer-to header is set as "BYE"; or,

· 3. SHALL perform the procedures specified in subclause 7.2.1.25 "FDCFO Proceed request", if the "method" parameter in the Refer-to header is set to "MESSAGE" and a MIME body with the Content-Type application/vnd.poc.fdcfo+xml body is present in the SIP REFER Request.

Upon receiving a SIP REFER request containing in the Request-URI a SIP URI of a PoC Session not owned by this PoC Server, the PoC Server:

· 1. SHALL insert a Record-Route header containing its own address, if the PoC Server wants to stay on the signalling path;and, 

· 2. SHALL forward the SIP REFER request towards the Controlling PoC Function according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP final response to the SIP REFER request that the PoC Server forwarded, the PoC Server SHALL forward the SIP final response along the signaling path towards the initiating PoC Client according to rules and procedures of [RFC3261].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.1.17. FDCFO Proceed request

Upon receiving a SIP MESSAGE request inside the SIP dialog used for the PoC Session with a MIME body of the MIME Type application/vnd.poc.fdcfo+xml and an identity in the Request-URI not owned by this PoC Server, the PoC Server: 

· 1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428]; 

· 
· 
· 2. SHALL include the Privacy header with the value "id" if privacy is requested;

· 3. SHALL include the MIME application/vnd.poc.fdcfo+xml body received in the incoming SIP MESSAGE request; and,

· 4. SHALL send the SIP MESSAGE request to the SIP/IP Core inside the SIP dialog used for the PoC Session according to rules and procedures of SIP/ IP Core. 

Upon receiving a SIP final response other than SIP 2xx final response the PoC Server SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 

Upon receiving a SIP 2xx final response the PoC Server:

· 1. SHALL generate a SIP final response of the same status code as the received SIP response according to rules and procedures of [RFC3428]; and,
· 
· 2. SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 4:  ()

7.2.1.25. FDCFO Proceed request

Upon receiving a SIP MESSAGE request inside the SIP dialog used for the PoC Session with a MIME body of the MIME Type application/vnd.poc.fdcfo+xml, the PoC Server:

· 
· 1. SHALL return a SIP 403 "Forbidden" response with the warning text set to '119 Anonymity not allowed' as specified in subclause 5.6 "Warning header", if anonymity is not allowed by the PoC Server and anonymity is requested. Otherwise, continue with the rest of the steps;

· 2. SHALL send the SIP MESSAGE request as specified in the subclause 7.2.2.8 "FDCFO Proceed request" towards each Participant that indicated support for the FDCFO Proceed feature during the PoC Session establishment; or, 

· 3. SHALL return a SIP 480 "Temporarily Unavailable" response if no Participant in the PoC Session supports the FDCFO Proceed feature. 
Upon receiving a SIP REFER request with a MIME body of the MIME Type application/vnd.poc.fdcfo+xml, the PoC Server:

· 1. SHALL perform actions to verify the Authenticated Originator's PoC Address and authorize the request according to local policy if the SIP REFER request was received outside the SIP dialog, and, if it is not authorized the PoC Server SHALL return a SIP 403 "Forbidden" response with the warning text set to '121 Function not allowed due to <detailed reason>' as specified in subclause 5.6 "Warning header". Otherwise, continue with the rest of the steps;

· 2. SHALL return a SIP 403 "Forbidden" response with the warning text set to '119 Anonymity not allowed' as specified in subclause 5.6 "Warning header", if anonymity is not allowed by the PoC Server and anonymity is requested. Otherwise, continue with the rest of the steps;

· 3. SHALL send a SIP MESSAGE request as specified in the subclause 7.2.2.8 "FDCFO Proceed request" towards either:

· a) the Participant identified by the URI in the Refer-To header if the URI identifies a Participant in the PoC Session and if the Participant indicated support for the FDCFO Proceed feature during the PoC Session establishment; or,
· b)  to each Participant identified in the MIME resource-list body that indicated support for the FDCFO Proceed feature during the PoC Session establishment;
NOTE: 
A Participant in step 3a and 3b above can be identified either by the anonymous identity or the PoC Address sent in Participant Information.
· 4. SHALL return a SIP 480 "Temporarily Unavailable" response if none of the URIs (either in the Refer-To header or in the MIME resource-list body) identified a Participant in the PoC Session supporting the FDCFO Proceed feature; and,
· 5. SHALL return a SIP 404 "Not Found" response to the SIP REFER request if none of the URIs (either in the Refer-To header or in the MIME resource-list body) identified a Participant in the PoC Session. 
Upon receiving the first SIP 2xx response for the SIP MESSAGE requests from one of the Participants in the PoC Session the PoC Server:

· 1. SHALL generate a SIP 200 "OK" response according to rules and procedures of [RFC3428]; 

· 
· 2. SHALL send the SIP 200 "OK" response towards the PoC Client according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP final response other than 2xx, that is one of the SIP 3xx, 4xx, 5xx or 6xx final responses the PoC Server:

· 1. SHALL generate and send towards the Inviting PoC Client a SIP final response with the status code equal to the status code of the received SIP final response with the lowest status code, if a SIP final response was received from all PoC Clients and the SIP 200 "OK" response is not yet sent.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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