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1 Reason for Change

Justification

This is a proposal for solution to the following Consistency Review Report item(s) as described in OMA-CONRR-PoC-V2_1-20090626-D:
	ID
	Open Date
	Type
	Section
	Description
	Status

	C059
	2009.05.28
	T
	4.49.1
	Source: bert.skedinger@ericsson.com

Form: RC #00xx

Comment: Wording “using …uses…” is unclear. 

Proposed Change: Align sentences for Chat and Pre-arranged with wording “PoC Session establishment for a Dynamic Ad-hoc PoC Group uses the same mechanism as for an Ad-hoc PoC Group”.
	Status: CLOSED
Solved by OMA-MWG-POCV2_1-2009-0347-CR_SD_C059_C060_C061_C062

	C060
	2009.05.28
	T
	4.49.1
	Source: bert.skedinger@ericsson.com

Form: RC #00xx

Comment: It is not defined what is meant by “Dynamic PoC Group rules”. These are not just any PoC Group authorization rules but controls which PoC Clients that are dynamically invited or released from the PoC Session.
Proposed Change: 
	Status: CLOSED
Solved by OMA-MWG-POCV2_1-2009-0347-CR_SD_C059_C060_C061_C062

	C061
	2009.05.28
	T
	4.49.1
	Source: bert.skedinger@ericsson.com

Form: RC #00xx

Comment: There are other actions that an authorized PoC User possibly may do (without a PoC Client that supports Dynamic PoC Groups). 

Proposed Change: Add e.g. expel Participants from a Dynamic PoC Group Session, request to release from a Dynamic PoC Group Session, initiate or join/re-join as a Moderator (if assigned the role), transfer the Moderator role within a Dynamic PoC Group Session, assume the role as Moderator (if assigned the role), initiate as PoC Dispatcher or PoC Fleet Member, join as PoC Fleet Member, transfer the role as PoC Dispatcher (if assigned the role), assume the role as PoC Dispatcher (if assigned the role), re-initiate a Dynamic Ad-hoc PoC Group Session, subscribe to Participant Information for a Dynamic PoC Group Session.

Also a PoC Crisis Event Handling Entity can add a Dynamic Pre-arranged PoC Group to the PoC Session.
	Status: CLOSED
Solved by OMA-MWG-POCV2_1-2009-0347-CR_SD_C059_C060_C061_C062

	C062
	2009.05.28
	T
	4.49.1
	Source: bert.skedinger@ericsson.com

Form: RC #00xx

Comment: When PoC Server supports Dynamic PoC Groups the Group XDMS shall support Groups for Dynamic PoC Groups.  

Proposed Change: Add the dependency statement in this sub-clause.
	Status: CLOSED
Closed without action by OMA-MWG-POCV2_1-2009-0347-CR_SD_C059_C060_C061_C062


C059: The text is aligned.
C060: Instead of introducing a new definition a reference to the existing definition in CBUS RD is added. The
          reference is also added in 2.1. From CBUS RD, section 3.2 “Definitions”:
	Condition
	One of a set of expressions that must be matched in order for a URI to be selected.


C061: A Note is added to clarify what a PoC User can do in a Dynamic PoC Group Session by giving examples
          (the list in the CONRR comment is too long to include).
C062: There are actually no extensions needed in Group XDMS to support Dynamic PoC Groups. However,
          CBUS shall support Dynamic PoC Groups, but that is done by default. The dependency and deployment of
          CBUS is already indicated in PoC V2.1 AD. No action is needed. Comment is closed without action.
Summary of Change

A number of CONRR comments are solved and closed.  

Scope of Change

Subclauses 2.1 and 4.49.1 are affected.

Consequence if not accepted

A number of CONRR comments remain open/unsolved.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.
6 Detailed Change Proposal

Change 1:  4.49.1 – C059, C060, C061, C062
4.49 Dynamic PoC Groups

4.49.1 General

The PoC Client MAY support Dynamic PoC Groups.

The PoC Server MAY support Dynamic PoC Groups.

Membership of Dynamic PoC Groups SHALL be specified by the use of Dynamic PoC Group rules. Dynamic PoC Group rules are specified as a set of Conditions as defined in [OMA CBUS RD].
Dynamic PoC Groups MAY be defined as Dynamic Pre-arranged, Chat or Ad-hoc PoC Groups.

PoC Session establishment for a Dynamic Pre-arranged PoC Groups uses the same mechanism as for a Pre-arranged PoC Groups.

PoC Session establishment for a Dynamic Chat PoC Groups uses the same mechanism as for a Chat PoC Groups.

PoC Session establishment for a Dynamic Ad-hoc PoC Group uses the same mechanism as for an Ad-hoc PoC Group.

An authorized PoC User MAY:

· Request to initiate a Dynamic Pre-arranged or Chat PoC Group Session;

· Request to add Participants to a Dynamic PoC Group Session;

· Request to join/re-join a Dynamic PoC Group Session;

NOTE:
What an authorized PoC User can do for an ordinary PoC Group Session it can also do for a Dynamic PoC Group Session, e.g. act as Moderator or PoC Dispatcher or subscribe to Participant Information.
An authorized PoC User with a PoC Client that supports Dynamic PoC Groups MAY:

· Request to initiate a Dynamic Ad-hoc PoC Group Session;
Change 2:  2.1 – C060 adding a reference to CBUS RD
2.1 Normative References

	[3GPP TS 23.060]
	3GPP TS 23.060: "General Packet Radio Service (GPRS); Service Description", Stage 2. 
URL: http://www.3gpp.org/

	[3GPP TS 23.107]
	3GPP TS 23.107: "Quality of Service (QoS) concept and architecture"
URL: http://www.3gpp.org/

	[3GPP TS 23.228]
	3GPP TS 23.228: "IP Multimedia Subsystem (IMS)", Stage 2. 
URL: http://www.3gpp.org/

	[3GPP TS 23.246]
	3GPP TS 23. 246 "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Multimedia Broadcast/Multicast Service (MBMS);Architecture and functional description (Release 7)"

URL: http://www.3gpp.org/

	[3GPP TS 24.229]
	3GPP TS 24.229: "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP)", Stage 3.
URL: http://www.3gpp.org/

	[3GPP TS 26.235]
	3GPP TS 26.235: "Packet switched conversational multimedia applications; Default codecs", (Release 6).
URL: http://www.3gpp.org/

	[3GPP TS 32.272]
	3GPP TS 32.272: "Push-to-Talk over Cellular (PoC) Charging".
URL: http://www.3gpp.org/

	[3GPP TS 33.220]
	3GPP TS 33.220 "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Generic Authentication Architecture (GAA); Generic bootstrapping architecture (Release 8)"

URL: http://www.3gpp.org/

	[3GPP2 S.R0100-0]
	3GPP2 S.R0100-0 Push-to-Talk over Cellular (PoC) System Requirements, (v1.0). 
URL: http://www.3gpp2.org/

	[3GPP2 X S0013.4]
	3GPP2 X.S0013.4: "IP Multimedia Call Control Protocol, Based on SIP and SDP", stage 3.
URL: http://www.3gpp2.org/

	[3GPP2 X.S0013.2]
	3GPP2 X.S0013.2: "IP Multimedia Subsystem (IMS)", Stage 2. 
URL: http://www.3gpp2.org/

	[ITU-T E.164]
	ITU-T E.164: "The international public telecommunication numbering plan", ITU-T Recommendation E.164. 
URL: http://www.itu.int/rec/recommendation.asp?type=folders&lang=e&parent=T-REC-E.164

	[OMA CBUS AD]
	"Condition Based URIs Selection Architecture", Version 1.0, Open Mobile Alliance™, OMA-AD-CBUS-V1_0,
URL: http://www.openmobilealliance.org/
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URL: http://www.openmobilealliance.org/  

	[OMA DM]
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	[OMA DM Bootstrap]
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URL: http://www.openmobilealliance.org/
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