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1. Scope

<< Define as it relates to Open Mobile Alliance Activity.  If it adds clarity, define what is not in the scope.  DELETE THIS COMMENT >>

2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[3GPP TS 24.229]
	“Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, 3GPP TS 24.229 V6.2.0, Release 6, Mar 2004 

	[3GPP TS 24.841]
	“Presence service based on Session Initiation Protocol (SIP);Functional models, information flows and protocol details”; Stage 3, 3GPP TS 24.841 V6.0.0,  Release 6, Jun.2004

	[3GPP TS 23.141]
	 “Presence Service; Architecture and functional description”, 3GPP TS 23.141 V6.5.0, Release 6,  Mar. 2004

	[3GPP TS 23.228]
	“IP Multimedia Subsystem (IMS);Stage 2”, 3GPP TS 23.228 V6.5.0, Release 6, Mar. 2004  

	[3GPP2 X.S0027-001]
	“Presence service; Architecture and functional description”, Revision 0, Version 1.0, 3GPP2, 2004

	[3GPP2 X.S0027-003]
	“Presence Service using IP Multimedia Core Network Subsystem ; stage 3”, Revision 0, Version 1.0, 3GPP2, 2004

	[3GPP2 X.S0027-004]
	“Network Presence”, Revision 0, Version 1.0, 3GPP2, 2004

	[3GPP2 X.S0013-002]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem Stage 2”, Revision 0, Version 1.0, 3GPP2, Feb 2004

	[3GPP2 X.S0013-003]
	“All-IP Core Network Multimedia Domain: IP Multimedia (IMS) Session Handling; IP Multimedia (IM) Call Model; Stage 2” Revision 0, Version 1.0, 3GPP2, Feb 2004

	[3GPP2 X.S0013-004]
	“All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, Revision 0, Version 1.0, 3GPP2, Feb 2004

	[3GPP2 X.S0013-007]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Charging Architecture”, Revision 0, Version 1.0, 3GPP2, Feb 2004

	[PUBLISH]
	”An Event State Publication Extension to the Session Initiation Protocol (SIP) “, A. Niemi, Nov. 2004,  (http://www.ietf.org/internet-drafts/draft-ietf-sip-publish-04.txt)

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A.B.Roach, June 2002, RFC 3265, (http://www.ietf.org/rfc/rfc3265.txt)

	[PRESEP]
	“A Presence Event Package for the Session Initiation Protocol (SIP)”, J.Rosenberg, Jan. 2003, (http://www.ietf.org/internet-drafts/draft-ietf-simple-presence-10.txt)

	[PRESAD]
	“Presence using SIMPLE”, Draft Version 1.0, OMA-PAG-SIMPLE-AD-V1_1_0-20040723-D, July 2004

	[PRESREQ]
	“Presence Requirements”,Draft Version 1.0,  OMA-RD_Presence-V1_0-20040721-D, July 2004

	
	

	
	

	
	

	
	<< Add/Remove reference rows as needed! >>


2.2 Informative References

	
	

	
	<< Add/Remove reference rows as needed! >>


3. Terminology and Conventions

3.1 Conventions

<< If doc includes normative material keep the next two paragraphs.  DELETE THIS COMMENT >>

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

<< OR if doc is informative just keep the next line.  DELETE THIS COMMENT>>

This is an informative document, which is not intended to provide testable requirements to implementations.

<< If needed, describe or declare using appropriate normative references the additional conventions that are used.  DELETE THIS COMMENT >>

3.2 Definitions

<< Add definitions in new rows of the following table as needed.  DELETE THIS COMMENT >>

	Term 1
	Definition

	Term 2
	Definition

	
	


3.3 Abbreviations

<< Add abbreviations as needed to the following table.  DELETE THIS COMMENT >>

	OMA
	Open Mobile Alliance

	Xxx
	xxx

	
	


4. Introduction

<< From a market perspective...  

What can you do with this specification?

What problem does this solve?

How can this specification be applied?

Consider the target audience and provide deployment examples as possible.

DELETE THIS COMMENT >>

5. Presence Functional Entities

5.1 UE

5.1.1 Sub-Entities

5.1.1.1 PUA

5.1.1.2 GLM Client

5.2 Presence Server

5.3 GLM Server

5.4 Presence Network Agent

5.5 Presence External Agent

6. Presence Roles

6.1 Watcher 

6.2 Presentity

6.3 Presence Server

7. Presence Model

7.1 Presence Authorisation

7.2 Watcher Filtering

7.3 Presence Event Throttling

8. SIP Methods


8.1 SUBSCRIBE Method

When SIP/IP Core is realised with 3GPP/3GPP2 IMS, the supported headers of the SUBCRIBE method and its responses SHALL correspond to those defined in [3GPP TS 24.229] and [3GPP2 X.S0013-004] respectively. 

In the context of other realisations of the SIP/IP Core the supported headers of the SUBSCRIBE method and its responses SHALL correspond to those defined in [RFC3265] and [PRESEP].

8.2 PUBLISH Method

When SIP/IP Core is realised with 3GPP/3GPP2 IMS, the supported headers of the PUBLISH method and its responses SHALL correspond to those defined in [3GPP TS 24.229] and [3GPP2 X.S0013-004] respectively. 

In the context of other realisations of the SIP/IP Core the supported headers of the PUBLISH method and its responses SHALL correspond to those defined in [PUBLISH] and [PRESEP].

8.3 NOTIFY Method

When SIP/IP Core is realised with 3GPP/3GPP2 IMS, the supported headers of the NOTIFY method and its responses SHALL correspond to those defined in [3GPP TS 24.229] and [3GPP2 X.S0013-004] respectively. 

In the context of other realisations of the SIP/IP Core the supported headers of the NOTIFY method and its responses SHALL correspond to those defined in [RFC3265] and [PRESEP].

9. Presence Information Format

9.1 Generic Presence Statuses

9.2 Extended Presence Information

9.3 Application Specific Presence Statuses

9.3.1 PoC Presence Statuses

10. Presence Signalling Flows


Editor’s Note: Communication between domains is FFS.

The relevant signalling flows, which illustrate the implementation of the relevant use cases, derived from the [PRESREQ], are described in [PRESAD] in section 6.2. The supported headers of the SIP methods used in order to perform those functions are defined in section 8 and the body of the messages, when required, in section 9. 

Appendix A.         Change History
(Informative)

The following is a model of a revision table.  DELETE THIS COMMENT

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA

	OMA-xxyyz-V1_0-20021001-A
	01 Oct 2002
	Initial document to address the basic starting point

   Ref TP Doc# OMA-TP-2002-1234-xxyyzForApproval

	OMA-xxyyz-V1_1-20030405-A
	05 Apr 2003
	description of changed

   Ref TP Doc# OMA-TP-2003-0321-xxyyzV1_1forApproval


A.2 Draft/Candidate Version <current version> History

This section is available in pre-approved versions – it should be removed in the actual approved versions.  DELETE THIS COMMENT

	Document Identifier
	Date
	Sections
	Description

	OMA-PAG-SIMPLE-Spec-V1_0_0-20040727-D
	27 Jul. 2004
	2,8,10
	Includes –336R01


Appendix B. <Additional Information>

Editor’s Note: Appendix B can be used as a temporary placeholder for sections and then the content to be moved to relevant normative sections

B.1 App Header

<More text>

B.1.1 More Headers
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