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1 Reason for Change

This contribution addresses CONRR I312,I 314 and I315
For I314: The IM client does not send group advertisements but does receive them. The IM server must check for barring of Group advertisements by the Shared-Policy. Also the Client procedures for receiving grou advertisements must be added.

	I312
	2006.01.11
	T
	6.1.2.6
	Source: Samsung Electronics

Form: doc #OMA-IM-2007-0007

Comment: Procedures for Client and Server sending group advertisement are missing 

Proposed Change: Add missing chapters
	Status: OPEN

Postponed

	I314
	2007.01.11
	
	6.1.2.6
	Source Nokia :

Extended Group Advertisement Request

Client can send advertisement. Procedures for originating and terminating procedure for group advertisement may be needed

Originating Participating Function and Controlling Function procedure for group advertisement needed

Barring for group advertisement should be thought of?


	Status: OPEN

IM Client does NOT send Group advertisement.



	I315
	2007.01.11
	T
	6.1.2.6
	Source: Nadia Bishai, Nadia.Bishai@ericsson.com

Form: INP doc

Comment:  The user access policy needs to be checked as it is possible to block group advertisements.

Proposed Change:  Add text to the section stating that shared policy in Shared Policy XDM shall be check before sing the GA to the IM client.
	Status: OPEN 

Same as I314




2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

N/A

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and adopt proposed text.

6 Detailed Change Proposal

6.1.2.6 Extended Group Advertisement Request

The [Shared-Group-XDMS] processing of changes to a Shared Group allows for sending an automatic update to group members when modifications are made to the group, if the <automatic-group-advertisement> element is enabled.
Upon receiving of a SIP MESSAGE request containing a Group Advertisement from the Shared Group XDMS function or from another network, the IM Server: 
· 1. SHALL check that if the <allow-reject-invite> action for the group-advertisement <service> element>  in the [Shared-Policy-XDMS] is set to “true” for the originating user in the request and if so, SHALL respond with SIP 403 Forbidden response as specified in [RFC3261]. Otherwise, continue with the rest of the steps;  
· 2. SHALL send the message to the IM Client.

Upon receiving SIP final response the IM Server SHALL forward the SIP final response according to rules and procedures of [RFC3261].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this section.

8.2 Terminating Client procedures

8.2.1 IM Client receives SIP MESSAGE

On receipt of a SIP MESSAGE request the IM Client: 

· 1. MAY reject the SIP MESSAGE request with an appropriate reject code as specified in [RFC 3428] if any of the conditions described below apply; otherwise continue at step 2.

- a. when the IM Client determines that there is not enough resources to handle the SIP MESSAGE; or,

- b. in case of any other reason outside the scope of this specification.

NOTE:
The decision to reject a SIP MESSAGE request can e.g. be based on procedures between the IM Client and the IM User outside the scope of this specification. 

· 2. If the feature-tag ‘+g.oma.sip-im.system-message’ is received in the Accept-Contact header, the IM Client SHALL present System Message to the User in a distinguished manner from regular SIP MESSAGE messages;
· 3. If the MIME type in the message is set to “application/vnd.poc.group-advertisement+xml”, the IM client SHALL render the text content in Subject header to the IM User if text is included in the Subject header and if Text Content is supported by the IM Client and SHALL present the message to the User in a distinguished manner from regular SIP MESSAGE messages; 
· 4. SHALL store the Message body and headers and MAY use the received information in a  Group Usage List in the [Shared List XDMS];
· 5. If the body includes references to content external to the message having the Content-Type: message/external-body; the IM Client SHOULD store and treat them according to rules and procedures in [RFC4483];

· 6. SHALL check whether the message contains the request for successful delivery report. If true, the IM Client SHALL send a successful delivery notification with SIP MESSAGE to the initiating IM Client according to the rules and procedures of [IMDN].

The IM Client:

· 1. SHALL generate SIP responses according to rules and procedures of [RFC 3428]; 

· 2. SHALL include User Agent header to indicate the IM release version as specified in  ‎Appendix F “Release version in User-agent and Server headers”;

· 3. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in section ‎5.1 “Authenticated Originator's IM Address”;
· 4. SHALL send the SIP response towards the initiating IM Client according to rules and procedures of the SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this section.
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