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1 Reason for Change

	I602
	2007.01.11
	
	9.3.1.1
	Source: Nokia

bullet 3b states that a party transfer will be accepted before any recipient has accepted. 

Optimize delay but does it have charging problem / capability (buffering issues)?

3b) is hard to understand. Needs rephrasing to explicitly indicate what happens at the IM server during large message session establishment


	Status: OPEN

AI Nokia to bring a proposal.


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

CPM AHG is requested to review and agree with the content of this CR
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

9.3 Controlling Server procedures for Large Message Mode

9.3.1 Requests Terminated at the Controlling Function

9.3.1.1 Receiving a Large Message Mode session Request for Group communication

Upon receiving of an initial SIP INVITE request, the IM Server:

· 1. SHALL execute the procedures specified in ‎7.2.1.2 “AD-hoc IM Group Set up request” if the SIP INVITE includes a MIME resource-list body with the invited IM Users as specified in [draft-URI-list], 
· 2. SHALL execute the procedures specified in ‎7.2.1.3 “Pre-defined IM Group Session setup request” if the SIP INVITE request includes an IM Group Identity, which identifies a Pre-defined IM Group in the request URI that is owned by the IM Server, 
· 3. 
· 
· 
· 

Upon receiving a SIP 200 "OK" response for the SIP INVITE request as specified in section 9.3.2.1 "Large Message Session initiation" the IM Server: 

· 1. SHALL generate SIP 200 "OK" response to the incoming SIP INVITE request and continue with the rest of the steps if the SIP final response is not yet sent to the Inviting IM Client. Otherwise do not proceed with the rest of the steps;

· 2. SHALL include a MIME SDP body in the SIP 200 "OK" response as a SDP answer according to rules and procedures of [RFC3264], [ RFC4566] and [MSRP] as follows:

a) Include in the ‘accept types’ SDP media attribute the ‘mime types’ selected by the IM Server from those contained in the SDP offer in the incoming SIP INVITE request from the Inviting IM Client, and those in the SDP answer in SIP 200 “OK”;

· 3. SHALL send a SIP 200 "OK" response to the Inviting IM Client according to rules and procedures of the SIP/IP Core; 

· 4. SHALL interact with MSRP switch as specified in  9.4.4 “Controlling Server Procedures for Group Communication” 
Upon receiving a SIP final response other than 2xx or 3xx that is one of the SIP 4xx, 5xx or 6xx final responses the IM Server either:  
· 1. SHALL send the SIP final response towards the Inviting IM Client according to rules and procedures of the SIP/IP Core, if a SIP final response was received from all the Invited IM Clients and the SIP 200 "OK" response is not yet sent. The SIP final response SHALL include the Status-Code defined by the IM Server according to local policy e.g. the lowest value received from the Invited IM User(s); or,

2. SHALL remove the Inviting IM Client from the IM Session as specified in section ‎7.2.1.9 "Removal of Participant from IM Session", if a SIP final response other than 2xx or 3xx was received from all the Invited IM Clients and the SIP 200 "OK" response is already sent.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this section.

9.4 User Plane

9.4.1 General

· IM Session between end points is negotiated with an Offer and Answer model using Session Description Protocol. These negotiation parameters are carried by SIP Signaling.

· Recommended media parameters to be used in near real-time communication are specified in [3GPP TS 26.141].

9.4.2 Large Message Session

The IM Client sends a Large Message according to the following procedure:

· 1. To provide rich description of the IM content when sending multimedia message during an IM session, the IM Client: 

a. SHOULD add a Content-Disposition header field according to [RFC 2183] to the MSRP SEND header 

b. If the IM Client does not want the content to be rendered automatically to the receiver, but only on an express action of the receiver, then the sending IM Client SHALL add a Content-Disposition header field ‘attachment’ according to [RFC 2183] to the MSRP SEND according to rules and procedures of [MSRP] 

· 2. The IM Client MAY  include Content-Description header field whenever available;

· 3. The IM Client MAY refer to content external to the media session. Then the content type SHOULD be set to message/external body in according to rules and procedures in [RFC4483];

· 4. If the IM user wishes to know whether the message is delivered to the recipient(s) successfully or not, the IM Client shall set the delivery report request according to the rules and procedures of [IMDN] and [MSRP].

When the IM Client has received the corresponding response for the last chunk of the MSRP SEND request, e.g. 200 OK or Success-Report, the IM Client should close the MSRP session according to [MSRP].  

9.4.3 Sending Delivery Notification

When the IM Client has received a MSRP SEND message, the IM Client SHALL check whether the message contains the request of the successful delivery report. If true, the IM Client SHALL send a successful delivery notification to the initiating IM Client according to the rules and procedures of [IMDN] and [MSRP].
9.4.4 Controlling Server procedures for Group Communication
An IM Server acts as a MSRP Switch after the Large Message Mode session set up for Group Communication .

When the IM Server acting as a MSRP Switch receives a MSRP request or response, the IM Server SHALL function according to the rules and procedures defined in  ‎7.2.3.3 “User Plane” and [MSRP] with the following clarification: 

· When IM Server receives a MSRP request that does not have the IM Group Identity, the IM Server SHALL reject the request with MSRP 403 response.
9.4.5 Controlling Server procedures for Failure Delivery report

Upon receipt of an MSRP Failure response (e.g. 4XX), IM Server:

· 1. SHALL check whether the corresponding MSRP request contains a failure delivery request, if true the IM Server SHALL generate a Failure delivery notification with MSRP REPORT; Otherwise, end the procedures;

· 2. SHALL send the notification towards the recipient according to the rules and procedures of [IMDN] and [MSRP].
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