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1 Reason for Change

As discussed the Figure 17 in Appendix D of MEM AD needs some correction, this contribution proposes a new figure of the example of mobile email enabler realization using OMA DS.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

I recommend that the MWG/MEM SWG approves and implement this CR in the OMA-AD-Mobile_Email-V1_0_0-20070425-D.
6 Detailed Change Proposal

Change 1:  Replace figure 17 of MEM AD by the following
D.1 Realization details

An example of MEM realization based on OMA DS enabler is presented in Figure 17. Generally, the OMA DS enabler is used to synchronize data between clients and servers. In the case of the MEM Enabler, the client and server are MEM Client and MEM Server respectively. The email data is exchanged as email objects.
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Figure 17 – An example of mobile email enabler realization using the OMA DS and OMA DM standard
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