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1 Reason for Change

CR addresses the following CONRR Comments:

	ID
	Open Date
	Type
	Section
	Description
	Status

	B022
	2012.05.17
	T
	Appendix B.8


	Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: The flow is not totally aligned with the S-CAB TSs and needs to be updated in a number of places. Step 12 and 13 needs to be explained  a bit more as they are not part of a basic flow of manual approval

Proposed Change: Update the flow and align all details with the TSs.
	Status:CLOSED

by OMA-COM-S-CAB-2012-0118


2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The COM S-CAB WA is recommended to agree on the changes proposed in this CR and implement it accordingly in the S-CAB AD.
6 Detailed Change Proposal

Change 1:  Update section B.8 as described below 
B.8 Manual Approval of Confirmed Contact Card Changes
The S-CAB User manually accepts changes to a Confirmed Contact Card associated with imported and document change tracked contact data (external profile) in a 3rd Party system.  In this scenario the user edits (personalizes) their confirmed contact card after various 3rd Party import and notifications have occurred but before manually approving the changes to the Confirmed Contact Card based on changes in the external profile.
Notes:

· XDM proxies are not shown. 
Prerequisites
· The S-CAB UE is assumed to have an existing document change subscription to the S-CAB User's S-PCC document, is up-to-date, and possesses an up-to-date ETag.  
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Figure 1: Manual Approval of Changes to Confirmed Contact Card Data

· Step 1: The S-CAB Client sends XDCP Request commanding the S-CAB Server to import/track contact information from a 3rd Party source.
· Step 2: The S-CAB Server imports and subscribes to contact data in the identified 3rd Party source. This occurs over interfaces outside the scope of S-CAB specifications.
· Steps 3&4: The S-CAB Server creates a tracking contact card with the initially imported data from the 3rd Party source.
· Step 5&6: The S-CAB Server creates Update Object with meta-information for this Tracking Contact Card in the S-PCC Confirmed Contact Card document.  The Update Object contains a link to an Indirect Update Document as manual approval of changes to the Confirmed Contact Card has been requested.
· 
· Step 7: The S-CAB Server sends success response in response to the XDCP import/tracking command to the S-CAB Client. The response includes a link to an Indirect Update Document as manual approval is selected for this import.
· Step 8: The S-CAB User decides to handle to approval immediately and the S-CAB Client send a Get request to retrieve the Indirect Update Document with the result of the import. I.e. to retrieve the difference between the Confirmed Contact Card and the imported contact information.

· Steps 9, 10, 11&12: The S-CAB Server fetches the Tracking Contact Card and the Confirmed Contact Cards associated with the Indirect Update Document requested.
· Step 13: The S-CAB Server sends a response to the Get request that includes a body with a number of patches to the Confirmed Contact Card. The patches describe the difference between imported contact information and contact information in the Confirmed Contact Card.
· Step 14: The S-Client presents the proposed changes to the S-CAB User using the patches received.The S-CAB User selects which changes to the Confirmed Contact Card he/she wants to approve. The S-CAB Client removes unwanted changes to the Confirmed Contact Card by removing corresponding patches from the received Indirect Update Object Document and sends a Differential Write request with the modified Indirect Update Object Document included.
·  Step 16: After some time, a change notification arrives to the S-CAB Server indicating a document change in the 3rd Party source.
· Steps 17&18: The S-CAB Server updates the Tracking Contact Card based on the incoming document change notification.
· Steps 19&20:  The S-CAB Server updates the update object in the Confirmed Contact Card with a link to an Indirect Update Object Document as manual approval has been selected for the import.
· Step 21&22: The S-PCC Application Usage send a notification with information about the modified update object in the Confirmed Contact Card. 
· 
Note: It is assumed that in this scenario, the S-CAB User has selected not to handle approval of imported information at this moment. Instead the S-CAB User modifies the Confirmed Contact Card with new contact information inserted via the S-CAB Client. The information received in step 21 is stored for later use.

· Steps 23&24: The S-CAB User edits the confirmed contact card and the S-CAB Client updated the Confirmed Contact Card.
· Steps 25: The S-CAB User selects now to handle the imported contact information. The S-CAB Client send a Get request to read the Indirect Update Object Document using the link in the update object in the Confirmed Contact Card received in step 21.
· Step 26, 27, 28 &29: The S-CAB Server fetches the Tracking Contact Card and the Confirmed Contact Card associated with the requested Indirect Update Document.
· 
· Step 30: The S-CAB computes the changes against the confirmed contact card implied by changes to the tracking contact card, and places into the Indirect Update Object Document in XCAP-Diff object form and sends the document in the response to the S-CAB Client.
· 
· Steps 31&32: The S-Client presents the proposed changes to the S-CAB User. The S-CAB User selects which changes to the Confirmed Contact Card he/she wants to approve. The S-CAB Client removes unwanted changes to the Confirmed Contact Card by removing corresponding patches from the received Indirect Update Object Document and send an Differential Write request with the modified Indirect Update Object Document included. The S-CAB Client extracts the XCAP-Diff object, and applies the changes to a locally stored copy of the confirmed contact card.
· 
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