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Reason for Change

Currently bearer specific AddrType and AuthType values for NAP MO are specified in the ConnMO TS. The bearer specific values of both AddrType and AuthType for 3GPPPS can be moved to the 3GPPPS MO specification.
Impact on Backward Compatibility

None
Impact on Other Specifications

N/A
Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

Recommendation

To review and approve the changes proposed in this contribution.
1 Detailed Change Proposal
Change 1:  Add references
2.1 Normative References

	[RFC1321]
	RFC1321, The MD5 Message-Digest Algorithm, R. Rivest 1992, URL; http://www.ietf.org/rfc/rfc1321.txt

	
	


2.2 Normative Authorities of Reference
	[AUTH-PS]
	3GPP 27.060, Mobile Station (MS) Supporting Packet Switched Services – Release 6, chapter 9, URL:http://www.3gpp.org/

	[AUTH-APN]
	3GPP TS 23.003, Numbering, addressing and identification, chapter 9, URL:http://www.3gpp.org/


	[AUTH-RFC3513-ADDR]
	RFC 3513, Internet Protocol Version 6 (IPv6) Addressing Architecture, §§2.2, 2.3
The Internet Society, 2003, URL:http://www.ietf.org/rfc/rfc3513.txt

	
	


Change 2:  Modified the title of section 5.2. Added AddrType and AuthType value tables. Moved text on the placement of MO from 5.1 to 5.2.
5.1 Introduction


A general introduction of the connectivity management object is given in the connectivity management object document [CONNMO] as well as the needed compliance rules. This document specifies the 3GPP Packet Switched bearer specific sub-tree that is placed under the general Network Access Point management object in order to enable the 3GPP Packet Switched bearer specific parameter manipulation.

Management Object Identifier for the 3GPPPS MO MUST be: “urn:oma:mo:oma-connmo-3gppps:1.0”.

5.2 Definitions for NAP MO
The 3GPPPS subtree specified in this document MUST be placed under the BearerParams node in [CONNMO].

BearerType 
The BearerType node value specified in [CONNMO] MUST be “3GPPPS”.

AddrType
AddrType in the NAP MO specified in [ConnMO], if it exists, MUST have the value ‘APN’. The Addr value specified in the NAP MO in [ConnMO] MUST be an Access Point Name [AUTH-APN] in dotted alphanumeric notation.

AuthType

The AuthType value in the NAP MO specified in [ConnMO] MUST be from the table below:
	AuthType
	Description

	PAP
	Password Authentication Protocol [AUTH-PS]

	CHAP
	Challenge Handshake Authentication Protocol [AUTH-PS]

	MD5
	MD5 Message Digest Authentication Protocol [RFC1321]

	
	


Table 2: NAP Authentication Protocol Types
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