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1. Overall Description:

3GPP TSG CT WG1 identified that the 3GPP packet switched bearer parameters document of the standardized connectivity management objects document (OMA-DDS-DM_ConnMO_3GPPPS-V1_0-20081024-A) does not enable the operator to configure the user equipment (e.g. mobile phone) to indicate some parameter values when requesting IP connectivity over GPRS access in 3GPP TS 24.008, over EPS access in 3GPP TS 24.301, and over WLAN connected to EPC in 3GPP TS 24.302 (single-connection mode) and 3GPP TS 24.244 (multi-connection mode).

An example is that OMA-DDS-DM_ConnMO_3GPPPS-V1_0-20081024-A does not enable the operator to configure the user equipment (e.g. mobile phone) to indicate:
-
IPv4v6 PDP type when establishing IP connectivity over GPRS access in 3GPP TS 24.008,

-
IPv4v6 PDN type when establishing IP connectivity over EPS access in 3GPP TS 24.301,

-
IPv4v6 PDN type when establishing IP connectivity over WLAN connected to EPC in single connection mode in 3GPP TS 24.302, and

-
IPv4v6 PDN type when establishing IP connectivity over WLAN connected to EPC in multi connection mode in 3GPP TS 24.244.
2. Actions:

To OMA DM working group.

ACTION: 
3GPP TSG CT WG1 would like to ask OMA DM working group to review 3GPP TS 24.008, 3GPP TS 24.301, 3GPP TS 24.302 and 3GPP TS 24.244 and update OMA-DDS-DM_ConnMO_3GPPPS-V1_0-20081024-A to enable operator to configure the user equipment (e.g. mobile phone) to indicate any of the 3GPP defined parameter values when requesting IP connectivity over GPRS access, over EPS access, and over WLAN connected to EPC.
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