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1 Reason for Change

Updates to use cases to make them compliant with the RD template, per comments from 17-Oct-2005 discussion.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Update the RD with the provided changes.
6 Detailed Change Proposal

5.14.2.1 Actor Specific Issues
…

- User uses his Device in places with intermittent network coverage
5.15.7 Operational and Quality of Experience Requirements

User SHOULD be able to easily switch from the use of one OMA DS Client / Server to another without losing the quality of synchronization.
5.16.2.1 Actor Specific Issues

· Implementer has limited set of resources.

· Implementer is induced by the market to release high-quality implementation as quickly as possible.


5.17.2 Actors

· User: user wishing to retrieve e-mails from a enterprise server

· Device: device supporting OMA DS protocol and e-mail processing.

· Enterprise e-mail Server: e-mail server supporting OMA DS protocol
5.17.2.1 Actor Specific Issues

· Device has specific UI allowing the User to select the subset of information to retrieve from the Enterprise e-mail Server

· User receives a large amount of e-mails and he/she is concerned about synchronization cost
5.17.8 Operational and Quality of Experience Requirements

Improved enabler SHOULD allow a user to specify a subset of data most suitable for User needs.

5.18.2 Actors

· User: user wishing to retrieve e-mails from an enterprise server

· Device: device supporting OMA DS protocol and e-mail processing.

· Enterprise e-mail Server: e-mail server supporting OMA DS protocol.
5.18.7 Operational and Quality of Experience Requirements

Improved enabler SHOULD allow synchronizing data stores with more than one content type (in this case, e-mail and folders).
7.1 High-Level Functional Requirements

…
	HLF-18
	In the beginning of every synchronization session (including sync continuation session) Data Sync Client and Data Sync Server SHOULD be able to determine both their own synchronization state and the state of the other participant. 
[ 5.14 Sync Interruption & Continuation]
	

	HLF-19
	The amount of information that needs to be exchanged to determine the sync state SHOULD be minimal.

[5.14 Sync Interruption & Continuation]
	

	HLF-20
	If the sync has interrupted, it MUST be able to be continued from the point of interruption without initiating the slow sync.

[5.14 Sync Interruption & Continuation]
	

	HLF-21
	During sync continuation the amount of information that needs to be re-sent SHOULD be minimal.

[5.14 Sync Interruption & Continuation]
	


...

6.1.4 Usability

	Label
	Description
	Enabler Release

	USAB-1
	It MUST be possible to stop the sync at any time per client’s request. 

[5.14 Sync Interruption & Continuation]
	

	USAB-2
	It MUST be possible to continue any interrupted sync per client’s request. 

[5.14 Sync Interruption & Continuation]
	

	USAB-3
	When connectivity becomes unavailable sync MUST be able to be stopped in such a way that allows it to continue afterwards.

[5.14 Sync Interruption & Continuation]
	

	USAB-4
	Ability to continue the sync MUST NOT significantly increase the total amount of synchronization time. (See HLF-19, HLF-21).

[5.14 Sync Interruption & Continuation]
	

	USAB-5
	Client-side processing SHOULD be as minimal as possible.
	


…
6.1.5 Interoperability

…

	IOP4
	Clients SHOULD check that server support CharSet to use for server side truncation of Property value.
	

	IOP-1
	Improved enabler MUST define unambiguous behaviour for client and server at any point in time during synchronization including moment of sync interruption and continuation.

[5.15 Change of Client or Server]
	

	IOP-2
	Client and server MUST NOT make any arbitrary presumptions about other participant’s behaviour, but MUST be able to perform a sync following enabler rules only.

[5.15 Change of Client or Server]

[5.16 Ease of client/server implementation]
	


…
6.2 Overall System Requirements

	Label
	Description
	Enabler Release

	SYSREQ-1
	Improved enabler MUST be robust enough to operate normally and useably when there is an intermittent or unreliable connection between the client and server. 
[5.14 Sync Interruption & Continuation]
	


…
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