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1. Scope

The scope of this document is to define the structure for the Implementation Conformance Statement (ICS) for OMA Multimedia Messaging 1.2 Enabler Release across all of the technical specifications included. This document contains the Client ICS.

Details of the Enabler Release package used to generate this document: OMA-MMS-V1_2, dated 2003-09-XX
1.1 Device information

	Manufacturer
	< Manufacturer of the device>

	Device Type
	<Type of device, client, server>

	Device Model
	< Model name of the device>

	Contact 
	< Contact information for the manufacturer>

	Date
	< Date when the proforma has been completed>


1.2 Feature support overview

	
	Client Mandatory
	Client Optional
	Server Mandatory
	Server Optional

	MMS Client Transactions
	
	
	
	

	MMS Encapsulation
	
	
	
	

	Multimedia Messaging 1.2 Conformance Document
	
	
	
	


2. References

2.1 Normative References

	[ERELD]
	“Enabler Release Definition for MMS Version 1.2” Open Mobile Alliance(.
OMA-ERELD-MMS-v1_2. URL:http://www.openmobilealliance.org/

	[MMSCONF]
	“MMS Conformance Document Version 1.2” Open Mobile Alliance™.
OMA-IOP-MMSCONF-v1_2. URL:http://www.openmobilealliance.org/

	[MMSCTR]
	“Multimedia Messaging Service Client Transactions Version 1.2” Open Mobile Alliance™. OMA-WAP-MMS-CTR-v1_2. URL:http://www.openmobilealliance.org/

	[MMSENC]
	“Multimedia Messaging Service Encapsulation Protocol Version 1.2” Open Mobile Alliance™. OMA-WAP-MMS-ENC-v1_2. URL:http://www.openmobilealliance.org/

	[OMAIOP]
	“OMA Interoperability Policies and Process” Open Mobile Alliance™.
OMA-IOP-Process-V1_3. URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
URL:http://www.ietf.org/rfc/rfc2119.txt

	
	


2.2 Informative References

	None
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].
All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.
4. Introduction
This document outlines the conformance requirement structure for client devices as defined by Open Mobile Alliance across all specifications included in the Multimedia Messaging 1.2 Enabler Release. The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table. In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.
5. Client Enabler Implementation Statement
The notation in the table below is according to [OMAIOP].

Support column shall be marked “YES” for those features that are supported by the device.

Table 1 – MMS Client Requirements [ERELD]

	Item
	Function
	Reference
	Status
	Requirement
	Support

	OMA-ERDEF-MMS-C-001
	Text-only Messaging  Client
	MMSERELD
	M
	MMSCTR:MCF AND MMSENC:MCF
	

	OMA-ERDEF-MMS-C-002
	Basic MMS Client
	MMSERELD
	O
	OMA-ERDEF-MMS-C-001 AND MMSCONF:MCF
	


Table 2 – MMS Client Transactions Client Requirements [MMSCTR]

	Item
	Function
	Reference
	Status
	Requirement
	Support

	MMSCTR-CLF-C-001
	Support for MMS Client Functions
	6
	M
	MMSCTR-CLF-C-002 OR MMSCTR-CLF-C-003
	

	MMSCTR-CLF-C-002
	Support for Originating MMS Client Functions
	6.1, 6.5
	O
	MMSCTR-SND-C-001 AND MMSCTR-DRP-C-001
	

	MMSCTR-CLF-C-003
	Support for Receiving MMS Client Functions
	6.2,6.3
	O
	MMSCTR-NTF-C-001 AND MMSCTR-FTC-C-001
	

	MMSCTR-CLF-C-004
	Capability Negotiation between Receiving MMS Client and MMS Proxy-Relay using the UAProf Component MMS Characteristics
	7,8
	O
	MMSCTR-CLF-C-003 AND UAProf: MCF
	

	MMSCTR-CLF-C-005
	Support for MMBox functionality
	7
	O
	
	

	MMSCTR-SND-C-001
	Send Transaction between Originating MMS Client and MMS Proxy-Relay
	6.1
	O
	MMSCTR-SND-C-002 AND MMSCTR-SND-C-003
	

	MMSCTR-SND-C-002
	Originating MMS Client Sending M-Send.req to MMS Proxy-Relay
	6.1.1
	O
	MMSCTR-PDU-C-001 AND MMSCTR-WSP-C-001
	

	MMSCTR-SND-C-003
	MMS Proxy-Relay Sending M-Send.conf to Originating MMS Client
	6.1.1
	O
	MMSCTR-PDU-C-002 AND MMSCTR-WSP-C-002
	

	MMSCTR-NTF-C-001
	Notification Transaction between MMS Proxy-Relay and Receiving MMS Client
	6.2
	O
	MMSCTR-NTF-C-002 AND MMSCTR-NTF-C-003
	

	MMSCTR-NTF-C-002
	MMS Proxy-Relay Sending M-Notification.ind to Receiving MMS Client
	6.2.1
	O
	MMSCTR-PDU-C-003 AND MMSCTR-PSH-C-001 AND MMSCTR-PSH-C-002 AND MMSCTR-PSH-C-003
	

	MMSCTR-NTF-C-003
	Receiving MMS Client Sending M-NotifyResp.ind to MMS Proxy-Relay
	6.2.1
	O
	MMSCTR-PDU-C-004 AND MMSCTR-WSP-C-001
	

	MMSCTR-FTC-C-001
	Retrieval Transaction between Receiving MMS Client and MMS Proxy-Relay
	6.3
	O
	MMSCTR-FTC-C-002 AND MMSCTR-FTC-C-003 AND MMSCTR-FTC-C-004
	

	MMSCTR-FTC-C-002
	Receiving MMS Client Sending Retrieve Request to MMS Proxy-Relay
	6.3.1
	O
	MMSCTR-WSP-C-003
	

	MMSCTR-FTC-C-003
	MMS Proxy-Relay Sending M-retrieve.conf to Receiving MMS Client
	6.3.1
	O
	MMSCTR-PDU-C-005 AND MMSCTR-WSP-C-004
	

	MMSCTR-FTC-C-004
	Receiving MMS Client Sending M-Acknowledge.ind to MMS Proxy-Relay
	6.3.1
	O
	MMSCTR-PDU-C-006 AND MMSCTR-WSP-C-001
	

	MMSCTR-FWD-C-001
	Forward Transaction between Forwarding MMS Client and MMS Proxy-Relay
	6.4
	O
	MMSCTR-FWD-C-002 AND MMSCTR-FWD-C-003
	

	MMSCTR-FWD-C-002
	Forwarding MMS Client Sending M-Forward.req to MMS Proxy-Relay
	6.4.1
	O
	MMSCTR-PDU-C-010 AND MMSCTR-WSP-C-001
	

	MMSCTR-FWD-C-003
	MMS Proxy-Relay Sending M-Forward.conf to Forwarding MMS Client
	6.4.1
	O
	MMSCTR-PDU-C-011 AND MMSCTR-WSP-C-002
	

	MMSCTR-DRP-C-001
	Delivery Report Transaction between MMS Proxy-Relay and Originating MMS Client
	6.5
	O
	MMSCTR-DRP-C-002
	

	MMSCTR-DRP-C-002
	MMS Proxy-Relay Sending M-Delivery.ind to Originating MMS Client
	6.5.1
	O
	MMSCTR-PDU-C-007 AND MMSCTR-PSH-C-001 AND MMSCTR-PSH-C-002 AND MMSCTR-PSH-C-003
	

	MMSCTR-RRP-C-001
	Ability to Generate Read Report in Receiving MMS Client
	6.6.1, 6.6.3.1
	O
	MMSCTR-SND-C-001
	

	MMSCTR-RRP-C-002
	Ability to Receive Read Report in Originating MMS Client
	6.6.1, 6.6.3.1
	O
	MMSCTR-NTF-C-001 AND MMSCTR-FTC-C-001
	

	MMSCTR-RRP-C-003
	Ability to handle Read Reports
	6.6
	O
	MMSCTR-RRP-C-004 OR MMSCTR-RRP-C-005
	

	MMSCTR-RRP-C-004
	Ability to handle Read Reports in the form of a multimedia message
	6.6.1, 6.6.3.1
	O
	MMSCTR-RRP-C-001 AND MMSCTR-RRP-C-002
	

	MMSCTR-RRP-C-005
	Ability to handle Read reports in the form of PDUs
	6.6.2, 6.6.3.2
	O
	MMSCTR-RRP-C-006 AND MMSCTR-RRP-C-007 AND MMSCTR-RRP-C-008
	

	MMSCTR-RRP-C-006
	Ability to Generate Read Report PDU in Receiving MMS Client
	6.6.26.6.3.2
	O
	MMSCTR-PDU-C-008
	

	MMSCTR-RRP-C-007
	Ability to Send Read  Report PDU from Receiving MMS Client to MMS Proxy-Relay
	6.6.2, 6.6.3.2
	O
	MMSCTR-WSP-C-001
	

	MMSCTR-RRP-C-008
	Ability to Receive Read Report PDU in Originating MMS Client
	6.6.2, 6.6.3.2
	O
	MMSCTR-PSH-C-001 AND MMSCTR-PSH-C-002 AND MMSCTR-PSH-C-003
	

	MMSCTR-UPD-C-001
	Store Transaction between Originating MMS Client and MMS Proxy-Relay
	6.7
	O
	MMSCTR-UPD-C-002 AND MMSCTR-UPD-C-003
	

	MMSCTR-UPD-C-002
	Originating MMS Client Sending M-Mbox-Store.req to MMS Proxy-Relay
	6.7.1
	O
	MMSCTR-PDU-C-001 AND MMSCTR-WSP-C-001
	

	MMSCTR-UPD-C-003
	MMS Proxy-Relay Sending M-Mbox-Store.conf to Originating MMS Client
	6.7.1
	O
	MMSCTR-PDU-C-002 AND MMSCTR-WSP-C-002
	

	MMSCTR-VEW-C-001
	View Transaction between Originating MMS Client and MMS Proxy-Relay
	6.8
	O
	MMSCTR-VEW-C-002 AND MMSCTR-VEW-C-003
	

	MMSCTR-VEW-C-002
	Originating MMS Client Sending M-Mbox-View.req to MMS Proxy-Relay
	6.8.1
	O
	MMSCTR-PDU-C-001 AND MMSCTR-WSP-C-001
	

	MMSCTR-VEW-C-003
	MMS Proxy-Relay Sending M-Mbox-View.conf to Originating MMS Client
	6.8.1
	O
	MMSCTR-PDU-C-002 AND MMSCTR-WSP-C-002
	

	MMSCTR-VEW-C-004
	MMS Proxy-Relay sending Information Elements of selected MM in multipart.mixed content of M-Mbox-View.conf PDU to originating MMS Client
	6.8.1
	O
	MMSCTR-PDU-C-002 AND MMSCTR-WSP-C-002
	

	MMSCTR-UPL-C-001
	Upload Transaction between Originating MMS Client and MMS Proxy-Relay
	6.9
	O
	MMSCTR-UPL-C-002 AND MMSCTR-UPL-C-003
	

	MMSCTR-UPL-C-002
	Originating MMS Client Sending M-Mbox-Upload.req to MMS Proxy-Relay
	6.9.1
	O
	MMSCTR-PDU-C-001 AND MMSCTR-WSP-C-001
	

	MMSCTR-UPL-C-003
	MMS Proxy-Relay Sending M-Mbox-Upload.conf to Originating MMS Client
	6.9.1
	O
	MMSCTR-PDU-C-002 AND MMSCTR-WSP-C-002
	

	MMSCTR-DLT-C-001
	Delete Transaction between Originating MMS Client and MMS Proxy-Relay
	6.10
	O
	MMSCTR-DLT-C-002 AND MMSCTR-DLT-C-003
	

	MMSCTR-DLT-C-002
	Originating MMS Client Sending M-Mbox-Delete.req to MMS Proxy-Relay
	6.10.1
	O
	MMSCTR-PDU-C-001 AND MMSCTR-WSP-C-001
	

	MMSCTR-DLT-C-003
	MMS Proxy-Relay Sending M-Mbox-Delete.conf to Originating MMS Client
	6.10.1
	O
	MMSCTR-PDU-C-002 AND MMSCTR-WSP-C-002
	

	MMSCTR-PDU-C-001
	Originating MMS Client Sending Encapsulated M-Send.req PDU to MMS Proxy-Relay
	6.1.1
	O
	MMSE-C-016 AND MMSE-C-017 AND MMSE-C-018 AND MMSE-C-020 AND MMSE-C-024 AND MMSE-C-033 AND MMSE-C-036
	

	MMSCTR-PDU-C-002
	MMS Proxy-Relay Sending Encapsulated M-Send.conf PDU to Originating MMS Client
	6.1.1
	O
	MMSE-C-016 AND MMSE-C-017 AND MMSE-C-018 AND MMSE-C-034 AND MMSE-C-037
	

	MMSCTR-PDU-C-003
	MMS Proxy-Relay Sending Encapsulated M-Notification.ind PDU to Receiving MMS Client
	6.2.1
	O
	MMSE-C-042 AND MMSE-C-043 AND MMSE-C-044 AND MMSE-C-047 AND MMSE-C-048 AND MMSE-C-049 AND MMSE-C-050
	

	MMSCTR-PDU-C-004
	Receiving MMS Client Sending Encapsulated M-NotifyResp.ind PDU to MMS Proxy-Relay
	6.2.1
	O
	MMSE-C-042 AND MMSE-C-043 AND MMSE-C-044 AND MMSE-C-051
	

	MMSCTR-PDU-C-005
	MMS Proxy-Relay Sending Encapsulated M-retrieve.conf PDU to Receiving MMS Client
	6.3.1
	O
	MMSE-C-058 AND MMSE-C-061 AND MMSE-C-062 AND MMSE-C-063 AND MMSE-C-064
	

	MMSCTR-PDU-C-006
	Receiving MMS Client Sending Encapsulated M-Acknowledge.ind PDU to MMS Proxy-Relay
	6.3.1
	O
	MMSE-C-083 AND MMSE-C-084 AND MMSE-C-085
	

	MMSCTR-PDU-C-007
	MMS Proxy-Relay Sending Encapsulated M-Delivery.ind PDU to Originating MMS Client
	6.5.1
	O
	MMSE-C-083 AND MSE-C-085 AND MMSE-C-087 AND MMSE-C-088 AND MMSE-C-089 AND MMSE-C-090
	

	MMSCTR-PDU-C-008
	Receiving MMS Client Sending Encapsulated M-Read-Rec.ind PDU to MMS Proxy-Relay
	6.6.2
	O
	MMSE-C-060 AND MMSE-C-071 AND MMSE-RDR-C-004 AND       MMSE-RDR-C-005 AND      MMSE-RDR-C-006 AND      MMSE-RDR-C-007 AND      MMSE-RDR-C-008 AND            MMSE-RDR-C-011 
	

	MMSCTR-PDU-C-009
	MMS Proxy-Relay Sending Encapsulated M-Read-Orig.ind PDU to Originating  MMS Client
	6.6.2
	O
	MMSE-RDR-C-004 AND       MMSE-RDR-C-005 AND      MMSE-RDR-C-006 AND      MMSE-RDR-C-007 AND      MMSE-RDR-C-008 AND MMSE-RDR-C-010 AND MMSE-RDR-C-011
	

	MMSCTR-PDU-C-010
	MMS Client Sending Encapsulated M-Forward.req PDU to MMS Proxy-Relay
	6.4.1
	O
	MMSE-FWD-C-002 AND MMSE-FWD-C-003 AND MMSE-FWD-C-004 AND MMSE-FWD-C-006 AND MMSE-FWD-C-015 AND MMSE-FWD-C-019
	

	MMSCTR-PDU-C-011
	MMS Proxy-Relay Sending Encapsulated M-Forward.conf PDU to MMS Client
	6.4.1
	O
	MMSE-FWD-C-002 AND MMSE-FWD-C-003 AND MMSE-FWD-C-004 AND MMSE-FWD-C-016 AND MMSE-FWD-C-018
	

	MMSCTR-PDU-C-012
	MMS Client Sending Encapsulated M-Mbox-Store.req PDU to MMS Proxy-Relay
	6.7.1
	O
	MMSE-STR-C-002 AND MMSE-STR-C-003 AND MMSE-STR-C-004 AND MMSE-STR-C-005 
	

	MMSCTR-PDU-C-013
	MMS Proxy-Relay Sending Encapsulated M-Mbox-Store.conf PDU to MMS Client
	6.7.1
	O
	MMSE-STR-C-002 AND MMSE-STR-C-003 AND MMSE-STR-C-004 AND MMSE-STR-C-009 
	

	MMSCTR-PDU-C-014
	MMS Client Sending Encapsulated M-Mbox-View.req PDU to MMS Proxy-Relay
	6.8.1
	O
	MMSE-VEW-C-002 AND MMSE-VEW-C-003 AND MMSE-VEW-C-004 
	

	MMSCTR-PDU-C-015
	MMS Proxy-Relay Sending Encapsulated M-Mbox-View.conf PDU to MMS Client
	6.8.1
	O
	MMSE-VEW-C-002 AND MMSE-VEW-C-003 AND MMSE-VEW-C-004 AND MMSE-VEW-C-012 AND MMSE-VEW-C-017
	

	MMSCTR-PDU-C-016
	MMS Client Sending Encapsulated M-Mbox-Upload.req PDU to MMS Proxy-Relay
	6.9.1
	O
	MMSE-UPL-C-002 AND MMSE-UPL-C-003 AND MMSE-UPL-C-004 AND MMSE-UPL-C-016 AND MMSE-UPL-C-017 
	

	MMSCTR-PDU-C-017
	MMS Proxy-Relay Sending Encapsulated M-Mbox-Upload.conf PDU to MMS Client
	6.9.1
	O
	MMSE-UPL-C-002 AND MMSE-UPL-C-003 AND MMSE-UPL-C-004 AND MMSE-UPL-C-018
	

	MMSCTR-PDU-C-018
	MMS Client Sending Encapsulated M-Mbox-Delete.req PDU to MMS Proxy-Relay
	6.10.1
	O
	MMSE-DLT-C-002 AND MMSE-DLT-C-003 AND MMSE-DLT-C-004 AND MMSE-DLT-C-005 
	

	MMSCTR-PDU-C-019
	MMS Proxy-Relay Sending Encapsulated M-Mbox-Delete.conf PDU to MMS Client
	6.10.1
	O
	MMSE-DLT-C-002 AND MMSE-DLT-C-003 AND MMSE-DLT-C-004 AND MMSE-DLT-C-007 
	

	MMSCTR-PSH-C-001
	MMS Proxy-Relay Using WAP PUSH Operation to Send MMS PDU to MMS Client
	8.1.2, 8.1.4, 8.1.5, 8.2.2, 8.2.4, 8.2.5,
	O
	MMSCTR-PSH-C-004 OR MMSCTR-PSH-C-005 OR MMSCTR-PSH-C-008
	

	MMSCTR-PSH-C-002
	Format and Contents of Push Message
	8.1.2, 8.1.4, 8.1.5, 8.2.2, 8.2.4, 8.2.5,
	O
	MSG-GEN-C-002 AND MSG-GEN-C-003 AND MSG-GEN-C-005
	

	MMSCTR-PSH-C-003
	Push Application Addressing and Dispatching to MMS Client
	8.1.2, 8.1.4,, 8.1.5, 8.2.2,, 8.2.4,, 8.2.5,
	O
	(OTA-WSP-C-006 AND OTA-WSP-C-007) OR OTA-HTTP-C-011
	

	MMSCTR-PSH-C-004
	Non-secure Port for Connectionless Push
	8.1.2, 8.1.4,, 8.1.5, 8.2.2, 8.2.4, 8.2.5,
	O
	OTA-CL-C-001 AND OTA-CL-C-002
	

	MMSCTR-PSH-C-005
	Secure Port for Connectionless Push
	6.7, 8.1.2, 8.1.4,8.1.5, 8.2.2,, 8.2.4,, 8.2.5,
	O
	OTA-CL-C-003
	

	MMSCTR-PSH-C-008
	Connection Oriented Push
	6.7, 8.1.2, 8.1.4, 8.1.5, 8.2.2, 8.2.4, 8.2.5
	O
	OTA-CO-C-001
	

	MMSCTR-WSP-C-001
	MMS Client Using WSP/HTTP POST Request to Send MMS PDU to MMS Proxy-Relay
	8.1.1, 8.1.2, 8.1.3, 8.1.5, 8.1.6, 8.2.1, 8.2.2, 8.2.3, 8.2.5, 8.2.6
	O
	WSP-C-001 OR HTTP-CLT-C-001
	

	MMSCTR-WSP-C-002
	MMS Proxy-Relay Using WSP/HTTP POST Response to Send MMS PDU to MMS Client
	8.1.1, 8.1.6, 8.2.1, 8.2.6
	O
	WSP-C-001  OR HTTP-CLT-C-001
	

	MMSCTR-WSP-C-003
	MMS Client Using WSP/HTTP GET Request to Request MMS PDU from MMS Proxy-Relay
	8.1.3, 8.2.3
	O
	WSP-C-001  OR HTTP-CLT-C-001
	

	MMSCTR-WSP-C-004
	MMS Proxy-Relay Using WSP/HTTP GET Response to Send MMS PDU to MMS Client
	8.1.3, 8.2.3
	O
	WSP-C-001  OR HTTP-CLT-C-001
	

	MMSCTR-WSP-C-006
	http URI Scheme
	8.3.1
	M
	
	

	MMSCTR-WSP-C-007
	https URI Scheme
	8.3.2
	M
	MMSCTR-WSP-C-008 OR MMSCTR-WSP-C-009 OR MMSCTR-WSP-C-010
	

	MMSCTR-WSP-C-008
	https URI Scheme over WP-HTTP
	8.3.2
	O
	TLS:MCF
	

	MMSCTR-WSP-C-009
	https URI Scheme over WSP
	8.3.2
	O
	WTLS:MCF
	

	MMSCTR-WSP-C-010
	Report an Error When No TLS or WTLS Security Service is Available in the Terminal
	8.3.2
	O
	
	


Table 3 - MMS Encapsulation Client Requirements [MMSENC]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	MMSE-C-001
	Support for application/vnd.wap.mms-message
	5
	M
	
	

	MMSE-C-002
	Support for MMS presentation part in multipart structure
	5
	O
	
	

	MMSE-C-003
	Sending additional headers
	5
	O
	
	

	MMSE-C-004
	Functionality for additional headers
	6
	O
	MMSE-C-003
	

	MMSE-C-005
	Support of presentation without presentation part
	5
	O
	
	

	MMSE-C-006
	Support for text/plain multimedia objects
	5
	M
	
	

	MMSE-C-007
	Support for other multimedia objects than text
	5
	O
	
	

	MMSE-C-008
	Support for application/vnd.wap.mms-message
	5
	M
	
	

	MMSE-C-009
	Support for MMS presentation part in multipart structure
	5
	O
	
	

	MMSE-C-010
	Recognising encoding of all MMS header fields
	7
	M
	
	

	MMSE-C-011
	Recognising additional headers
	6,7
	M
	
	

	MMSE-C-012
	Functionality for additional headers
	6,7
	O
	MMSE-C-011
	

	MMSE-C-013
	Support of presentation without presentation part
	5
	M
	
	

	MMSE-C-014
	Support for text/plain multimedia objects
	5
	M
	
	

	MMSE-C-015
	Support for other multimedia objects than text
	5
	O
	
	

	MMSE-C-016
	X-Mms-Message-Type field
	Table 1,2
	M
	
	

	MMSE-C-017
	X-Mms-Transaction-ID field
	Table 1,2
	M
	
	

	MMSE-C-018
	X-Mms-MMS-Version field
	Table 1,2
	M
	
	

	MMSE-C-019
	Date field
	Table 1
	O
	
	

	MMSE-C-020
	From field
	Table 1
	M
	
	

	MMSE-C-021
	To field
	Table 1
	O
	
	

	MMSE-C-022
	Cc field
	Table 1
	O
	
	

	MMSE-C-023
	Bcc field
	Table 1
	O
	
	

	MMSE-C-024
	Support for at least one To, Cc or Bcc field
	Table 1
	M
	MMSE-C-021 OR MMSE-C-022 OR MMSE-C-023
	

	MMSE-C-025
	Subject field
	Table 1
	O
	
	

	MMSE-C-026
	X-Mms-Message-Class field
	Table 1
	O
	
	

	MMSE-C-027
	X-Mms-Expiry field
	Table 1
	O
	
	

	MMSE-C-028
	X-Mms-Delivery-Time field
	Table 1
	O
	
	

	MMSE-C-029
	X-Mms-Priority field
	Table 1
	O
	
	

	MMSE-C-030
	X-Mms-Sender-Visibility field
	Table 1
	O
	
	

	MMSE-C-031
	X-Mms-Delivery-Report field
	Table 1
	O
	
	

	MMSE-C-032
	X-Mms-Read-Report field
	Table 1
	O
	
	

	MMSE-C-033
	Content-Type field
	Table 1
	M
	
	

	MMSE-C-034
	X-Mms-Response-Status field
	Table 2
	M
	
	

	MMSE-C-035
	X-Mms-Response-Text field
	Table 2
	O
	
	

	MMSE-C-036
	In the case of application/vnd.wap.multipart.related the presentation is the root part of the aggregate document.
	5
	M
	
	

	MMSE-C-037
	Message-ID field in case of successful delivery to MMS Proxy-Relay
	Table 2
	M
	
	

	MMSE-C-038
	X-Mms-Reply-Charging field
	Table 1
	O
	
	

	MMSE-C-039
	X-Mms-Reply-Charging-Deadline field
	Table 1
	O
	MMSE-C-038
	

	MMSE-C-040
	X-Mms-Reply-Charging-Size field
	Table 1
	O
	MMSE-C-038
	

	MMSE-C-041
	X-Mms-Reply-Charging-ID field
	Table 1
	O
	
	

	MMSE-SND-C-026
	X-Mms-Store field
	Table 1
	O
	
	

	MMSE-SND-C-027
	X-Mms-MM-State field
	Table 1
	O
	MMSE-SND-C-026
	

	MMSE-SND-C-028
	X-Mms-MM-Flags field
	Table 1
	O
	MMSE-SND-C-026
	

	MMSE-SND-C-029
	X-Mms-Store-Status field
	Table 2
	O
	
	

	MMSE-SND-C-030
	X-Mms-Content-Location field
	Table 2
	O
	
	

	MMSE-SND-C-031
	X-Mms-Store-Status-Text field
	Table 2
	O
	MMSE-SND-C-029
	

	MMSE-C-042
	X-Mms-Message-Type field
	Table 3,4
	M
	
	

	MMSE-C-043
	X-Mms-Transaction-ID field
	Table 3,4
	M
	
	

	MMSE-C-044
	X-Mms-MMS-Version field
	Table 3,4
	M
	
	

	MMSE-C-045
	From field
	Table 3
	O
	
	

	MMSE-C-046
	Subject field
	Table 3
	O
	
	

	MMSE-C-047
	X-Mms-Message-Class field
	Table 3
	M
	
	

	MMSE-C-048
	X-Mms-Message-Size field
	Table 3
	M
	
	

	MMSE-C-049
	X-Mms-Expiry field
	Table 3
	M
	
	

	MMSE-C-050
	X-Mms-Content-Location field
	Table 3
	M
	
	

	MMSE-C-051
	Status field
	Table 4
	M
	
	

	MMSE-C-052
	X-Mms-Report-Allowed field
	Table 4
	O
	
	

	MMSE-C-053
	X-Mms-Delivery-Report field
	Table 3
	O
	
	

	MMSE-C-054
	X-Mms-Reply-Charging field
	Table 3
	O
	
	

	MMSE-C-055
	X-Mms-Reply-Charging-Deadline field
	Table 3
	O
	MMSE-C-054
	

	MMSE-C-056
	X-Mms-Reply-Charging-ID field
	Table 3
	O
	
	

	MMSE-C-057
	X-Mms-Reply-Charging-Size field
	Table 3
	O
	MMSE-C-054
	

	MMSE-NTF-C-016
	X-Mms-Stored field
	Table 3
	O
	
	

	MMSE-NTF-C-017
	X-Mms-Priority field
	Table 3
	O
	
	

	MMSE-NTF-C-018
	X-Mms-Distribution-Indicator field
	Table 3
	O
	
	

	MMSE-NTF-C-019
	X-Mms-Element-Descriptor field
	Table 3
	O
	
	

	MMSE-C-058
	X-Mms-Message-Type field
	Table 5
	M
	
	

	MMSE-C-059
	X-Mms-Transaction-ID field
	Table 5
	O
	
	

	MMSE-C-060
	Message-ID field
	Table 5
	O 
	
	

	MMSE-C-061
	Support the functionality of X-Mms-Transaction-ID field when present
	Table 5
	M
	
	

	MMSE-C-062
	X-Mms-MMS-Version field
	Table 5
	M
	
	

	MMSE-C-063
	Date field
	Table 5
	M
	
	

	MMSE-C-064
	From field
	Table 5
	M
	
	

	MMSE-C-065
	To field
	Table 5
	O
	
	

	MMSE-C-066
	Cc field
	Table 5
	O
	
	

	MMSE-C-067
	Subject field
	Table 5
	O
	
	

	MMSE-C-068
	X-Mms-Message-Class field
	Table 5
	O
	
	

	MMSE-C-069
	X-Mms-Priority field
	Table 5
	O
	
	

	MMSE-C-070
	X-Mms-Delivery-Report field
	Table 5
	O
	
	

	MMSE-C-071
	X-Mms-Read-Report field
	Table 5
	O
	
	

	MMSE-C-072
	Content-Type field
	Table 5
	O
	
	

	MMSE-C-073
	X-Mms-Report-Allowed field
	Table 6
	O
	
	

	MMSE-C-074
	Support for recognising of read-report message
	Table 5
	O
	MMSE-C-068
	

	MMSE-C-075
	X-Mms-Retrieve-Status field
	Table 5
	O
	
	

	MMSE-C-076
	X-Mms-Retrieve-Text field
	Table 5
	O
	
	

	MMSE-C-077
	X-Mms-Reply-Charging field
	Table 5
	O
	
	

	MMSE-C-078
	X-Mms-Reply-Charging-Deadline field
	Table 5
	O
	MMSE-C-077
	

	MMSE-C-079
	X-Mms-Reply-Charging-Size field
	Table 5
	O
	MMSE-C-077
	

	MMSE-C-080
	X-Mms-Reply-Charging-ID field
	Table 5
	O
	
	

	MMSE-C-081
	X-Mms-Previously-Sent-By field
	Table 5
	O
	
	

	MMSE-C-082
	X-Mms-Previously-Sent-Date field
	Table 5
	O
	
	

	MMSE-RTV-C-027
	X-Mms-MM-State field
	Table 5
	O
	
	

	MMSE-RTV-C-028
	X-Mms-MM-Flags field
	Table 5
	O
	
	

	MMSE-RTV-C-027
	X-Mms-Distribution-Indicator field
	Table 5
	O
	
	

	MMSE-C-083
	X-Mms-Message-Type field
	Tables 6,9
	M
	
	

	MMSE-C-084
	X-Mms-Transaction-ID field
	Tables 6
	M
	
	

	MMSE-C-085
	X-Mms-MMS-Version field
	Tables 6,9
	M
	
	

	MMSE-C-086
	X-Mms-Report-Allowed field
	Table 6
	O
	
	

	MMSE-C-087
	Message-ID field
	Table 9
	M
	
	

	MMSE-C-088
	To field
	Table 9
	M
	
	

	MMSE-C-089
	Date field
	Table 9
	M
	
	

	MMSE-C-090
	X-Mms-Status field
	Table 9
	M
	
	

	MMSE-FWD-C-001
	Support for M-Forward Transaction
	Tables 7,8
	O
	MMSE-FWD-C-002 AND MMSE-FWD-C-003 AND MMSE-FWD-C-004 AND MMSE-FWD-C-006 AND MMSE-FWD-C-015AND MMSE-FWD-C-016 AND MMSE-FWD-C-018 AND MMSE-FWD-C-019
	

	MMSE-FWD-C-002
	X-Mms-Message-Type field
	Tables 7,8
	O
	
	

	MMSE-FWD-C-003
	X-Mms-Transaction-ID field
	Table 7,8
	O
	
	

	MMSE-FWD-C-004
	X-Mms-MMS-Version field
	Table 7,8
	O
	
	

	MMSE-FWD-C-005
	Date field
	Table 7
	O
	
	

	MMSE-FWD-C-006
	From field
	Table 7
	O
	
	

	MMSE-FWD-C-007
	To field
	Table 7
	O
	
	

	MMSE-FWD-C-008
	Cc field
	Table 7
	O
	
	

	MMSE-FWD-C-009
	Bcc field
	Table 7
	O
	
	

	MMSE-FWD-C-010
	X-Mms-Expiry field
	Table 7
	O
	
	

	MMSE-FWD-C-011
	X-Mms-Delivery-Time field
	Table 7
	O
	
	

	MMSE-FWD-C-012
	X-Mms-Report-Allowed field
	Table 7
	O
	
	

	MMSE-FWD-C-013
	X-Mms-Delivery-Report field
	Table 7
	O
	
	

	MMSE-FWD-C-014
	X-Mms-Read-Report field
	Table 7
	O
	
	

	MMSE-FWD-C-015
	X-Mms-Content-Location field
	Table 7
	O
	
	

	MMSE-FWD-C-016
	X-Mms-Response-Status field
	Table 8
	O
	
	

	MMSE-FWD-C-017
	X-Mms-Response-Text field
	Table 8
	O
	
	

	MMSE-FWD-C-018
	Message-ID field in case of acceptance by MMS Proxy-Relay
	Table 8
	O
	
	

	MMSE-FWD-C-019
	Support for at least one To, Cc or Bcc field
	Table 7
	O
	MMSE-FWD-C-007 OR MMSE-FWD-C-008 OR MMSE-FWD-C-009
	

	MMSE-FWD-C-020
	X-Mms-Store field
	Table 7
	O
	
	

	MMSE-FWD-C-021
	X-Mms-MM-State field
	Table 7
	O
	MMSE-FWD-C-020
	

	MMSE-FWD-C-022
	X-Mms-MM-Flags field
	Table 7
	O
	MMSE-FWD-C-020
	

	MMSE-FWD-C-023
	X-Mms-Content-Location field
	Table 8
	O
	
	

	MMSE-FWD-C-024
	X-Mms-Store-Status field
	Table 8
	O
	
	

	MMSE-FWD-C-025
	X-Mms-Store-Status-Text field
	Table 8
	O
	MMSE-FWD-C-024
	

	MMSE-RDR-C-001
	Support of Read Reporting functionality
	6.7
	O
	MMSE-RDR-C-003
	

	MMSE-RDR-C-002
	Support of Multimedia Message Read Report
	6.7.1
	O
	MMSE-C-071
	

	MMSE-RDR-C-003
	Support for PDU Read Reporting functionality
	Tables 10,11
	O
	MMSE-C-058 AND MMSE-C-071 AND MMSE-RDR-C-004 AND MMSE-RDR-C-005 AND MMSE-RDR-C-006 AND MMSE-RDR-C-007 AND MMSE-RDR-C-008 AND MMSE-RDR-C-010 AND MMSE-RDR-C-011
	

	MMSE-RDR-C-004
	X-Mms-Message-Type field
	Tables 10,11
	O
	
	

	MMSE-RDR-C-005
	X-Mms-MMS-Version field
	Tables 10,11
	O
	
	

	MMSE-RDR-C-006
	Message-ID field
	Tables 10,11
	O
	
	

	MMSE-RDR-C-007
	To field
	Tables 10,11
	O
	
	

	MMSE-RDR-C-008
	From field
	Tables 10,11
	O
	
	

	MMSE-RDR-C-009
	Date field in M-Read-Rec.ind PDU
	Tables 10
	O
	
	

	MMSE-RDR-C-010
	Date field in M-Read-Orig.ind PDU
	Table 11
	O
	
	

	MMSE-RDR-C-011
	X-Mms-Read-Status field
	Tables 10,11
	O
	
	

	MMSE-STR-C-001
	Support for M-Mbox-Store Transaction
	Tables 12,13
	O
	MMSE-STR-C-002 AND MMSE-STR-C-003 AND MMSE-STR-C-004 AND MMSE-STR-C-005 AND MMSE-STR-C-009 
	

	MMSE-STR-C-002
	X-Mms-Message-Type field
	Tables 12,13
	O
	
	

	MMSE-STR-C-003
	X-Mms-Transaction-ID field
	Table 12,13
	O
	
	

	MMSE-STR-C-004
	X-Mms-MMS-Version field
	Table 12,13
	O
	
	

	MMSE-STR-C-005
	X-Mms-Content-Location field
	Table 12
	O
	
	

	MMSE-STR-C-006
	X-Mms-MM-State field
	Table 12
	O
	
	

	MMSE-STR-C-007
	X-Mms-MM-Flags field
	Table 12
	O
	
	

	MMSE-STR-C-008
	X-Mms-Content-Location field
	Table 13
	O
	
	

	MMSE-STR-C-009
	X-Mms-Store-Status field
	Table 13
	O
	
	

	MMSE-STR-C-010
	X-Mms-Store-Status-Text
	Table 13
	O
	
	

	MMSE-VEW-C-001
	Support for M-Mbox-View Transaction
	Tables 14,15
	O
	MMSE-VEW-C-002 AND MMSE-VEW-C-003 AND MMSE-VEW-C-004 AND MMSE-VEW-C-012 AND MMSE-VEW-C-017
	

	MMSE-VEW-C-002
	X-Mms-Message-Type field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-003
	X-Mms-Transaction-ID field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-004
	X-Mms-MMS-Version field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-005
	X-Mms-Content-Location field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-006
	X-Mms-Selection field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-007
	X-Mms-Start field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-008
	X-Mms-Limit field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-009
	X-Mms-Attributes field
	Tables 14, 15
	O
	
	

	MMSE-VEW-C-010
	X-Mms-Totals field
	Table 14
	O
	
	

	MMSE-VEW-C-011
	X-Mms-Quotas field
	Table 14
	O
	
	

	MMSE-VEW-C-012
	X-Mms-Response-Status field
	Table 15
	O
	
	

	MMSE-VEW-C-013
	X-Mms-Response -Text field
	Table 15
	O
	MMSE-VEW-C-012
	

	MMSE-VEW-C-014
	X-Mms-Mbox-Totals field
	Table 15
	O
	
	

	MMSE-VEW-C-015
	X-Mms-Mbox-Quotas field
	Table 15
	O
	
	

	MMSE-VEW-C-016
	X-Mms-Message-Count field
	Table 15
	O
	
	

	MMSE-VEW-C-017
	Support for application/vnd.wap.multipart.mixed content
	6.9
	O
	MMSE-VEW-C-018 AND MMSE-VEW-C-019
	

	MMSE-VEW-C-018
	X-Mms-Message-Type field
	Table 16
	O
	
	

	MMSE-VEW-C-019
	X-Mms-Content-Location field
	Table 16
	O
	
	

	MMSE-VEW-C-020
	Message-ID
	Table 16
	O
	
	

	MMSE-VEW-C-021
	X-Mms-MM-State field
	Table 16
	O
	
	

	MMSE-VEW-C-022
	X-Mms-MM-Flags field
	Table 16
	O
	
	

	MMSE-VEW-C-023
	Date field
	Table 16
	O
	
	

	MMSE-VEW-C-024
	From field
	Table 16
	O
	
	

	MMSE-VEW-C-025
	To field
	Table 16
	O
	
	

	MMSE-VEW-C-026
	Cc field
	Table 16
	O
	
	

	MMSE-VEW-C-027
	Bcc field
	Table 16
	O
	
	

	MMSE-VEW-C-028
	X-Mms-Message-Class field
	Table 16
	O
	
	

	MMSE-VEW-C-029
	Subject field
	Table 16
	O
	
	

	MMSE-VEW-C-030
	X-Mms-Priority field
	Table 16
	O
	
	

	MMSE-VEW-C-031
	X-Mms-Delivery-Time field
	Table 16
	O
	
	

	MMSE-VEW-C-032
	X-Mms-Expiry field
	Table 16
	O
	
	

	MMSE-VEW-C-033
	X-Mms-Delivery-Report field
	Table 16
	O
	
	

	MMSE-VEW-C-034
	X-Mms-Read-Report field
	Table 16
	O
	
	

	MMSE-VEW-C-035
	X-Mms-Message-Size field
	Table 16
	O
	
	

	MMSE-VEW-C-036
	X-Mms-Reply-Charging field
	Table 16
	O
	
	

	MMSE-VEW-C-037
	X-Mms-Reply-Charging-ID field
	Table 16
	O
	
	

	MMSE-VEW-C-038
	X-Mms-Reply-Charging-Deadline field
	Table 16
	O
	
	

	MMSE-VEW-C-039
	X-Mms-Reply-Charging-Size field
	Table 16
	O
	
	

	MMSE-VEW-C-040
	X-Mms-Previously-Sent-By field
	Table 16
	O
	
	

	MMSE-VEW-C-041
	X-Mms-Previously-Sent-Date field
	Table 16
	O
	
	

	MMSE-VEW-C-042
	Content-type field
	Table 16
	O
	
	

	MMSE-VEW-C-043
	Content-type field in M-Mbox-View.conf
	Table 15
	O
	
	

	MMSE-UPL-C-001
	Support for M-Mbox-Upload Transaction
	Tables 17, 18
	O
	MMSE-UPL-C-002 AND MMSE-UPL-C-003 AND MMSE-UPL-C-004 AND MMSE-UPL-C-007 AND MMSE-UPL-C-008 AND MMSE-UPL-C-010
	

	MMSE-UPL-C-002
	X-Mms-Message-Type field
	Tables 17, 18
	O
	
	

	MMSE-UPL-C-003
	X-Mms-Transaction-ID field
	Table 17, 18
	O
	
	

	MMSE-UPL-C-004
	X-Mms-MMS-Version field
	Table 17, 18
	O
	
	

	MMSE-UPL-C-005
	X-Mms-MM-State field
	Table 17
	O
	
	

	MMSE-UPL-C-006
	X-Mms-MM-Flags field
	Table 17
	O
	
	

	MMSE-UPL-C-007
	Content-Type field
	Table 17
	O
	
	

	MMSE-UPL-C-008
	Content body follows headers
	6.10
	O
	
	

	MMSE-UPL-C-009
	X-Mms-Content-Location field
	Table 18
	O
	
	

	MMSE-UPL-C-010
	X-Mms-Store-Status field
	Table 18
	O
	
	

	MMSE-UPL-C-011
	X-Mms-Store-Status-Text field
	Table 18
	O
	
	

	MMSE-DLT-C-001
	Support for M-Mbox-Delete Transaction
	Tables 19, 20
	O
	MMSE-DLT-C-002 AND MMSE-DLT-C-003 AND MMSE-DLT-C-004 AND MMSE-DLT-C-005 AND MMSE-DLT-C-007
	

	MMSE-DLT-C-002
	X-Mms-Message-Type field
	Tables 19, 20
	O
	
	

	MMSE-DLT-C-003
	X-Mms-Transaction-ID field
	Tables 19, 20
	O
	
	

	MMSE-DLT-C-004
	X-Mms-MMS-Version field
	Tables 19, 20
	O
	
	

	MMSE-DLT-C-005
	X-Mms-Content-Location field
	Table 19
	O
	
	

	MMSE-DLT-C-006
	X-Mms-Content-Location field
	Table 20
	O
	
	

	MMSE-DLT-C-007
	X-Mms-Response-Status field
	Table 20
	O
	
	

	MMSE-DLT-C-008
	X-Mms-Response -Text field
	Table 20
	O
	MMSE-DLT-C-007
	

	MMSE-CHS-C-001
	Unicode UTF-8 encoding
	5, 7.2.9
	O
	
	

	MMSE-CHS-C-002
	Unicode UTF-16 encoding
	5
	O
	
	

	MMSE-CHS-C-003
	ISO 10646-1 UCS-2 encoding
	5
	O
	
	

	MMSE-CHS-C-004
	ISO 10646-1 UCS-4 encoding
	5
	O
	
	

	MMSE-CHS-C-005
	Other character encoding
	5, 7.2.9
	O
	
	

	MMSE-CHS-C-006
	Support for character-set encoding according to [RFC2047]
	7.2.9
	O
	
	


Table 4 - MMS Conformance Document Client Requirements [MMSCONF]

Note: The requirements in the “Status” column with a * in Table 4 SHALL NOT be valid for MMS Clients that are compliant to the MMS suite of specifications defined by 3GPP2 (e.g., [XS0016200]).

	Item
	Function
	Reference
	Status
	Requirement
	Support

in send
	Support

in reception

	MMSCONF-GEN-C-001
	Support for WAP flow control
	10.1
	M*
	
	
	

	MMSCONF-GEN-C-002
	Messages are encoded as specified
	10.2
	M*
	
	
	

	MMSCONF-GEN-C-003
	Support for maximum values for MMS parameters
	10.2.5
	M*
	
	
	

	MMSCONF-CCC-C-001
	Conformance to at least one MM content class in addition from the text class
	7
	M
	MMSCONF-CCC-C-003 OR MMSCONF-CCC-C-004
	
	

	MMSCONF-CCC-C-002
	Conformance to the text class
	7
	M
	MMSCONF-CCC-C-013 OR MMSCONF-CCC-C-014
	
	

	MMSCONF-CCC-C-003
	Full conformance to at least one MM content class
	11.1
	O
	MMSCONF-CCC-C-005 OR MMSCONF-CCC-C-006 OR MMSCONF-CCC-C-007 OR MMSCONF-CCC-C-011
	
	

	MMSCONF-CCC-C-004
	Partial conformance to at least one MM content class
	11.1
	O
	MMSCONF-CCC-C-008 OR MMSCONF-CCC-C-009 OR MMSCONF-CCC-C-010 OR MMSCONF-CCC-C-012 
	
	

	MMSCONF-CCC-C-005
	Full conformance to image basic class
	11.1
	O
	MMSCONF-IBC-C-001 AND MMSCONF-IBC-C-002 AND MMSCONF-IBC-C-003 AND MMSCONF-IBC-C-004 
	
	

	MMSCONF-CCC-C-006
	Full conformance to image rich class
	11.1
	O
	MMSCONF-IRC-C-001 AND MMSCONF-IRC-C-002 AND MMSCONF-IRC-C-003 AND MMSCONF-IRC-C-004 AND MMSCONF-CCC-C-005
	
	

	MMSCONF-CCC-C-007
	Full conformance to video basic class
	11.1
	O
	MMSCONF-VBC-C-001 AND MMSCONF-VBC-C-002 AND MMSCONF-VBC-C-003 AND MMSCONF-VBC-C-004 AND MMSCONF-CCC-C-006
	
	

	MMSCONF-CCC-C-008
	Partial conformance to image basic class
	11.1
	O
	MMSCONF-IBC-C-001 OR MMSCONF-IBC-C-002 OR MMSCONF-IBC-C-003 OR MMSCONF-IBC-C-005
	
	

	MMSCONF-CCC-C-009
	Partial conformance to image rich class
	11.1
	O
	MMSCONF-IRC-C-001 OR MMSCONF-IRC-C-002 OR MMSCONF-IRC-C-003 OR MMSCONF-IRC-C-004
	
	

	MMSCONF-CCC-C-010
	Partial conformance to video basic class
	11.1
	O
	MMSCONF-VBC-C-001 OR MMSCONF-VBC-C-002 OR MMSCONF-VBC-C-003 OR MMSCONF-VBC-C-004
	
	

	MMSCONF-CCC-C-011
	Full conformance to video rich class
	11.1
	O
	MMSCONF-VRC-C-001 AND MMSCONF-VRC-C-002 AND MMSCONF-VRC-C-003 AND MMSCONF-VRC-C-004 AND MMSCONF-CCC-C-005
	
	

	MMSCONF-CCC-C-012
	Partial conformance to video rich class
	11.1
	O
	MMSCONF-VRC-C-001 OR MMSCONF-VRC-C-002 OR MMSCONF-VRC-C-003 OR MMSCONF-VRC-C-004
	
	

	MMSCONF-CCC-C-013
	Full conformance to text class
	11.1
	O
	MMSCONF-TXC-C-001 AND MMSCONF-TXC-C-002 AND MMSCONF-TXC-C-003 AND MMSCONF-TXC-C-004
	
	

	MMSCONF-CCC-C-014
	Partial conformance to text class
	11.1
	O
	MMSCONF-TXC-C-001 OR MMSCONF-TXC-C-002 OR MMSCONF-TXC-C-003 OR MMSCONF-TXC-C-004
	
	

	MMSCONF-IBC-C-001
	Creation conformance to image basic class
	11.3.1
	O
	MMSCONF-IBC-C-005 AND  MMSCONF-CMO-C-001
	
	

	MMSCONF-IBC-C-002
	Submission conformance to image basic class
	11.3.2
	O
	MMSCONF-IBC-C-006 AND  MMSCONF-CMO-C-001 AND MMSCTR-SND-C-001
	
	

	MMSCONF-IBC-C-003
	Retrieval conformance to image basic class
	11.3.3
	O
	MMSCONF-IBC-C-007 AND MMSCTR-FTC-C-001
	
	

	MMSCONF-IBC-C-004
	Presentation conformance to image basic class
	11.3.4
	O
	MMSCONF-IBC-C-008
	
	

	MMSCONF-IBC-C-005
	Support for the insertion in a created message of all media formats for all media types defined in the image basic class
	11.3.1
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-023
	
	

	MMSCONF-IBC-C-006
	Support for the submission of any MM being message conformant to the image basic class
	11.3.2
	O
	
	
	

	MMSCONF-IBC-C-007
	Support for the retrieval of any MM being message conformant to the image basic class
	11.3.3
	O
	
	
	

	MMSCONF-IBC-C-008
	Ability to present all the media objects of any MM being conformant to the image basic class
	11.3.4
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-023 AND MMSCONF-MED-C-004
	
	

	MMSCONF-IRC-C-001
	Creation conformance to image rich class
	11.3.1
	O
	MMSCONF-IRC-C-005 AND  MMSCONF-CMO-C-001
	
	

	MMSCONF-IRC-C-002
	Submission conformance to image rich class
	11.3.2
	O
	MMSCONF-IRC-C-006 AND  MMSCONF-CMO-C-001 AND MMSCTR-SND-C-001
	
	

	MMSCONF-IRC-C-003
	Retrieval conformance to image rich class
	11.3.3
	O
	MMSCONF-IRC-C-007 AND MMSCTR-FTC-C-001 
	
	

	MMSCONF-IRC-C-004
	Presentation conformance to image rich class
	11.3.4
	O
	MMSCONF-IRC-C-008
	
	

	MMSCONF-IRC-C-005
	Support for the insertion in a created message of all media formats for all media types defined in the image rich class
	11.3.1
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-017 AND MMSCONF-MED-C-022 AND MMSCONF-MED-C-023 
	
	

	MMSCONF-IRC-C-006
	Support for the submission of any MM being message conformant to the image rich class
	11.3.2
	O
	
	
	

	MMSCONF-IRC-C-007
	Support for the retrieval of any MM being message conformant to the image rich class
	11.3.3
	O
	
	
	

	MMSCONF-IRC-C-008
	Ability to present all the media object of any MM being conformant to the image rich class
	11.3.4
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-017AND MMSCONF-MED-C-022 AND MMSCONF-MED-C-023 AND MMSCONF-MED-C-004
	
	

	MMSCONF-VBC-C-001
	Creation conformance to video basic class
	11.3.1
	O
	MMSCONF-VBC-C-005 AND  MMSCONF-CMO-C-001
	
	

	MMSCONF-VBC-C-002
	Submission conformance to video basic class
	11.3.2
	O
	MMSCONF-VBC-C-006 AND  MMSCONF-CMO-C-001 AND MMSCTR-SND-C-001
	
	

	MMSCONF-VBC-C-003
	Retrieval conformance to video basic class
	11.3.3
	O
	MMSCONF-VBC-C-007 AND MMSCTR-FTC-C-001
	
	

	MMSCONF-VBC-C-004
	Presentation conformance to video basic class
	11.3.4
	O
	MMSCONF-VBC-C-008
	
	

	MMSCONF-VBC-C-005
	Support for the insertion in a created message of all media formats for all media types defined in the video basic class
	11.3.1
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-017 AND MMSCONF-MED-C-019 AND MMSCONF-MED-C-022 AND MMSCONF-MED-C-023 AND MMSCONF-MED-C-026
	
	

	MMSCONF-VBC-C-006
	Support for the submission of any MM being message conformant to the video basic class
	11.3.2
	O
	
	
	

	MMSCONF-VBC-C-007
	Support for the retrieval of any MM being message conformant to the video basic class
	11.3.3
	O
	
	
	

	MMSCONF-VBC-C-008
	Ability to present all the media object of any MM being conformant to the video basic class
	11.3.4
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-017 AND MMSCONF-MED-C-019 AND MMSCONF-MED-C-022 AND MMSCONF-MED-C-023 AND MMSCONF-MED-C-026 AND MMSCONF-MED-C-004
	
	

	MMSCONF-VRC-C-001
	Creation conformance to video rich class
	11.3.1
	O
	MMSCONF-VRC-C-005 AND MMSCONF-CMO-C-001
	
	

	MMSCONF-VRC-C-002
	Submission conformance to video rich class
	11.3.2
	O
	MMSCONF-VRC-C-006 AND MMSCONF-CMO-C-001 AND MMSCTR-SND-C-001
	
	

	MMSCONF-VRC-C-003
	Retrieval conformance to video rich class
	11.3.3
	O
	MMSCONF-VRC-C-007 AND MMSCTR-FTC-C-001
	
	

	MMSCONF-VRC-C-004
	Presentation conformance to video rich class
	11.3.4
	O
	MMSCONF-VRC-C-008
	
	

	MMSCONF-VRC-C-005
	Support for the insertion in a created message of all media formats for all media types defined in the video rich class
	11.3.1
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-017 AND MMSCONF-MED-C-019 AND MMSCONF-MED-C-022 AND MMSCONF-MED-C-023 AND MMSCONF-MED-C-026
	
	

	MMSCONF-VRC-C-006
	Support for the submission of any MM being message conformant to the video rich class
	11.3.2
	O
	
	
	

	MMSCONF-VRC-C-007
	Support for the retrieval of any MM being message conformant to the video rich class
	11.3.3
	O
	
	
	

	MMSCONF-VRC-C-008
	Ability to present all the media object of any MM being conformant to the video rich class
	11.3.4
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-006 AND MMSCONF-MED-C-008 AND MMSCONF-MED-C-012 AND MMSCONF-MED-C-015 AND MMSCONF-MED-C-017 AND MMSCONF-MED-C-019 AND MMSCONF-MED-C-022 AND MMSCONF-MED-C-023 AND MMSCONF-MED-C-026 AND MMSCONF-MED-C-004
	
	

	MMSCONF-TXC-C-001
	Creation conformance to text class
	11.3.1
	O
	MMSCONF-TXC-C-005 AND MMSCONF-CMO-C-001
	
	

	MMSCONF-TXC-C-002
	Submission conformance to text class
	11.3.2
	O
	MMSCONF-TXC-C-006 AND MMSCONF-CMO-C-001 AND MMSCTR-SND-C-001
	
	

	MMSCONF-TXC-C-003
	Retrieval conformance to text class
	11.3.3
	O
	MMSCONF-TXC-C-007 AND MMSCTR-FTC-C-001
	
	

	MMSCONF-TXC-C-004
	Presentation conformance to text class
	11.3.4
	O
	MMSCONF-TXC-C-008
	
	

	MMSCONF-TXC-C-005
	Support for the insertion in a created message of all media formats for all media types defined in the text class
	11.3.1
	O
	MMSCONF-MED-C-001
	
	

	MMSCONF-TXC-C-006
	Support for the submission of any MM being message conformant to the text class
	11.3.2
	O
	
	
	

	MMSCONF-TXC-C-007
	Support for the retrieval of any MM being message conformant to the text class
	11.3.3
	O
	
	
	

	MMSCONF-TXC-C-008
	Ability to present all the media objects of any MM being conformant to the text class
	11.3.4
	O
	MMSCONF-MED-C-001 AND MMSCONF-MED-C-004 AND MMSCONF-MED-C-023
	
	

	MMSCONF-CMO-C-001
	Support for requirements defined by the current creation mode
	12
	M*
	
	
	

	MMSCONF-CMO-C-002
	Support for creation mode RESTRICTED as current creation mode
	12
	M*
	
	
	

	MMSCONF-CMO-C-003
	Support for creation mode WARNING as current creation mode
	12
	O
	
	
	

	MMSCONF-CMO-C-004
	Support for creation mode FREE as current creation mode
	12
	O
	
	
	

	MMSCONF-CMO-C-005
	Support for configuration methods for selecting the creation mode
	12
	O
	
	
	

	MMSCONF-MED-C-001
	Support for media type text
	7.1.8
	M*
	
	
	

	MMSCONF-MED-C-002
	Support for us-ascii as media type text
	7.1.8
	M*
	
	
	

	MMSCONF-MED-C-003
	Support for utf-8 as media type text
	7.1.8
	M*
	
	
	

	MMSCONF-MED-C-004
	Support for presentation of utf-16 as media type text
	7.1.8
	O
	
	
	

	MMSCONF-MED-C-005
	Support for at least characters from ISO-8859-1 with media type text
	7.1.8
	M*
	
	
	

	MMSCONF-MED-C-006
	Support for media type still image
	7
	M*
	
	
	

	MMSCONF-MED-C-007
	Support for baseline JPEG as media type still image
	7
	M*
	
	
	

	MMSCONF-MED-C-008
	Support for media type bitmap
	7
	M*
	
	
	

	MMSCONF-MED-C-009
	Support for GIF87a as media type bitmap
	7
	M*
	
	
	

	MMSCONF-MED-C-010
	Support for GIF89a as media type bitmap
	7
	M*
	
	
	

	MMSCONF-MED-C-011
	Support for WBMP as media type bitmap
	7
	M*
	
	
	

	MMSCONF-MED-C-012
	Support for media type speech
	7
	M*
	MMSCONF-MED-C-013 OR MMSCONF-MED-C-014
	
	

	MMSCONF-MED-C-013
	Support for AMR-NB as media type speech
	7
	O
	
	
	

	MMSCONF-MED-C-014
	Support for 13K as media type speech
	7
	O
	
	
	

	MMSCONF-MED-C-015
	Support for PIM objects
	7
	M*
	MMSCONF-MED-C-016 AND MMSCONF-MED-C-027
	
	

	MMSCONF-MED-C-016
	Support for vCard 2.1 as PIM object
	7
	O
	
	
	

	MMSCONF-MED-C-017
	Support for media type synthetic audio
	7
	O
	MMSCONF-MED-C-018
	
	

	MMSCONF-MED-C-018
	Support for SP-MIDI as media type synthetic audio
	7
	O
	
	
	

	MMSCONF-MED-C-019
	Support for media type video
	7
	O
	MMSCONF-MED-C-020 OR MMSCONF-MED-C-021
	
	

	MMSCONF-MED-C-020
	Support for mandatory  video codecs as media type video defined in [TS26140]
	7
	O
	
	
	

	MMSCONF-MED-C-021
	Support for mandatory  video codecs as media type video defined in [CP0045]
	7
	O
	
	
	

	MMSCONF-MED-C-022
	Support of OMA DRM forward-lock functionality
	7.1.4
	O
	DRM-GEN-C-001
	
	

	MMSCONF-MED-C-023
	Support for presentation part of the message
	7.1.7
	O
	MMSCONF-MED-C-024 AND MMSCONF-MED-C-025
	
	

	MMSCONF-MED-C-024
	Support for SMIL in presentation part
	7.1.7
	O
	
	
	

	MMSCONF-MED-C-025
	Support for defined SMIL tags (without video tag) in presentation part
	8
	O
	
	
	

	MMSCONF-MED-C-026
	Support for the SMIL video tag in presentation part
	8
	O
	
	
	

	MMSCONF-MED-C-027
	Support for vCalendar 1.0 as PIM object
	7
	O
	
	
	

	MMSCONF-CAD-C-001
	Non-rejection of MMs based on the message size indicated in the MMS notification
	9.4.1
	M*
	
	
	

	MMSCONF-CAD-C-002
	Support of UAProf for MMS client capability negotiation
	9.4.1
	M
	UAProf: MCF
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