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1.1.1 LPPe Cross Version Compatibility

1.1.1.1 LPPe-1.0-con-031-Compatible Versions: Higher Version
Test Case not applicable to LPPe Version 1.0.
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	
	

	
	


1.1.1.2 LPPe-1.0-con-032-Compatible Versions: Lower Version
Test Case not applicable to LPPe Version 1.0.
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	
	

	
	


1.1.1.3 LPPe-1.0-con-033-Correct support: LPPe V2.0 and V1.0
Test Case not applicable to LPPe Version 1.0.
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	
	

	
	


1.1.1.4 LPPe-1.0-con-034-Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	
	

	
	


1.1.1.5 LPPe-1.0-con-035-Unsupported Version: higher version
	Test Case Id
	LPPe-1.0-con-035

	Test Object
	LPPe Client

	Test Case Description
	Verifies LPPe client correctly handles unsupported higher versiom

	Specification Reference
	LPPe TS 4.2

	SCR Reference
	LPPe-MSG-C-002-M

	
	

	Tool
	LPPe Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	LPPe Client supporting LPPe version 1.0 with compatibility level 0



	Test Procedure
	1. Start an LPP/LPPe session
2. Send an LPP/LPPe Request Capabilities message with:


Major version set to 2


Compatibility level set to 0

3. The LPPe client shall send Provide Caspabilities message with:


Major version set to 1

	Pass-Criteria
	At step 3 the LPPe client shall:


send Provide Caspabilities message with:


Major version set to 1


1.1.1.6 LPPe-1.0-con-036-Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	
	

	
	


1.1.1.7 LPPe-1.0-con-037- Unsupported Compatibility Level
	Test Case Id
	LPPe-1.0-con-037

	Test Object
	LPPe Client

	Test Case Description
	Verifies LPPe client correctly handles unsupported Compatibility Level

	Specification Reference
	LPPe TS 4.2

	SCR Reference
	LPPe-MSG-C-002-M

	
	

	Tool
	LPPe Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	LPPe Client supporting LPPe version 1.0 with compatibility level 0



	Test Procedure
	1. Start an LPP/LPPe session
2. Send an LPP/LPPe Request Capabilities message with:


Major version set to 2


Compatibility level set to 1
3. The LPPe client shall:


EITHER not respond (discard the message)


OR send an LPP/LPPe Error message indicating the 
LPPe compatibility level of 0 supported (OMA-LPPe-
LPPeCompatibilityLevel set to 0)

	Pass-Criteria
	At step 3 the LPPe client shall:


EITHER not respond


OR send an LPP/LPPe Error message indicating the 
LPPe compatibility level of 0 supported (OMA-LPPe-
LPPeCompatibilityLevel set to 0)


Appendix A. Conformance Test Case applicability

A.1 Introduction

This section shall help implementers of the LPPe Enabler to select appropriate Conformance test cases that are applicable to the features implemented.

This appendix lists all test cases testing only mandatory features, ICS (Implementation  Conformance Specification) , IXIT (Implementation eXtra Information)  and a mapping from ICS/IXIT to applicable test cases as defined by the Open Mobile Alliance.

A.2 Test Cases testing only mandatory features

These Conformance test cases are independent from any applicability, are testing only mandatory SCRs and SHALL be run with every implementation.

	Test Case

	LPPe-1.0-con-001- Verification of the EPDU-ID

	LPPe-1.0-con-002- Verification of the message extension

	LPPe-1.0-con-003- Verification of the LPPe message header

	LPPe-1.0-con-035-Unsupported Version: higher version

	LPPe-1.0-con-037- Unsupported Compatibility Level


A.3 Applicability

A.3.1 Client ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	ics_SLP_SessionID _Ipv4
	IPV4 in SLP session ID supported
	
	


A.3.2 Client IXIT

	IXIT
	Description
	Unit
<(Range of values)>
	Value

	ixit_timer_UT1
	Value of Timer UT1
	seconds
(5 to 25)
	

	ixit_emergency_call_required
	Emergency call required to be in progress for an Emergency Services Location Request
	- (Yes/No)
	


A.3.3 Server ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	ics_SLP_SessionID _Ipv4
	IPV4 in SLP session ID supported
	
	


A.3.4 Server IXIT

	IXIT
	Description
	Unit
<(Range of values)>
	Value

	ixit_timer_ST1
	Value of Timer ST1
	Seconds
(5 to 25)
	


A.4 ICS to test case mapping

According to the ICS described above the applicable test cases can be derived from the following table.

	Applicability
	Test Cases

	ics_MT_SMS AND ics_3GPP
	SUPL-1.0-con-014  - Incorrect MT SMS message content
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