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1 Reason for Change

In London meeting, Location WG decided to establish a Requirements Document (RD) for SUPL Work Item, in accordance with OMA Work Flow [OMA Process doc, section 13.1.2.3]. This CR proposes to add the following requirements to the RD.

It is expected that the RD will present a list of valid use cases supported by SUPL standard. The requirements presented by this CR are generic in nature and can be incorporated in the RD.

2 Impact on Backward Compatibility

N/a

3 Impact on Other Specifications

N/a

4 Intellectual Property Rights Considerations

The source is not aware of any IPR related to this contribution.

5 Recommendation

It is recommended that the text presented in section 6 of this CR is added in the RD section 6.1.

6 Detailed Change Proposal

7.1 High-Level Functional Requirements

1. SUPL SHALL allow positioning procedures performed in collaboration with the target mobile device and a network resident SUPL function. 

2. SUPL SHALL allow both mobile device initiated (self-locating) use cases and network initiated use cases.
3. SUPL SHALL support mobile device to locate itself.
4. SUPL SHALL support a network resident SUPL function to initiate the overall procedure in the network initiated scenario.
5. SUPL SHALL allow the Application Service Provider to choose the source where the location is acquired.
6. The SUPL reference architecture and specifications SHALL be agnostic to the underlying network technologies.
7. SUPL SHALL NOT derive any requirements on the underlying data bearer service.
 

8. SUPL reference architecture SHALL introduce logical functions supporting the identified use cases.
9. SUPL reference architecture SHALL allow inter-working with existing location related standards including but are not limited to LCS standards specified by 3GPP2 and 3GPP.
10. SUPL SHALL support the positioning of inbound roaming users as well as outbound roaming users.
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