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1 Reason for Change

The deferred location requests include periodical location request and event trigger location request.

Until now, OMA LoC WG has discussed combined message flow and separate message flows.

This contribution shows just periodical location request, based on the combined location request, #162R02.

The document #162R02 was co-authored by China Mobile, Qualcomm, TCS, Openwave, LG Electronics, Inc., and Indagon.
What’s different from the combined deferred location request is twofold. 
- Without checking other events happens, the positioning procedure of target SET is initiated by timer only.

- Upon getting the position estimate of SET, the SLP sends the TLR containing the position estimate to the SUPL Agent.
By the way, the message flow of event trigger location request is the same as that of document, OMA-LOC-2004-0162R02-CR-Combined_Deferred_Location_Request.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Add the text in following section of this CR as Section 6.8 to the current SUPL AD baseline.

6 Detailed Change Proposal
6.8 SUPL Collaboration Network Initiated
An SLP and SET SHALL support SUPL INIT, SUPL START, SUPL POS and SUPL END. An SLP and SET MAY support SUPL RESPONSE and SUPL POS INIT (referred here in as the SUPL Extended Flow), which constitute an optional message pair.   

6.8.2 Periodic
6.8.2.1 Nonroaming Successful Case
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A. SUPL Agent issues a MLP TLRR message to the SLP, with which SUPL Agent is associated, for a periodic location fix. The SLP shall authenticate the SUPL Agent and check if the SUPL Agent is authorized for the service it requests, based on the lcs-client-id received. Further, based on the received ms-id the SLP shall apply subscriber privacy against the lcs-client-id. 
B. The SLP initiates the location session with the SET using the SUPL INIT message, which could be a WAP PUSH or an SMS Trigger. The SUPL INIT message contains at least session-id, address of the SLP, and intended positioning method. If the result of the privacy check in Step A indicates that notification or verification to the target subscriber is needed, the SLP shall also include Notification element in the SUPL INIT message.

C. The SET will evaluate the Notification rules and follow the appropriate actions. The SET respond with a SUPL START message to start a positioning session with the SLP. The SUPL START message contains at least session-id, SET capabilities and location identifier (lid). The SET capabilities include the supported positioning methods (e.g. MS assisted A-GPS, MS based A-GPS) and associated positioning protocols (e.g. RRLP, RRC, IS-801). In addition the SET Capabilities SHALL include the SUPL Extended Flow element, which SHALL be; Reduced Flow, Extended Flow, or Both Flow. The SET may optionally provide NMR specific for the radio technology being used (e.g. for GSM: TA, RXLEV). 
If the SLP determines that the SET Capability indicates Extended Flow and the SLP supports the SUPL Extended Flow, the SLP SHALL send SUPL RESPONSE as specified in step F. 

D. SLP sends the SUPL TRIGGER REQUEST message to the SET. The report criteria contain the parameters that define the trigger.
E. SET acknowledges with the SUPL TRIGGER RESPONSE message.
F. Optional Step: 

If the SLP decides to use the Extended flow based on its own capabilities and SET capabilities, the SLP SHALL respond with the SUPL RESPONSE to the SET. 
G. Optional Step:  
If the SET receives the SUPL RESPONSE from SLP, the SET SHALL respond with a SUPL POS INIT message. The SET may include the first SUPL POS element in the SUPL POS INIT message.
H. The SLP sends a TLRA to the SUPL Agent indicating that the positioning session is proceeding.
When it is required to get the first position of SET, SET starts to get the location of him/her and may provide for additional positioning procedures.
I. Optional Step:  
SET sends SUPL START to the SLP when it needed prior to SUPL POS.

J.  The SET or the SLP could exchange several successive positioning procedure messages. 
The SLP calculates the position estimate based on the received positioning measurements (MS assisted) or SET calculates the position estimate based on assistance obtained from the SLP (MS based).
K. Optional Step: 
This step is only present for SET-based position location and
 SUPL REPORT is sent to the SLP.
L. The SLP sends the TLR containing the first position estimate to the SUPL Agent. 
Steps I, J, K and L repeats once per interval.

When it is required to get the last position of SET, SET starts to get the location of him/her and may provide for additional positioning procedures.
M. Optional Step:  
SET sends SUPL START to the SLP when it needed prior to SUPL POS.
N. The SET or the SLP could exchange several successive positioning procedure messages. 
The SLP calculates the position estimate based on the received positioning measurements (MS assisted) or SET calculates the position estimate based on assistance obtained from the SLP (MS based).
O. Optional Step: 
This step is only present for SET-based position location and
 SUPL REPORT is sent to the SLP.
P. The SLP sends conditionally the TLR containing last position estimate to the SUPL Agent as given in Step L.
Q. Once the final position calculation is complete, the SLP sends the SUPL END message to the SET informing it that no further positioning procedure will be started and that the location session is finished. The SET will release all resources related to this session.
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