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1 Reason for Change

This CR proposes a resolution on the comment D339 of SUPL 2.0 TS ULP in SUPL CONRR. 
Comments are as follows:

	D339
	2007.11.30
	T
	10.10
	Source: Youngsu Cho
Form: doc#51

Comment: GANSS ID shall only include GANSS, not GNSS because GNSS is broader concept including not only GPS but also GANSS. 
Proposed Change:  In the description, the GNSS shall be replaced by the GANSS.
	Status: OPEN


2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agreed on proposed change
6 Detailed Change Proposal

10.10 SET capabilities

	Parameter
	Presence
	Value/Description

	SET capabilities
	-
	SET capabilities (not mutually exclusive) in terms of supported positioning technologies and positioning protocols.

During a particular SUPL session, a SET may send its capabilities more than once – specifically, in SET initiated cases, the SET capabilities are sent in SUPL START and in SUPL POS INIT. For immediate requests, the SET capabilities MUST NOT change during this particular session. For triggered requests, the SET capabilities MAYmay change during a session.

	>Pos Technology
	M
	Defines the positioning technology. 

Zero or more of the following positioning technologies (bitmap and technologies listed in GANSS Position Methods structure):

· SET-assisted A-GPS

· SET-based A-GPS

· Autonomous GPS

· AFLT

· E-CID

· E-OTD

· OTDOA

Note. The E-CID bit SHALL be set only when TA and/or NMR information or Pathloss information is provided within the Location ID IE.

	>>GANSS Position Methods
	O
	Defines the supported GANSS (i.e. other than A-GPS). If included, this parameter is repeated for each supported GANSS

	>>>GANSS ID
	M
	Defines the GANSS. Integer (0..15)

0: Galileo

1-15: Reserved for future use

	>>>GANSS Positioning Modes
	M
	Bitmap defining the supported modes for GNSS indicated by GANSS ID.

Bit 0: SET Assisted

Bit 1: SET Based

Bit 2: Autonomous

	>>>GANSS Signals
	M
	Bitmap defining the supported signals for GNSS indicated by GANSS ID.

For Galileo, bits are interpreted as :

Bit 0: E1

Bit 1: E5a

Bit 2: E5b

Bit 3: E5a+E5b

Bit 4: E6

Bits 5-7: Spare

	>Pref Method
	M
	One of the following preferred modes:

· A-GPS SET-assisted preferred

· A-GPS SET-based preferred

· No preferred mode

· A-GNSS SET-assisted preferred

· A-GNSS SET-based preferred

Note: A-GPS is used if GPS only is preferred. A-GNSS covers other GNSS and hybrid usage of several GNSS, e.g. GPS and Galileo.

If A-GNSS SET-based or SET-assisted is preferred and Extended Position Method IE is not included, then any of the supported GNSSs is preferred.

	>Pos Protocol
	M
	Zero or more of the following positioning protocols (bitmap):

· RRLP

· RRC

· TIA-801

	> MAX Geo Target Area
	M
	Maximum number of Geographic Target Area lists supported (8.26.2.2)

	> MAX Area Id List
	M
	Maximum number of Area Id Lists supported (8.26.2.2)

	>Pos Protocol Version RRLP
	CV
	Describes the protocol version of RRLP Positioning Protocol.

It is required if RRLP is identified in the Pos Protocol parameter.

	>>Major Version Field
	CV
	First (most significant) element of the version number for RRLP, range: (0..255)

It is required if RRLP is identified in the Pos Protocol parameter.

	>> Technical Version Field
	CV
	Second element of the version number for RRLP, range: (0..255)

It is required if RRLP is identified in the Pos Protocol parameter.

	>>Editorial Version Field
	CV
	Third (least significant) element of the version number for RRLP, range: (0..255)

It is required if RRLP is identified in the Pos Protocol parameter.

	>Pos Protocol Version RRC
	CV
	Describes the protocol version of RRC Positioning Protocol.

It is required if RRC is identified in the Pos Protocol parameter.

	>>Major Version Field
	CV
	First (most significant) element of the version number for RRC, range: (0..255).

It is required if RRC is identified in the Pos Protocol parameter.

	>> Technical Version Field
	CV
	Second element of the version number, range: (0..255)

It is required if RRC is identified in the Pos Protocol parameter.

	>>Editorial Version Field
	CV
	Third (least significant) element of the version number for RRC, range: (0..255)

It is required if RRC is identified in the Pos Protocol parameter.

	>Pos Protocol Version TIA-801
	CV
	Describes the protocol version of TIA-801 Positioning Protocol.

It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>Revision Number
	
	Revision part of document number for the specifications of TIA-801 Positioning Protocol.

Value: [0,A-Z]
It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>Point Release Number
	CV
	Point Release number for TIA-801, range: (0..255).
It is required if TIA-801 is identified in the Pos Protocol parameter.

	>> Internal Edit Level
	CV
	Internal Edit Level for TIA-801, range: (0..255).
It is required if TIA-801 is identified in the Pos Protocol parameter.


Table 32: SET capabilities Parameter
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