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1 Reason for Change

The referenced document “IETF draft-ietf-sip-subnot-etags-02” has been published as RFC5839. To use this published reference some changes to LOCSIP TS are required. 
Further some Normative statements covered by referenced specification are modified to informative and normative references are made clearer.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to proposed changes.
6 Detailed Change Proposal

Change 1:  Correct list of references
2.1  Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL: http://www.ietf.org/rfc/rfc2119.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL: http://www.openmobilealliance.org/

	[3GPP TS 23.228]
	“IP Multimedia Subsystem (IMS); Stage 2”, 3GPP TS 23.228,
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.228/

	[3GPP TS_32.240]
	3GPP TS 32.240 “Charging management; Charging architecture and principles”, URL: http://www.3gpp.org/ftp/Specs/archive/32_series/32.240/

	[3GPP TS_32.260]
	3GPP TS 32.260 “Charging Management; IP Multimedia Subsystem (IMS) Charging”, URL: http://www.3gpp.org/ftp/Specs/archive/32_series/32.260/

	[3GPP TS 33.203]
	”Access Security for IP-based Services”, 3GPP TS 33.203
http://www.3gpp.org/ftp/specs/html-info/33203.htm

	[3GPP TS 24.229]
	3GPP TS 24.229 “Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229/

	[3GPP2 S.R0086-A]
	”IMS Security Framework”, Revision A, Version 1.0, URL: http://www.3gpp2.org/public_html/specs/tsgs.cfm

	[3GPP2 X.S0013-002-B]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Stage 2”, Revision B, Version 1.0, 3GPP2, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-004]
	3GPP2 X.S0013-004 “All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-007]
	3GPP2 X.S0013-007 “All-IP Core Network Multimedia Domain: IP Multimedia Subsystem – Charging Architecture”, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-008]
	3GPP2 X.S0013-008 “All-IP Core Network Multimedia Domain: IP Multimedia Subsystem – Offline Accounting, Information Flows and Protocol”, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[IETF-EventThrottle]
	IETF draft-niemi-sipping-event-throttle-08 “Session Initiation Protocol (SIP) Event Notification Extension for Notification Throttling”, A. Niemi, Feb 22, 2009, URL: http://tools.ietf.org/html/draft-niemi-sipping-event-throttle-08.txt
Note: IETF Draft work in progress

	[IETF-Location-Filters]
	IETF   draft-ietf-geopriv-loc-filters-02 "A Document Format for Filtering and Reporting Location Notications in the Presence Information Document Format Location Object (PIDF-LO)", URL: http://tools.ietf.org/html/draft-ietf-geopriv-loc-filters-02.txt
Note: IETF Draft work in progress

	
	

	[LOCSIP-RD]
	“Location in SIP/IP core Requirements”, Open Mobile Alliance™, OMA-RD-LOCSIP-V1_0, URL: http://www.openmobilealliance.org/

	[OMA SEC CF]
	“Security Common Functions Architecture, V1.0”,OMA-AD-SEC_CF-V1_0, Open Mobile Alliance™, URL: http://www.openmobilealliance.org/

	[PIDF-LO-PROF]
	GEOPRIV PIDF-LO Usage Clarification, Considerations and Recommendations, J. Winterbottom etc, September 12, 2008, URL: http://tools.ietf.org/id/draft-ietf-geopriv-pdif-lo-profile-12.txt

	[GeoPriv_Policy]
	“Geolocation Policy: A Document Format for Expressing Privacy Preferences for Location Information,” H. Schulzrinne, et al, Mar. 2008, URL: http://tools.ietf.org/id/draft-ietf-geopriv-policy-17.txt

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A.B. Roach, June 2002, RFC 3265, URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC4119]
	“A Presence-based GEOPRIV Location Object Format”, SJ. Peterson, December 2005, URL: http://www.ietf.org/rfc/rfc4119.txt 

	[RFC4662]
	“A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists”, A. B. Roach et al, August 2006, RFC 4662, URL: http://www.ietf.org/rfc/rfc4662.txt

	[RFC5025]
	“Presence Authorization Rules”, J. Rosenberg, December 2007, URL: http://www.ietf.org/rfc/rfc5025.txt

	[RFC5139]
	IETF RFC 5139, “Revised Civic Location Format for Presence Information Data Format Location Object (PIDF-LO)”, M. Thomson etc, February 2008, URL: http://www.ietf.org/rfc/rfc5139.txt

	[RFC5367]
	“Subscriptions to Request-Contained Resource Lists in the Session Initiation Protocol (SIP)”, G. Camarillo, A. Roach, O. Levin, October 2008, URL: http://www.ietf.org/rfc/rfc5367.txt

	[RFC5839]
	IETF RFC 5839, “An Extension to Session Initiation Protocol (SIP) Events for Conditional Event Notification”, A. Niemi, May, 2010, URL:  http://tools.ietf.org/html/rfc5839

	[XDM_Core]
	“XML Document Management Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Core-V2_0, URL: http://www.openmobilealliance.org/

	[XMLENC]
	“XML Encryption Syntax and Processing”, W3C Recommendation 10 December 2002, URL: http://www.w3.org/TR/xmlenc-core/

	[GeoShape]
	"GML 3.1.1 PIDF-LO Shape Application Schema for use by the Internet Engineering Task Force (IETF)", Thomson, M. and C. Reed, Candidate OpenGIS Implementation Specification 06-142r1, Version: 1.0, April 2007. URL:  http://www.opengeospatial.org/standards/gml

	[RFC2046]
	IETF RFC 2046 “Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”, N. Freed et. al., Nov 1996, URL: http://www.ietf.org/rfc/rfc2046.txt

	[RFC2387]
	IETF RFC 2387 “The MIME Multipart/Related Content-type”, E. Levinson, Aug 1998, URL: http://www.ietf.org/rfc/rfc2387.txt

	[RFC3856]
	IETF RFC 3856 “A Presence Event Package for the Session Initiation Protocol (SIP)”, J. Rosenberg, Jan. 2003, URL: http://www.ietf.org/rfc/rfc3856.txt

	[XDM_List]
	Shared List XDM Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Shared-V2_0, URL: http://www.openmobilealliance.org/

	[PRS_RLSXDM]
	“RLS XDM Specification”, Version 2.0, Open Mobile Alliance, OMA-TS-Presence_SIMPLE_RLS_XDM-V2_0, URL: http://www.openmobilealliance.org/

	[OMA GPMTS]
	"Global Permissions Management Technical Specification", OMA-TS-GPM-V1_0, Open Mobile Alliance™, URL: http://www.openmobilealliance.org/

	[PRS_SPEC]
	“Presence SIMPLE Specification”, Version 2.0, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V2_0, URL: http://www.openmobilealliance.org/

	[XSD-locFilter]
	“LOCSIP  - Location Filter”, Version 1.0, Open Mobile Alliance, OMA-SUP-XSD_locsip_filter-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[XSD-locQoS]
	“LOCSIP – Location QoS”, Version 1.0, Open Mobile Alliance, OMA-SUP-XSD_locsip_qos-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[XSD-locGPMExt]
	“LOCSIP – Extension of GMP PEM1 output template”, Version 1.0, Open Mobile Alliance, OMA-SUP-XSD_ locsip_gpmpem1outputext-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[XSD-locGBAKeyid]
	“LOCSIP – GBA key identifier”, Version 1.0, Open Mobile Alliance, OMA-SUP-XSD_ locsip_gbakeyid-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[GPM INPUT TEMPLATE XSD]
	XSD definition file for GPM Input Template, Open Mobile Alliance™, OMA-SUP-XSD_GPM_PEM1InputTemplate-V1_0, URL: http://www.openmobilealliance.org/

	[GPM OUTPUT TEMPLATE XSD]
	XSD definition file for GPM Output Template, Open Mobile Alliance™, OMA-SUP-XSD_GPM_PEM1OutputTemplate-V1_0, URL: http://www.openmobilealliance.org/

	[OMA-PRS_HSA]
	"Home Subscription Agent (HSA) Specification", OMA-TS-Presence_SIMPLE_HSA-V1_0, Open Mobile Alliance™, URL: http://www.openmobilealliance.org/


Change 2:  Correct use of reference

In addition: 
•
The wording is modified to clarify that Location Client’s support for the [RFC5839] conditional event notification mechanism is optional.  
•
Since the use of Suppress-If-Match header field in SUBSCRIBE request is inherent to subscriber procedures defined in [RFC5839], corresponding “SHALL” is removed from final sentence below – leaving this as descriptive text.

5.1.8  Conditional Event Notification

Conditional event notification is a mechanism that allows the Location Client to condition the subscription request to whether the state has changed since the previous notification was received.  When such a condition is met, either the body of the location event notification or the entire notification message is suppressed.

A Location Client MAY support conditional event notifications according to the subscriber procedures defined in [RFC5839]. If supported, the SUBSCRIBE request includes a Suppress-If-Match header field to indicate the conditional subscription.

Change 3:  Correct use of reference

In addition: 
•
The “SHALL” (requirements) statements in Section 5.2.1.2 are already implicitly required based on the corresponding Location Server requirements related to [RFC5839] (in Section 5.2.1.7) and related to [IETF-EventThrottle] (in Section 5.2.1.6).  Thus, the contents of Section 5.2.1.2 are re-worded as descriptive (non-requirements) text.
•
The treatment is different if the Location Server receives a wildcarded Suppress-If-Match header field vs. if the Location Server receives a min-interval parameter set to the remaining subscription expiration value (i.e., [1] the corresponding conditions for cancelling the suppression are different for each of these cases, and [2] all subsequent event notifications are suppressed in the former case, whereas the final event notification [upon termination of the subscription] is not suppressed in the latter case).  Thus, those cases have been separated – and have been modified for consistency with the latest versions of [RFC5839] and [IETF-EventRate].  
5.2.1.2 Applying Event Notification Suppression

The Location Server supports event notification suppression according to the procedures described in [RFC5839] and [IETF-EventRate], as summarized in this section.
If the Location Server receives a SUBSCRIBE request within an established dialog that includes a wildcarded Suppress-If-Match header field using the special "*" entity-tag value as described in [RFC5839] “Suppressing NOTIFY Requests”, the Location Server suppresses the generation of event notifications until a Location Client cancels the suppression with a re-SUBSCRIBE request including a Suppress-If-Match header set to other than the special “*” Entity-tag.
If the Location Server receives a SUBSCRIBE request that includes a “min-interval” parameter set to a value that is equal or greater than the remaining subscription expiration value as described in [IETF-EventRate] “Selecting the maximum rate”, the Location Server suppresses the generation of event notifications until the subscription interval elapses or until the Location Client sends a re-SUBSCRIBE request or a 200-class response to a NOTIFY request that does not include a “min-interval” Event header field parameter or that includes a “min-interval” parameter value that is less than the remaining subscription expiration value.

· 
· 

Change 4:  Correct use of reference
5.2.1.5 Generating Entity Tags

The Location Server SHALL support the notifier procedures defined in [RFC5839]. The Location Server:

· SHALL generate entity tags for location documents. The entity tag SHALL be unique to the Presence Information Data Format Location Object (PIDF-LO) document over time, i.e., the Location Server SHALL generate the same entity tag for the same PIDF-LO document in different time samples. The algorithm to generate such entity tags is out of scope of this specification.
NOTE: 
The PIDF-LO document here refers to the document generated after “Event Notification Filtering”.

· SHALL include the entity tag in all NOTIFY requests as described in [RFC5839].
Change 5:  Correct use of reference

In addition: 
•
The wording is modified to clarify that Location Server’s support for [RFC5839] conditional event notification mechanism is mandatory.  
•
Since the suppression of a NOTIFY request or a NOTIFY request body is inherent to the notifier procedures defined in [RFC5839], corresponding “SHALL” is removed from final sentence in second paragraph below – leaving this as descriptive text.

5.2.1.7 Generation of Notifications

At the last step of subscription to Location Information processing, the Location Server SHALL generate new NOTIFY requests for each Location Client and transmit each of those to the respective Location Client when the content of the new notification is different from the last one that was transmitted to the Location Client.

The Location Server SHALL support the notifier procedures defined in [RFC5839]. If the Location Client requested condition for suppressing a NOTIFY request or a NOTIFY request body evaluates to true, the Location Server suppresses the NOTIFY request or the NOTIFY request body appropriately as described in [RFC5839]. 

The Location Server SHALL set the “entity” attribute of the <presence> element included in the NOTIFY request to the same URI as the one used in the Request-URI of the received SUBSCRIBE request.
The Location Server SHALL reflect back the “Priority" header in the NOTIFY requests, e,g, set the value of “Priority” header to “emergency” for the emergency location subscription.

Change 6:  Correct use of reference
B.1 LOCSIP Client

	Item
	Function
	Reference
	Requirement

	LOCSIP-LC-C-01-M
	Location Information  subscriptions 
	5.1.2
	

	LOCSIP-LC-C-02-O
	URI List Subscription
	5.1.2.1
	

	LOCSIP-LC-C-03-O
	Request-contained URI List Subscription 
	5.1.2.2
	

	LOCSIP-LC-C-04-M
	Location Information notifications 
	5.1.2
	

	LOCSIP-LC-C-05-O
	URI List notifications 
	5.1.2.1
	

	LOCSIP-LC-C-06-M
	Location Information Processing 
	5.1.1
	

	LOCSIP-LC-C-08-O
	Event notification filtering 
	5.1.3
	

	LOCSIP-LC-C-09-O
	Handling notification of large objects 
	5.1.6
	

	LOCSIP-LC-C-10-O
	Conditional event notification according to [RFC5839] 
	5.1.7
	

	LOCSIP-LC-C-11-O
	Event notification throttling according to [IETF-EventThrottling] 
	5.1.8
	

	LOCSIP-LC-C-12-O
	QoS Document
	5.1.4
	

	LOCSIP-LC-C-13-O
	Location Filter Document
	5.1.3
	

	LOCSIP-LC-C-14-O
	Signaling Compression
	5.1.5
	


B.2 LOCSIP Server

	Item
	Function
	Reference
	Requirement

	LOCSIP-LS-S-01-M
	Location Information Subscriptions 
	5.2.1
	

	LOCSIP-LS-S-02-O
	Local policy to limit the maximum number of simultaneous subscriptions from Location Client
	5.2.1.1
	

	LOCSIP-LS-S-03-M
	Location Information Notifications 
	5.2.1.6
	

	LOCSIP-LS-S-04-O
	Handling notification of large objects 
	5.2.1.6.1
	

	LOCSIP-LS-S-05-O
	Fetch Location Policies from Location Policy XDMS 
	5.2.2
	

	LOCSIP-LS-S-06-O
	Subscription to Location policy changes 
	5.2.2
	

	LOCSIP-LS-S-07-O
	Apply Location Authorization Rules 
	5.2.1.1
	

	LOCSIP-LS-S-08-O
	Apply Location Privacy Rules 
	5.2.1.1
	

	LOCSIP-LS-S-09-M
	Location Information Data Model 
	5.2
	

	LOCSIP-LS-S-10-M
	Fetch URI List(s) from Shared List XDMS 
	5.2.2
	

	LOCSIP-LS-S-11-O
	Subscribe to URI List(s) changes 
	5.2.2
	

	LOCSIP-LS-S-12-M
	Apply event notification suppression 
	5.2.1.2
	

	LOCSIP-LS-S-13-O
	Apply event notification filtering 
	5.2.1.4
	

	LOCSIP-LS-S-14-M
	Apply event notification throttling according to [IETF-EventThrottle] 
	5.2.1.5
	

	LOCSIP-LS-S-15-M
	Generate entity tag according to [RFC5839] and suppressing notifications 
	5.2.1.6
	

	LOCSIP-LS-S-16-M
	Location QoS handling
	5.2.1.3
	

	LOCSIP-LS-S-17-M
	Generating and suppressing notifications
	5.2.1.7
	

	LOCSIP-LS-S-18-M
	Handling of Large MIME Objects
	5.2.1.7.1
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