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1 Reason for Change

This CR aligns LPPe TS with 3GPP TS 36.355

1) LPP Error and LPP Abort messages now have extension containers in Rel-9

2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on the proposed changes.
6 Detailed Change Proposal

Change 1:  Chapter 6
6. Information Element Abstract Syntax Definition
6.1 General
The contents of each LPPe payload and message extensions are specified in Chapters 6.2 and 6.3, respectively, using ASN.1 to specify the syntax and using tables, when needed, to provide information on the fields and parameters in the message. The information elements carried within the message extensions are specified as type definitions in Chapters 6.4 and 6.5.

When necessary, appendices are used to provide further information, such as formulae, on the usage of the data content.

LPPe re-uses as far as possible the data definitions from [LPP] in order to avoid duplication.

The ASN.1 in this section uses the same format and coding conventions as described in [LPP].
6.2 LPPe Message Extension
6.2.1 LPP data type imports
LPPe uses as far as possible the data definitions from the [LPP] in order to avoid duplication. This ASN.1 snippet defines the imports from [LPP].
-- ASN1START

OMA-LPPE DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS GNSS-ID, GNSS-SignalID, GNSS-SignalIDs, GNSS-SystemTime, SV-ID FROM LPP-PDU-Definitions
-- ASN1STOP
6.2.2 Message extension definitions
The IE OMA-LPP-MessageExtension carries version information and the actual data carried in the extension. A single OMA-LPP-MessageExtension carries one extension message and all the LPPe information associated with that type.
-- ASN1START

OMA-LPPe-MessageExtension ::= SEQUENCE {


lppeVersion





LPPeVersion,


oma-LPPe-MessageExtensionBody
OMA-LPPe-MessageExtensionBody,


...
}

LPPeVersion ::= SEQUENCE {


majorVersion

INTEGER(0..255),



minorVersion

INTEGER(0..255),

}

OMA-LPPe-MessageExtensionBody ::= CHOICE {



requestCapabilities


OMA-LPPe-RequestCapabilities, 
--Shall only be used in the EPDU in LPP RequestCapabilities


provideCapabilities


OMA-LPPe-ProvideCapabilities,
--Shall only be used in the EPDU in LPP ProvideCapabilities



requestAssistanceData

OMA-LPPe-RequestAssistanceData,
--Shall only be used in the EPDU in LPP RequestAssistanceData



provideAssistanceData

OMA-LPPe-ProvideAssistanceData,
--Shall only be used in the EPDU in LPP ProvideAssistanceData



requestLocationInformation
OMA-LPPe-RequestLocationInformation, --Shall only be used in the EPDU in LPP RequestLocationInformation



provideLocationInformation
OMA-LPPe-ProvideLocationInformation, --Shall only be used in the EPDU in LPP ProvideLocationInformation



error





OMA-LPPe-Error, --Shall only be used in the EPDU in LPP Error 


abort





OMA-LPPe-Abort, --Shall only be used in the EPDU in LPP Abort 


...
}
-- ASN1STOP
	LPPe Message Extension fields

	majorVersion

This field provides the major version of the OMA LPP Extensions Release, i.e. in the version notation x.y the major version is x.

	minorVersion

This field provides the minor version of the OMA LPP Extensions Release, i.e. in the version notation x.y the minor version is y.
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