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1 Reason for Change

1. There is a difference in the behaviour of the SET between Network Initiated Periodic Events and Area Events. In the case of a Network Initiated Periodic or Area session, when the SET sends SUPL TRIGGERED START in response to SUPL INIT the following happens:

For a PERIODIC session the SET sends “SET Capabilities” which MAY contain “Service Capabilities” with details of the support for Periodic sessions. It also MUST send “Reporting Capability” in SUPL TRIGGERED START which (also) contains details of the support for Periodic sessions. Therefore, one way or another the SET tells the SLP what it supports for Periodic sessions.

For an AREA EVENT session the SET only sends “SET Capabilities” which MAY contain “Service Capabilities” with details of the support for Area sessions. Therefore the SET perhaps may not tell the SLP what it supports for Area Event sessions.

For efficiency within the SLP it would seem that in both cases sending “Service Capabilities” with details of the support for Periodic or Area sessions would be advantageous.
In addition there is some indication in other parameters in the TS that always sending “Service Capabilities” was intended.

It is proposed to make the sending of “Service Capabilities” in SUPL TRIGGERED START mandatory in the case of Network Initiated Periodic Events and Area Events. 
2. In the description of “Reporting Capability” in SUPL TRIGGERED START the TS says:
>>>

This parameter defines the reporting capabilities of the SET on a per SUPL session basis (there is a Reporting Capability parameter as part of SET Capabilities -> Service Capabilities which reflects the generic SET Reporting Capabilities). This parameter is conditional and only used for triggered periodic scenarios. The values of this parameter MUST be consistent with the values of Reporting Capability as part of SET Capabilities.
>>>

The final sentence above seems illogical. If the values are consistent (for which read “the same”) then they cannot vary on a per SUPL session basis and there would be no point in sending them.
It is proposed to delete this sentence.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

SUPL 2.0 ETS Conformance test cases require modifications
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to proposed changes.

6 Detailed Change Proposal

Change 1:  Modify Service Capabilities
7.1 SET capabilities

	Parameter
	Presence
	Value/Description

	SET capabilities
	-
	SET capabilities (not mutually exclusive) in terms of supported positioning technologies and positioning protocols.

During a particular SUPL session, a SET may send its capabilities more than once – specifically, in SET initiated cases, the SET capabilities are sent in SUPL START, SUPL TRIGGERED START and in SUPL POS INIT. For immediate requests, the SET capabilities MUST NOT change during this particular session. For triggered requests, the SET capabilities MAY change during a session.
The SET Capabilities parameter MAY also be used by the SET to inform the H-SLP about its service capabilities.

	>Pos Technology
	M
	Defines the positioning technology. 

Zero or more of the following positioning technologies (including those listed in the optional GANSS Position Methods structure):

· SET-assisted A-GPS

· SET-based A-GPS

· Autonomous GPS

· AFLT

· E-CID

· E-OTD

· OTDOA

NOTE. The E-CID bit SHALL be set only when TA and/or NMR information or Pathloss information is provided within the Location ID IE.

	>>GANSS Position Methods
	O
	Defines the supported GANSS (i.e. other than A-GPS). If included, this parameter is repeated for each supported GANSS. In addition, in the case of SBAS the parameter is repeated for each supported SBAS.

	>>>GANSS ID
	M
	Defines the GANSS. Integer (0..15)

0: Galileo

1: SBAS

2: Modernized GPS

3: QZSS

4: GLONASS

5-15: Reserved for future use

	>>>SBAS ID
	CV
	Present if GANSS ID indicates SBAS. Bit string interpreted as:

000: WAAS

001: EGNOS

010: MSAS

011: GAGAN

	>>>GANSS Positioning Modes
	M
	Bitmap defining the supported modes for GNSS indicated by GANSS ID.

Bit 0: SET Assisted

Bit 1: SET Based

Bit 2: Autonomous

	>>>GANSS Signals
	M
	Bitmap (length 8 bits) defining the supported signals for GNSS indicated by GANSS ID.

For Galileo, bits are interpreted as :

Bit 0: E1

Bit 1: E5a

Bit 2: E5b

Bit 3: E5a+E5b

Bit 4: E6

Bits 5-7: Spare

For Modernized GPS, the bits are interpreted as:

Bit 0: L1 C

Bit 1: L2 C

Bit 2: L5

Bits 3-7: Spare

For QZSS, the bits are interpreted as:

Bit 0: L1 C/A

Bit 1: L1 C

Bit 2: L2 C

Bit 3: L5

Bits 4-7: Spare

For GLONASS, the bits are interpreted as:

Bit 0: G1

Bit 1: G2

Bit 2: G3

Bits 3-7: Spare

For SBAS, the bits are interpreted as:

Bit 0: L1

Bits 1-7: Spare

	>Pref Method
	M
	One of the following preferred modes:

· A-GNSS SET-assisted preferred

· A-GNSS SET-based preferred

· No preferred mode



	>Pos Protocol
	M
	Zero or more of the following positioning protocols (bitmap):

· RRLP

· RRC

· TIA-801

· LPP

	>>Pos Protocol Version RRLP
	CV
	Describes the protocol version of RRLP Positioning Protocol.

It is required if RRLP is identified in the Pos Protocol parameter.
The following RRLP versions are the lowest versions which are supported by the SET and the SLP:

For Release 5: 5.12.0 and 5.14.0, for Release 6: 6.9.0, for Release 7: 7.11.0 and for Release 8:  8.3.0.

No lower versions shall be supported.

In addition, if some future version x.y.z of RRLP becomes non-backward compatible with earlier versions (e.g. due to an essential correction), an SLP should support at least one version earlier than x.y.z as well as at least one version equal to or later than x.y.z. For each release, the SET may support any version equal to or newer than the minimum versions listed above.

	>>>Major Version Field
	M
	First (most significant) element of the version number for RRLP, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number for RRLP, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for RRLP, range: (0..255)

	>>Pos Protocol Version RRC
	CV
	Describes the protocol version of RRC Positioning Protocol.

It is required if RRC is identified in the Pos Protocol parameter.
The following RRC versions are the lowest versions which are supported by the SET and the SLP:

For Release 5: 5.11.0 and 5.23.0, for Release 6: 6.21.0, for Release 7: 7.12.0 and for Release 8:  8.6.0.

No lower versions shall be supported.

In addition, if some future version x.y.z of RRC becomes non-backward compatible with earlier versions (e.g. due to an essential correction), an SLP should support at least one version earlier than x.y.z as well as at least one version equal to or later than x.y.z. For each release, the SET may support any version equal to or newer than the minimum versions listed above.

	>>>Major Version Field
	M
	First (most significant) element of the version number for RRC, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for RRC, range: (0..255)

	>>Pos Protocol Version TIA-801
	CV
	Describes the protocol version of 3GPP2 C.S0022 (TIA-801) Positioning Protocol.

It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>>Supported Pos Protocol Version TIA-801
	M
	Specifies a list of up to 8 different supported 3GPP2 C.S0022 versions. This parameter is required (with at least one entry in the list) if TIA-801 is identified in the Pos Protocol parameter.

	>>>>Revision Number
	M
	Revision part of document number for the specifications of C.S0022 Positioning Protocol.

Value: [0,A-Z]

	>>>>Point Release Number
	M
	Point Release number for C.S0022, range: (0..255)

	>>>Internal Edit Level
	M
	Internal Edit Level for C.S0022, range: (0..255)

	>>Pos Protocol Version LPP
	CV
	Describes the protocol version of LPP Positioning Protocol.

It is required if LPP is identified in the Pos Protocol parameter.

	>>>Major Version Field
	M
	First (most significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number for LPP Positioning Protocol, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>Service Capabilities
	CV
	The service capabilities of the SET are described in this parameter. The SET MAY send this parameter in SUPL START, SUPL POS INIT, SUPL TRIGGERED START, SUPL AUTH REQ and SUPL END. This parameter is mandatory in SUPL TRIGGERED START in the case of a Network Initiated session. The purpose of this parameter is to inform the H-SLP about the service capabilities of the SET

	>>services supported
	M
	Defines the supported services by the SET. Only Network Initiated services are relevant in this context.

Zero or more of the following services are supported:

· Periodic Trigger

· Area Event Trigger

	>>reporting capabilities
	CV
	Defines the reporting capabilities of the SET. This parameter is only required if periodic triggers are supported by the SET in which case the parameter is mandatory.

	>>>minimum interval between fixes
	M
	Defines the minimum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. Range: 1 to 3600, Units in seconds.

	>>>maximum interval between fixes
	O
	Defines the maximum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. This parameter is optional. If not present, no maximum interval between fixes is specified.

Range: 1 to 1440, Units in minutes.

	>>>rep mode
	M
	Supported reporting mode(s):

· Real time

· Quasi real time

· Batch reporting
(At least one of the three reporting modes must be supported)

	>>>batch rep cap
	CV
	Defines the type of batch reporting capabilities supported by the SET (only applicable to quasi real time and batch reporting):

· Report position (true if reporting of position is allowed, false otherwise)

· Report measurements (true if reporting of measurements is supported, false otherwise)

· Maximum number of positions (range: 1 to 1024)

· Maximum number of measurements (range: 1 to 1024)

	>>event trigger capabilities
	CV
	Defines the event trigger capabilities of the SET. This parameter is only required if area event triggers are supported by the SET in which case the parameter is mandatory.

	>>> geo area shapes supported
	M
	This parameter defines the geographic target area shapes supported by the SET in addition to mandatory circular area:

· Elliptical

· Polygon

	>>> max number  of geographical target areas supported
	O
	This parameter defines the maximum number of geographic target areas the SET supports. (range: 1 to 32)

This parameter is optional. If not present, the SET does not support geographical target areas.

	>>> max number of Area Id Lists supported
	O
	This parameter defines the maximum number of Area Id Lists the SET supports. (range: 1 to 32)

This parameter is optional. If not present, the SET does not support Area Ids.

	>>> max number of Area Ids supported per Area Id List
	CV
	This parameter defines the maximum number of Area Ids per Area Id List the SET supports. (range: 1 to 256)

This parameter is conditional: if max number of Area Id Lists is present, then this parameter MUST be present. Otherwise this parameter MUST NOT be present.

	>>session capabilities
	M
	Defines the session capabilities of the SET:

· Total number of simultaneous sessions (range: 1 to 128). 

· Maximum number of simultaneous periodic triggered sessions (only used for periodic triggers) (range: 1 to 32).

· Maximum number of simultaneous area event triggered sessions (only used for area event triggers) (range: 1 to 32).

	> supported bearers
	O
	This parameter indicates which bearers the SET supports Note that each bearer in this list must be supported by the SET, but not all at the same time. 

The parameter indicates support for one or more of the following:

· GSM

· WCDMA/TD-SCDMA

· CDMA

· HRPD

· UMB

· LTE

· WLAN

· WiMAX


Table 1: SET capabilities Parameter
Change 2:  Modify Reporting Capability
7.1.1 SUPL TRIGGERED START

SUPL TRIGGERED START is the initial message from the SET to the H-SLP for establishing a triggered session or for re-initiating a triggered session during a V-SLP to V-SLP handover.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location ID
	M
	Defines the current serving cell, current serving WLAN AP or WiMAX BS information of the SET.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. In Network initiated proxy mode a SET SHALL calculate a hash of a received SUPL INIT and include the result of the hash in this parameter.

This parameter shall not be included in a  SUPL TRIGGERED START sent to request new trigger parameters.

	QoP
	O
	Desired Quality of Position

	Multiple Location IDs
	O
	This parameter may contain current non-serving cell, current non-serving WLAN AP or WiMAX BS information for the SET and/or historic serving or non-serving cell or WLAN AP information for the SET. Only information that was allowed according to the Supported Network Information element in a previous SUPL session SHALL be included.

	Third Party
	CV
	The identity of the Third Party.

For the SET Initiated location request without transfer to Third Party, this parameter is not REQUIRED.
For the SET Initiated location request with transfer of location to Third Party mode, this parameter is REQUIRED.

	>Third Party ID
	M
	The identity of the Third Party.

	ApplicationID
	O
	The identifier of the requesting application on the SET.

	Trigger Type
	CV
	This parameter indicates SET initiated trigger service type:

· Periodic

· Area event

For network initiated trigger service, it MUST not be present.

	Trigger Params
	CV
	This parameter indicates parameters of the trigger session.
For network initiated trigger service, this parameter MUST NOT be present.
For SET initiated trigger service, this parameter MUST be present.

	Position
	O
	Defines the position of the SET.

	Reporting Capability
	CV
	This parameter defines the reporting capabilities of the SET on a per SUPL session basis (there is a Reporting Capability parameter as part of SET Capabilities -> Service Capabilities which reflects the generic SET Reporting Capabilities). This parameter is conditional and only used for triggered periodic scenarios.
For periodic triggered services, this parameter MUST be present.
For area event triggered services, this parameter MUST NOT be present.

	>minimum interval between fixes
	M
	Defines the minimum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. Range: 1 to 3600, Units in seconds.

	>maximum interval between fixes
	O
	Defines the maximum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. This parameter is optional. If not present, no maximum interval between fixes is specified.

Range: 1 to 1440, Units in minutes.

	>Rep Mode
	M
	This parameter is a bit map indicating the supported reporting mode(s):

· Real time

· Quasi real time

· Batch reporting
At least one of the three reporting modes must be supported.

	>Batch Report Capability
	CV
	If batch reporting is supported as reporting mode, this parameter defines the type of reports which are supported:

· Position

· Measurement data

· Position and Measurement data

The maximum number of positions and/or measurements the SET is able to store are defined as:

· Maximum number of positions

· Maximum number of measurements

These parameters are optional. If not present, no limit is specified.

	Cause Code 
	O
	This parameter indicates the reason for sending this message during an ongoing triggered session. The value could be:
· Serving Network not in Area Id list 
· SET capabilities has changed
· No SUPL coverage


Table 2: SUPL TRIGGERED START Message
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