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1 Reason for Change

This CR proposes to add a release version overview section (section 4), and refine section 2 and 3(references, terminology and conventions).
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree to incorporate this CR into the NavSe v1.0 ERELD
6 Detailed Change Proposal

2. References

2.1 Normative References

	[ISO TTI]
	“Traffic and Travel Information (TTI)” ISO/TS 24530, URL:http://www.iso.org/iso/iso_catalogue/catalogue_tc/catalogue_tc_browse.htm?commid=54706

	[NAVSE TS]
	“RESTful Network API for Navigation Service Framework”, Version 1.0, Open Mobile Alliance™
OMA-TS-REST_NetAPI_NavSe-V1_0, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version 2.9, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_9, URL:http://www.openmobilealliance.org/


3.2
Definitions

	NavSe Client
	An entity that is in charge of interacting with a NavSe Server to get route information and/or real-time and forecast traffic information.

	NavSe Server
	An entity that is in charge of providing the NavSe Client with route information or real-time and forecast traffic information.

	Enabler Release
	Collection of specifications that combined together form an enabler for a service area, e.g. a download enabler, a browsing enabler, a messaging enabler, a location enabler, etc.  The specifications that are forming an enabler should combined fulfil a number of related market requirements.

	Minimum Functionality Description
	Description of the guaranteed features and functionality that will be enabled by implementing the minimum mandatory part of the Enabler Release.

	Navigation Device
	An entity that, using GNSS service, assists the driver showing correct route to reach the final destination. This entity may process real-time and predicted traffic information and dynamically estimates the optimal route, according to user preferences.

	Network Performance Parameter
	Information regarding the performances (i.e. speed, delay and travel time) of road segments related to an area or a route.

	Route Information
	Sequence of road segments, each of them defined with end points coordinates and road name, from an origin to a destination.

	Traffic Event
	Information regarding events related to an area or a route that are either imposed or planned by the road network operator (i.e. roadwork leading to lane closures) or events that occur outside the control of the network operator (i.e. accidents).

	Traffic Information
	Information which consists of traffic events and network performance parameters related to an area or a route.


3.3
Abbreviations

	API
	Application Programming Interface

	ERDEF
	Enabler Requirement Definition

	ERELD
	Enabler Release Definition

	ND
	Navigation Device

	OMA
	Open Mobile Alliance

	OMNA
	Open Mobile Naming Authority

	
	

	REST
	REpresentational State Transfer

	SCR
	Static Conformance Requirements

	TPEG
	Transport Protocol Expert Group

	TS
	Technical Specification

	URL
	Uniform Resource Locator

	XML
	eXtensible Markup Language

	XSD
	XML Schema Definition


4.
Release Version Overview







The NavSe Enabler provides an overall framework (mechanisms, functionalities, APIs, and etc.) to enable providing dynamic route information based on real time and forecast information.

The following areas will be covered as part of the scope of the enabler:

· Delivering traffic information and/or route information to the Navigation Device (ND);

NavSe Enabler will reuse as much as possible existing technologies. In particular, with respect to interface specification, it is in the scope of this Enabler:

· to reuse traffic information data formats defined by TPEG in [ISO TTI],
4.1
Version 1.0 Functionality




The version 1.0 of the NavSe Enabler defines an overall framework that enables dynamic navigation service based on traffic information over a mobile network.

The core functionalities exposed by the NavSe Enabler include the following operations:

· Request and provide a set of routes based on the journey parameters defined by the user
· Request and provide traffic information related to the route and an area defined by the ND
· Request and provide route information for a public safety usage

· Request and provide unusable route information related to an emergency area
· Manage subscriptions to notification services for receiving updates on information and alternative route proposal
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