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1 Reason for Contribution

This contribution proposes system elements and requirements to them be added to the clause "6.3 System Elements" of IMPS and SIP/SIMPLE Presence Interworking RD (see the proposal for the RD baseline from the contribution OMA-PAG-2004-0059R01-Presence-Interworking-RD-Baseline).

2 Summary of Contribution

The system elements and their requirements proposed by this contribution are derived from the functional requirements described in the contribution OMA-PAG-2004-0062-Presence-IW-RD-FunctReqs. 

3 Detailed Proposal

7. References

7.1 Informative References

	[IMPS-FF]
	"WV-021 Features and Functions Version 1.2", Open Mobile Alliance, OMA-IMPS-WV-Features_Functions-V1_2, URL: http://www.openmobilealliance.org/

	[REQ-PRES-RD]
	"Presence Requirements", Open Mobile Alliance, OMA-RD_Presence-V1_0, URL: http://www.openmobilealliance.org/


8. Requirements (Normative)

8.1 System Elements

	System Element IMPS Client
	Client software in the User's device that implements the IMPS Presence Service client functionality. Additionally the IMPS Client implements the functionality needed to support Presence Interworking.
	

	SIP/SIMPLE Client
	Client software in the User's device that implements the SIP/SIMPLE Presence Service User Agent functionality. Additionally the SIP/SIMPLE Client implements the functionality needed to support Presence Interworking.
	

	SIP/SIMPLE System
	Communication system based on SIP/SIMPLE technology. Additionally, the SIP/SIMPLE System implements the network-based functionality necessary for Presence Interworking.
	

	IMPS System
	Communication system based on IMPS technology. Additionally, the IMPS System implements the network-based functionality necessary for Presence Interworking.
	

	Charging System
	Charging system consists of charging specific functionalities in network entities providing charging of Presence related communication. The Charging System e.g. provides collecting and storing of charging information where the User's charging can be based on.
	

	Interworking Service
	Interworking Service implements functionality needed for enabling IMPS – SIP/SIMPLE Presence Interworking. The Interworking service takes care of e.g. message and presence information format conversions.
	


Table 1: System Elements

8.1.1 System Element IMPS Client

	1
	The IMPS Client SHALL support user identities of SIP/SIMPLE Users.

	2
	The Client SHALL be able to discard presence attributes not supported and/or understood by the Client.


Table 2: Requirements for System Element IMPS Client

8.1.2 System Element SIP/SIMPLE Client

	1
	The SIP/SIMPLE Client SHALL support user identities of IMPS Users.

	2
	The SIP/SIMPLE Client SHALL be able to discard presence attributes not supported and/or understood by the Client.


Table 3: Requirements for System Element SIP/SIMPLE Client

8.1.3 System Element SIP/SIMPLE System

	1
	The SIP/SIMPLE System SHALL support routing of presence information requests (and responses) targetted to IMPS System.

	2
	The SIP/SIMPLE System SHALL support Presence functionality defined in [REQ-PRES-RD].


Table 4: Requirements for System Element SIP/SIMPLE System

8.1.4 System Element IMPS System

	1
	The IMPS System SHALL support routing of presence information requests (and responses) targetted to SIP/SIMPLE System.

	2
	The IMPS System SHALL support Presence feature functionality defined in [IMPS-FF].


Table 5: Requirements for System Element IMPS System

8.1.5 System Element Charging System

	1
	The Charging System SHALL support collecting charging information of IMPS and SIP/SIMPLE Users when requesting each others presence information.

	
	


Table 6: Requirements for System Element Charging System

8.1.6 System Element Interworking Service

	1
	<TBD>

	
	


Table 7: Requirements for System Element Interworking Service

4 Intellectual Property Rights

5 Recommendation

With this contribution the system elements and their requirements are propoised to be added to the subclause 6.3 of OMA-RD_Presence_IW-V0_0-200404dd-D.doc.
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