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1 Reason for Change

There is no mechanism to limit number of presence buddies. If operator wants to limit the number of presence buddies, the specification should define mechanism for this. Otherwise terminal/user behaviour cannot be controlled. 

Two new XDMC provisioning parameters is used for this purpose: 

1) “Max-number-of-subscriptions-to-single-presentity” defines maximum number of individual subscriptions to single presentity. If value of this parameter is “0” then usage of RLS is mandatory in the network. 

2) “Max-number-of-subscriptions-in-presence-list” defines limit for subscriptions in the presence list in RLS. If the value of this parameter is “0” then it means that there are no RLS in the network. 

R01: updated based on comments from Montreal
R02: aligned with PAG-0499 (AC file)
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Add the proposed text under the proposed sections to SIP/SIMPLE Presence Specification.
6 Detailed Change Proposal

<changes in section 5.2.2>

Subscription to presence information
 A watcher SHALL support subscription and notification of presence information, according to the subscriber procedures described in [RFC3265] and [RFC3856]. 
5.2.2.1 Limiting the number of subscriptions

The service provider MAY configure a watcher with a total maximum number of subscriptions to the presence event package. This can be done with OTA Provisioning or local configuration. In case of OTA Provisioning, the watcher SHALL use the value of MAX-NUMBER-OF-PRESENCE-SUBSCRIPTIONS (defined in Appendix B.1) as a value for total maximum number of subscriptions.

If such configuration is present for the watcher, the watcher SHALL NOT generate more subscriptions to the presence event package as it is instructed by the limitation configuration.  
5.2.2.2 Subscription to a Presence List

Presence lists enable a watcher to subscribe to multiple presentities using a single subscription.

A watcher MAY subscribe to a presence list.  If a watcher subscribes to a presence list, it SHALL support the SIP event notification extension for resource lists, according to the subscriber procedures described in [EVENTLIST].
5.2.2.2.1 Limiting the number of entries in presencelist document

The service provider MAY configure a watcher with a total maximum number of back-end subscriptions allowed for presencelists. This can be done with OTA Provisioning or local configuration. In case of OTA Provisioning, the watcher SHALL use the value of MAX-NUMBER-OF-SUBSCRIPTIONS-IN-PRESENCE-LIST (defined in Appendix B.1) as a value for total maximum number of back-end subscriptions allowed for presencelists.
NOTE: If such configuration is present for the watcher, the watcher will not receive notifications for those presentities that could not be subscribed by the RLS due to the maximum number of back-end subscriptions’ limitation configuration. Therefore care has to be taken when creating presencelist documents taking into account this configuration parameter.
</changes in section 5.2.2>

<changes in section 5.5.2>

Back-end Subscriptions

For list subscriptions to the presence event package, the RLS SHALL generate back-end subscriptions to learn the presence information of presentities in the list.

For back-end subscriptions using SIP, the RLS SHALL support subscription and notification of presence information, according to the procedures described in sections Error! Reference source not found., 0, Error! Reference source not found., Error! Reference source not found. and Error! Reference source not found..  
If the OTA Provisioning parameter MAX-NUMBER-OF-SUBSCRIPTIONS-IN-PRESENCE-LIST or local policy instructs, the RLS SHALL limit the number of back-end subscriptions. The RLS SHALL:

· initiate no more back-end subscriptions as instructed by the provisioning parameter or local policy; and
· return no <instance> element for those <resource> elements that could not be subscribed from the presencelist document due to this limitation. The <instance> and <resource> elements are part of the Resource List Meta-Information (RLMI) document as defined in [EVENTLIST].

When the watcher adds presentities to the presence list while the list subscription is active, the RLS SHALL generate back-end subscriptions for the newly added presentities, and SHALL include the newly added presentities in the next list notification.

When the watcher removes presentities from the presence list while the list subscription is active, the RLS SHALL terminate back-end subscriptions to the recently removed presentities, and SHALL indicate that the back-end subscriptions have been terminated in the next list notification. 

When the SIP/IP Core network corresponds to 3GPP IMS or 3GPP2 MMD networks, the RLS SHALL follow the procedures described in section 5.7.3 of [3GPP TS 24.229] and [3GPP2 X.P0013-004-A] and insert the SIP URI of P-Asserted-Identity header of the incoming SIP SUBSCRIBE request (as defined in [3GPP TS 24.229] and [3GPP2 X.P0013-004-A]) to the SIP SUBSCRIBE request of the back-end subscription.

</changes in section 5.5.2>

<changes in appendix B.1>
Presence Client provisioning parameters

The following table lists the parameters available in an instance of the Presence Application Characteristic 

	Parameter Name
	Man / Opt
	Instances
	Default

	Standard Application Characteristic fields as defined in [Provisioning Content]

	APPID
	Mandatory
	1
	“PRS” 

	PROVIDER-ID
	Optional
	0 or 1
	none

	TO-APPREF
	Mandatory
	1
	n/a

	NAME
	Mandatory
	 1
	n/a

	TO-NAPID
	Mandatory
	   1 or more
	n/a

	Application Characteristic fields specifically required for the Presence Enabler

	CLIENT-OBJ-DATA-LIMIT
	Mandatory
	1
	n/a

	CONTENT-SERVER-URI
	Optional
	0 or 1
	n/a

	SOURCE-THROTTLE-PUBLISH
	Optional
	0 or 1
	Not available

	MAX-NUMBER-OF-PRESENCE-SUBSCRIPTIONS
	Optional
	0 or 1
	none

	MAX-NUMBER-OF-SUBSCRIPTIONS-IN-PRESENCE-LIST
	Optional
	0 or 1
	none


The provisioning document in a AC file format 

IDENTIFYING INFORMATION

#######################

APPID: ???

APPID type: OMNA.

Owner: OMA Presence and Availability Working Group.

Contact: OMA Presence and Availability Working Group <TECHNICAL-COMMENTS@MAIL.OPENMOBILEALLIANCE.ORG>. 

Registration version: 1.0

Registration timestamp: 2004-11-11.

Application description: Presence

Application reference: 

    OMA SIMPLE presence Enabler Release 1.0 specifications,

    URL:http://www.openmobilealliance.org/documents.asp.

Legal text:

    Use of this document is subject to all of the terms and conditions 

    of the Use Agreement located at 

        http://www.openmobilealliance.org/UseAgreement.html.

    You may use this document or any part of the document for internal 

    or educational purposes only, provided you do not modify, edit or 

    take out of context the information in this document in any manner. 

    Information contained in this document may be used, at your sole 

    risk, for any purposes.

    You may not use this document in any other manner without the prior 

    written permission of the Open Mobile Alliance.  The Open Mobile 

    Alliance authorizes you to copy this document, provided that you 

    retain all copyright and other proprietary notices contained in the 

    original materials on any copies of the materials and that you 

    comply strictly with these terms.  This copyright permission does 

    not constitute an endorsement of the products or services.  The 

    Open Mobile Alliance assumes no responsibility for errors or 

    omissions in this document.

    Each Open Mobile Alliance member has agreed to use reasonable 

    endeavors to inform the Open Mobile Alliance in a timely manner of 

    Essential IPR as it becomes aware that the Essential IPR is related 

    to the prepared or published specification.  However, the members 

    do not have an obligation to conduct IPR searches.  The declared 

    Essential IPR is publicly available to members and non-members of 

    the Open Mobile Alliance and may be found on the "OMA IPR 

    Declarations" list at http://www.openmobilealliance.org/ipr.html. 

    The Open Mobile Alliance has not conducted an independent IPR review 

    of this document and the information contained herein, and makes no 

    representations or warranties regarding third party IPR, including 

    without limitation patents, copyrights or trade secret rights.  This 

    document may contain inventions for which you must obtain licenses 

    from third parties before making, using or selling the inventions. 

    Defined terms above are set forth in the schedule to the Open Mobile 

    Alliance Application Form.

    NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE 

    MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER 

    OR ITS AFFILIATES REGARDING ANY OF THE IPR'S REPRESENTED ON THE "OMA 

    IPR DECLARATIONS" LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, 

    COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR 

    NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

    THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY 

    DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR 

    EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF 

    DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

    © 2004 Open Mobile Alliance Ltd.  All Rights Reserved.

    Used with the permission of the Open Mobile Alliance Ltd. under the 

    terms set forth above.

WELL-KNOWN PARAMETERS

#####################

Characteristic/name: APPLICATION/APPID.

Status: Mandatory.

Occurs: 1/1.

Default value: None.

Used values: “PRS”

Interpretation:

To uniquely identify the Presence enabler.

-------

Characteristic/name: APPLICATION/TO-APPREF.

Status: Mandatory.

Occurs: 1/1

Default value: None.

Used values: N/A.

Interpretation:

It provides the linkage between the application characteristic of the presence enabler with SIP/IP core application characteristics. 

-------

Characteristic/name: APPLICATION/NAME.

Status: Mandatory.

Occurs: 1/1.

Default value: None.

Used values: Presence.

Interpretation:

User displayable name for the presence enabler.

-------

Characteristic/name: APPLICATION/TO-NAPID.

Status: Mandatory if direct use of Network Access Point supported.

Occurs: 0/*. 

Default value: None.

Used values: IMS-NAP.

Interpretation:

specifies the network access point used for a given application.

Characteristic/name: APPLICATION/CLIENT-OBJ-DATA-LIMIT

Status: Mandatory.

Occurs: 1/1.

Default value: None

Used values: 0/1

Interpretation: 

Limits  the size of the MIME object data to the specified value in bytes when PUBLISH and NOTIFY methods are used in the presence client.

 Characteristic/name: APPLICATION/CONTENT-SERVER-URI

Status: Optional.

Occurs: 0/1.

Default value: None

Used values: 

Interpretation: 

Defines the HTTP URI of the content server to be used for content indirection.

----

Characteristic/name: APPLICATION/SOURCE-THROTTLE-PUBLISH

Status: Optional

Occurs: 0/1

Default value: Not available

Used values: An Integer

Interpretation: 

Defines the minimum time interval (in seconds) between two consecutive publications from a Presence source

-------

Characteristic/name: APPLICATION/SERVICE-URI-TEMPLATE

Status: Mandatory.

Occurs: 1/1.

Default value: None

Used values: 

Interpretation: 

Defines the syntax of the service URI, in the form of a URI Template as specified in [XDMSPEC] subclause C.1
------
Characteristic/name: MAX-NUMBER-OF-PRESENCE-SUBSCRIPTIONS.
Status: Optional.
Occurs: 0/1.
Default value: None.
Used values: An Integer.
Interpretation:
Limits the total number of presence subscriptions.

-------
Characteristic/name: MAX-NUMBER-OF-SUBSCRIPTIONS-IN-PRESENCE-LIST
Status: Optional.

Occurs: 0/1.

Default value: None.
Used values: An Integer.
Interpretation: 

Limits the number of back-end subscriptions allowed for presence list.

EXAMPLE

#######

<characteristic type="APPLICATION">

  <parm name="APPID" value="PRS"/>

  <parm name="NAME" value="Presence"/>

  <parm name="To-APREF" value="SIP-IP core"

  <parm name="TO-NAPID" value="IMS-NAP"/>

  <parm name="CLIENT-OBJ-DATA-LIMIT" value="5120"/>

  <parm name="SERVICE-ENABLED" value="1"/>
  <parm name="MAX-NUMBER-OF-PRESENCE-SUBSCRIPTIONS" value="10"/>

  <parm name=”MAX-NUMBER-OF-SUBSCRIPTIONS-IN-PRESENCE-LIST” value=”10”>

</characteristic>

###END###
</changes in appendix B.1>
<changes in appendix C.2>
Management Object parameters

This clause describes the parameters for the OMA PAG PRESENCE Management Object.

Node: /<X>
This interior node acts as a placeholder for one or more accounts for a fixed node.
Occurrence: OneOrMore
Format: Node
Access Types: Get
Values: N/A
The interior node is mandatory if the UE supports OMA PAG PRESENCE. 

/<X>/APPID/
The APPID is the identity of the application service available at the described application service access point. The value is expected to be globally unique.
Occurrence: ZeroOrOne
Format: chr
Access Types: Get
Values: <Globally unique value>

Editor note: The value of the <X>/APPID is to be determined by OMNA.
/<X>/NAME/
The Name leaf is the application name, which is to be displayed in the user's equipment., it's It is specific for each service provider.
Occurrence: ZerorOne
Format: chr
Access Types: Get
Values: <User displayable name>
/<X>/PROVIDER-ID/
This parameter provides an identifier for the application service access point described by an APPLICATION characteristic.
Occurrence: ZeroOrOne
Format: chr
Access Types: Get
Values: N/A
/<X>/ToConRef/
The ToConRef interior node is used to allow an application to refer to a collection of connectivity definitions. Several connectivity parameters may be listed for a give application under this interior node.
This parameter provides an identifier for the application service access point described by an APPLICATION characteristic.
Occurrence: ZeroOrOne
Format: node
Access Types: Get
Values: N/A

/<X>/ToConRef/<X>/

This interior node acts as a placeholder for one or more accounts for a fixed node.

Occurrence: OneOrMore

Format: Node

Access Types: Get

Values: N/A


/<X>/ToConRef/<X>/ConRef/
The ConRef indicates the linkage to connectivity parameters. This parameter provides an identifier for the application service access point described by an APPLICATION characteristic.
Occurrence: OneOrMore
Format: chr
Access Types: Get
Values: <a string>

/<X>/CLIENT-DATA-OBJ-LIMIT/
This parameter defines the maximum size of the MIME object in SIP PUBLISH. 
Occurrence: One
Format: Integer
Access Types: Get
Values: N/A
/<X>/SOURCE-THROTTLE-PUBLISH/

This parameter defines the minimum time interval (in seconds) between two consecutive publications from a Presence source.

Occurrence: ZeroOrOne
Format: integer
Access Types: Get
Values: N/A



/<X>/MAX-NUMBER-OF-PRESENCE-SUBSCRIPTIONS/
Limits the number of presence subscriptions. 
Occurrence: ZeroOrOne
Format: Integer
Access Types: Get
Values: N/A

/<X>/ MAX-NUMBER-OF-SUBSCRIPTIONS-IN-PRESENCE-LIST/
Limits the number of back-end subscriptions allowed for presence list. 
Occurrence: ZeroOrOne
Format: Integer
Access Types: Get
Values: N/A
/<X>/Ext/
The Ext is an interior node where the vendor-specific information about the OMA_PRESENCE MO is placed (“vendor” means application vendor, device vendor etc.). Usually the vendor extension is identified by a vendor-specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include a non-standardized sub-tree.
Occurrence: ZeroOrOne
Format: node
Access Types: Get
Values: N/A
</changes in appendix C.2>
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