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 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
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 3: Clerical

	Source:
	Laurent Walter Goix, Telecom Italia

	Replaces:
	n/a


1 Reason for Change

This contribution proposes the addition of the <device-profile> element as an extension to the <device> element within Presence information. This element will carry a link to the UAProf description of the device publishing Presence information. It is expected that this information be used by a graphical user interface to represent the device of the presentity, or to retrieve major information about the characteristics of the presentity’s device.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the CR is approved by OMA-PAG and that the OMA-TS-Presence_SIMPLE-V1_0-20060418-C is updated as described in this CR.
6 Detailed Change Proposal

Change 1: Insert the changed text in section 2.1
2.1 Normative References

	OMA
	

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, (http://www.openmobilealliance.org)

	[PRESREQ]
	“Presence Requirements”, Draft Version 1.0,  OMA-RD-Presence_SIMPLE-V1_0

	[PRESAD]
	“Presence using SIMPLE”, Draft Version 1.0, OMA-AD-Presence_ SIMPLE-V1_0

	[XDMSPEC]
	“XML Document Management Specification”, Draft Version 1.0, OMA-TS-XDM_Core-V1_0

	[PRESXDM]
	“Presence XDM Specification”, Draft Version 1.0, OMA-TS-Presence_SIMPLE_XDM- V1_0

	[SharedXDM]
	“Shared XDM Specification”, Draft Version 1.0, OMA-TS-XDM_Shared-V1_0

	[RLSXDM]
	“RLS XDM Specification”, Draft Version 1.0, OMA-TS-Presence_SIMPLE_RLS_XDM- V1_0

	[OMA-SyncML-DMStdObj-V1-1-2]
	"SyncML Device Management Standardized Objects", version 1.1.2, Open Mobile Alliance™, OMA-SyncML-DMStdObj-V1_1_2, URL:http://www.openmobilealliance.org/.

	[OMA-SyncML-DMTND-V1-1-2]_
	"SyncML Device Management Tree and Description", version 1.1.2, Open Mobile Alliance™, OMA-SyncML-DMTND-V1_1_2, URL:http://www.openmobilealliance.org/.

	 [Provisioning Content] 
	OMA – Provisioning Content V1.1.

	[OMA DM]
	OMA Device Management, V1.1.2 (based on SyncML DM).

	[UAPROF]
	"User Agent Profile", version 2.0, Open Mobile Alliance(, URL: http://www.openmobilealliance.org/ 


Change 2: Insert the changed text in section 10.3

10.3 Presence Document Overview 
(Informative)

Information structured according to the OMA presence data model is exchanged in an XML document that conforms to the basic Presence Information Data Format as defined in [RFC3863], and extended in other documents for the purpose of interworking.

The scheme below provides a high level overview of the data elements that may comprise an OMA presence XML document ( <presence> ).

Column 1:
presence information (as defined in this TS)

Column 2:
document where the associated <element> schema is defined 

Column 3:
location of the <element> within the <presence> document; 
· data elements defined in [RFC3863] are written in italic
· data elements defined in this document are written in bold
Person
schema
<person> ( [PRESDATAMODEL] )

Overriding Willingness
§10.5.2.1
<overriding-willingness>



→<basic> open/closed
Activity
[RPID]
<activities>
Location
[RPID]
<place-type>
Time-zone
[RPID]
<time-offset>
Mood
[RPID]
<mood>
Icon
[RPID]
<status-icon>
Class
[RPID]
<class>

Geographical Location
[RFC4119]
<geopriv>
→<location-info>


<geopriv>
→<usage-rules>
Note
[PRESDATAMODEL] 
<note>

Timestamp
[PRESDATAMODEL] 
<timestamp>
Note that according to the definition of the <person> element in [PRESDATAMODEL], all sub-elements outside of [PRESDATAMODEL] namespace MUST be placed before the <note> element.
Service
schema
<tuple> ([RFC3863])

Application-specific Availability
[RFC3863]
<status>
→<basic> open/closed
                                                      §10.5.2.1
<registration-state>


§10.5.2.1
<barring-state>
Application-specific Willingness
§10.5.2.1
<willingness>





→<basic> open/closed
Icon 
[RPID]
<status-icon>
Session Participation
§10.5.2.1
<session-participation>




→<basic> open/closed
Service Description
§10.5.2.1
<service-description>
Class
[RPID]
<class>
Per service device identifier
[PRESDATAMODEL]
<deviceID>

Communication Address
[RFC3863]
<contact>
Timestamp                                    [RFC3863]
<timestamp>

Note that  according to the definition of the <tuple> element in [RFC3863], all sub-elements outside of [RFC3863] namespace MUST be placed between the <status> and the <contact> element.
Device
schema
<device> ( [PRESDATAMODEL] )

Network Availability
§10.5.2.1
<network-availability>

Device Profile
§10.5.2.1
<device-profile>
Geographical Location
[RFC4119]
<geopriv>
→<location-info>


<geopriv>
→<usage-rules>

Device identifier
[PRESDATAMODEL]
<deviceID>
Timestamp
[PRESDATAMODEL]
<timestamp>

Note that according to the definition of the <device> element in [PRESDATAMODEL], all sub-elements outside of [PRESDATAMODEL] namespace MUST be placed before the <deviceID> element.
The following is an example of a raw OMA presence XML document.

<?xml version="1.0" encoding="UTF-8"?>

<presence xmlns="urn:ietf:params:xml:ns:pidf"

    xmlns:pdm=" urn:ietf:params:xml:ns:pidf:data-model"
    xmlns:rpid="urn:ietf:params:xml:ns:pidf:rpid"
xmlns:op="urn:oma:params:xml:ns:pidf:oma-pres"

    xmlns:gp="urn:ietf:params:xml:ns:pidf:geopriv10"

    xmlns:cl="urn:ietf:params:xml:ns:pidf:geopriv10:civicLoc"

    xmlns:gml="urn:opengis:specification:gml:schema-xsd:feature:v3.0"

    entity="sip:someone@example.com">

    <tuple id="a1231">

      <status>

        <basic>open</basic>

      </status>

      <op:willingness>

        <op:basic>open</op:basic>

      </op:willingness>

      <op:session-participation>

        <op:basic>open</op:basic>

      </op:session-participation>

      <rpid:status-icon> http://example.com/~my-icons/PoC-Session </rpid:status-icon>

      <op:registration-state>active</op:registration-state>

      <op:barring-state>terminated</op:barring-state>

      <rpid:class>forfriends</rpid:class>

      <op:service-description>

        <op:service-id>org.openmobilealliance:PoC-session</op:service-id>

        <op:version> 1.0 </op:version>

        <op:description>This is the OMA PoC-Session service</op:description>

      </op:service-description>

      <pdm:deviceID>urn:uuid:d27459b7-8213-4395-aa77-ed859a3e5b3a</pdm:deviceID>
      <contact>sip:my_name@example.com</contact>

      <timestamp>2005-02-22T20:07:07Z</timestamp>
    </tuple>

    <tuple id="a1232">

      <status>

        <basic>closed</basic>

      </status>

      <op:willingness>

        <op:basic>closed</op:basic>

      </op:willingness>

      <rpid:status-icon>http://example.com/~my-icons/PoC-Alert </rpid:status-icon>

      <op:registration-state>active</op:registration-state>

      <op:barring-state>active</op:barring-state>

      <rpid:class>forfriends</rpid:class>

      <op:service-description>

        <op:service-id>org.openmobilealliance:PoC-alert</op:service-id>

        <op:version>1.0</op:version>

        <op:description>This is the OMA PoC-Alert service</op:description>

      </op:service-description>

      <contact>sip:my_name@example.com</contact>

      <timestamp>2005-02-22T20:07:07Z</timestamp>
    </tuple>

    <pdm:person id="a1233">

      <op:overriding-willingness>

         <op:basic>open</op:basic>

      </op:overriding-willingness>

      <rpid:activities>

          <rpid:meeting/>
      </rpid:activities>

      <rpid:place-type> <rpid:office/> </rpid:place-type>

      <rpid:mood> <rpid:happy/> </rpid:mood>

      <rpid:status-icon>http://example.com/~my-icons/busy</rpid:status-icon>

      <rpid:time-offset>120</rpid:time-offset>

      <gp:geopriv>

        <gp:location-info>

          <cl:civicAddress>

            <cl:country>US</cl:country>

            <cl:A1>New York</cl:A1>

            <cl:A3>New York</cl:A3>

            <cl:A6>Broadway</cl:A6>

            <cl:HNO>123</cl:HNO>

            <cl:LOC>Suite 75</cl:LOC>

            <cl:PC>10027-0401</cl:PC>

          </cl:civicAddress>

        </gp:location-info>

      </gp:geopriv>

      <rpid:class>forfriends</rpid:class>

      <pdm:note xml:lang="en">I’m in a boring meeting!!</pdm:note>

      <pdm:timestamp>2005-02-22T20:07:07Z</pdm:timestamp>
    </pdm:person>

    <pdm:device id="a1234"> 

      <op:network-availability>

        <op:network id="UMTS"/>

        <op:network id="GPRS"/>

      </op:network-availability>

      <op:device-profile>http://example.com/UAProf/dr100.xml</op:device-profile>
      <gp:geopriv>

          <gp:location-info>

             <gml:location>

                <gml:Point gml:id="point1" srsName="epsg:4326">

                  <gml:coordinates>37:46:30N 122:25:10W</gml:coordinates>

                </gml:Point>

             </gml:location>

          </gp:location-info>

           <gp:usage-rules>

             <gp:retransmission-allowed>no</gp:retransmission-allowed>

             <gp:retention-expiry>2003-06-23T04:57:29Z</gp:retention-expiry>

           </gp:usage-rules>

        </gp:geopriv>

      <pdm:deviceID>urn:uuid:d27459b7-8213-4395-aa77-ed859a3e5b3a</pdm:deviceID>

      <pdm:timestamp>2005-02-22T20:07:07Z</pdm:timestamp>
    </pdm:device>

</presence>

Change 3: Insert the following text in section 10.4
10.4.17 Device Profile
10.4.17.1 Description

An OMA device is described through a UAProf descriptor according to [UAPROF].

The “Device Profile” building block provides a publicly accessible link to the UAProf descriptor of the device. This link can be used to identify the device of the presentity and the information contained in such descriptor can be used to retrieve major information about the characteristics of the presentity’s device. 

10.4.17.2 Mapping to presence data model

The “Device Profile” is part of the “device” component according to the presence data model.
10.4.17.3 Mapping to PIDF

The “Device Profile” building block SHALL be mapped to PIDF as following: <device>(<device-profile>
The <device-profile> element is defined in section 10.5.1.8. 

10.4.17.4 Watcher Processing

Watcher Processing SHALL be performed as described in section 5.2.3.  

10.4.17.5 Limitations

None.

Change 4: Insert the following text in section 10.5.1
10.5.1.8 <device-profile>

The <device-profile> element is an extension to PIDF that is used to describe the “Device Profile” building block. The <device profile> element SHALL be used as a child element of the <device> element as defined in [PRESDATAMODEL]. 
The <device-profile> element SHALL contain a value, which is a publicly accessible HTTP URL [RFC2616] that refers to the UAProf description of the device.  

Change 5: Insert the changed text in section 10.5.2 

10.5.2.1 urn:oma:params:xml:ns:pidf:oma-pres

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema targetNamespace="urn:oma:params:xml:ns:pidf:oma-pres" 

                  xmlns="urn:oma:params:xml:ns:pidf:oma-pres"

                  xmlns:xs="http://www.w3.org/2001/XMLSchema"

                  elementFormDefault="qualified"

                  attributeFormDefault="unqualified">

  <!-- This import brings in the XML language attribute xml:lang-->

  <xs:import namespace="http://www.w3.org/XML/1998/namespace" schemaLocation="http://www.w3.org/2001/xml.xsd"/>

  <xs:annotation>

     <xs:documentation xml:lang="en">

         XML Schema definition for OMA extensions to PIDF and Presence Data Model

     </xs:documentation>

  </xs:annotation>

  <!-- Global Type definitions -->

  <xs:simpleType name="basicType">

     <xs:restriction base="xs:string">

        <xs:enumeration value="open"/>

        <xs:enumeration value="closed"/>

     </xs:restriction>

  </xs:simpleType>

  <!-- OMA extensions to PIDF tuple element -->

  <xs:element name="service-description">

     <xs:complexType>

        <xs:sequence>

           <xs:element name="service-id" type="xs:token"/>

           <xs:element name="version" type="xs:token"/>

           <xs:element name="description" type="xs:token" minOccurs="0"/>

        </xs:sequence>

     </xs:complexType>

  </xs:element>

  <xs:element name="willingness">

     <xs:complexType>

        <xs:sequence>

           <xs:element name="basic" type="basicType" minOccurs="0"/>

            <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

         </xs:sequence>

      </xs:complexType>

   </xs:element>

  <xs:element name="session-participation">

     <xs:complexType>

        <xs:sequence>

           <xs:element name="basic" type="basicType" minOccurs="0"/>

           <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

        </xs:sequence>

     </xs:complexType>

  </xs:element>

     <xs:element name="registration-state">

         <xs:simpleType>

           <xs:restriction base="xs:string">

             <xs:enumeration value="active"/>

             <xs:enumeration value="terminated"/>

           </xs:restriction>

         </xs:simpleType>

     </xs:element>      

     <xs:element name="barring-state">

         <xs:simpleType>

           <xs:restriction base="xs:string">

             <xs:enumeration value="active"/>

             <xs:enumeration value="terminated"/>

           </xs:restriction>

         </xs:simpleType>     

     </xs:element>

  <!-- OMA extensions to PDM person element -->

  <xs:element name="overriding-willingness">

     <xs:complexType>

        <xs:sequence>

           <xs:element name="basic" type="basicType" minOccurs="0"/>

           <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

        </xs:sequence>

     </xs:complexType>

  </xs:element>

  <!-- OMA extensions to PDM device element -->

  <xs:element name="network-availability">

     <xs:complexType>

        <xs:sequence>

           <xs:element name="network" minOccurs="0" maxOccurs="unbounded">

              <xs:complexType>

                 <xs:sequence>

                    <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

                 </xs:sequence>

              <xs:attribute name="id" type="xs:token" use="required"/>

              </xs:complexType>

           </xs:element>

           <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

        </xs:sequence>

     </xs:complexType>

  </xs:element>

  <xs:element name="device-profile">

     <xs:simpleType>

        <xs:restriction base="xs:anyURI"/>

     </xs:simpleType>

  </xs:element>

</xs:schema>

Change 6: Insert the changed text in section 10.6 

Presence Document describing: 

· PoC-Session Specific Availability: Available/Registered/ISB not activated
· PoC-Session Specific Willingness: Willing

· PoC Specific Session Participation: Not Engaging
· Device Profile: http://example.com/UAProf/dr100.xml
· Device Identifier: urn:uuid: 48662e19-5fbf-43fc-a2fd-d23002787599
<?xml version="1.0" encoding="UTF-8"?>

<presence xmlns="urn:ietf:params:xml:ns:pidf"

     xmlns:pdm="urn:ietf:params:xml:ns:pidf:data-model"
     xmlns:rpid="urn:ietf:params:xml:ns:pidf:rpid"
     xmlns:op="urn:oma:params:xml:ns:pidf:oma-pres"
     xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" 

          entity="sip:someone@example.com">

     <tuple id="a1232">

       <status>

         <basic>open</basic>

       </status>

       <op:willingness>

         <op:basic>open</op:basic>

       </op:willingness>

       <op:session-participation>

          <op:basic>closed</op:basic>

       </op:session-participation>

       <op:registration-state>active</op:registration-state>

       <op:barring-state>terminated</op:barring-state>

       <op:service-description>

         <op:service-id>org.openmobilealliance:PoC-Session</op:service-id>
         <op:version>1.0</op:version>

       </op:service-description>

       
<pdm:deviceID>urn:uuid:48662e19-5fbf-43fc-a2fd-d23002787599</pdm:deviceID>

       <contact>sip:someone@example.com</contact>

       <note xml:lang="en">I'm reachable with PoC-Session</note>

       <timestamp>2005-02-21T16:25:56Z</timestamp>

     </tuple>

     <pdm:device id="a1233">

       <op:device-profile>http://example.com/UAProf/dr100.xml</op:device-profile>
       <pdm:deviceID>urn:uuid:48662e19-5fbf-43fc-a2fd-d23002787599</pdm:deviceID>

       <pdm:timestamp>2005-02-21T16:25:56Z</pdm:timestamp>

     </pdm:device>
</presence>
Presence Document describing: 

· PoC-Alert Specific Availability: Not Available/Registered/ISB activated
· PoC-Alert Specific Willingness: Not Willing

· Network-Availability: 3GPP IMS
· Mood: happy
· Location: mall public noisy
· Icon: http://example.com/~someone/myicon.gif
· Device Profile: http://example.com/UAProf/dr100.xml
· the Device Identifier: urn:uuid:48662e19-5fbf-43fc-a2fd-d23002787599
<?xml version="1.0" encoding="UTF-8"?>

<presence xmlns="urn:ietf:params:xml:ns:pidf"
    xmlns:pdm="urn:ietf:params:xml:ns:pidf:data-model"
    xmlns:rpid="urn:ietf:params:xml:ns:pidf:rpid"
    xmlns:op="urn:oma:params:xml:ns:pidf:oma-pres"
           entity="sip:someone@example.com">
    <tuple id="a1232">

      <status>

        <basic>closed</basic>

      </status>

      <op:willingness>

        <op:basic>closed</op:basic>

      </op:willingness>

      <op:registration-state>active</op:registration-state>

      <op:barring-state>active</op:barring-state>

      <op:service-description>

        <op:service-id>org.openmobilealliance:PoC-Alert</op:service-id>

        <op:version>1.0</op:version>

        <op:description>This is the OMA POC-Alert service</op:description>

      </op:service-description>

      <pdm:deviceID>urn:uuid:48662e19-5fbf-43fc-a2fd-d23002787599</pdm:deviceID>
      <contact>sip:someone@example.com</contact>

      <timestamp>2005-02-22T20:07:07Z</timestamp>

    </tuple>
    <pdm:person id="a1233">

          <rpid:place-type> <rpid:shopping-area/> <rpid:public/> </rpid:place-type>

          <rpid:mood>

             <rpid:happy/>

          </rpid:mood>

          <rpid:status-icon>http://example.com/~someone/myicon.gif</rpid:status-icon>

      <pdm:timestamp>2005-02-22T20:07:07Z</pdm:timestamp>

    </pdm:person>

    <pdm:device id="a1234">

<op:network-availability>

          <op:network id="3GPP-IMS"/>             


</op:network-availability>

       <op:device-profile>http://example.com/UAProf/dr100.xml</op:device-profile>
       <pdm:deviceID>urn:uuid:48662e19-5fbf-43fc-a2fd-d23002787599</pdm:deviceID>
       <pdm:timestamp>2005-02-22T20:07:07Z</pdm:timestamp>

    </pdm:device>

</presence>
End of the changed text in Presence TS













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 9)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 9 (of 9)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

