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1 Reason for Change

Some text previously in [PRESSPEC] has been moved to a new document ([PRESDDS]), so references are updated appropriately.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the changes below for the latest version of the PRS 1.1 XDM Specification.

6 Detailed Change Proposal

Change 1:  Section 2.1 “Normative References”
	[PRESAUTH]
	“Presence Authorization Rules”, J. Rosenberg, July 9, 2007, 
URL: http://www.ietf.org/internet-drafts/draft-ietf-simple-presence-rules-10.txt 

NOTE: IETF Draft work in progress

	[PRESDDS]
	“Presence SIMPLE Data Specification”, Version 1_0, Open Mobile Alliance™, OMA-DDS-Presence_SIMPLE-V1_0, URL: http://www.openmobilealliance.org/

	[PRESSPEC]
	“Presence SIMPLE Specification”, Version 1_1, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V1_1, URL: http://www.openmobilealliance.org/ 

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL: http://www.ietf.org/rfc/rfc4234.txt

	[RFC4825]
	“The Extensible Markup Language (XML) Configuration Access protocol (XCAP)”, J. Rosenberg, May, 2007, URL: http://www.ietf.org/rfc/rfc4825.txt

	[RFC4745]
	IETF RFC 4745 “Common Policy: A Document Format for Expressing Privacy Preferences”, H. Schulzrinne, J. Morris, H. Tschofenig, J. Cuellar, J. Polk, J. Rosenberg, February 2007, URL: http://www.ietf.org/rfc/rfc4745.txt

	[XDMSPEC]
	“XML Document Management (XDM) Specification”, Version 1_1, Open Mobile Alliance™, OMA-TS-XDM_Core-V1_1, URL: http://www.openmobilealliance.org/ 

	[XSD-PRESRULES]
	“Presence SIMPLE – Presrules”, Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_prs_presrules-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/


Change 2:  Section 2.2 “Informative References”
	[PRESAD]
	“Stage 2 - Presence using SIMPLE”, Version 1_1, Open Mobile Alliance™, OMA-AD-Presence_SIMPLE-V1_1, URL: http://www.openmobilealliance.org/

	
	


Change 3:  Section 5.1.2.7 “Data Semantics”

The data semantics SHALL conform to the semantics defined in [PRESAUTH] and extended in [XDMSPEC] section 6.6.2, together with the clarifications given in this sub‑clause.

The <provide-willingness> “transformation” controls access to <willingness> and <overriding-willingness> elements described in [PRESDDS]. The value is of a Boolean type:
“false”
instructs the Presence Server to remove the <willingness> and <overriding-willingness> elements if present. This is the default value taken in the absence of the element.

“true”
instructs the Presence Server to report the <willingness> and <overriding-willingness> elements to the watcher.
The <provide-network-availability> “transformation” controls access to the <network-availability> element described in [PRESDDS]. The value is of a Boolean type:
“false”
instructs the Presence Server to remove the <network-availability> element if present. This is the default value taken in the absence of the element.

“true”
instructs the Presence Server to report the <network-availability> element to the watcher.
The <provide-session-participation> “transformation” controls access to the <session-participation> element described in [PRESDDS]. The value is of a Boolean type:
“false”
instructs the Presence Server to remove the <session-participation> element if present. This is the default value taken in the absence of the element.

“true”
instructs the Presence Server to report the <session-participation> element to the watcher.

The <provide-registration-state> “transformation” controls access to the <registration-state> element described in [PRESDDS]. The value is of a Boolean type:

“false”
instructs the Presence Server to remove the <registration-state> element if present. This is the default value taken in the absence of the element.

“true”
instructs the Presence Server to report the <registration-state> element to the watcher.

The <provide-barring-state> “transformation” controls access to the <barring-state> element described in [PRESDDS]. The value is of a Boolean type:

“false”
instructs the Presence Server to remove the <barring-state> element if present. This is the default value taken in the absence of the element.

“true”
instructs the Presence Server to report the <barring-state> element to the watcher.

The <provide-geopriv> “transformation” controls access to the <geopriv> element described in [PRESDDS]. The <provide-geopriv> element is an enumerated integer type, and its value defines what information is provided to watchers:
<false>
instructs the Presence Server to remove (if present ) the <geopriv> element and its child elements. It is assigned the numeric value of 0.  This is the default value taken in the absence of the element.

<full>
instructs the Presence Server to report the <geopriv> element and its child elements to the watcher.  It is assigned the numeric value of 1.

The <service-id> identifies service by its service ID described in [PRESDDS].
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