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1 Reason for Change

	C164
	2008.05.8
	E
	5.4.1
	Source: Nokia

Form: OMA-CONR-2008-0064

Comment: move the “SHALL” to the end of the line

Proposed Change: 
	Status: CLOSED

No action needed.

	C165
	2008.05.8
	T
	5.4.1
	Source: Nokia

Form: OMA-CONR-2008-0064

Comment: in IMS case, P-CSCF and/or S-CSCF or both of them can take the role of WA.

Proposed Change: change to “and/or”
	Status: CLOSED

<provide response>

	C166
	2008.05.8
	T
	5.4.1
	Source: Nokia

Form: OMA-CONR-2008-0064

Comment: in IMS case, [3GPP-TS_23.141] and [3GPP2-X.S0027-001] should be reference instead.
Proposed Change: change the references.
	Status: CLOSED

<provide response>


2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to agree and implement the proposed changes in section 6 and close the CONRR comments in section 1.
6 Detailed Change Proposal
Change 1:  Change Section 5.4.1
5.4.1 Watcher Service Authorization

Upon receiving the SUBSCRIBE request from a Watcher, the Watcher Agent:

1) SHALL check whether the Watcher is authorized to use the Presence Service per local policy or any other appropriate mechanism that is out of scope of this specification; and
2) SHALL, if the authorization fails, generate the 403 (Forbidden) error response to the Watcher, or;
SHALL, if the authorization is successful, forward the received SUBSCRIBE request to the SIP/IP Core. 

When the SIP/IP Core corresponds with 3GPP IMS or 3GPP2 MMD networks, the above functionalities of the Watcher Agent MAY be implemented in the P-CSCF and/or S-CSCF as defined in [3GPP-TS_23.141] and [3GPP2-X.S0027-001] respectively.
NOTE: The method how the SUBSCRIBE request is routed to the Watcher Agent depends on the underlying SIP/IP Core and is out of scope of this specification.
Change 2:  Change Section 2.1
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Change 3:  Change Section 2.2

2.2 Informative References
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