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1 Reason for Change

This contribution addresses the following PDE CONRR comments:
	B004
	2008.08.11
	T
	2
	Source: Nokia

Form: INP doc

Comment: 

Proposed Change: Update [IETF-prescaps] with RFC5196
	Status: OPEN / CLOSED

<provide response>

	B013
	2008.08.12
	T
	2.1
	Source: Nortel Networks

Form: INP doc

Comment: 

[IETF-prescaps]:

Latest draft is “draft-ietf-simple-prscaps-ext-10.txt”.

Proposed Change:   “prscaps-ext-08”  should read  “prscaps-ext-10” 
	Status: OPEN / CLOSED

<provide response>


2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Incorporate the proposed changes into OMA-DDS-Presence_Data_Ext-V2_0.

6 Detailed Change Proposal

Change 1:  Replace “prescaps” reference with “RFC5196”
2.1    Normative References

	[3GPP-TS_24.229]
	3GPP TS 24.229 “Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229/

	[3GPP-TS_26.141]
	3GPP TS 26.141 “IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs”, URL: http://www.3gpp.org/ftp/Specs/archive/26_series/26.141/

	[3GPP2-C.P0071]
	3GPP2 C.P0071 “IP Multimedia Domain(MMD) Codecs and Transport Protocols”, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-004]
	3GPP2 X.S0013-004 “All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	
	


	[PRS_RD]
	“Presence SIMPLE Requirements”, Version 2.0, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE-V2_0, URL: http://www.openmobilealliance.org/

	[RFC2119]
	IETF RFC 2119 “Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC3455]
	IETF RFC 3455 “Private Header (P-Header) Extensions to the Session Initiation Protocol (SIP) for the 3rd-Generation Partnership Project (3GPP)”, M. Garcia-Martin et al., January 2003, URL: http://www.ietf.org/rfc/rfc3455.txt

	[RFC3863]
	IETF RFC 3863 “Presence Information Data Format (PIDF)”, H. Sugano et al., Aug 2004, URL: http://www.ietf.org/rfc/rfc3863.txt

	[RFC4119]
	IETF RFC 4119 “Presence-based GEOPRIV Location Object Format”, J. Peterson, Dec. 2005, URL: http://www.ietf.org/rfc/rfc4119.txt

	[RFC4122]
	IETF RFC 4122 “A Universally Unique IDentifier (UUID) URN Namespace”, P.Leach et al., July 2005, URL: http://www.ietf.org/rfc/rfc4122.txt

	[RFC4354]
	IETF RFC 4354 “A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-talk Over Cellular (PoC) Service”, M. Garcia-Martin, January 2006, URL: http://www.ietf.org/rfc/rfc4354.txt

	[RFC4479]
	IETF RFC 4479 “A Data Model for Presence”, J. Rosenberg, Jul 2006, URL: http://www.ietf.org/rf/rfc4479.txt

	[RFC4480]
	IETF RFC 4480 “RPID: Rich Presence Extensions to the Presence Information Data Format (PIDF)”, H. Schulzrinne et al., July 2006, URL: http://www.ietf.org/rfc/rfc4480.txt

	[RFC4589]
	IETF RFC 4589 “Location Types Registry”, H. Schulzrinne, July 2006, URL: http://www.ietf.org/rfc/rfc4589.txt

	[RFC5196]
	IETF RFC 5196 “Session Initiation Protocol (SIP) User Agent Capability Extension to Presence Information Data Format (PIDF)”, M. Lonnfors et al, September 2008, URL: http://www.ietf.org/rfc/rfc5196.txt

	[XSD_pidfOMA]
	“OMA-defined PIDF extensions”, Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_prs_pidf_omapres-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[XSD_pidfOMA2]
	“OMA-defined PIDF extensions 2”, Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_prs_pidf_omaext2-V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[XSD_pde_pidfExt]
	“XML Schema Definition: PDE PIDF Extensions”, Draft Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_pde_pidf_ext-V1_0, URL:http://www.openmobilealliance.org/tech/profiles/


Change 2:  Replace “prescaps” reference with “RFC5196”
7.18   Application-specific Media Capabilities

The scheme below provides a high level overview of the “Application-specific Media Capabilities” Extension Package. 

Column 1:
Presence Information

Column 2:
document where the associated <element> schema is defined 

Column 3:
location of the <element> within the <presence> document; 

Service
           schema
                   <tuple> ([RFC3863])

Application-specific Media Capabilites   [RFC5196]
                <servcaps>                 



      →<duplex>



      →<audio>



      →<video>



      →<message>



      →<type>



      →<isfocus>



      →<event-packages>



      →<methods>



      →<extensions>
Change 3:  Replace “prescaps” reference with “RFC5196”
7.18.1.3   Mapping to PIDF

The “Application-specific Media Capabilities” building block SHALL be mapped to PIDF as follows:

<tuple>( <servcaps> with at least one of the following child elements: <duplex>, <audio>, <video>, <message>, <type>, <isfocus>, <event-packages>, <methods>, <extensions>; and

service identification, as specified in ‎6.1.2.1.

The <servcaps> element is defined in [RFC5196].












NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

