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1 Reason for Change

This CR provides SCR table.

	A156
	2013.07.02
	T
	B
	Source:  pierre.gross@alcatel-lucent.com

Form:  DOC#0023

Comment: Appendix B should be SCR tables. Those are in appendix G and are empty.
Proposed Change:   Add SCR tables.
	Status: OPEN 



	A181
	2013.07.03
	T
	G
	Source: LGE

Form: DOC#0025

Comment: SCR table is missing

Proposed Change: fill out  SCR table
	Status: OPEN




2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

DM WG to review and agree this CR
5 Detailed Change Proposal
Change 1:  New Appendix B
Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

B.1 SCR for LWM2M Client
B.1.1 Bootstrap Interface
	Item
	Function
	Reference
	Requirement

	LWM2M-BOOT-001-C-M
	Support of at least one Bootstrap Mode
	Section 5.1
	

	LWM2M-BOOT-002-C-O
	Support of Factory Bootstrap Mode
	Section 5.1.2.1
	

	LWM2M-BOOT-003-C-O
	Support of Bootstrap from Smartcard
	Section 5.1.2.2, Appendix F
	

	LWM2M-BOOT-004-C-O
	Support of Client Initiated Bootstrap
	Section 5.1.2.3
	

	LWM2M-BOOT-005-C-O
	Support of Server Initiated Bootstrap
	Section 5.1.2.4
	

	LWM2M-BOOT-006-C-M
	Support of LWM2M Server Bootstrap Information
	Section 5.1.1
	

	LWM2M-BOOT-007-C-O
	Support of LWM2M Bootstrap Server Bootstrap Information
	Section 5.1.1
	

	LWM2M-BOOT-008-C-M
	Support of accepting Bootstrap Information transferred
	Section 5.1.1
	

	LWM2M-BOOT-009-C-M
	Support of Bootstrap Sequence
	Section 5.1.3
	

	LWM2M-BOOT-010-C-M
	Support of Bootstrap Security
	Section 5.1.4
	


B.1.2 Client Registration
	Item
	Function
	Reference
	Requirement

	LWM2M-CR-001-C-M
	Support of Register operation
	Section 5.2.1
	LWM2M-CR-002-C-M, , LWM2M-CR-007-C-M

	LWM2M-CR-002-C-M
	Support of Endpoint Client Name parameter
	Section 5.2.1
	

	LWM2M-CR-003-C-O
	Support of Lifetime parameter
	Section 5.2.1
	

	LWM2M-CR-004-C-O
	Support of LWM2M Version parameter
	Section 5.2.1
	

	LWM2M-CR-005-C-O
	Support of Binding Mode parameter
	Section 5.2.1, 5.2.1.1
	

	LWM2M-CR-006-C-O
	Support of SMS Number parameter
	Section 5.2.1
	

	LWM2M-CR-007-C-M
	Support of Object and Object Instances parameter
	Section 5.2.1
	

	LWM2M-CR-001-C-M
	Support of Update operation
	Section 5.2.2
	

	LWM2M-CR-001-C-O
	Support of De-register
	Section 5.2.3
	


B.1.3 Device Management and Service Enablement Interface
	Item
	Function
	Reference
	Requirement

	LWM2M-DMSE-001-C-M
	Support of Read operation
	Section 5.3.1
	

	LWM2M-DMSE-002-C-M
	Support of Discover operation
	Section 5.3.2
	

	LWM2M-DMSE-003-C-M
	Support of Write operation
	Section 5.3.3
	

	LWM2M-DMSE-004-C-M
	Support of Write Attributes operation
	Section 5.3.4
	

	LWM2M-DMSE-005-C-O
	Support of Minimum Period parameter
	Section 5.3.4
	

	LWM2M-DMSE-006-C-O
	Support of Maximum Period parameter
	Section 5.3.4
	

	LWM2M-DMSE-007-C-O
	Support of Greater Than parameter
	Section 5.3.4
	

	LWM2M-DMSE-008-C-O
	Support of Less Than parameter
	Section 5.3.4
	

	LWM2M-DMSE-009-C-O
	Support of Step parameter
	Section 5.3.4
	

	LWM2M-DMSE-009-C-O
	Support of Cancel parameter
	Section 5.3.4
	

	LWM2M-DMSE-010-C-M
	Support of Execute operation
	Section 5.3.5
	

	LWM2M-DMSE-011-C-M
	Support of Create operation
	Section 5.3.6
	

	LWM2M-DMSE-012-C-M
	Support of Delete operation
	Section 5.3.7
	


B.1.4 Information Reporting
	Item
	Function
	Reference
	Requirement

	LWM2M-IR-001-C-M
	Support of Observe operation
	Section 5.4.1
	

	LWM2M-IR-002-C-M
	Support of Notify operation
	Section 5.4.2
	

	LWM2M-IR-003-C-M
	Support of Cancel Observation operation
	Section 5.4.3
	


A.1.1 B.1.5 Data Format
	Item
	Function
	Reference
	Requirement

	LWM2M-DF-001-C-M
	Support of Plain Text format
	Section 6.3, 6.3.1
	

	LWM2M-DF-002-C-M
	Support of Opaque format
	Section 6.3, 6.3.2
	

	LWM2M-DF-003-C-M
	Support of TLV format
	Section 6.3, 6.3.3
	

	LWM2M-DF-004-C-O
	Support of JSON format
	Section 6.3, 6.3.4
	


B.1.6 Security
	Item
	Function
	Reference
	Requirement

	LWM2M-SEC-001-C-M
	Support of at least one key mode
	Section 7.1
	At least one of LWM2M-SEC-002-C-O, LWM2M-SEC-003-C-O, LWM2M-SEC-004-C-O

	LWM2M-SEC-002-C-O
	Support of Pre-Shared Keys mode
	Section 7.1.1
	

	LWM2M-SEC-003-C-O
	Support of Raw Public Key Certificates mode
	Section 7.1.2
	

	LWM2M-SEC-004-C-O
	Support of X.509 Certificates mode
	Section 7.1.3
	

	LWM2M-SEC-005-C-O
	Support of No Sec mode
	Section 7.1.4
	

	LWM2M-SEC-006-C-O
	Support of UDP Channel Security
	Section 7.1
	

	LWM2M-SEC-007-C-O
	Support of Smartcard Secure Channel
	Section 7.1, Appendix G
	

	LWM2M-SEC-008-C-O
	Support of Access Control Mechanism
	Section 7.2 
	


B.1.7 Mechanism
	Item
	Function
	Reference
	Requirement

	LWM2M-MEC-001-C-O
	Support of Queue Mode
	Section 8.3 
	


B.1.7 Objects
	Item
	Function
	Reference
	Requirement

	LWM2M-OBJ-001-C-M
	Support of LWM2M Server Access Security Object
	Appendix D.1
	

	LWM2M-OBJ-002-C-M
	Support of LWM2M Server Object
	Appendix D.2
	

	LWM2M-OBJ-003-C-O
	Support of Access Control Object
	Appendix D.3
	

	LWM2M-OBJ-004-C-M
	Support of Device Object
	Appendix D.4
	

	LWM2M-OBJ-005-C-O
	Support of Connectivity Monitoring Object
	Appendix D.5
	

	LWM2M-OBJ-006-C-O
	Support of Firmware Update Object
	Appendix D.6
	

	LWM2M-OBJ-007-C-O
	Support of Location Object
	Appendix D.7
	

	LWM2M-OBJ-008-C-O
	Support of Connectivity Statistics Object
	Appendix D.8
	


B.1 SCR for LWM2M Server
B.2.1 Bootstrap Interface
	Item
	Function
	Reference
	Requirement

	LWM2M-BOOT-005-S-M
	Support of Server Initiated Bootstrap
	Section 5.1.2.4
	

	LWM2M-BOOT-010-S-M
	Support of Bootstrap Security
	Section 5.1.4
	


B.2.2 Client Registration

	Item
	Function
	Reference
	Requirement

	LWM2M-CR-001-S-M
	Support of Register operation
	Section 5.2.1
	LWM2M-CR-002-C-M, LWM2M-CR-003-C-M, LWM2M-CR-004-C-M, LWM2M-CR-005-C-M, LWM2M-CR-006-C-M, LWM2M-CR-007-C-M

	LWM2M-CR-002-S-M
	Support of Endpoint Client Name parameter
	Section 5.2.1
	

	LWM2M-CR-003-S-M
	Support of Lifetime parameter
	Section 5.2.1
	

	LWM2M-CR-004-S-M
	Support of LWM2M Version parameter
	Section 5.2.1
	

	LWM2M-CR-005-S-M
	Support of Binding Mode parameter
	Section 5.2.1, 5.2.1.1
	

	LWM2M-CR-006-S-M
	Support of SMS Number parameter
	Section 5.2.1
	

	LWM2M-CR-007-S-M
	Support of Object and Object Instances parameter
	Section 5.2.1
	

	LWM2M-CR-001-S-M
	Support of Update operation
	Section 5.2.2
	

	LWM2M-CR-001-S-M
	Support of De-register
	Section 5.2.3
	


B.2.3 Device Management and Service Enablement Interface

	Item
	Function
	Reference
	Requirement

	LWM2M-DMSE-001-S-M
	Support of Read operation
	Section 5.3.1
	

	LWM2M-DMSE-002-S-M
	Support of Discover operation
	Section 5.3.2
	

	LWM2M-DMSE-003-S-M
	Support of Write operation
	Section 5.3.3
	

	LWM2M-DMSE-004-S-M
	Support of Write Attributes operation
	Section 5.3.4
	LWM2M-DMSE-005-S-M LWM2M-DMSE-006-S-M, LWM2M-DMSE-007-S-M, LWM2M-DMSE-008-S-M, LWM2M-DMSE-009-S-M

	LWM2M-DMSE-005-S-M
	Support of Minimum Period parameter
	Section 5.3.4
	

	LWM2M-DMSE-006-S-M
	Support of Maximum Period parameter
	Section 5.3.4
	

	LWM2M-DMSE-007-S-M
	Support of Greater Than parameter
	Section 5.3.4
	

	LWM2M-DMSE-008-S-M
	Support of Less Than parameter
	Section 5.3.4
	

	LWM2M-DMSE-009-S-M
	Support of Step parameter
	Section 5.3.4
	

	LWM2M-DMSE-010-S-M
	Support of Execute operation
	Section 5.3.5
	

	LWM2M-DMSE-011-S-M
	Support of Create operation
	Section 5.3.6
	

	LWM2M-DMSE-012-S-M
	Support of Delete operation
	Section 5.3.7
	


B.2.4 Information Reporting

	Item
	Function
	Reference
	Requirement

	LWM2M-IR-001-S-M
	Support of Observe operation
	Section 5.4.1
	

	LWM2M-IR-002-S-M
	Support of Notify operation
	Section 5.4.2
	

	LWM2M-IR-003-S-M
	Support of Cancel Observation operation
	Section 5.4.3
	


B.2.5 Data Format

	Item
	Function
	Reference
	Requirement

	LWM2M-DF-001-S-M
	Support of Plain Text format
	Section 6.3, 6.3.1
	

	LWM2M-DF-002-S-M
	Support of Opaque format
	Section 6.3, 6.3.2
	

	LWM2M-DF-003-S-M
	Support of TLV format
	Section 6.3, 6.3.3
	

	LWM2M-DF-004-S-M
	Support of JSON format
	Section 6.3, 6.3.4
	


B.2.6 Security
	Item
	Function
	Reference
	Requirement

	LWM2M-SEC-002-S-M
	Support of Pre-Shared Keys mode
	Section 7.1.1
	

	LWM2M-SEC-003-S-M
	Support of Raw Public Key Certificates mode
	Section 7.1.2
	

	LWM2M-SEC-004-S-M
	Support of X.509 Certificates mode
	Section 7.1.3
	

	LWM2M-SEC-005-S-M
	Support of No Sec mode
	Section 7.1.4
	

	LWM2M-SEC-006-S-M
	Support of UDP Channel Security
	Section 7.1
	


B.2.7 Mechanism
	Item
	Function
	Reference
	Requirement

	LWM2M-MEC-001-S-M
	Support of Queue Mode
	Section 8.3 
	


B.2.7 Objects
	Item
	Function
	Reference
	Requirement

	LWM2M-OBJ-001-S-M
	Support of LWM2M Server Access Security Object
	Appendix D.1
	

	LWM2M-OBJ-002-S-M
	Support of LWM2M Server Object
	Appendix D.2
	

	LWM2M-OBJ-003-S-O
	Support of Access Control Object
	Appendix D.3
	

	LWM2M-OBJ-004-S-M
	Support of Device Object
	Appendix D.4
	

	LWM2M-OBJ-005-S-O
	Support of Connectivity Monitoring Object
	Appendix D.5
	

	LWM2M-OBJ-006-S-O
	Support of Firmware Update Object
	Appendix D.6
	

	LWM2M-OBJ-007-S-O
	Support of Location Object
	Appendix D.7
	

	LWM2M-OBJ-008-S-O
	Support of Connectivity Statistics Object
	Appendix D.8
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