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1 Reason for Change
Proposes several changes to the connectivity management baseline:

· Adding bearer selection mechanism

· Small fixes
2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

DM WG to review and comment and if appropriate agree this CR.
5 Detailed Change Proposal
Change 1:  Update scope
8.
LWM2M Object:  Bearer selection

Description

This object specifies resources to enable a device to choose a communications bearer on which to connect. 
Object definition
	Name
	Object ID
	Instances
	Mandatory
	Object URN

	Bearer selection
	13
	Single
	Optional
	urn:oma:lwm2m:oma:13


Resource definitions
	ID
	Name
	Oper-
ations
	Instances
	Mandatory
	Type
	Range
	Units
	Description

	0
	Preferred Communications Bearer
	RW
	Multiple
	Optional
	Integer
	8-bit
	
	Used in PLMN selection:

0: auto connect

1: 3GPP PS preferred
2: 3GPP PS GSM (GPRS) preferred

3: 3GPP PS UMTS preferred

4: 3GPP PS LTE preferred

5: 1xEV-DO preferred (1)
6: 3GPP CS preferred (1)
7: WLAN preferred
8: Ethernet preferred (1)
9: DSL preferred (1)
10: Bluetooth preferred (1)
11: WIMAX preferred (1)
The Preferred  Communications Bearer resource specifies the preferred communications bearer that the LWM2M Client is requested to use for connecting to the LWM2M Server. If multiple preferred communications bearers are specified, the priority order is reflected by the resource instance order. E.g. the bearer which appears first in the list of resource instances is to have higher priority over the rest of available bearers. The LWM2M Client SHOULD use the preferred bearers with higher priority first if they are available. If none of indicated preferred bearers is available, the LWM2M Client SHOULD wait until one of them becomes available. 

	1
	Acceptable RSSI (GSM)
	RW
	Single
	Optional
	Integer
	
	dBm
	Provides guide to the application when performing manual network selection.

	2
	Acceptable RSSI (UMTS)
	RW
	Single
	Optional
	Integer
	
	dBm
	Provides guide to the application when performing manual network selection.

	3
	Acceptable RSSI (LTE)
	RW
	Single
	Optional
	Integer
	
	dBm
	Provides guide to the application when performing manual network selection.

	4
	Acceptable RSSI (1xEV-DO)
	RW
	Single
	Optional
	Integer
	
	dBm
	Provides guide to the application when performing manual network selection.

	5
	Band preference (GSM)
	RW
	Single
	Optional
	Integer
	
	
	

	6
	Band preference (UMTS)
	RW
	Single
	Optional
	Integer
	
	
	

	7
	Band preference (LTE)
	RW
	Single
	Optional
	Integer
	
	
	

	8
	Band preference (1xEV-DO)
	RW
	Single
	Optional
	Integer
	
	
	

	9
	Cell lock list
	RW
	Single
	Optional
	String
	
	
	Comma separated list of allowed Global Cell Identities.

	10
	Allowed operator list
	RW
	Single
	Optional
	String
	
	
	Comma separated list of MCC+MNC of allowed operators, in priority order.

	11
	List of available PLMNs
	R
	Single
	Optional
	String
	
	
	Allows server to see results of network scan (e.g. result of AT+COPS=?)


Notes:

(1) Remote management of this communications bearer via LWM2M is currently not supported.
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