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	Business Case 
	Use cases
	Presented Company(s)
	Version planned

	3GPP CIoT and emergence of LPWAN technologies to be supported by LwM2M releases
	
	Vodafone, Nokia, ARM
	1.1

	
	Support of connection management and 3GPP CIoT parameters in LwM2M
	
	

	
	Support of SCEF path in 3GPP CIoT
	
	

	
	Support of IP path inside 3GPP CIoT
	
	

	Maintenance and upgrade of constrained devices would be necessary in the field once deployed. This should avoid unnecessary overheads in terms of configuration and reconfigurations.  
	
	Nokia
	1.1

	
	Upgrading firmware preserves pre-upgrade settings and device comes online without bootstrapping
	Nokia
	

	
	Reverting to previous firmware is made possible and device comes online without bootstrapping
	Nokia
	

	When supporting multiple LWM2M server instances it is sometime necessary to have a configurable timer (seconds) with which the client waits after being bootstrapped to register the first time with each to the server instances.  This provides an opportunity for a provisioning system to learn of the deviceID and bs/ created credentials and provision them to the proper server instances prior to client registering
	
	Nokia
	1.1

	Req-extending commands to resource level……
	
	Gemalto
	

	
	ACL to be extended for resource level. 
	Nokia
	



