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1. Option solution1 Sigle Object Two Instances: Application Data Container
	Description

	This LwM2M Objects provides the application service data related to a LwM2M Server, eg. Water meter data. 
Instance 0 is used to send application data from LwM2M client to LwM2M server. Instance 1 is used to send application data from LwM2M server to LwM2M client.

	Object definition

	Name

Object ID

Instances

Mandatory

Object URN

BinaryAppDataContainer
19
Multiple

Optional
urn:oma:lwm2m:oma:19:1.0


	Resource definitions

	ID

Name

Operations

Instances

Mandatory

Type

Range or Enumeration

Units

Description

0
App Data
RW 
Multiple 
Mandatory
Opaque 
Indicates the application data content 
1
App Data Priority 
RW 
Single 
Optional 
 Integer
1bytes
Indicates the Application data priority:
0:Immediate
1:BestEffort
2:Latest
3-100: Reserved for future use.

101-254: Proprietary mode.

2
DataCreateTime
RW 
Single 
Optional 
Time 
Indicates the object instance creation timestamp. 
3
 Data Description
RW
Single
Optional

String
32bytes

Indicates the data description.
eg. "meter reading" 
4
App Data Format
RW
Single
Optional
String
32bytes
Indicates the format of the Application Data.
eg. YG-Meter-Water-Reading
UTF8-string
5
App ID
RW

Single

Optional

Integer
2bytes

Indicates the destination Application ID.


	


2. Option solution2 Two Objects: Application Data Container

	Description

	This LwM2M Objects provides the application service data which is initialled from LwM2M Client, eg. Water meter data report. 

	Object definition

	Name

Object ID

Instances

Mandatory

Object URN

BinaryAppDataContainerC
19

Multiple

Optional
urn:oma:lwm2m:oma:19:1.0



	Resource definitions

	ID

Name

Operations

Instances

Mandatory

Type

Range or Enumeration

Units

Description

0
App Data
RW 
Multiple 
Mandatory
Opaque 
Indicates the application data content 
1
App Data Priority 
RW 
Single 
Optional 
 Integer
1bytes
Indicates the Application data priority:
0:Immediate
1:BestEffort
2:Latest
3-100: Reserved for future use.

101-254: Proprietary mode.

2

DataCreateTime 
RW 
Single 
Optional 
Time 
Indicates the object instance creation timestamp. 
3

 Data Description
RW
Single
Optional

String
32bytes

Indicates the data description.

eg. "meter reading" 
4

App Data Format
RW

Single

Optional

String

32bytes

Indicates the format of the Application Data.

eg. YG-Meter-Water-Reading
UTF8-string
5

App ID
RW

Single

Optional

Integer
2bytes

Indicates the destination Application ID.




	Description

	This LwM2M Objects provides the application service data which is initialled from LwM2M Server, eg. Configuration command from application server. 

	Object definition

	Name

Object ID

Instances

Mandatory

Object URN

BinaryAppDataContainerS

20

Multiple

Optional
urn:oma:lwm2m:oma:20:1.0



	Resource definitions

	ID

Name

Operations

Instances

Mandatory

Type

Range or Enumeration

Units

Description

0
App Data
RW 
Multiple 
Mandatory
Opaque 
Indicates the application data content 
1
App Data Priority 
RW 
Single 
Optional 
 Integer
1bytes
Indicates the Application data priority:
0:Immediate
1:BestEffort
2:Latest
3-100: Reserved for future use.

101-254: Proprietary mode.

2

DataCreateTime 
RW 
Single 
Optional 
Time 
Indicates the object instance creation timestamp. 
3

 Data Description
RW
Single
Optional

String
32bytes

Indicates the data description.

eg. "Turn on the light " 
4

App Data Format
RW

Single

Optional

String

32bytes

Indicates the format of the Application Data.

eg. YG-Meter-Water-Reading
UTF8-string
5

App ID
RW

Single

Optional

Integer
2bytes

Indicates the destination Application ID.




3. Option solution3 Sigle Object with message direction resource: Application Data Container

	Description

	This LwM2M Objects provides the application service data related to a LwM2M Server, eg. Water meter data. 
Instance 0 and Message Type with value 0 is used to send application data from LwM2M client to LwM2M server. Instance 1 and Message Type with value 1 is used to send application data from LwM2M server to LwM2M client.

	Object definition

	Name

Object ID

Instances

Mandatory

Object URN

BinaryAppDataContainer

19

Multiple

Optional
urn:oma:lwm2m:oma:19:1.0



	Resource definitions

	ID

Name

Operations

Instances

Mandatory

Type

Range or Enumeration

Units

Description

0

Message Type 

R

Single 
Optional
Integer 
1bytes

Describes the message type:

0:Client Request

1:Server Request

2-100: Reserved for future use.

101-254: Proprietary mode.
1
App Data
RW 
Multiple 
Mandatory
Opaque 
Indicates the application data content 
2
App Data Priority 
RW 
Single 
Optional 
 Integer
1bytes
Indicates the Application data priority:
0:Immediate
1:BestEffort
2:Latest
3-100: Reserved for future use.

101-254: Proprietary mode.

3

DataCreateTime
RW 
Single 
Optional 
Time 
Indicates the object instance creation timestamp. 
4

 Data Description
RW
Single
Optional

String
32bytes

Indicates the data description.

eg. "meter reading" 
5

App Data Format
RW

Single

Optional

String

32bytes

Indicates the format of the Application Data.

eg. YG-Meter-Water-Reading
UTF8-string
6

App ID
RW

Single

Optional

Integer
2bytes

Indicates the destination Application ID.
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