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Change Request

	Title:
	CR to RLP to populate the SCR tables.
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	Loc

	Doc to Change:
	OMA-TS-RLP-V1_0-20041129-D

	Submission Date:
	<16 dec 2004>

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Åke Busin, Ericsson

	Replaces:
	n/a


1 Reason for Change

The SCR table need to be populated. 

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Consider if level of detail and structure is correct. Review “Status”  column.  Consider if in alignment with OMA-TP-2004-0416-SCR-tutorial. If found acceptable agree to include proposed changes into baseline.

6 Detailed Change Proposal

<  First changed clause   >

Appendix A. 1 Server side requirements (Normative)

A.1.1 General Requirements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-A-S-001
	Parsing of DTDs
	6.1
	M
	

	 RLP-A-S- 002
	Invalid values
	6.3
	M
	

	RLP-A-S-003
	 Support of EPSPG 4326
	6.5
	M
	

	RLP-A-S-004
	Version handling
	6.2
	M
	

	RLP-A-S-005
	Quality of Position
	6.4
	O
	

	RLP-A-S-006
	Target Identities, support of MSISDN
	6.7
	M
	

	RLP-A-S-007
	Priority
	6.6
	O
	


A.1.2 Inter-Location Server Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	RLP-B-S-001
	Inter-Location Server Service Initiation
	11.1.1
	M
	RLP-B-S-002 AND

RLP-B-S-003

	RLP-B-S-002
	RLP Header
	11.1.1
	M
	

	RLP-B-S-003
	Standard Roaming Location Immediate Request
	11.1.1
	M
	RLP-C-S-003 AND

RLP-C-S-004

	RLP-B-S-004
	Triggered Roaming Location Reporting Request
	11.1.1
	O
	RLP-C-S-005 AND

RLP-C-S-006 AND

RLP-C-S-007

	RLP-B-S-005
	Triggered Roaming Location Reporting Stop Request
	11.1.1
	O
	RLP-C-S-007
RLP-F-S-002

	RLP-B-S-006
	Emergency Roaming Location Immediate Request
	11.1.1
	O
	RLP-C-S-008

	
	
	
	O
	

	RLP-B-S-007
	Standard SUPL Roaming Location Immediate Request
	11.1.1
	O
	RLP-C-S-009 



	RLP-B-S-008
	Standard SUPL Roaming Position
	11.1.1
	O
	RLP-C-S-010

	RLP-B-S-009
	Extension Message
	11.1.1
	O
	


A.1.3 Inter-Location Server Service Result DTD

	Item
	Function
	Reference
	Status
	Requirement

	RLP-C-S-001
	Inter-0ocation Server Service Result
	11.1.2
	M
	RLP-C-S-002 AND 

RLP-C-S-003 AND 

RLP-C-S-004

	RLP-C-S-002
	RLP Header
	11.1.2
	M
	

	RLP-C-S-003
	Standard Roaming Location Immediate Answer
	11.1.2
	M
	

	RLP-C-S-004
	Standard Roaming Location Immediate Report
	11.1.2
	M
	RLP-F-S-002

	RLP-C-S-005
	Triggered Roaming Location Reporting Answer
	11.1.2
	O
	RLP-C-S-006
RLP-F-S-002

	RLP-C-S-006
	Triggered Roaming Location Report
	11.1.2
	O
	RLP-C-S-005
RLP-F-S-002

	RLP-C-S-007
	Triggered Roaming Location Reporting Stop Answer
	11.1.2
	O
	RLP-F-S-002

	RLP-C-S-008
	Emergency Roaming Location Immediate Answer
	11.1.2
	O
	

	
	
	11.1.2
	
	

	RLP-C-S-009
	Standard SUPL Roaming Location Immediate Answer
	11.1.2
	O
	

	RLP-C-S-010
	Standard SUPL Roaming Position
	11.1.2
	O
	RLP-B-S-008

	RLP-C-S-011
	Extension Message
	11.1.2
	M
	


A.1.4 Roaming Header

	Item
	Function
	Reference
	Status
	Requirement

	RLP-D-S-001
	locationserver
	7.3.1.1
	M
	

	RLP-D-S-002
	client
	7.3.1.1
	M
	

	RLP-D-S-003
	serving_node_action
	7.3.1.1
	M
	

	RLP-D-S-004
	net_param
	7.3.1.1
	O
	

	RLP-D-S-005
	supported_shapes
	7.3.1.1
	M
	


A.1.5 Standard Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	RLP-E-S-001
	msid
	7.3.2.1.1
	M
	

	RLP-E-S-002
	codeword
	7.3.2.1.1
	O
	

	RLP-E-S-003
	eqop
	7.3.2.1.1
	O
	

	RLP-E-S-004
	geo_info
	7.3.2.1.1
	O
	

	RLP-E-S-005
	loc_type
	7.3.2.1.1
	O
	

	RLP-E-S-006
	prio
	7.3.2.1.1
	O
	

	RLP-E-S-007
	pushaddr
	7.3.2.1.1
	O
	

	RLP-E-S-008
	Extension parameters
	7.3.2.1.1
	O
	

	
	
	
	
	


A.1.6 Standard Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-F-S-001
	pos
	7.3.2.1.2
	M
	

	RLP-F-S-002
	req_id
	7.3.2.1.2
	M
	

	RLP-F-S-003
	result
	7.3.2.1.2
	M
	

	RLP-F-S-004
	add_info
	7.3.2.1.2
	O
	

	RLP-F-S-005
	Extension parameters
	7.3.2.1.2
	O
	


A.1.7 Standard Roaming Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	RLP-G-S-001
	req_id
	7.3.2.1.3
	M
	

	RLP-G-S-002
	pos
	7.3.2.1.3
	M
	

	RLP-G-S-003
	Extension parameters
	7.3.2.1.3
	O
	


A.1.8 Triggered Roaming Location Reporting Request
	Item
	Function
	Reference
	Status
	Requirement

	RLP-H-S-001
	msid
	7.3.3.1.1
	M
	

	RLP-H-S-002
	codeword
	7.3.3.1.1
	O
	

	RLP-H-S-003
	interval
	7.3.3.1.1
	O
	

	RLP-H-S-004
	start_time
	7.3.3.1.1
	O
	

	RLP-H-S-005
	stop_time
	7.3.3.1.1
	O
	

	RLP-H-S-006
	duration
	7.3.3.1.1
	O
	

	RLP-H-S-007
	tlrr_event
	7.3.3.1.1
	M
	

	RLP-H-S-008
	qop
	7.3.3.1.1
	O
	

	RLP-H-S-009
	geo info
	7.3.3.1.1
	O
	

	RLP-H-S-010
	pushaddr
	7.3.3.1.1
	O
	

	RLP-H-S-011
	loc type
	7.3.3.1.1
	O
	

	RLP-H-S-012
	prio
	7.3.3.1.1
	O
	

	RLP-H-S-013
	Extension parameters
	7.3.3.1.1
	O
	


A.1.9 Triggered Roaming Location Reporting Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-I-S-001
	req_id
	7.3.3.1.2
	M
	

	RLP-I-S-002
	lcs_ref
	7.3.3.1.2
	O
	

	RLP-I-S-003
	result
	7.3.3.1.2
	M
	

	RLP-I-S-004
	add_info
	7.3.3.1.2
	O
	


A.1.10 Triggered Roaming Location Report

	Item
	Function
	Reference
	Status
	Requirement

	RLP-J-S-001
	req_id
	7.3.3.1.3
	M
	

	RLP-J-S-002
	lcs_ref
	7.3.3.1.3
	O
	

	RLP-J-S-003
	trl_pos
	7.3.3.1.3
	M
	

	RLP-J-S-004
	time_remaining
	7.3.3.1.3
	O
	

	RLP-J-S-005
	Extension parameters
	7.3.3.1.3
	O
	


A.1.11 Triggered Roaming Location Reporting Stop Request
	Item
	Function
	Reference
	Status
	Requirement

	RLP-K-S-001
	req_id
	7.3.3.1.4
	M
	

	RLP-K-S-002
	Extension parameters
	7.3.3.1.4
	O
	


A.1.12 Triggered Roaming Location Reporting Stop Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-L-S-001
	req_id
	7.3.3.1.5
	M
	

	RLP-L-S-002
	result
	7.3.3.1.5
	M
	

	RLP-L-S-003
	add_info
	7.3.3.1.5
	O
	

	RLP-L-S-004
	Extension parameters
	7.3.3.1.5
	O
	


A.1.13 Emergency Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	RLP-M-S-001
	msid
	7.3.4.1.1
	M
	

	RLP-M-S-002
	eqop
	7.3.4.1.1
	O
	

	RLP-M-S-003
	geo_info
	7.3.4.1.1
	O
	

	RLP-M-S-004
	loc_type
	7.3.4.1.1
	O
	

	RLP-M-S-005
	Extension parameters
	7.3.4.1.1
	O
	


A.1.14 Emergency Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-N-S-001
	eme_pos
	7.3.4.1.2
	M
	

	RLP-N-S-002
	result
	7.3.4.1.2
	M
	

	RLP-N-S-003
	add_info
	7.3.4.1.2
	O
	

	RLP-N-S-004
	Extension parameters
	7.3.4.1.2
	O
	


A.1.15 Support for Identity Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-O-S-001
	msid
	[OMA-MLP] 5.2.2.1
	M
	

	
	
	
	
	

	
	
	
	
	

	RLP-O-S-002
	codeword
	[OMA-MLP] 5.2.2.1
	O
	

	RLP-O-S-003
	esrd
	[OMA-MLP] 5.2.2.1
	O
	

	RLP-O-S-004
	esrk
	[OMA-MLP] 5.2.2.1
	O
	

	RLP-O-S-005
	session
	[OMA-MLP] 5.2.2.1
	O
	

	
	
	
	
	


A.1.16 Support for Function Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-P-S-001
	eme_event
	7.2.2
	O
	

	RLP-P-S-002
	tlrr_event
	7.2.2
	O
	

	RLP-P-S-003
	ms_action
	7.2.2
	O
	

	RLP-P-S-004
	interval
	7.2.2
	O
	

	RLP-P-S-005
	loc_type
	7.2.2
	O
	

	RLP-P-S-006
	prio
	7.2.2
	O
	

	RLP-P-S-007
	pushaddr
	7.2.2
	O
	

	RLP-P-S-008
	req_id
	7.2.2
	O
	

	RLP-P-S-009
	lcs_ref
	7.2.2
	O
	

	RLP-P-S-010
	start_time
	7.2.2
	O
	

	RLP-P-S-011
	stop_time
	7.2.2
	O
	

	RLP-P-S-012
	url
	7.2.2
	O
	

	RLP-P-S-013
	time_remaining
	7.2.2
	O
	


A.1.17 Support for Location Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-Q-S-001
	pos
	7.2.3
	M
	

	RLP-Q-S-002
	eme_pos
	7.2.3
	O
	

	RLP-Q-S-003
	pd
	7.2.3
	M
	

	RLP-Q-S-004
	poserr
	7.2.3
	M
	

	RLP-Q-S-005
	time
	7.2.3
	M
	

	RLP-Q-S-006
	alt
	7.2.3
	O
	

	RLP-Q-S-007
	alt_acc
	7.2.3
	O
	

	RLP-Q-S-008
	direction
	7.2.3
	O
	

	RLP-Q-S-009
	speed
	7.2.3
	O
	

	RLP-Q-S-010
	lev_conf
	7.2.3
	O
	

	RLP-Q-S-011
	qos_not_met
	7.2.3
	O
	

	RLP-Q-S-012
	geo_info
	7.2.3
	O
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


A.1.18 Support for Result Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-R-S-001
	add_info
	[OMA-MLP] 5.2.2.4
	O
	

	RLP-R-S-002
	result
	[OMA-MLP] 5.2.2.4
	M
	


A.1.19 Support for Shape Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-S-S-S01
	shape
	[OMA-MLP] 5.2.2.5
	M
	RLP-S-S-S02 OR
RLP-S-S-S03 OR

RLP-S-S-S04 OR
RLP-S-S-S05 OR
RLP-S-S-S06 OR
RLP-S-S-S07 OR
RLP-S-S-S08 OR
RLP-S-S-S09 OR
RLP-S-S-S10 OR
RLP-S-S-S11

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	RLP-S-S-S02
	Point
	
	O
	

	RLP-S-S-S03
	LineString
	
	O
	

	RLP-S-S-S04
	Box
	
	O
	

	RLP-S-S-S05
	LinearRing
	
	O
	

	RLP-S-S-S06
	Polygon
	
	O
	

	
	
	
	
	

	
	
	
	
	

	RLP-S-S-S07
	CircularArcArea
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-S-S08
	EllipticalArea
	[OMA-MLP] 5.2.2.5
	O
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	RLP-S-S-S09
	MultiLineString
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-S-S10
	MultiPoint
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-S-S11
	MultiPolygon
	[OMA-MLP] 5.2.2.5
	O
	


A.1.20 Support for Quality of Position Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-T-S-001
	eqop
	[OMA-MLP] 5.2.2.6
	O
	

	RLP-T-S-002
	qop
	[OMA-MLP] 5.2.2.6
	O
	

	RLP-T-S-003
	ll_acc
	[OMA-MLP] 5.2.2.6
	O
	

	RLP-T-S-004
	hor_acc
	[OMA-MLP] 5.2.2.6
	O
	

	RLP-T-S-005
	max_loc_age
	[OMA-MLP] 5.2.2.6
	O
	

	RLP-T-S-006
	resp_req
	[OMA-MLP] 5.2.2.6
	O
	

	RLP-T-S-07
	resp_timer
	[OMA-MLP] 5.2.2.6
	O
	


A.1.21 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-U-S-001
	net_param
	7.2.7
	O
	RLP-U-S-002 OR

RLP-U-S-003

	RLP-U-S-002
	gsm_net_param
	7.2.7
	O
	RLP-U-S-04

	RLP-U-S-003
	wcdma_net_param
	7.2.7
	O
	RLP-U-S-04

	RLP-U-S-04
	neid
	7.2.7
	O
	RLP-U-S-005 OR

RLP-U-S-007

	RLP-U-S-005
	vmcscid
	
	O
	

	RLP-U-S-006
	vlrid
	
	O
	

	RLP-U-S-007
	sgsn
	
	O
	

	RLP-U-S-008
	imsi
	
	O
	

	RLP-U-S-009
	h_ls
	
	O
	

	RLP-U-S-010
	v_ls
	
	O
	

	RLP-U-S-011
	pce
	
	O
	

	
	
	
	
	


A.1.22 Support for Roaming Context and Privacy Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-V-S-001
	client
	7.2.8
	M
	

	RLP-V-S-002
	id
	7.2.8
	M
	

	RLP-V-S-003
	requestor
	7.2.8
	O
	

	RLP-V-S-004
	pwd
	7.2.8
	O
	

	RLP-V-S-005
	serviceid
	7.2.8
	O
	

	RLP-V-S-006
	requestmode
	7.2.8
	M
	

	RLP-V-S-007
	subclient
	7.2.8
	O
	

	RLP-V-S-008
	locationserver
	7.2.8
	M
	

	RLP-V-S-009
	clientname
	7.2.8
	O
	

	RLP-V-S-010
	serving_node_action
	7.2.8
	M
	

	RLP-V-S-011
	poi
	7.2.8
	M
	

	RLP-V-S-012
	pseudoid
	7.2.8
	M
	

	RLP-V-S-013
	servicetype
	7.2.8
	M
	

	RLP-V-S-014
	supported_shapes
	7.2.8
	O
	


A.1.23 Service attributes 

	Item
	Function
	Reference
	Status
	Requirement

	RLP-W-S-001
	res_type
	[OMA-MLP] 5.3.85
	M
	

	RLP-W-S-002
	ver
	[OMA-MLP] 5.3.85
	M
	

	RLP-W-S-003
	recv_role
	8.41
	M
	


A.1.24 Standard SUPL Roaming

	Item
	Function
	Reference
	Status
	Requirement

	RLP-X-S-001
	supl_session_id
	7.3.5
	M
	

	RLP-X-S-002
	supl_message
	7.3.5
	M
	

	RLP-X-S-003
	result
	7.3.5
	M
	

	RLP-X-S-004
	add_info
	7.3.5
	O
	

	RLP-X-S-005
	Extension parameters
	7.3.5
	O
	


Appendix A.2 Client side requirements

A.2.1 General Requirements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-A-C-001
	Parsing of DTDs
	6.1
	M
	

	 RLP-A-C-002
	Invalid values
	6.3
	M
	

	RLP-A-C-003
	 Support of ESPG 4326
	6.5
	M
	

	RLP-A-C-004
	Version handling
	6.2
	M
	

	RLP-A-C-005
	Quality of Position
	6.4
	O
	

	RLP-A-C-006
	Target Identities, support of MSISDN
	6.7
	M
	

	RLP-A-C-007
	Priority
	6.6
	O
	


A.2.2 Inter-Location Server Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	RLP-B-C-001
	Inter-Location Server Service Initiation
	11.1.1
	O
	RLP-B-C-002 AND

RLP-B-C-003

	RLP-B-C-002
	RLP Header
	11.1.1
	M
	

	RLP-B-C-003
	Standard Roaming Location Immediate Request
	11.1.1
	M
	RLP-C-C-003

	RLP-B-C-004
	Triggered Roaming Location Reporting Request
	11.1.1
	O
	RLP-C-C-005 AND

RLP-C-C-006 AND

 RLP-C-C-007

	RLP-B-C-005
	Triggered Roaming Location Reporting Stop Request
	11.1.1
	O
	RLP-C-C-007

	RLP-B-C-006
	Emergency Roaming Location Immediate Request
	11.1.1
	O
	RLP-C-C-008

	RLP-B-C-007
	Standard SUPL Roaming Location Immediate Request
	11.1.1
	O
	RLP-C-C-009

	RLP-B-C-008
	Standard SUPL Roaming Location Position
	11.1.1
	O
	RLP-C-C-010

	RLP-B-C-010
	Extension Message
	11.1.1
	O
	

	
	
	
	
	


A.2.3 Inter-Location Server Service Result DTD

	Item
	Function
	Reference
	Status
	Requirement

	RLP-C-C-001
	Inter-Location Server Service Result
	11.1.2
	M
	RLP-C-C-002 AND

RLP-C-C-003

	RLP-C-C-002
	RLP Header
	11.1.2
	M
	

	RLP-C-C-003
	Standard Roaming Location Immediate Answer
	11.1.2
	M
	

	RLP-C-C-004
	Standard Roaming Location Immediate Report
	11.1.2
	O
	RLP-F-C-002

	RLP-C-C-005
	Triggered Roaming Location Reporting Answer
	11.1.2
	O
	RLP-C-C-006

	RLP-C-C-006
	Triggered Roaming Location Report
	11.1.2
	O
	RLP-C-C-005

	RLP-C-C-007
	Triggered Roaming Location Reporting Stop Answer
	11.1.2
	O
	

	RLP-C-C-008
	Emergency Roaming Location Immediate Answer
	11.1.2
	O
	

	RLP-C-C-009
	Standard SUPL Roaming Location Immediate Answer
	11.1.2
	O
	

	RLP-C-C-010
	Standard SUPL Roaming Position
	11.1.2
	O
	RLP-B-C-008

	RLP-C-C-011
	Extension Message
	11.1.2
	O
	


A.2.4 Roaming Header

	Item
	Function
	Reference
	Status
	Requirement

	RLP-D-C-001
	locationserver
	7.3.1.1
	M
	

	RLP-D-C-002
	client
	7.3.1.1
	O
	

	RLP-D-C-003
	serving_node_action
	7.3.1.1
	M
	

	RLP-D-C-004
	net_param
	7.3.1.1
	O
	

	RLP-D-C-005
	supported_shapes
	7.3.1.1
	M
	


A.2.5 Standard Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	RLP-E-C-001
	msid
	7.3.2.1.1
	M
	

	RLP-E-C-002
	codeword
	7.3.2.1.1
	O
	

	RLP-E-C-003
	eqop
	7.3.2.1.1
	O
	

	RLP-E-C-004
	geo_info
	7.3.2.1.1
	O
	

	RLP-E-C-005
	loc_type
	7.3.2.1.1
	O
	

	RLP-E-C-006
	prio
	7.3.2.1.1
	O
	

	RLP-E-C-007
	pushaddr
	7.3.2.1.1
	O
	

	RLP-E-C-008
	Extension parameters
	7.3.2.1.1
	O
	

	
	
	
	
	


A.2.6 Standard Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-F-C-001
	pos
	7.3.2.1.2
	M
	

	RLP-F-C-002
	req_id
	7.3.2.1.2
	O
	

	RLP-F-C-003
	result
	7.3.2.1.2
	M
	

	RLP-F-C-004
	add_info
	7.3.2.1.2
	O
	

	RLP-F-C-005
	Extension parameters
	7.3.2.1.2
	O
	


A.2.7 Standard Roaming Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	RLP-G-C-001
	req_id
	7.3.2.1.3
	O
	

	RLP-G-C-002
	pos
	7.3.2.1.3
	M
	

	RLP-G-C-003
	Extension parameters
	7.3.2.1.3
	O
	


A.2.8 Triggered Roaming Location Reporting Request
	Item
	Function
	Reference
	Status
	Requirement

	RLP-H-C-001
	msid
	7.3.3.1.1
	M
	

	RLP-H-C-002
	codeword
	7.3.3.1.1
	O
	

	RLP-H-C-003
	interval
	7.3.3.1.1
	O
	

	RLP-H-C-004
	start_time
	7.3.3.1.1
	O
	

	RLP-H-C-005
	stop_time
	7.3.3.1.1
	O
	

	RLP-H-C-006
	duration
	7.3.3.1.1
	O
	

	RLP-H-C-007
	tlrr_event
	7.3.3.1.1
	M
	

	RLP-H-C-008
	qop
	7.3.3.1.1
	O
	

	RLP-H-C-009
	geo info
	7.3.3.1.1
	O
	

	RLP-H-C-010
	pushaddr
	7.3.3.1.1
	O
	

	RLP-H-C-011
	loc type
	7.3.3.1.1
	O
	

	RLP-H-C-012
	prio
	7.3.3.1.1
	O
	

	RLP-H-C-013
	Extension parameters
	7.3.3.1.1
	O
	


A.2.9 Triggered Roaming Location Reporting Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-I-C-001
	req_id
	7.3.3.1.2
	M
	

	RLP-I-C-002
	lcs_ref
	7.3.3.1.2
	O
	

	RLP-I-C-003
	result
	7.3.3.1.2
	M
	

	RLP-I-C-004
	add_info
	7.3.3.1.2
	O
	


A.2.10 Triggered Roaming Location Report

	Item
	Function
	Reference
	Status
	Requirement

	RLP-J-C-001
	req_id
	7.3.3.1.3
	M
	

	RLP-J-C-002
	lcs_ref
	7.3.3.1.3
	O
	

	RLP-J-C-003
	trl_pos
	7.3.3.1.3
	M
	

	RLP-J-C-004
	time_remaining
	7.3.3.1.3
	O
	

	RLP-J-C-005
	Extension parameters
	7.3.3.1.3
	O
	


A.2.11 Triggered Roaming Location Reporting Stop Request
	Item
	Function
	Reference
	Status
	Requirement

	RLP-K-C-001
	req_id
	7.3.3.1.4
	M
	

	RLP-K-C-002
	Extension parameters
	7.3.3.1.4
	O
	


A.2.12 Triggered Roaming Location Reporting Stop Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-L-C-001
	req_id
	7.3.3.1.5
	M
	

	RLP-L-C-002
	result
	7.3.3.1.5
	M
	

	RLP-L-C-003
	add_info
	7.3.3.1.5
	O
	

	RLP-L-C-004
	Extension parameters
	7.3.3.1.5
	O
	


A.2.13 Emergency Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	RLP-M-C-001
	msid
	7.3.4.1.1
	M
	

	RLP-M-C-002
	eqop
	7.3.4.1.1
	O
	

	RLP-M-C-003
	geo_info
	7.3.4.1.1
	O
	

	RLP-M-C-004
	loc_type
	7.3.4.1.1
	O
	

	RLP-M-C-005
	Extension parameters
	7.3.4.1.1
	O
	


A.2.14 Emergency Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	RLP-N-C-001
	eme_pos
	7.3.4.1.2
	M
	

	RLP-N-C-002
	result
	7.3.4.1.2
	M
	

	RLP-N-C-003
	add_info
	7.3.4.1.2
	O
	

	RLP-N-C-004
	Extension parameters
	7.3.4.1.2
	O
	


A.2.15 Support for Identity Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-O-C-001
	msid
	[OMA-MLP] 5.2.2.1
	M
	

	RLP-O-C-002
	codeword
	[OMA-MLP] 5.2.2.1
	O
	

	RLP-O-C-003
	esrd
	[OMA-MLP] 5.2.2.1
	O
	

	RLP-O-C-004
	esrk
	[OMA-MLP] 5.2.2.1
	O
	

	RLP-O-C-005
	session
	[OMA-MLP] 5.2.2.1
	O
	


A.2.16 Support for Function Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-P-C-001
	eme_event
	7.2.2
	O
	

	RLP-P-C-002
	tlrr_event
	7.2.2
	O
	

	RLP-P-C-003
	ms_action
	7.2.2
	O
	

	RLP-P-C-004
	interval
	7.2.2
	O
	

	RLP-P-C-005
	loc_type
	7.2.2
	O
	

	RLP-P-C-006
	prio
	7.2.2
	O
	

	RLP-P-C-007
	pushaddr
	7.2.2
	O
	

	RLP-P-C-008
	req_id
	7.2.2
	O
	

	RLP-P-C-009
	lcs_ref
	7.2.2
	O
	

	RLP-P-C-010
	start_time
	7.2.2
	O
	

	RLP-P-C-011
	stop_time
	7.2.2
	O
	

	RLP-P-C-012
	url
	7.2.2
	O
	

	RLP-P-C-013
	time_remaining
	7.2.2
	O
	


A.2.17 Support for Location Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-Q-C-001
	pos
	7.2.3
	M
	

	RLP-Q-C-002
	eme_pos
	7.2.3
	O
	

	RLP-Q-C-003
	pd
	7.2.3
	M
	

	RLP-Q-C-004
	poserr
	7.2.3
	M
	

	RLP-Q-C-005
	time
	7.2.3
	M
	

	RLP-Q-C-006
	alt
	7.2.3
	O
	

	RLP-Q-C-007
	alt_acc
	7.2.3
	O
	

	RLP-Q-C-008
	direction
	7.2.3
	O
	

	RLP-Q-C-009
	speed
	7.2.3
	O
	

	RLP-Q-C-010
	lev_conf
	
	O
	

	RLP-Q-C-011
	qos_not_met
	7.2.3
	
	

	RLP-Q-C-012
	geo_info
	
	O
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


A.2.18 Support for Result Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-R-C-001
	add_info
	[OMA-MLP] 5.2.2.4
	O
	

	RLP-R-C-002
	result
	[OMA-MLP] 5.2.2.4
	M
	


A.2.19 Support for Shape Elements

	Item
	Function
	Reference
	Status
	Requirement


	RLP-S-C-001
	shape
	[OMA-MLP] 5.2.2.5
	M
	RLP-S-C-002 OR
RLP-S-C-003 OR

RLP-S-C-004 OR

RLP-S-C-005 OR

RLP-S-C-006 OR

RLP-S-C-007 OR

RLP-S-C-008 OR

RLP-S-C-009 OR

RLP-S-C-010 OR
RLP-S-C-011

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	RLP-S-C-002
	Point
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-C-003
	LineString
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-C-004
	Box
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-S-005
	LinearRing
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-C-006
	Polygon
	[OMA-MLP] 5.2.2.5
	O
	

	
	
	
	
	

	
	
	
	
	

	RLP-S-C-007
	CircularArcArea
	[OMA-MLP] 5.2.2.5
	O
	

	RLP-S-C-008
	EllipticalArea
	[OMA-MLP] 5.2.2.5
	O
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	RLP-S-C-009
	MultiLineString
	[OMA-0LP] 5.2.2.5
	O
	

	RLP-S-C-010
	MultiPoint
	[OMA-0LP] 5.2.2.5
	O
	

	RLP-S-C-011
	MultiPolygon
	[OMA-0LP] 5.2.2.5
	O
	


A.2.20 Support for Quality of Position Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-T-C-001
	eqop
	[OMA-0LP] 5.2.2.6
	O
	

	RLP-T-C-002
	qop
	[OMA-0LP] 5.2.2.6
	O
	

	RLP-T-C-003
	ll_acc
	[OMA-0LP] 5.2.2.6
	O
	

	RLP-T-C-004
	hor_acc
	[OMA-0LP] 5.2.2.6
	O
	

	RLP-T-C-005
	max_loc_age
	[OMA-0LP] 5.2.2.6
	O
	

	RLP-T-C-006
	resp_req
	[OMA-0LP] 5.2.2.6
	O
	

	RLP-T-C-007
	resp_timer
	[OMA-0LP] 5.2.2.6
	O
	


A.2.21 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-U-C-001
	net_param
	7.2.7
	O
	RLP-U-C-002 OR

RLP-U-C-003

	RLP-U-C-002
	gsm_net_param
	7.2.7
	O
	RLP-U-C-004

	RLP-U-C-003
	wcdma_net_param
	7.2.7
	O
	RLP-U-C-004

	RLP-U-C-004
	neid
	
	O
	RLP-U-C-005 OR 

RLP-U-C-007

	RLP-U-C-005
	vmcscid
	
	O
	

	RLP-U-C-006
	vlrid
	
	O
	

	RLP-U-C-007
	sgsn
	
	O
	

	RLP-U-C-008
	imsi
	
	O
	

	RLP-U-C-009
	h_ls
	
	O
	

	RLP-U-C-010
	v_ls
	
	O
	

	RLP-U-C-011
	pce
	
	O
	


A.2.22 Support for Roaming Context and Privacy Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-V-C-001
	client
	7.2.8
	M
	

	RLP-V-C-002
	id
	7.2.8
	M
	

	RLP-V-C-003
	requestor
	7.2.8
	O
	

	RLP-V-C-004
	pwd
	7.2.8
	O
	

	RLP-V-C-005
	serviceid
	7.2.8
	O
	

	RLP-V-C-006
	requestmode
	7.2.8
	M
	

	RLP-V-C-007
	subclient
	7.2.8
	O
	

	RLP-V-C-008
	locationserver
	7.2.8
	M
	

	RLP-V-C-009
	clientname
	7.2.8
	O
	

	RLP-V-C-010
	serving_node_action
	7.2.8
	M
	

	RLP-V-C-011
	poi
	7.2.8
	M
	

	RLP-V-C-012
	pseudoid
	7.2.8
	M
	

	RLP-V-C-013
	servicetype
	7.2.8
	M
	

	RLP-V-C-014
	supported_shapes
	7.2.8
	O
	


A.2.23 Service attributes 

	Item
	Function
	Reference
	Status
	Requirement

	RLP-W-C-001
	res_type
	[OMA-MLP] 5.3.85
	O
	

	RLP-W-C-002
	ver
	[OMA-MLP] 5.3.85
	M
	

	RLP-W-C-003
	recv_role
	8.41
	M
	


A.2.24 Standard SUPL Roaming

	Item
	Function
	Reference
	Status
	Requirement

	RLP-X-C-001
	supl_session_id
	7.3.5
	M
	

	RLP-X-C-002
	supl_message
	7.3.5
	M
	

	RLP-X-C-003
	result
	7.3.5
	M
	

	RLP-X-C-004
	add_info
	7.3.5
	O
	

	RLP-X-C-005
	Extension parameters
	7.3.5
	O
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