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1 Reason for Change

This CR proposes to remove the plural in posmethods in SUPL INIT and SUPL TRIGGERED RESPONSE and revert back to posmethod (singular). The reason for removing posmethods and replace it with posmethod:

For 3GPP: The posmethod parameter used in SUPL INIT and SUPL TRIGGERED RESPONSE is not intended to define the positioning method to be used in the subsequent positioning sessions but to only give an indication to the SET which positioning method will most likely be choosen by the SLP. This should enable the SET to "get ready" for the subsequent positioning session by starting up relevant hard/software modules (this was the initial idea). However, the decision which positioning method to choose for a particular positioning session will not occur until the SLP sends the first SUPL POS message to the SET as part of RRLP/RRC. Since for triggered scenarios a position fix may not be immediately performed after the initial SUPL INIT -> SUPL TRIGGERED START -> SUPL TRIGGERED RESPONSE handshake, the posmethod parameter is not really serving its initial purpose anymore (no point in starting up relevant hard/software if no position fix is executed immediately) and is therefore not required. However, in SUPL INIT posmethod is a mandatory parameter and for the sake of backwards compatibility with SUPL 1.0 cannot be changed. Introducing posmethods (plural) would therefore require the introduction of an additional parameter which – given the lack of real purpose – does not seem to be justified.
For 3GPP2: TIA-801 supports both MO and MT positioning call flows (which is why SUPL POS INIT carries a SUPL POS container so it can carry the first TIA-801 message from the SET to the SLP). For MO call flows, the SET sends the first message and therefore needs to be told which positioning method to apply. However, for TIA-801, there are only two positioning methods which apply: A-GPS (which automatically implies AFLT) and AFLT only – cell id is always the fallback method and does not constitute a positioning method in itself in the context of selecting a positioning method. Therefore it suffices to instruct the SET to perform either an A-GPS or an AFLT only positioning session. This means that posmethods is not required.

The suggestion is to remove the posmethods parameter and replace it with posmethod. The proposed change is illustrated for the Network Initiated periodic trigger case for non-roaming scenarios only. If agreed, the change needs to be applied to all other scenarios as well. 
R01: clarifies the purpose of the posmethod parameter in SUPL INIT, SUPL RESPONSE and SUPL TRIGGERED RESPONSE. Uses the latest TS ULP as baseline text.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal
5.1.8.1
Non-Roaming Successful Case – Proxy mode
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Figure 12: NW Initiated Periodic Trigger Service Non-Roaming Successful Case – Proxy Mode

NOTE:
See section XXX for timer descriptions.

A. SUPL Agent issues an MLP TLRR message to the H-SLP, with which SUPL Agent is associated. The H-SLP shall authenticate the SUPL Agent and check if the SUPL Agent is authorized for the service it requests, based on the client-id received. Further, based on the received ms-id the H-SLP shall apply subscriber privacy against the client-id. The TLRR message indicates what mode of reporting is expected of the SET: batch reporting or real time reporting or quasi-real time reporting. In the case of batch reporting, the TLRR indicates the conditions for sending batch reports to the H-SLP and any criteria, when the conditions for sending arise, for including or excluding particular stored position estimates (e.g. QoP, time window).

B. The H-SLP verifies that the target SET is currently not SUPL roaming.
The H-SLP MAY also verify that the target SET supports SUPL.

NOTE:
The specifics for determining if the SET is SUPL roaming or not is considered outside the scope of SUPL. However, there are various environment dependent mechanisms.

NOTE:
The specifics for determining if the SET supports SUPL are beyond SUPL 2.0 scope.

C. The H-SLP initiates the periodic trigger session with the SET using the SUPL INIT message, which MAY be a WAP PUSH or an SMS Trigger or UDP/IP. The SUPL INIT message contains at least session-id, trigger type indicator (in this case periodic), proxy/non-proxy mode indicator and the intended positioning method. The SUPL INIT MAY contain the desired QoP, a Key Id, and a MAC. The Key-Id corresponds to the MAC_Master_Key in section TBD which MAY be used to verify if the SUPL INIT message is authentic. If the result of the privacy check in Step A indicates that notification or verification to the target subscriber is needed, the H-SLP SHALL also include the Notification element in the SUPL INIT message. Before the SUPL INIT message is sent, the H-SLP also computes and stores a hash of the message.

D. When the SUPL INIT is received by the SET it will either attach itself to the Packet Data Network if it is not already attached or establish a circuit switched data connection. If a Key Id and a MAC is present in the received SUPL INIT message and the SET supports these parameters, the SET MAY use these parameters to determine if the SUPL INIT message is authentic.

E. The SET will evaluate the Notification rules and follow the appropriate actions. The SET also checks the proxy/non-proxy mode indicator to determine if the H-SLP uses proxy or non-proxy mode. In this case, proxy mode is used, and the SET SHALL establish a secure IP connection to the H-SLP using SLP address that has been provisioned by the Home Network to the SET. 
The SET then sends a SUPL TRIGGERED START message to start a periodic triggered session with the H-SLP. The SET SHALL send the SUPL TRIGGERED START message even if the SET supported positioning technologies do not include the intended positioning method indicated in the SUPL INIT message. The SUPL TRIGGERED START message contains at least session-id, SET capabilities, a hash of the received SUPL INIT message (ver) and location identifier (lid) ) and reporting capabilities (rep_capabilities). The SET capabilities include the supported positioning methods (e.g., SET-Assisted A-GPS, SET-Based A-GPS) and associated positioning protocols (e.g., RRLP, RRC, TIA-801). The rep_capabilities parameter indicates whether the SET is capable of batch reporting, real time reporting and/or quasi-real time reporting.

F. Consistent with the SET capabilities received in the SUPL TRIGGERED START message the H-SLP selects an intended positioning method to be used for the periodic triggered session and responds with a SUPL TRIGGERED RESPONSE message including session-id, posmethod and periodic trigger parameters. Consistent with the rep_capabilities of the SET, the H-SLP also indicates the reporting mode (rep_mode parameter) to be used by the SET: real time reporting, quasi-real time reporting or batch reporting. In the case of batch reporting, the SUPL TRIGGERED RESPONSE message indicates the conditions for sending batch reports to the H-SLP and any criteria, when the conditions for sending arise, for including or excluding particular stored position estimates and/or (if allowed) particular stored enhanced cell/sector measurements. If enhanced cell/sector positioning was selected for batch or quasi-real time reporting, the SUPL_TRIGGERED RESPONSE message indicates if the SET is permitted to send historic measurements. In this case, if batch reporting was selected, the SET MAY skip steps H, I and J.
G. The H-SLP informs the SUPL Agent in an MLP TLRA message that the triggered location response request has been accepted and also includes a req_id parameter to be used as a transaction id for the entire duration of the periodic triggered session. The SET and the H-SLP MAY release the secure IP connection.

NOTE: The MLP TLRA may be sent immediately after the H-SLP receives MLP TLRR, namely before step B.
H. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to start a positioning session with the H-SLP. The SUPL POS INIT message contains at least session-id, the location identifier (lid) and the posmethods-avail parameter. The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If a position calculated based on information received in the SUPL POS INIT message is available (e.g. a cell-id based position fix) that meets the required QoP, the H-SLP MAY directly proceed to step J and not engage in a SUPL POS session.

I. The SET and the H-SLP exchange several successive positioning procedure messages. 
The H-SLP calculates the position estimate based on the received positioning measurements (SET-Assisted) or the SET calculates the position estimate based on assistance obtained from the H-SLP (SET-Based). 

J. Once the position calculation is complete the H-SLP sends the SUPL REPORT message to the SET informing it that the positioning procedure is completed. The SET MAY release the secure IP connection to the H-SLP. If the reporting mode is batch reporting, the SET stores all calculated position estimates. In SET Assisted mode the position is calculated by the H-SLP and therefore needs to be included in the message for batch reporting mode.
If a SET Based positioning method was chosen which allows the SET to autonomously calculate a position estimate (e.g. autonomous GPS or A-GPS SET Based mode where the SET has current GPS assistance data and does not require an assistance data update from the H-SLP) steps H to J are not performed. Instead, the SET autonomously calculates the position estimate and – for real time or quasi-real time reporting – sends the calculated position estimate to the H-SLP using a SUPL REPORT message containing the session-id and the position estimate.

K. This step is optional: Once the position calculation is complete and if real time or quasi-real time reporting is used, the H-SLP sends a MLP TLREP message to the SUPL Agent. The MLP TLREP message includes the req_id and the position result. If the reporting mode is set to batch reporting, this message is not used.

L. This step is optional: If the SET cannot communicate with the H-SLP (e.g. no radio coverage available) and if batch reporting or quasi-real time reporting is used, the SET MAY – if supported - perform either SET Based position fixes (autonomous GPS or SET Based A-GPS where the SET has current assistance data) or, if allowed by the H-SLP, enhanced cell/sector measurements. In the case, of batch reporting, and if explicitly allowed by the H-SLP, enhanced cell/sector measurements are permitted even when the SET can communicate with the H-SLP.
M. This step is optional and is executed if batch reporting is used and if any of the conditions for sending batch reports have occurred. It is also executed, once the SET is able to re-establish communication with the H-SLP, if quasi-real time reporting is used if one or more previous reports have been missed. The SET sends the stored position estimates and/or, if allowed, the stored enhanced cell/sector measurements in an unsolicited SUPL REPORT message to the H-SLP. The SUPL REPORT message contains the session-id and the position result(s) including date and time information for each position result and optionally the position method used. In the case of batch reporting, the stored position estimates and/or enhanced cell/sector measurements included in the SUPL_REPORT message may be chosen according to criteria received in step F. If no criteria are received in step F, the SET shall include all stored position estimates and/or enhanced cell/sector measurements not previously reported.

N. If enhanced cell/sector measurements are received in step M, the H-SLP calculates corresponding position estimates. 

The H-SLP forwards the reported and/or calculated position estimate(s) to the SUPL Agent in an MLP TLREP message.

When the last position estimate needs to be calculated i.e. the end of the periodic triggered session has been reached, steps O to Q may be performed (a repeat of steps H to J). Alternatively - and if applicable - step L is repeated. 

R. This step is optional and is executed after the last position estimate or, if allowed, last set of enhanced cell/sector measurements has been obtained or was due, and at any time up until step T, if and as soon as all the following conditions apply:

i. Batch reporting or quasi-real time reporting is used.

ii. The SET has stored historic location reports and/or stored historic enhanced cell/sector measurements that have not yet been sent to the H-SLP.

iii. The SET is able to establish communication with the H-SLP

iv. In the case of batch reporting, the conditions for sending have arisen (e.g. the conditions define sending after the last position estimate is obtained).

The SUPL REPORT message is used to send all or a subset of stored position fixes and/or stored enhanced cell/sector measurements not previously reported to the H-SLP. In the case of batch reporting, the stored position estimates and/or stored enhanced cell/sector measurements included in the SUPL_REPORT message may be chosen according to criteria received in step F. If no criteria are received in step F, the SET shall include all stored position estimates and/or stored enhanced cell/sector measurements not previously reported.

S. If enhanced cell/sector measurements are received in step R, the H-SLP calculates corresponding position estimatesThe H-SLP forwards the reported and/or calculated historical position estimate(s) to the SUPL Agent in an MLP TLREP message. As an option (e.g. if the SUPL Agent is not available), the H-SLP could retain the historic position fixes for later retrieval by the SUPL Agent

T. After the last position result has been reported to the SUPL Agent in step S or following some timeout on not receiving stored position estimates in step R, the H-SLP ends the periodic triggered session by sending a SUPL END message to the SET.

8.2.1
SUPL INIT

SUPL INIT is the initial message from the SLP to the SET in Network initiated cases, In this message, the Trigger Type describes triggered server type of network initiated location, If the positioning request need, SET report its position according to some trigger condition, trigger type could be set as “Periodic”, “Area Event”.

	Parameter
	Presence
	Description

	Positioning Method
	M
	Defines the positioning technology desired by the SLP for the SUPL session..
In line with the SET Capabilities, the SLP MAY change the positioning method used in the actual positioning session regardless of the positioning method parameter.

	Notification
	O
	The purpose of this field is to provide instructions to the SET with respect to notification and privacy.

If this field is not set the SET SHALL interpret the request as type “No notification & no verification“.

	SLP Address
	CV
	This parameter contains an SLP address (SPC address for non-proxy mode).

For proxy mode this parameter is OPTIONAL.

For non-proxy mode this parameter is REQUIRED.

This address is used by the SET when establishing a secure IP connection to the SLP or SPC

	QoP
	O
	Desired Quality of Position. This parameter is also used as reporting criteria for stored historical position estimates. If used in this way, only the spacial components (horacc and veracc) apply and define the accuracy requirements which must be satisfied in order to report any historic position estimate.

	SLP Mode
	M
	This parameter indicates if the SLP uses proxy or non-proxy mode. 

	MAC 
	O
	This parameter contains a Message Authentication Code (MAC), which MAY be used as integrity protection of the SUPL INIT message.

	Key Identity
	CV
	This parameter contains a key identity, which identifies the key to be used to verify the MAC. It is required when MAC is present.

	Notification Mode
	O
	This parameter indicates whether the notification and verification is based on location or not

	Supported Network Information
	O
	This parameter defines the type(s) of Network Measurement information which the SET is allowed to send as part of Location ID and Multiple Location ID. If present, the parameter acts as filter in terms of which Network Measurement data the SET is allowed to send to the SLP.  This parameter is also used as reporting criteria for stored historical enhanced cell/sector measurements.

	Trigger Type
	CV
	This parameter indicates network initiated service type:

· Periodic

· Area event
This parameter is conditional and only used if a triggered session is requested in the SUPL INIT message.

	E-SLP Address
	CV
	This parameter provides the E-SLP address for network initiated location of an emergency services call from an E-SLP that is not the H-SLP.

	Historic Reporting
	CV
	This parameter defines the criteria for reporting of stored historical position estimates and/or enhanced cell/sector measurements.

This parameter is conditional and MUST be used if the SUPL INIT message is used to initiate retrieval of stored historical position estimates and/or enhanced cell/sector measurements. Otherwise this parameter is not used.


Table 7: SUPL INIT Message

8.2.4
SUPL RESPONSE

SUPL RESPONSE is the response to a SUPL START message.

	Parameter
	Presence
	Description

	Positioning Method
	M
	The positioning method that SHALL be used for the SUPL session.

	SLP Address
	CV
	This parameter is only required for non-proxy mode and contains an SPC address.

A SET uses this address to establish a data connection to the SPC.

	SET Auth key
	CV
	This parameter is only required for non-proxy mode and contains the authentication key that a SET SHALL use for SPC authentication. 

	Key Identity 4
	CV
	This parameter is only required for non-proxy mode and contains a key identity.

	Supported Network Information
	M
	This parameter defines the type(s) of Network Measurement information which the SET is allowed to send as part of Location ID and Multiple Location ID. If present, the parameter acts as filter in terms of which Network Measurement data the SET is allowed to send to the SLP.

	Initial Approximate Position
	O
	Defines the initial approximation for the position of the SET.


Table 10: SUPL RESPONSE Message
8.2.11
SUPL TRIGGERED RESPONSE

SUPL TRIGGERED RESPONSE is the response to a SUPL TRIGGERED START message from the SLP to the SET

	Parameter
	Presence
	Description

	Positioning Method
	M
	The positioning method desired for the triggered SUPL session.
In line with the SET Capabilities, the SLP MAY change the positioning method used in the positioning session in the course of the triggered SUPL session regardless of the positioning method parameter.

	Trigger Params
	MCV
	This parameter indicates parameters of trigger session
For network initiated trigger service, this parameter MUST be present.

For SET initiated trigger service, this parameter MUST not be present.

	SLP Address
	CV
	This parameter is only required for non-proxy mode and contains an SPC address.

A SET uses this address to establish a data connection to the SPC.

	SET Auth key
	CV
	This parameter is only required for non-proxy, SET Initiated mode and contains the authentication key that a SET SHALL use for SPC authentication. 

	Key Identity 4
	CV
	This parameter is only required for non-proxy, SET Initiated mode and contains a key identity.

	Supported Network Information
	M
	This parameter defines the type(s) of Network Measurement information which the SET is allowed to send as part of Location ID and Multiple Location ID. If present, the parameter acts as filter in terms of which Network Measurement data the SET is allowed to send to the SLP.

	Reporting Mode
	O
	For periodic triggered sessions this parameter defines the reporting mode requested by the SLP. This parameter is optional. If not present, real time reporting is requested.

	>Rep Mode
	M
	One of the following modes:

· Real time

· Quasi real time

· Batch reporting

	>Batch Reporting Conditions
	CV
	If batch reporting is chosen, the SLP selects one of the following reporting conditions:

· Sending of a batch report after every Nth interval

· Sending of a batch report after every N minutes

· Sending of only one batch report at the end of the session

	>Batch Report Type
	CV
	If batch reporting is chosen as reporting mode, this parameter defines the type of reports which are allowed to be sent in the batch report:

· Position

· Measurement data

· Position and Measurement data

This parameter also contains: 

· Historical measurements allowed flag.

which – if set – indicates that the SET is allowed to send historical measurements.

· Number of historical measurements

Defines the maximum number of historical measurements which may be sent within one single measurement data report.


Table 17: SUPL TRIGGERED RESPONSE Message
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