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1 Reason for Change

Architectural model need to be defined.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change LOCSIP AD document accordingly.
6 Detailed Change Proposal
Change 1:  Add/modify references & abbreviations
2. References

2.1 Normative References

	[OSE]
	“OMA Service Environment”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[LOCSIP-RD]
	“Location in SIP/IP core Requirements”, Open Mobile Alliance™, OMA-RD-LOCSIP-V1_0
URL:http://www.openmobilealliance.org/ 

	[OMA XDMAD]
	“OMA XML Document Management (XDM) Architecture, V2.0”,OMA-AD-XDM-V2_0, Open Mobile Alliance™, URL:http://www.openmobilealliance.org/

	
	


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_6, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Location Server
	Functional entity that handles location service subscription request and retrieves the location information of the target. 

	Location Client
	Functional entity that subscribes to an Location Server in order to obtain location information for one or more targets.


3.3 Abbreviations

	OMA
	Open Mobile Alliance

	L-RLS
	Location Resource List Server

	XDMC
	XML Document Management Client

	XDMS
	XML Document Management Server

	
	

	
	


Change 2:  --- 
5. Architectural Model






5.1 Dependencies

<< This section MUST enumerate all of the dependencies this architecture has.  Dependencies in this context include other enablers, specifications, etc. this enabler calls (i.e. re-uses).  Each dependency MUST include a reference to the document(s) that specifies the depdency.  All of these references MUST also be included in Section 2.1.

The enumeration would be along the lines of a list with entries such as

    - IMAP binary extension [RFC3516]
where the reference (e.g. RFC3516 in this example) would link to the fully qualifed reference in section 2.1 table.

If this architecture has no dependencies, then this section only needs to contain a statement as such.

DELETE THIS COMMENT >>

.

5.2 Architectural Diagram



The figure 1 illustrates the OMA LOCSIP architecture.
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Figure 1: LOCSIP Architectural Model

Note: A name for the box around the Location Server is needed.
Elements shown in bold are defined in this architecture document. The remaining elements are external to this specification.

The reference points shown here in bold are those that are specified in the LOCSIP Enabler. Other relevant reference points (XDM-1, XDM-2, XDM-3, XDM-4) are specified in the XDM Enabler [OMA XDMAD].

5.3 Functional Components and Interfaces

















5.3.1 LOCSIP Functional Entities

5.3.1.1 Location Client

5.3.1.2 Location Server

5.3.1.3 Location Resource List Server (L-RLS)

The L-RLS is the functional entity that accepts and manages subscriptions to Location Lists, which enables a Location Client application to subscribe to the Location Information of multiple Targets using a single subscription transaction. The L-RLS supports the following:

Note: to be defined. This requires looking at RFC3265, RFC3856 and RFC4662 in order to see what should be referenced.
The L-RLS is able to subscribe to changes to documents stored in the Shared List XDMS and L-RLS XDMS.  The L-RLS is able to fetch documents from the Shared List XDMS and the L-RLS XDMS.
5.3.1.4 Location Resource List Server XML Document Management Server (L-RLS XDMS)

The L-RLS XDMS is an XDMS defined in [OMA XDMAD] that supports the following functions:

· Manages XML documents (e.g. Location Lists), which are specific to the use of a RLS.

· Enables subscriptions to changes to documents stored on the L-RLS XDMS.

· Notifies subscribers of changes to the documents stored in the L-RLS XDMS.
5.3.2 External Entities Providing Services to LOCSIP

5.3.2.1 SIP IP/Core

5.3.2.2 Shared List XML Document Management Server (XDMS)

The functionality of the Shared List XDMS is described in [OMA XDMAD].

5.3.2.3 Aggregation Proxy 

The functionality of the Aggregation Proxy is described in [OMA XDMAD].
5.3.2.4 XML Document Management Client (XDMC)

The XDMC is defined in [OMA XDMAD] and supports the following functions: 

· Manages XML documents.
· Subscribes to changes to documents stored in any XDMS
5.3.3 Description of the Reference Points

The Reference Points named as LS are in scope of this Architecture.

5.3.3.1 Reference point LS-1

The LS-1 reference point supports the communication between the Location Client and the SIP/IP Core network. The protocol for the LS-1 reference point is SIP and the traffic is routed to (and from) the Location Server via the SIP/IP Core.

LS-1 is used to:

· Subscribe to one or several Targets' Location Information and receive notifications

· Subscribe to Location Information and receive notifications for Lists of Targets
· Include Location Client preferences in subscription requests.
5.3.3.2 Reference point LS-2

The LS-2 reference point supports the communication between the SIP/IP Core network and the L-RLS. The protocol for the LS-2 reference point is SIP.

LS-2 is used to route the SIP messages from the SIP/IP Core to and from the appropriate L-RLS in order to 

· Receive a subscription and send aggregated notifications for a list of Targets
· Subscribe to Location Information and receive notifications for each Target in a List.

· Regulate the aggregated notifications of a List, as requested by Location Clients.

· Propagate the Location Clients' request to regulate the distribution of Location Information in the back-end subscriptions.
5.3.3.3 Reference point LS-3

The LS-3 reference point supports the communication between the SIP/IP Core network and the Location Server. The protocol for the LS-3 reference point is SIP.

LS-3 supports the following functions:

· Subscribe to a single Target's Location Information and receive notifications pertaining to this Target.

· Subscribe to changes to documents stored in the Shared List XDMS and receive notifications.
5.3.3.4 Reference point LS-4
The LS-5 reference point supports the communication between the L-RLS XDMS and the L-RLS. The protocol for the LS-5 reference point is XCAP. 

The LS-5 reference point supports the following:

· Transfer of XML documents (e.g., Location Lists) from the L-RLS XDMS to the L-RLS.

5.3.3.5 Reference point LS-5
The LS-6 reference point supports the communication between the Shared List XDMS and the L-RLS.  The protocol for the LS-6 reference point is XCAP. 

The LS-6 reference point supports the following:

· Transfer of URI Lists to the L-RLS
5.3.3.6 Reference point LS-6
The LS-7 reference point is between the Aggregation Proxy and the L-RLS XDMS. The protocol for the LS-7 reference point is XCAP.
The LS-7 reference point provides the following functions:

· L-RLS-specific document management (e.g. create, modify, retrieve, delete)
5.3.3.7 Reference point LS-7
The LS-8 reference point supports the communication between the L-RLS XDMS and the SIP/IP Core. The protocol for the LS-8 reference point is SIP.

The LS-8 reference point provides the following functions:

· Subscription to the modification of L-RLS-specific XML documents
· Notification of the modification of L-RLS-specific XML documents.
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