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1 Reason for Change

Resolution of comment D137 in CONRR. 

	D01 
	2007.10.10
	T
	11.3
	Source: Ericsson
Form: Doc#0039
Comment: The use of “refMNC”  element with different length (2 or 3 digits) of MNC should be clarified.

Proposed Change:


On air interface and MAP signalling the MNC is coded with three BCD (Binary Coded Decimal) digits. A two digit MNC is indicated by the third digit being F ( binary 1111). To avoid an unlikely but still possible differences in coding a two digit MNC a clarification is introduced.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR.
6 Detailed Change Proposal

10.11.1 GSM Cell Info

The gsmCell parameter defines the parameter of a GSM radio cell.

	Parameter
	Presence
	Value/Description

	Gsm Cell Info
	-
	GSM Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)
A two digit MNC is coded with a leading 0 (e.g. 012)

	>LAC
	M
	Location Area Code, range: (0..65535)

	>CI
	M
	Cell Identity, range: (0..65535)

	>NMR
	O
	Network Measurement Report – can be present for 1 to 15 cells.

	>>ARFCN
	M
	ARFCN, range: (0..1023)

	>>BSIC
	M
	BSIC, range: (0..63)

	>>RXLev
	M
	RXLEV, range: (0..63)

	>TA
	O
	Timing Advance, range: (0..255)


Table 1: GSM Cell Info Parameter
10.11.2 WCDMA/TD-SCDMA Cell Info

The wcdmaCell parameter defines the parameter of a WCDMA radio cell.

	Parameter
	Presence
	Value/Description

	Wcdma/TD-SCDMA Cell Info
	-
	WCDMA Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)
A two digit MNC is coded with a leading 0 (e.g. 012)

	>UC-ID
	M
	Cell Identity, range: (0..268435455). UC-ID is composed of RNC-ID and C-ID.

	>Frequency Info
	O
	Frequency info can be:

fdd:

uarfcn-UL, ra nge: (0..16383)

uarfcn-DL, ra nge: (0..16383)

In case of fdd, uarfcn-UL is optional while uarfcn-DL is mandatory. If uarfcn-UL is not present, the default duplex distance defined for the operating frequency band shall be used [3GPP RRC].

tdd

uarfcn-Nt, range: (0..16383)

NOTE:
Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Primary Scrambling Code
	O
	Primary Scrambling Code, range: (0..511)

NOTE:
Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Measured Results List
	O
	Network Measurement Report for WCDMA comprising both intra- and/or inter-frequency cell measurements (as per 3GPP TS 25.331). 


Table 2: WCDMA/TD-SCDMA Cell Info Parameter
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