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1 Reason for Change

The XDM architecture diagram has recently been restructured to simplify reuse (http://member.openmobilealliance.org/ftp/Public_documents/PAG/Permanent_documents/OMA-AD-XDM-V2_0-20090415-D.zip ). The architecture diagram in LOCSIP need thus to align to the modifications in XDM.
R01: Internal details of XDM Enabler removed as per recommendation in OMA-AD-XDM-V2_0-20090415-D App B “To make the architecture diagrams of Enablers re-using XDM Enabler simpler, the architecture diagrams should show only how the Enabler is using the different XDMSs and not the entire XDM architecture model.”
Below is arch diagram from OMA-AD-XDM-V2_0-20090415-D shown:
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2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR.

6 Detailed Change Proposal

Change 1:  Modify arch diagram (modification is based on diagram in OMA-LOC-2009-0048-CR_LOCSIP_AD_Reuse_PRS2_HSA).

5.2   Architectural Diagram

Figure 1 illustrates the OMA LOCSIP architecture.
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Figure 1: LOCSIP Architectural Model

Change 2:  Remove unused Ref Points.

5.3.3 Description of the Reference Points

The Reference Points named as LS and IP are in scope of this Architecture.  Other shown in figure 1 are if named PRS described in [OMA PRSAD] and in named XDM described in [OMA XDMAD].
5.3.3.1 Reference Point LS-1

The LS-1 reference point supports the communication between the Location Client and the SIP/IP Core network.  The protocol for the LS-1 reference point is SIP and the traffic is routed to (and from) the Location Server and the Resource List Server via the SIP/IP Core.

LS-1 reference point provides the following functions:

· Subscribe to Targets’ Location Information and receive notifications;

· Subscribe to Location Information and receive notifications for Resource lists [RFC4662] and for Request-Contained Resource List, based on [Error! Reference source not found.];

· Include Location Client preferences in subscription requests;

· SIP compression/decompression when the Location Client resides in a terminal.
5.3.3.2 Reference Point LS-2
The LS-3 reference point supports the communication between the SIP/IP Core network and the Location Server.  The protocol for the LS-3 reference point is SIP.

LS-3 reference point provides the following functions:

· Receive subscriptions to a single Target’s Location Information and send notifications pertaining to this Target;

· Subscribe to changes to documents stored in the XDMS and receive notifications.

5.3.3.3 


· 
· 
5.3.3.4 


· 
· 
5.3.3.5 


· 
Change 3:  Extend description of Location Server to indicate how it uses XDMSs.

5.3.1.3    Location Server

The Location Server is the functional entity that accepts and manages location subscriptions of individual Targets applying policies retrieved from the XDMS.

The Location Server supports the following:

· Receives and authorizes subscriptions from a Location Client and RLS and distributes Location Information using [Error! Reference source not found.] and [LOCSIP-TS];

· Subscribes to changes to documents stored in the XDMS;

· Fetches documents from the XDMS. Two types of document are retrieved, location policy documents from Location Policy XDMS and URI list information from the Shared List XDMS. URI list information is needed when lists of user identities in policy documents are defined using URI lists.
The Location Server has two options to communicate with Location Policy XDMS:

· Communicating with GPM for location policy and GPM provides the results, 

· Access Location Policy XDMS for obtaining the documents.
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