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1 Reason for Change

This CR proposes changes to OMA-TS-LOCSIP-V1_0-20091029-D:

· Corrects typo in Section 5.2.1.1
· Corrects protocol reference (SIP vs. HTTP) in Section 5.2.1.3
· Corrects typos in Section 5.2.1.5

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to incorporate changes to above sections of LOCSIP TS
Detailed Change Proposal

Change 1:  Correct typo in Section 5.2.1.1

5.2.1.1 Applying Location Rules

…    < Beginning of Section 5.2.1.1 remains unchanged > …

The Location Server SHALL determine which rules in the Location Rules document are applicable and evaluate the combined permissions according to the procedures described in [XDM_Core] “Combining Permissions”, with the following clarifications:

· The Location Server SHALL use the received P-Asserted-Identity header (as defined in [3GPP TS 24.229] and [3GPP2-X.S0013-004]) in the SUBSCRIBE request to determine the URI value used for matching against a conditions element.  

· If an attempt to resolve an <external-list> condition element fails, the Location Server SHALL regard the Subscription Authorization Rules document as invalid and act according to the default policy of the Location Server. 
· If there is no matching rule, then the Location Server SHALL further handle the subscription according to the default policy of the Location Server. However, it is out of scope of the present specification to define how the default policy is configured.  

…    < Remainder of Section 5.2.1.1 remains unchanged > …

Change 2:  Correct protocol reference (replace HTTP with SIP) in Section 5.2.1.3

5.2.1.2 Location QoS Handling

The Location Server SHOULD support required location QoS parameters handling according to the following procedures:

· Location QoS validation, according to the procedures described in section 5.1.5,
· Location QoS document described in section 11 and
· Content type ‘application/location-qos+xml’, according to section 5.1.5.

If the Location Server supports location QoS handling and

· understands the location QoS parameters included in the body of the SUBSCRIBE request using the content type ‘application/location-qos+xml’, the Location Server SHALL take the requested location QoS into consideration when determining the location of the Target. E.g, the cached location data shall not be used if the Location Client requests the current location.

· does not understand the particular location QoS parameters included in the body of the SUBSCRIBE request, the Location Server SHALL indicate it to the Location Client with a SIP 488 (Not Acceptable Here) error response.
· the requested QoS class is “Assured”, the Location Server SHALL validate if the available Location Information fulfills the required QoS and 

…    < Remainder of Section 5.2.1.3 remains unchanged > …
Change 3:  Correct typos (comma usage) in Sections 5.2.1.5 and 5.2.1.6 

5.2.1.3 Generating Entity Tags

The Location Server SHALL support the notifier procedures defined in [IETF-SubNotEtag]. The Location Server:

· SHALL generate entity tags for location documents. The entity tag SHALL be unique to the Presence Information Data Format Location Object (PIDF-LO) document over time, i.e., the Location Server SHALL generate the same entity tag for the same PIDF-LO document in different time samples. The algorithm to generate such entity tags is out of scope of this specification.
NOTE: 
The PIDF-LO document here refers to the document generated after “Event Notification Filtering”.

· SHALL include the entity tag in all NOTIFY requests as described in [IETF-SubNotEtag].

5.2.1.4 Applying Event Notification Rate Control
The Location Server SHALL support Location Client requested notification rate control. If supported, the Location Server SHALL follow the notifier procedures for throttling and force as described in [IETF-EventThrottle]. The Location Server:

· SHALL, if "force" value is lower than the "throttle" value, adjust the "force" value to a value equivalent or higher than the "throttle" value.
· SHALL NOT generate notifications more frequent than the value in the “throttle” Event header, except when generating the notification either upon receipt of a SUBSCRIBE request, or upon subscription state changes. 

· SHALL generate notifications when the time since the most recent notification exceeds the value in the “force” header parameter, even when the filter condition is not fulfilled. The NOTIFY request SHALL contain the current location information of the Target.

· SHALL generate periodic notifications exactly at the specified time interval, if the values of “throttle” and “force” parameters are equivalent.

The Location Server MAY have a local throttling configuration setting that limits the rate at which notifications are generated (i.e. the shortest time period between two NOTIFY requests for a given Location Client). In this case, the Location Server SHALL NOT generate NOTIFY requests more often than the throttling configuration dictates, except when generating the notification either upon receipt of a SUBSCRIBE request or upon subscription state changes.

If the Location Server has a local throttling configuration setting and it is lower than the Location Client proposed throttle value, the Location Server MAY lower the Location Client proposed throttle value to the configured setting as described in [IETF-EventThrottle]. If the local throttling configuration setting is higher than the Location Client proposed throttle value, the Location Server SHALL apply the local throttling configuration setting and omit the throttle parameter from the NOTIFY request.
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