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1 Reason for Change

This CR proposes a parameter to support the 3rd Party Relative Location Request Procedure (Section 5.1.2.4). This CR also proposes to change the name of the request type parameter because the identical parameter name is already used in the triggered pause/resume procedure and it may make confusion. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to changes and update SUPL 3.0 ULP TS accordingly
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

5.1.2.4
Single Fix – 3rd Party Relative Location Request
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Figure 1: Single Fix - 3rd Party Relative Location Request
A. The SUPL Agent on the SET1 receives a request for a relative position of the Target SET2. The SET1 takes appropriate action to establish a secure TLS connection to the H-SLP1.

B. The SUPL Agent on the SET1 uses the default address provisioned by the Home Network to establish a secure TLS connection to the H-SLP1 and sends a SUPL SET INIT message to start a relative positioning session of the Target SET2. The SUPL SET INIT message contains the identity of Target SET2 (targetSETId) and the result type (resultType). The identity of Target SET2 (targetSETId) is used by the H-SLP1 to identify the home network (H-SLP2) of the Target SET2. The result type (resultType) indicates that the relative position of SET1 and target SET2 is to be calculated. It MAY also contain the desired QoP.
C. The H-SLP1 determines the relative location of SET1 and Target SET2. This may involve the use of other SLPs. The MLS enabler, LOCSIP enabler and SUPL procedures may be used for acquiring positions of SET1 and Target SET2. 
D. The H-SLP1 sends the SUPL END message containing the relative position of Target SET2 and SET1. SET1 SHALL release the TLS connection to the H-SLP1 and release all resources related to this session. The H-SLP1 SHALL release all resources related to this session.
NOTE: the SET1 MUST NOT release the secure TLS connection between steps B and D.
Change 2:  Another change

9.2.3
SUPL SET INIT

The SUPL SET INIT message is the initial message where a SET can initiate location request to another target SET.

	Parameter
	Presence
	Description

	Target SET ID
	M
	Identifies the Target SET to be located where a SET can initiate location request to another target SET.

	QoP
	O
	Desired Quality of Position

	ApplicationID
	O
	The identifier of the requesting application on the SET.

	Result Type
	CV
	Identify the requested position result type. This parameter can be of type:
· Absolute Position

· Relative Position

This parameter SHALL be included when the relative location is requested. It not present, the absolute position result is requested.


Table 1: SUPL SET INIT Message
Change 3:  etc

<insert change info here>













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

_1345248268.vsd
SUPL Agent/SET1


SET2


H-SLP1


H-SLP2


SUPL SET INIT (targetSETId, requestType=’relative’, QoP)


Data Connection Setup


SUPL END (relativePosition)


A


B


C


UT9


Positioning Procedure


D



_1363091667.vsd
SUPL Agent/SET1


SET2


H-SLP1


H-SLP2


SUPL SET INIT (targetSETId, resultType=’relative’, QoP)


Data Connection Setup


SUPL END (relativePosition)


A


B


C


UT9


Positioning Procedure


D



