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1 Reason for Change

This CR minimizes use of LCS and SUPL references.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

n/a.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes.
6 Detailed Change Proposal

Change 1:  Remove unnecessary use of references
1. Scope
(Informative)

---- UNCHANGED TEXT OMITTED  --------
2. References

---- UNCHANGED TEXT OMITTED  --------
3. Terminology and Conventions

3.1   Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

This is an informative document, which is not intended to provide testable requirements to implementations.

3.2  Definitions

	L3
	Interface between MPCs in 3GPP2 mobile networks. See also [3GPP2 X.S0002-0]

	Le
	Interface between Location Server and LCS Client in 3GPP mobile networks. See also [23.271 Rel-10]

	Lg
	Interface between Location Server and Core Network in 3GPP mobile networks. See also [23.271 Rel-10]

	Lr 
	Interface between Location Servers. See also [23.271 Rel-10]

	Location Server
	Software and/or hardware entity offering location capabilities. 

	SUPL Enabled Terminal (SET)
	A device that is capable of communicating with a SUPL network using the SUPL interface. Examples of this could be a UE in UMTS, an MS in GSM or CDMAIS-95, or a PC over an IP-based transport. See also [SUPL RD]

	SUPL Provider
	Mobile Network Operator, provides location assistance data to the SUPL Agent and optionally calculates the SET location. See also [SUPL RD]

	Target
	The entity being located. Can be a child, an employee, a friend, a machine, a car etc.

	Timing Advance
	Parameter in GSM network indicating distance between Base Station and terminal.

	Verinym
	True identity, i.e. MSISDN or IMSI, of the target or requestor.

	Civic address
	Description of a location by means of e.g Street name, Street number, Town and Country.


7.1 Abbreviations

	3GPP
	Third Generation Partnership Project

	3GPP2
	Third Generation Partnership Project 2

	CDMA
	Code Division Multiple Access

	OMA
	Open Mobile Alliance

	GMLC
	Gateway Mobile Location Center. See also  [23.271 Rel-10]

	GPS
	Global Positioning System

	IMSI
	International Mobile Subscriber Identity

	IP
	Internet Protocol

	LCS
	LoCation Services. See also [23.271 Rel-10]

	MLP
	Mobile Location Protocol, the protocol for the 3GPP Le interface. See also [23.271 Rel-10]

	MLS
	Mobile Location Service

	MPC
	Mobile Positioning Center

	MSISDN
	Mobile Subscriber ISDN Number

	PCE
	Privacy Checking Entity, equivalent to 3GPP PPR (Privacy Profile Register), responsible for checking the privacy settings of a target [23.271 Rel-10]. 

	PCP
	Location Privacy Checking Protocol, the protocol for the 3GPP Lpp and Lid interfaces. See also [23.271 Rel-10].

	PLMN
	Public Land Mobile Network.

	RLP
	Roaming Location Protocol, the protocol for the 3GPP Lr interface. See also [23.271 Rel-10]

	SUPL
	Secure User Plane Location


4. Introduction
(Informative)

OMA continues the work started in LIF (Location Interoperability Forum) and, at the same time, broadens its scope and maintains all location specifications owned by OMA.

The OMA Mobile Location Service V1.3 (MLS V1.3) consists of a set of location specifications complying with defined releases of 3GPP Release 6 LCS Specification. The set of specifications in MLS V1.3 consist of MLP and RLP. 

MLP describes the protocol between an MLS client and the Location Server. In the 3GPP context, MLP was chosen to be an instantiation of the stage 3 specifications for the Le reference point and [23.271 Rel-10].
RLP describes the protocol between two Location Servers. In the 3GPP context, RLP will be an instantiation of the stage 3 specifications for the Lr reference point and [23.271 Rel-10]. Additionally, RLP will be an instantiation of a reference point between SUPL Providers with the purpose to transport information between SUPL Providers to enable positioning of roaming SUPL Enabled Terminals. Examples of such information are coarse position used when generating GPS assistance data or the actual GPS assistance data. In the context of 3GPP2, RLP V1.1 will also be an instantiation of the L3 reference point i.e. the reference point between two MPCs [3GPP2 X.S0002-0]

---- UNCHANGED TEXT OMITTED  --------
5. MLS V1.3 release description 
(Informative)

---- UNCHANGED TEXT OMITTED  --------

6. Requirements
(Normative)

---- UNCHANGED TEXT OMITTED  --------
Appendix A. Change History
(Informative)

---- UNCHANGED TEXT OMITTED  --------

Appendix B. Use Cases
(Informative)

The basic use cases for MLP and RLP are described in [22.071 Rel-10], and [23.271 Rel-10]. Specific use cases for SUPL are shown in [SUPL RD], [SUPL 2.0 RD], and [SUPL 3.0 RD].  Additional use cases are given below.
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