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1 Reason for Change

The current TS ULP allows for multiple possible interpretations of what value should be sent in the TA field in the LTE LID. Some of these interpretations are useless for location purposes.

In 10.11.3 it says:

	>TA
	O
	Timing Advance, range: (0.. 1282) (as per [3GPP 36.321]).


But [36.321] only covers the Timing Advance Command, which provides a 6 bit adjustment  to the TA value used by the SET.

2.1.1.1 6.1.3.5         Timing Advance Command MAC Control Element

The Timing Advance Command MAC control element is identified by MAC PDU subheader with LCID as specified in table 6.2.1-1.
It has a fixed size and consists of a single octet defined as follows (figure 6.1.3.5-1):

-    R: reserved bit, set to "0";

-    Timing Advance Command: This field indicates the index value TA (0, 1, 2… 63) used to control the amount of timing adjustment that UE has to apply (see subclause 4.2.3 of [2]). The length of the field is 6 bits.
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Figure 6.1.3.5-1: Timing Advance Command MAC control element

This section does refer to 36.213 (“[2]” in the above passage) where it describes how the full 0..1282 range is described and the process of adjusting the TA by the 6-bit value in the TA Command is described. 
The problem with this is that it’s not clear which value the SET is supposed to be using. It is possible to interpret this as being okay to include just the 6-bit value mentioned in 36.321, or only the 11 bit TA received during a PRACH, as well as the intended meaning of the actual TA used by the SET.

After email discussion on the reflector, the proposed solution is to refer to 36.213 and also to explicitly state the value should be Nta/16 to avoid confusion with multiple uses of the term “timing advance” in the various referenced specs.

R01: Edited ASN.1 comments as well.

2 Impact on Backward Compatibility

It is possible that someone has already deployed SUPL SETs using one of the wrong interpretations, but unlikely.
3 Impact on Other Specifications

This change needs to be propagated to the TS ILP. It also needs to apply to SUPL2.1.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to CR and update TS ULP accordingly
6 Detailed Change Proposal

Change 1:  Adding new reference to 36.213
2.2 Normative References
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http://www.3gpp.org/ URL:http://www.3GPP.org/
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	[3GPP 33.222]
	3GPP TS 33.222, “Generic Authentication Architecture (GAA); Access to network application functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS)” 
URL:http://www.3gpp.org/
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	ITU-T Recommendation X.691: “Information technology – ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)”, 
URL:http://www.itu.int/ITU-T/ 
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	“Provisioning Content”, WAP Forum, WAP-183-ProvCont-20010724-a
URL:http://www.openmobilealliance.org/
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	“Pre-Shared Key Ciphersuites for Transport Layer Security (TLS)”, IETF RFC 4279, December 2005
URL:http://www.ietf.org/rfc/rfc4279.txt
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	OMA-WAP-ProvSC-V1_1-20040428-C, “WAP Provisioning Smart Card”, Open Mobile Alliance™
URL:http://www.openmobilealliance.org/
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URL:http://www.itu.int/ITU-T/studygroups/com17/languages/X694.pdf


Change 2:  Updating the LTE LID description
10.11.3 LTE Cell Info

The LTE Cell Info parameter defines the parameter of a LTE radio cell.

	Parameter
	Presence
	Value/Description

	LTE Cell Info
	-
	LTE Cell ID. Parameter definitions in [3GPP 36.321]. 

	>CellGlobalIdEUTRA
	M
	

	>>PLMN-Identity
	M
	

	>>>MCC
	M
	Mobile Country Code, range: (0..999)

	>>>MNC
	M
	Mobile Network Code, range: (0..999)

	>>CI
	M
	Cell Identity, length 28 bits.

	>PhysCellId
	M
	Physical Cell ID, range: (0..503)

	>TrackingAreaCode
	M
	Tracking Area Code, length 16 bits

	>RSRPResult
	O
	Reference Signal Received Power, range: (0..97)

	>RSRQPResult
	O
	Reference Signal Received Quality, range: (0..34)

	>TA
	O
	Currently used Timing Advance value, range: (0..1282) (NTA/16 as per [3GPP TS 36.213]).

	>Measured Results List EUTRA
	O
	Network Measurement Report for LTE ([3GPP LTE]).


Table 37: LTE Cell Info

Change 3:  Change to comment in LTE Cell Info in ASN.1
11.6 Common elements (SUPL Version 2)

Ver2-ULP-Components DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS Ver2-CellInfo-extension, MultipleLocationIds, SupportedNetworkInformation, CauseCode, UTRAN-GPSReferenceTimeAssistance, UTRAN-GPSReferenceTimeResult, SPCSETKey, SPCTID, SPCSETKeylifetime, UTRAN-GANSSReferenceTimeAssistance, UTRAN-GANSSReferenceTimeResult, GNSSPosTechnology, GANSSSignals, ThirdParty, ApplicationID, ReportingCap, Coordinate, CircularArea, EllipticalArea, PolygonArea;

IMPORTS


LocationId, PrimaryCPICH-Info, CellParametersID, FQDN

FROM ULP-Components;

MultipleLocationIds ::= SEQUENCE SIZE (1..maxLidSize) OF LocationIdData

LocationIdData ::= SEQUENCE {

locationId
LocationId,

relativetimestamp
RelativeTime OPTIONAL, -- if relativetimestamp is present, then data represents historical measurement, if absent, data represents current measurements

servingFlag  
BOOLEAN, -- if “true” measurements represent serving cell

...}

RelativeTime ::= INTEGER (0..65535) -- relative time to “current” Location Id in multiples of 0.01sec 

maxLidSize
INTEGER ::= 64

SupportedNetworkInformation ::= SEQUENCE {

  wLAN             

BOOLEAN,

  supportedWLANInfo  

SupportedWLANInfo OPTIONAL, 

  supportedWLANApsList  
SupportedWLANApsList OPTIONAL,

  gSM              

BOOLEAN,

  wCDMA            

BOOLEAN,

  supportedWCDMAInfo  
SupportedWCDMAInfo OPTIONAL, 

  cDMA             

BOOLEAN,

  hRDP             

BOOLEAN,

  uMB             

BOOLEAN,

  lTE             

BOOLEAN,

  wIMAX            

BOOLEAN,

  historic         

BOOLEAN,

  nonServing      

BOOLEAN,

  uTRANGPSReferenceTime  
BOOLEAN,

  uTRANGANSSReferenceTime  
BOOLEAN, 

  ...}

SupportedWLANInfo ::= SEQUENCE {

  apTP        BOOLEAN, -- AP transmit power

  apAG        BOOLEAN, -- AP antenna gain

  apSN        BOOLEAN, -- AP S/N received at SET

  apDevType   BOOLEAN, -- Device type

  apRSSI      BOOLEAN, -- AP signal strength at SET

  apChanFreq  BOOLEAN, -- AP channel/frequency of Tx/Rx
  apRTD       BOOLEAN, -- Round Trip Delay between SET and AP

  setTP       BOOLEAN, -- SET transmit power

  setAG       BOOLEAN, -- SET antenna gain
  setSN       BOOLEAN, -- SET S/N received at AP

  setRSSI     BOOLEAN, -- SET signal strength at AP

  apRepLoc    BOOLEAN, -- AP Location as reported by AP

  ...}

maxWLANApDataSize    INTEGER ::= 128

SupportedWLANApsList ::= SEQUENCE {

 supportedWLANApDataList     SEQUENCE (SIZE (1..maxWLANApDataSize)) OF SupportedWLANApData, 

 supportedWLANapsChannel11a  SupportedWLANApsChannel11a  OPTIONAL,

 supportedWLANapsChannel11bg SupportedWLANApsChannel11bg OPTIONAL,

 ...

}

SupportedWLANApsChannel11a ::= SEQUENCE { 

 ch34 
BOOLEAN,

 ch36 
BOOLEAN,

 ch38 
BOOLEAN,

 ch40 
BOOLEAN,

 ch42 
BOOLEAN,

 ch44 
BOOLEAN,

 ch46 
BOOLEAN,

 ch48 
BOOLEAN,

 ch52 
BOOLEAN,

 ch56 
BOOLEAN,

 ch60 
BOOLEAN,

 ch64  
BOOLEAN,

 ch149 
BOOLEAN,

 ch153 
BOOLEAN,

 ch157 
BOOLEAN,

 ch161 
BOOLEAN

}

SupportedWLANApsChannel11bg ::= SEQUENCE {

 ch1  BOOLEAN,

 ch2  BOOLEAN,

 ch3  BOOLEAN,

 ch4  BOOLEAN,

 ch5  BOOLEAN,

 ch6  BOOLEAN,

 ch7  BOOLEAN,

 ch8  BOOLEAN,

 ch9  BOOLEAN,

 ch10 BOOLEAN,

 ch11 BOOLEAN,

 ch12 BOOLEAN,

 ch13 BOOLEAN,

 ch14 BOOLEAN

}

SupportedWLANApData ::= SEQUENCE {

 apMACAddress  BIT STRING (SIZE (48)),

 apDevType  ENUMERATED {wlan802-11a(0), wlan802-11b(1), wlan802-11g(2), ...},

 ...}

SupportedWCDMAInfo ::= SEQUENCE {

  mRL    BOOLEAN, -- Measured Results List

  ...}

Ver2-CellInfo-extension ::= CHOICE {

  hrpdCell   HrpdCellInformation,

  umbCell    UmbCellInformation,

  lteCell    LteCellInformation,

  wlanAP     WlanAPInformation,

  wimaxBS    WimaxBSInformation,

  ...}

HrpdCellInformation ::= SEQUENCE {

  refSECTORID    BIT STRING(SIZE (128)) OPTIONAL, -- HRPD Sector Id

  refBASELAT     INTEGER(0..4194303), -- Base Station Latitude

  reBASELONG     INTEGER(0..8388607), -- Base Station Longitude

  refWeekNumber  INTEGER(0..65535), -- GPS Week Number

  refSeconds     INTEGER(0..4194303), -- GPS Seconds -- 

  ...}

UmbCellInformation ::= SEQUENCE {

  refSECTORID    
BIT STRING(SIZE (128)), -- UMB Sector Id

  refMCC  
INTEGER(0..999), -- Mobile Country Code

  refMNC  
INTEGER(0..999), -- Mobile Network Code

  refBASELAT     
INTEGER(0..4194303), -- Base Station Latitude

  reBASELONG     
INTEGER(0..8388607), -- Base Station Longitude

  refWeekNumber  
INTEGER(0..65535), -- GPS Week Number

  refSeconds     
INTEGER(0..4194303), -- GPS Seconds -- 

  ...}

-- LTE Cell info per 3GPP TS 36.331. --

-- If not otherwise stated info is related to serving cell --

LteCellInformation ::= SEQUENCE {

  cellGlobalIdEUTRA
 
CellGlobalIdEUTRA,

  physCellId

PhysCellId,

  trackingAreaCode

TrackingAreaCode,

  rsrpResult

RSRP-Range
OPTIONAL,

  rsrqResult

RSRQ-Range
OPTIONAL,

  tA      INTEGER(0..1282) OPTIONAL, -- Currently used Timing Advance value (NTA/16 as per [3GPP TS 36.213]).
  measResultListEUTRA   MeasResultListEUTRA OPTIONAL, --Neighbour measurements

  ...}

-- Measured results of neighbours cells per 3GPP TS 36.331 --

MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {

 physCellId PhysCellId,

 cgi-Info SEQUENCE {


cellGlobalId
CellGlobalIdEUTRA,


trackingAreaCode TrackingAreaCode

} OPTIONAL,

 measResult SEQUENCE {


rsrpResult
RSRP-Range
OPTIONAL,  -- Mapping to measured values


rsrqResult
RSRQ-Range
OPTIONAL,  -- in 3GPP TS 36.133


...

 }

}

PhysCellId ::=
 INTEGER (0..503)

TrackingAreaCode ::=
BIT STRING (SIZE (16))

CellGlobalIdEUTRA ::= SEQUENCE {

 plmn-Identity
PLMN-Identity,

 cellIdentity
CellIdentity,

 ...

}

PLMN-Identity ::= SEQUENCE {

 mcc MCC OPTIONAL,

 mnc MNC

}

CellIdentity ::= BIT STRING (SIZE (28))

MCC ::= SEQUENCE (SIZE (3)) OF MCC-MNC-Digit

MNC ::=
SEQUENCE (SIZE (2..3)) OF MCC-MNC-Digit

MCC-MNC-Digit ::= INTEGER (0..9)

RSRP-Range ::= INTEGER(0..97)

RSRQ-Range ::= INTEGER(0..34)

maxCellReport INTEGER ::= 8

WlanAPInformation ::= SEQUENCE { -- as per [IEEE 802.11v]
  apMACAddress       BIT STRING(SIZE (48)), -- AP MAC Address

  apTransmitPower    INTEGER(-127..128) OPTIONAL, -- AP transmit power in dbm

  apAntennaGain      INTEGER(-127..128) OPTIONAL, -- AP antenna gain in dBi

  apSignaltoNoise    INTEGER(-127..128) OPTIONAL, -- AP S/N received at SET

  apDeviceType       ENUMERATED {wlan802-11a(0), wlan802-11b(1), wlan802-11g(2), ...} OPTIONAL,

  apSignalStrength   INTEGER(-127..128) OPTIONAL, -- AP signal strength at SET

  apChannelFrequency INTEGER(0..256) OPTIONAL, -- AP channel/frequency of Tx/Rx
  apRoundTripDelay   RTD OPTIONAL, -- Round Trip Delay between SET and AP

  setTransmitPower   INTEGER(-127..128) OPTIONAL, -- SET transmit power in dBm

  setAntennaGain     INTEGER (-127..128) OPTIONAL, -- SET antenna gain in dBi

  setSignaltoNoise   INTEGER (-127..128) OPTIONAL, -- SET S/N received at AP

  setSignalStrength  INTEGER(-127..128) OPTIONAL, -- SET signal strength at AP

  apReportedLocation ReportedLocation OPTIONAL, -- AP Location reported by AP

  ...}

RTD ::= SEQUENCE { -- as per [IEEE 802.11v]
  rTDValue     INTEGER(0..16777216), -- measured RTD value corresponding to

-- about 500km in units of 1/10 of nanoseconds

  rTDUnits     RTDUnits, -- units of RTD

  rTDAccuracy  INTEGER(0..255) OPTIONAL, -- RTD accuracy

  ...}

RTDUnits ::= ENUMERATED {

  microseconds(0), hundredsofnanoseconds(1), tensofnanoseconds(2), nanoseconds(3), tenthsofnanoseconds(4), ...}

ReportedLocation ::= SEQUENCE { -- as per [IEEE 802.11v]
  locationEncodingDescriptor  LocationEncodingDescriptor,

  locationData        LocationData, -- location data field

  ...}

LocationEncodingDescriptor ::= ENUMERATED {

  lCI(0), aSN1(1), ...}

LocationData ::= SEQUENCE {

  locationAccuracy   INTEGER(0..4294967295) OPTIONAL,

  locationValue      OCTET STRING (SIZE(1..128)),

  ...}

WimaxBSInformation ::= SEQUENCE {  

  wimaxBsID 
WimaxBsID, 
-- WiMax serving base station ID

  wimaxRTD
WimaxRTD 
OPTIONAL, -- Round Trip Delay measurements

  wimaxNMRList
WimaxNMRList 
OPTIONAL, -- Network measurements

  ...}  

WimaxBsID ::= SEQUENCE {

  bsID-MSB
BIT STRING (SIZE(24)) OPTIONAL,

  bsID-LSB
BIT STRING (SIZE(24)),

...}

-- if only LSB is present, MSB is assumed to be identical to the current serving BS or clamped on network value

WimaxRTD ::= SEQUENCE {

  rTD
INTEGER (0..65535), -- Round trip delay of serving BS in units of 10 ns

  rTDstd
INTEGER (0..1023) OPTIONAL, -- Standard deviation of round trip delay in units of 10 ns

...}

WimaxNMRList ::= SEQUENCE  (SIZE (1..maxWimaxBSMeas)) OF WimaxNMR

WimaxNMR ::= SEQUENCE {

  wimaxBsID   WimaxBsID, 
-- WiMax BS ID for the measurement

  relDelay    INTEGER (-32768..32767) OPTIONAL, -- Relative delay for this neighbouring BSs to the serving cell in units of 10 ns

  relDelaystd  INTEGER (0..1023) OPTIONAL, -- Standard deviation of Relative delay in units of 10 ns

  rSSI        INTEGER (0..255) OPTIONAL, -- RSSI in 0.25 dBm steps, starting from -103.75 dBm

  rSSIstd     INTEGER (0..63) OPTIONAL, -- Standard deviation of RSSI in dB

  bSTxPower   INTEGER (0..255) OPTIONAL, -- BS transmit power in 0.25 dBm steps, starting from -103.75 dBm

  cINR        INTEGER (0..255) OPTIONAL, -- in dB

  cINRstd     INTEGER (0..63) OPTIONAL, -- Standard deviation of CINR in dB

  bSLocation  ReportedLocation OPTIONAL, -- Reported location of the BS

...}

maxWimaxBSMeas INTEGER ::= 32

UTRAN-GPSReferenceTimeAssistance ::= SEQUENCE {

utran-GPSReferenceTime
UTRAN-GPSReferenceTime,

gpsReferenceTimeUncertainty
INTEGER (0..127) OPTIONAL,

utranGPSDriftRate

UTRANGPSDriftRate OPTIONAL}

UTRAN-GPSReferenceTime ::= SEQUENCE {

-- For utran-GPSTimingOfCell values above 2322431999999 are not used in this version of the specification. Actual value utran-GPSTimingOfCell = (ms-part * 4294967296) + ls-part used on the downlink i.e. sent from the SLP to the SET

     utran-GPSTimingOfCell
SEQUENCE {

        ms-part 
INTEGER (0..1023),

        ls-part
INTEGER (0..4294967295)},


    modeSpecificInfo
CHOICE {



 fdd
SEQUENCE {



   referenceIdentity
PrimaryCPICH-Info},



 tdd
SEQUENCE {



   referenceIdentity
CellParametersID}} OPTIONAL,


    sfn
INTEGER (0..4095)}

UTRANGPSDriftRate ::= ENUMERATED {

      utran-GPSDrift0, utran-GPSDrift1, utran-GPSDrift2,

      utran-GPSDrift5, utran-GPSDrift10, utran-GPSDrift15,

      utran-GPSDrift25, utran-GPSDrift50, utran-GPSDrift-1,

      utran-GPSDrift-2, utran-GPSDrift-5, utran-GPSDrift-10,

      utran-GPSDrift-15, utran-GPSDrift-25, utran-GPSDrift-50}

UTRAN-GPSReferenceTimeResult ::= SEQUENCE {

-- For ue-GPSTimingOfCell values above 37158911999999 are not used in this version of the specification. Actual value utran-GPSTimingOfCell = (ms-part * 4294967296) + ls-part used on the uplink i.e. reported by the SET to the SLP 

     set-GPSTimingOfCell
SEQUENCE {

        ms-part 
INTEGER (0.. 16383),

        ls-part
INTEGER (0..4294967295)},


    modeSpecificInfo
CHOICE {



 fdd
SEQUENCE {



   referenceIdentity
PrimaryCPICH-Info},



 tdd
SEQUENCE {



   referenceIdentity
CellParametersID}} OPTIONAL,


    sfn
INTEGER (0..4095),

     gpsReferenceTimeUncertainty
INTEGER (0..127) OPTIONAL,

     ...}

UTRAN-GANSSReferenceTimeAssistance ::= SEQUENCE {

ganssDay INTEGER (0..8191) OPTIONAL,

ganssTimeID
INTEGER (0..15),

utran-GANSSReferenceTime
UTRAN-GANSSReferenceTime,

utranGANSSDriftRate
UTRANGANSSDriftRate
OPTIONAL}

UTRAN-GANSSReferenceTime ::= SEQUENCE {

     ganssTOD INTEGER (0..86399),

     utran-GANSSTimingOfCell
INTEGER (0..3999999)OPTIONAL,


    modeSpecificInfo
CHOICE {



 fdd
SEQUENCE {



   referenceIdentity
PrimaryCPICH-Info},



 tdd
SEQUENCE {



   referenceIdentity
CellParametersID}} OPTIONAL,


    sfn
INTEGER (0..4095),


    ganss-TODUncertainty INTEGER (0..127) OPTIONAL,

...}

UTRANGANSSDriftRate ::= ENUMERATED {

      utran-GANSSDrift0, utran-GANSSDrift1, utran-GANSSDrift2,

      utran-GANSSDrift5, utran-GANSSDrift10, utran-GANSSDrift15,

      utran-GANSSDrift25, utran-GANSSDrift50, utran-GANSSDrift-1,

      utran-GANSSDrift-2, utran-GANSSDrift-5, utran-GANSSDrift-10,

      utran-GANSSDrift-15, utran-GANSSDrift-25, utran-GANSSDrift-50}

UTRAN-GANSSReferenceTimeResult ::= SEQUENCE {

     ganssTimeID
INTEGER (0..15),

     set-GANSSReferenceTime
SET-GANSSReferenceTime,


    ...}

SET-GANSSReferenceTime ::= SEQUENCE {

-- Actual value [ns] = (ms-Part * 4294967296 + ls-Part) * 250

-- Actual values [ns] > 86399999999750 are reserved and are considered a
-- protocol error
            set-GANSSTimingOfCell
SEQUENCE {

                 ms-part
INTEGER (0..80),

                 ls-part
INTEGER (0..4294967295)} OPTIONAL,


    modeSpecificInfo
CHOICE {



 fdd
SEQUENCE {



   referenceIdentity
PrimaryCPICH-Info},



 tdd
SEQUENCE {



   referenceIdentity
CellParametersID}} OPTIONAL,


    sfn
INTEGER (0..4095),


    ganss-TODUncertainty INTEGER (0..127) OPTIONAL,

...}

GNSSPosTechnology ::= SEQUENCE {

  gps 

BOOLEAN,

  galileo 
BOOLEAN,

  sbas

BOOLEAN,

  modernized-gps
BOOLEAN,

  qzss

BOOLEAN,

  glonass
BOOLEAN,    

...}

-- indicates MS support for particular GANSS signals and frequencies coding according to parameter definition in section 10.9
GANSSSignals ::= BIT STRING {

  signal1 (0),

  signal2 (1),

  signal3 (2),

  signal4 (3),

  signal5 (4),

  signal6 (5),

  signal7 (6),

  signal8 (7)} (SIZE (1..8))

SPCSETKey ::= BIT STRING(SIZE (128))

SPCTID ::= SEQUENCE {

  rAND

BIT STRING(SIZE (128)),

  slpFQDN
FQDN,


...}

SPCSETKeylifetime ::= INTEGER (1..24) -- units in hours
CauseCode ::= ENUMERATED {

servingNetWorkNotInAreaIdList(0), sETCapabilitiesChanged(1), noSUPLCoverage(2), ...}

ThirdParty ::= SEQUENCE (SIZE (1..64)) OF ThirdPartyID
ThirdPartyID ::= CHOICE {


logicalName
IA5String(SIZE (1..1000)),


msisdn
OCTET STRING(SIZE (8)),


emailaddr
IA5String(SIZE (1..1000)),


sip-uri
VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | ":./-_~%#@?")) (SIZE (1..255)),


ims-public-identity
VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | ":./-_~%#@?")) (SIZE (1..255)),


min
BIT STRING(SIZE (34)), -- coded according to TIA-553


mdn
OCTET STRING(SIZE (8)),


uri
VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | "./-_~%#")) (SIZE (1..255)),

...}

ApplicationID ::= SEQUENCE {


appProvider IA5String(SIZE (1..24)), -- The application provider


appName IA5String(SIZE (1..32)), -- The application name


appVersion IA5String(SIZE (1..8)) OPTIONAL,  -- The application version

...}

ReportingCap ::= SEQUENCE {

  minInt
INTEGER (1..3600), -- units in seconds

  maxInt
INTEGER (1..1440) OPTIONAL, -- units in minutes

repMode
RepMode,

batchRepCap
BatchRepCap OPTIONAL, -- only used for batch and quasi real time reporting

...}

RepMode ::= SEQUENCE {

realtime 
BOOLEAN,

quasirealtime 
BOOLEAN,

batch 

BOOLEAN,

...}

BatchRepCap ::= SEQUENCE {

report-position
BOOLEAN, -- set to “true” if reporting of position is supported

report-measurements
BOOLEAN, -- set to “true” if reporting of measurements is supported

max-num-positions
INTEGER (1..1024) OPTIONAL,

max-num-measurements INTEGER (1..1024) OPTIONAL,

...}

Coordinate::= SEQUENCE {

 latitudeSign
ENUMERATED {north(0), south(1)},

 latitude
INTEGER(0..8388607),

 longitude
INTEGER(-8388608..8388607)} -- Coding as in [3GPP GAD]
CircularArea ::= SEQUENCE {

 coordinate
Coordinate,

 radius

INTEGER(1..1000000), -- radius in meters

 radius-min
INTEGER(1..1000000) OPTIONAL, -- hysteresis minimum radius

 radius-max
INTEGER(1..1500000) OPTIONAL} -- hysteresis maximum radius

EllipticalArea ::= SEQUENCE {

 coordinate
Coordinate,

 semiMajor
INTEGER(1..1000000), -- units in meters

 semiMajor-min
INTEGER(1..1000000) OPTIONAL, -- hysteresis minimum semiMajor

 semiMajor-max
INTEGER(1..1500000) OPTIONAL, -- hysteresis maximum semiMajor

 semiMinor
INTEGER(1..1000000), -- units in meters

 semiMinor-min
INTEGER(1..1000000) OPTIONAL, -- hysteresis minimum semiMinor

 semiMinor-max
INTEGER(1..1500000) OPTIONAL, -- hysteresis maximum semiMinor

 angle

INTEGER(0.. 179)} -- units in degrees – the angle is defined as the angle between the semi-major axis and North, increasing in a clockwise direction. An angle of 0 represents an ellipse with the semi-major axis pointing North/South while an angle of 90 represents an ellipse with the semi-major axis pointing East/West.

PolygonArea ::= SEQUENCE { 

 polygonDescription
PolygonDescription,

 polygonHysteresis
INTEGER(1..100000) OPTIONAL} -- units in meters

PolygonDescription ::= SEQUENCE (SIZE (3..15)) OF Coordinate

END













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 14)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 9 (of 14)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

