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1 Reason for Change

This CR corrects ASN.1 errors.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to LPPe 2.0 TS.
6 Detailed Change Proposal

6.2.2.1
Extension of LPP

The IE OMA-LPPe-MessageExtension carries version information and the actual data carried in the extension. A single OMA-LPPe-MessageExtension carries one extension message and all the LPPe information associated with that type. One OMA-LPPe-MessageExtension data type is carried within one EPDU-Body OCTET STRING parameter in an LPP message. Note that PER encoding rules in ITU X.691 [X.691] ensure that the encoded data type will be an integer number of octets.
-- ASN1START

OMA-LPPe-MessageExtension ::= SEQUENCE {


lppeCompatibilityLevel


OMA-LPPe-LPPeCompatibilityLevel,


lppeVersion





OMA-LPPe-LPPeVersion,


lppeMode





OMA-LPPe-LPPeMode,


messageExtensionBody


OMA-LPPe-MessageExtensionBody,


...
}

OMA-LPPe-LPPeCompatibilityLevel ::= INTEGER (0..15)

OMA-LPPe-LPPeVersion ::= SEQUENCE {


majorVersion

INTEGER(0..255),



minorVersion

INTEGER(0..255)

}

OMA-LPPe-LPPeMode ::= ENUMERATED {


normal,


reversed,


...

}

OMA-LPPe-MessageExtensionBody ::= CHOICE {



requestCapabilities


OMA-LPPe-RequestCapabilities, 











--Shall only be used in the EPDU in LPP RequestCapabilities



provideCapabilities


OMA-LPPe-ProvideCapabilities,











--Shall only be used in the EPDU in LPP ProvideCapabilities



requestAssistanceData

OMA-LPPe-RequestAssistanceData,











--Shall only be used in the EPDU in LPP RequestAssistanceData



provideAssistanceData

OMA-LPPe-ProvideAssistanceData, 









--Shall only be used in the EPDU in LPP ProvideAssistanceData



requestLocationInformation
OMA-LPPe-RequestLocationInformation, 









--Shall only be used in the EPDU in LPP RequestLocationInformation



provideLocationInformation
OMA-LPPe-ProvideLocationInformation, 










--Shall only be used in the EPDU in LPP ProvideLocationInformation



error





OMA-LPPe-Error, --Shall only be used in the EPDU in LPP Error



abort





OMA-LPPe-Abort, --Shall only be used in the EPDU in LPP Abort



...

}
-- ASN1STOP

	LPPe-Message Extension field descriptions

	lppeCompatibilityLevel

This field provides the compatibility level of the OMA LPP Extensions Release. The compatibility level in this version of LPPe is zero.

	majorVersion

This field provides the major version of the OMA LPP Extensions Release, i.e. in the version notation x.y the major version is x. The major version in this version of LPPe is one.

	minorVersion

This field provides the minor version of the OMA LPP Extensions Release, i.e. in the version notation x.y the minor version is y The minor version in this version of LPPe is one.

	lppeMode

This field qualifies the server and target roles defined in the LPP transaction ID.


6.5.8.1
WLAN AP Assistance Data

–
OMA-LPPe-WLAN-AP-ProvideAssistanceData

The OMA-LPPe-WLAN-AP-ProvideAssistanceData is used to provide assistance for UE-based and UE-assisted WLAN AP based methods.

-- ASN1START

OMA-LPPe-WLAN-AP-ProvideAssistanceData ::= SEQUENCE {



wlan-DataSet
SEQUENCE (SIZE (1..maxWLANDataSets)) OF OMA-LPPe-WLAN-DataSet
OPTIONAL,


wlan-AP-Error
OMA-LPPe-WLAN-AP-Error










OPTIONAL,


...,

-- version 2.0 extension elements

   ver2-0-WLAN-Group-Data
SEQUENCE (SIZE (1..ver2-0-maxWLANGroups)) OF OMA-LPPe-ver2-0-WLAN-Group-Data OPTIONAL,


ver2-0-server-tracking
NULL
OPTIONAL
}

maxWLANDataSets
INTEGER ::= 8
ver2-0-maxWLANGroups  INTEGER ::=  64
-- ASN1STOP

	OMA-LPPe-AP-ProvideAssistanceData field descriptions

	wlan-DataSet

This parameter provides data for up to 8 sets of WLAN APs, This parameter is optional.

	wlan-AP-Error

This parameter provides error information and may be included when an LPPe Provide Assistance Data is sent in response to an LPPe Request Assistance Data. It is allowed to include both a wlan-DataSet parameter and a wlan-AP-Error parameter (e.g. when only some requested WLAN assistance data is provided). This parameter is optional.

	ver2-0-WLAN-Group-Data

This parameter applies only to LPPe 2.0 and provides one or more sets of WLAN group data. The provided WLAN group data may apply to one or more WLAN APs provided via the wlan-DataSet parameter as indicated by inclusion of one or WLAN group IDs in the data provided for these APs. This parameter is optional. A target shall use the included WLAN group ID in each set of group data to identify whether it already has group data with the same WLAN Group ID. Any previous group data with the same WLAN group ID shall be deleted.

	ver2-0-server-tracking

This parameter indicates whether the server tracks WLAN assistance data sent to a target. A target need not indicate to a server its possession of any assistance data received previously that is tracked when sending an LPPe Request Assistance Data. This parameter is optional and encoded as a null value. Inclusion of the parameter indicates the server tracks data and omission indicates the server does not.


6.5.8.2
WLAN AP Assistance Data Elements

–
OMA-LPPe-WLAN-DataSet

The IE OMA-LPPe-WLAN-DataSet is used by the location server to provide WLAN AP information for one set of WLAN APs.

-- ASN1START

OMA-LPPe-WLAN-DataSet ::= SEQUENCE {


plmn-Identity



SEQUENCE {










mcc

SEQUENCE (SIZE (3)) 
OF INTEGER (0..9),










mnc

SEQUENCE (SIZE (2..3)) 
OF INTEGER (0..9)










}
OPTIONAL,


reference-point



OMA-LPPe-ReferencePoint

OPTIONAL,
--Cond APlocations


supported-channels-11a

Supported-Channels-11a
OPTIONAL,


supported-channels-11bg

Supported-Channels-11bg
OPTIONAL,


wlan-ap-list



SEQUENCE (SIZE (1..maxWLANAPs)) OF OMA-LPPe-WLAN-AP-Data,


...,

-- version 2.0 extension elements

ver2-0-defaultVendorOrOperator
OMA-LPPe-VendorOrOperatorID



OPTIONAL,


ver2-0-WLAN-Group-IDs


SEQUENCE (SIZE (1..ver2-0-maxWLANGroupIDs)) OF OMA-LPPe-ver2-0-WLAN-GroupID
OPTIONAL,


ver2-0-validity-period


OMA-LPPe-ValidityPeriod




OPTIONAL,


ver2-0-purge-time



INTEGER (1..4096)





OPTIONAL



}

maxWLANAPs
INTEGER ::= 128
ver2-0-maxWLANGroupIDs

INTEGER ::= 16
Supported-Channels-11a ::= SEQUENCE { 


ch34 
BOOLEAN,


ch36 
BOOLEAN,


ch38 
BOOLEAN,


ch40 
BOOLEAN,


ch42 
BOOLEAN,


ch44 
BOOLEAN,


ch46 
BOOLEAN,


ch48 
BOOLEAN,


ch52 
BOOLEAN,


ch56 
BOOLEAN,


ch60 
BOOLEAN,


ch64  
BOOLEAN,


ch149 
BOOLEAN,


ch153 
BOOLEAN,


ch157 
BOOLEAN,


ch161 
BOOLEAN

}

Supported-Channels-11bg ::= SEQUENCE {


ch1  BOOLEAN,


ch2  BOOLEAN,


ch3  BOOLEAN,


ch4  BOOLEAN,


ch5  BOOLEAN,


ch6  BOOLEAN,


ch7  BOOLEAN,


ch8  BOOLEAN,


ch9  BOOLEAN,


ch10 BOOLEAN,


ch11 BOOLEAN,


ch12 BOOLEAN,


ch13 BOOLEAN,


ch14 BOOLEAN

}

-- ASN1STOP

	Conditional presence
	Explanation

	APlocations
	The field is mandatory when one or more WLAN AP locations are provided for the WLAN AP set and a default reference point is not provided in LPPe common IEs.


	OMA-LPPe-WLAN-DataSet field descriptions

	plmn-Identity

This field identifies any PLMN operator who manages the WLAN APs via any wide area PLMN owned by the operator and accessible from each of the WLAN APs. PLMN ID is defined in [23.003]. This field is optional.

	reference-point

This field specifies a reference location for the locations of the WLAN APs in the data set. If this field is absent, the reference location is provided by the default reference point in LPPe common IEs.

	supported-Channels-11a

This parameter defines the superset of all channels supported by all WLAN APs in the data set of type 801.11a. This parameter is optional.

	supported-Channels-11bg

This parameter defines the superset of all channels supported by all WLAN APs in the data set of type 801.11b or 802.11g. This parameter is optional.

	wlan-ap-list

This parameter provides information for one or more WLAN APs in the data set.

	ver2-0-defaultVendorOrOperator

This parameter applies only to LPPe 2.0 and provides the vendor or operator who is the source for all WLAN related data provided by the OMA-LPPe-WLAN-DataSet. This parameter is optional.

	ver2-0-WLAN-Group-Data-IDs

This parameter applies only to LPPe 2.0 and provides up to 16 WLAN group IDs identifying corresponding sets of WLAN group data that apply to all WLAN APs identified in the wlan-ap-list parameter. The different sets of WLAN group data may have been provided in the OMA-LPPe-WLAN-AP-ProvideAssistanceData and/or may already be known to a target from previous WLAN assistance data. This parameter is optional.

	ver2-0-validityPeriod

This parameter applies only to LPPe 2.0 and provides the validity period for the provided WLAN data.

	ver2-0-purgePeriod

This parameter applies only to LPPe 2.0 and provides a period after which all WLAN data provided in the OMA-LPPe-WLAN-DataSet data type shall be purged from the target. The period starts at receipt of the data and is defined in units of 15 minutes in the range 1 to 4096 (corresponding to just over 39 days).


NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2014 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20100101-I]

© 2014 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20100101-I]

