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1 Reason for Change

To make sure MLP3.4 is usable over L0 between an LRF and GMLC.
2 Impact on Backward Compatibility

Change is being done via addition of a new optional element, which should be the most backward-compatible approach.
3 Impact on Other Specifications

Requires propagation up to MLP3.5.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

MLP3.4 allows a “target_serving_node” to be included in an eme_lir or the eme_pos. This allows an LRF to indicate to a GMLC which serving node it should query to locate the UE. It also allows the GMLC to report a change of serving node back to the LRF, in the event of a handover. Supported target serving node types include MMEs, and SGSNs:

	<!ELEMENT
	target_serving_node
	(vmscid | mme_name | sgsnid | sgsn_name)>


In the case of mme_name and sgsn_name, the fields are FQDNs, which can be used for Diameter addressing. 

mme_name
	Description:

	This element defines the name of the target MME.

	Type:
	Element

	Format:
	Char String

	Defined values:
	fqdn

	Default value:
	

	Example:
	<mme_name>mmename.operatorname.pub.3gppnetwork.org</mme_name>

	Note:
	


The problem, however, is that in order to reliably route Diameter messages, a Diameter realm is also required, and this may not be easily derivable from the name. This problem makes it difficult to support the SLg Diameter interface (to MMEs) and the Lgd Diameter interface (to SGSNs).

There are a number of different ways we could address this. The easiest would be to add in a new optional diameter_realm element, which should be included whenever mme_name or sgsn_name is used. 

	<!ELEMENT
	eme_pos
	(msid+, (pd | poserr)?, esrd?,
 esrk?, trans_id?, serving_cell?, target_serving_node?,diameter_realm?)>


This has the advantage that it works with both the mme_name and sgsn_name and doesn’t change the structure of either (and hence aids backwards compatibility).

6 Detailed Change Proposal

Change 1:  Addition of diameter_realm to eme_pos
5.2.2.3 Location Element Definitions

	<!-- MLP_LOC -->

	<!--

MLP V3.4 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2011
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_xxx PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_xxx>

      ...

   </svc_xxx>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	

	
	
	

	<!ELEMENT
	pos
	(msid, (pd | poserr),
 gsm_net_param?, trans_id? , add_info?)>

	<!ATTLIST
	pos
	

	
	pos_method (CELL | OTDOA | GPS | A-GPS | GNSS | 

A-GNSS | E-OTD | U-TDOA | AFLT | EFLT | E-CID | UNKNOWN | OTHER)
	#IMPLIED

	
	result_type (INTERMEDIATE | FINAL)
	"FINAL">

	<!ELEMENT
	eme_pos
	(msid+, (pd | poserr)?, esrd?,
 esrk?, trans_id?, serving_cell?, target_serving_node?, diameter_realm?)>

	<!ATTLIST
	eme_pos
	

	
	pos_method (CELL | OTDOA | GPS | A-GPS | GNSS | A-GNSS | E-OTD | U-TDOA | AFLT | EFLT | E-CID | UNKNOWN | OTHER)
	#IMPLIED

	
	result_type (INTERMEDIATE | FINAL)
	"FINAL">

	<!ELEMENT
	trl_pos
	(msid, reference_object*, (pd | poserr | time))>

	<!ATTLIST
	trl_pos
	

	
	trl_trigger (PERIODIC | MS_AVAIL | CHANGE_AREA | VELOCITY | DISTANCE | EQUIDISTANCE)
	#REQUIRED

	
	pos_method (CELL | OTDOA | GPS | A-GPS | GNSS | A-GNSS | E-OTD | U-TDOA | AFLT | EFLT | E-CID | UNKNOWN | OTHER)
	#IMPLIED>

	<!ELEMENT
	pd
	(time, (shape | civicloc | (shape, civicloc)), MapData?, (alt, alt_unc?)?,
 speed?, direction?, lev_conf?, qos_not_met?, MotionStateList?)>

	<!ELEMENT
	poserr
	(result, add_info?, time)>

	<!ELEMENT
	MapData
	(Base64Map | url)>

	<!ELEMENT
	Base64Map
	(#PCDATA)>

	<!ELEMENT
	MapRequest
	(Width?, Height?, Zoom?)>

	<!ATTLIST
	MapRequest
	

	
	MapdataType (MAP | URL)
	"MAP"

	
	MimeType (GIF | JPEG |  PNG  | TIFF )
	"GIF">

	<!ELEMENT
	Width
	(#PCDATA)>

	<!ELEMENT
	Height
	(#PCDATA)>

	<!ELEMENT
	Zoom
	(#PCDATA)>

	<!ATTLIST
	Zoom
	

	
	ZoomType (KILOMETER | METER | MILE | INCH)
	"KILOMETER">

	<!ELEMENT
	time
	(#PCDATA)>

	<!ATTLIST
	time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	alt
	(#PCDATA)>

	<!ELEMENT
	alt_unc
	(#PCDATA)>

	<!ELEMENT
	civicloc
	(civicloc_element+)>

	<!ATTLIST
	civicloc
	

	
	xml:lang CDATA
	#IMPLIED>

	<!ELEMENT
	civicloc_element
	(#PCDATA)>

	<!ATTLIST
	civicloc_element
	

	
	element_type (COUNTRY | A1 | A2 | A3 | A4 | A5 | A6 | PRD | POD | STS | HNO | HNS | LMK | LOC | FLR | NAM | PC | BLD | UNIT | ROOM | PLC | PCN | POBOX | ADDCODE | SEAT | RD | RDSEC | RDBR | RDSUBBR | PRM | POM)
	#REQUIRED

	
	xml:lang CDATA 
	#IMPLIED>

	<!ELEMENT
	MotionStateList
	(PrimaryMotionState, SecondaryMotionState*, Confidence)>

	<!ELEMENT
	PrimaryMotionState
	(MotionState)>

	<!ELEMENT
	SecondaryMotionState
	(MotionState)>

	<!ELEMENT
	MotionState
	(#PCDATA)>

	<!ELEMENT
	Confidence
	(#PCDATA)>

	<!ELEMENT
	qos_not_met
	EMPTY>

	<!ELEMENT
	direction
	(#PCDATA)>

	<!ELEMENT
	speed
	(#PCDATA)>

	<!ELEMENT
	lev_conf
	(#PCDATA)>

	<!ELEMENT
	geo_info
	(CoordinateReferenceSystem)>

	<!ATTLIST
	geo_info
	

	
	requested_positiondata ( SHAPE |CIVICLOC | SHAPE_AND_CIVICLOC)
	"SHAPE"

	
	Strict (YES | NO)
	"YES">

	<!ELEMENT
	CoordinateReferenceSystem
	(Identifier)>

	<!ELEMENT
	Identifier
	(code, codeSpace, edition)>

	<!ELEMENT
	code
	(#PCDATA)>

	<!ELEMENT
	codeSpace
	(#PCDATA)>

	<!ELEMENT
	edition
	(#PCDATA)>

	<!ELEMENT
	service_coverage
	((cc, ndc*)+)>

	<!ELEMENT
	MotionStateRequest
	EMPTY>

	<!ELEMENT
	serving_cell
	(cgi | sai | (mcc, mnc, lte_ci))>

	<!ELEMENT
	sai
	(mcc, mnc, lac, sac)>

	<!ELEMENT
	sac
	(#PCDATA)>

	<!ELEMENT
	lte_ci
	(#PCDATA)>


Change 2:  Addition of diameter_realm to eme_lir
5.2.3.3.1 Emergency Location Immediate Request DTD

	<!-- MLP_EME_LIR -->

	<!--

MLP V3.4 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2011
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.param
	"">

	
	
	

	<!ELEMENT
	eme_lir
	((msids | (msid+, gsm_net_param?, trans_id?, esrd?, esrk? , supl_support_params?, target_serving_node?, diameter_realm?)+), eqop?, geo_info?, loc_type? , pushaddr?, MapRequest? %extension.param;)>

	<!ATTLIST
	eme_lir 
	

	
	ver CDATA
	#FIXED "3.4.0"

	
	res_type (SYNC | ASYNC)
	"SYNC">


Change 3:  Addition of diameter_realm definition
5.2.2.2 Function Element Definitions

	<!-- MLP_FUNC -->

	<!--

MLP V3.4 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2011
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	

	
	
	

	<!ELEMENT
	eme_event
	(eme_pos+)>

	<!ATTLIST
	eme_event
	

	
	eme_trigger (EME_ORG | EME_REL | EME_HO)
	#REQUIRED>

	<!ELEMENT
	tlrr_event
	(ms_action | change_area | velocity_event | distance_event | equidistance_event)>

	<!ELEMENT
	ms_action
	EMPTY>

	<!ATTLIST
	ms_action
	

	
	type (MS_AVAIL)
	#REQUIRED>

	<!ELEMENT
	change_area
	(target_area, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	change_area
	

	
	type (MS_ENTERING | MS_LEAVING | MS_WITHIN_AREA | MS_OUTSIDE_AREA)
	#REQUIRED

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	velocity_event
	(target_speed, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	velocity_event
	

	
	type (Increasing_Above | Above | Decreasing_Below | Below)
	#REQUIRED

	
	vel_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	distance_event
	(target_distance,reference_object+, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	distance_event
	

	
	type (ENTERING_DISTANCE | LEAVING_DISTANCE | WITHIN_DISTANCE | OUTSIDE_DISTANCE)
	#REQUIRED

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	equidistance_event
	(target_equidistance, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	equidistance_event
	

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	target_area
	(shape | (shape, civicloc) | civicloc | cc | plmn | name_area)>

	<!ELEMENT
	target_speed
	(speed)>

	<!ELEMENT
	target_distance
	(#PCDATA)>

	<!ELEMENT
	target_equidistance
	(#PCDATA)>

	<!ELEMENT
	reference_object
	(msid)>

	<!ELEMENT
	no_of_reports
	(#PCDATA)>

	<!ELEMENT
	minimumIntervalTime
	(#PCDATA)>

	<!ELEMENT
	name_area
	(#PCDATA)>

	<!ELEMENT
	plmn
	(mcc, mnc)>

	<!ELEMENT
	interval
	(#PCDATA)>

	<!ELEMENT
	loc_type
	batch_cond?>

	<!ATTLIST
	loc_type
	

	
	type (CURRENT | LAST |CURRENT_OR_LAST | LAST_OR_CURRENT | INITIAL | CURRENT_AND_INTERMEDIATE)
	"CURRENT"

	
	per_type (REALTIME | QUASIREALTIME | BATCH)
	"REALTIME">

	<!ELEMENT
	batch_cond
	(#PCDATA)>

	<!ATTLIST
	batch_cond
	

	
	batch_type (MEASUREMENTS | MINUTES | ENDOFSERVICE )  
	"ENDOFSERVICE">

	<!ELEMENT
	prio
	EMPTY>

	<!ATTLIST
	prio
	

	
	type (NORMAL | HIGH)
	"NORMAL">

	<!ELEMENT
	pushaddr
	(url, id?, pwd?)>

	<!ELEMENT
	req_id
	(#PCDATA)>

	<!ELEMENT
	start_time
	(#PCDATA)>

	<!ATTLIST
	start_time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	stop_time
	(#PCDATA)>

	<!ATTLIST
	stop_time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	duration
	(#PCDATA)>

	<!ELEMENT
	url
	(#PCDATA)>

	<!ELEMENT
	time_remaining
	(#PCDATA)>

	<!ELEMENT
	lcs_ref
	(#PCDATA)>

	<!ELEMENT
	supl_support_params
	(ip_address?, shape?)>

	<!ELEMENT
	ip_address
	(#PCDATA)>

	<!ELEMENT
	trigger_data
	(req_id, msid+, tlrr?)>

	<!ELEMENT
	target_serving_node
	(vmscid | mme_name | sgsnid | sgsn_name)>

	<!ELEMENT
	mme_name
	(#PCDATA)>

	<!ELEMENT
	sgsnid
	(cc?, ndc?, sgsnno)>

	<!ELEMENT
<!ELEMENT
	sgsn_name
diameter_realm
	(#PCDATA)>
(#PCDATA)>

	<!ELEMENT

<!ELEMENT
	query_id

locationserver_address
	(#PCDATA)>

(url)>


Change 4:  Addition of diameter_realm definition
5.3.X diameter_realm
	Description:

	This element defines the realm of a Diameter target_serving_node.

	Type:
	Element

	Format:
	Char String

	Defined values:
	fqdn

	Default value:
	

	Example:
	<diameter_realm>operatorname.pub.3gppnetwork.org</diameter_realm>

	Note:
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