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1 Reason for Change

The current version of SUPL 2.0 does not support 5G NR positioning methods which were added in Release 16 by 3GPP RAN. These positioning methods comprise the following and are defined in 3GPP TS 38.305.
· DL-TDOA

· DL-AoD

· Multi-RTT

· NR E-CID (downlink)

· UL-TDOA

· UL-AoA
To support these position methods, it must be possible for an SLP to indicate one of these position methods in the Positioning Method parameter in a SUPL INIT, SUPL RESPONSE or SUPL TRIGGERED RESPONSE. A SET also needs to be able to indicate support for one or more of these position methods in the SET Capabilities parameter. These indications will enable a SET to request assistance data early on in a SUPL session (e.g. in a SUPL POS INIT) and will allow an SLP to decide to, or prepare to, use a positioning method supported by the SET prior to transfer of SET LPP capabilities to an SLP. For position methods (e.g. Multi-RTT, UL-AoA, UL-TDOA) in which uplink measurements need to be obtained by an SLP in the serving network for a SET, a SET can also provide a serving AMF identifier to the SLP (if one of these position methods is indicated by the SLP) to enable the SLP to request uplink transmission from the SET via a serving gNB.
This CR is fully backward compatible with the current version of SUPL 2.0 and hence the CR is proposed as a “bug fix” to avoid a major or minor version change.

2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

SUPL 2.0 TS ILP, SUPL 2.1, SUPL 3.0
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed changes and update SUPL 2.0 TS ULP accordingly.
6 Detailed Change Proposal

2.1 Normative References

	[3GPP 11.11]
	3GPP TS 11.11 “Specification of the Subscriber Identity Module –Mobile Equipment (SIM – ME) interface”
URL:http://www.3gpp.org/

	[3GPP 23.003]
	3GPP TS 23.003. “Numbering, addressing and identification”,

URL:http://www.3GPP.org/

	[3GPP 23.038]
	3GPP TS 23.038, “Alphabets and language-specific information”, 
URL:http://www.3GPP.org/

	[3GPP 23.167]
	3GPP TS 23.167, “IP Multimedia Subsystem (IMS) emergency sessions”, 
URL:http://www.3GPP.org/

	[3GPP 24.109]
	3GPP TS 24.109, “Bootstrapping interface (Ub) and Network application function interface (Ua)”, 
URL:http://www.3gpp.org/

	[3GPP 24.501]
	3GPP TS 24.501, “Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3”
URL:http://www.3gpp.org/

	[3GPP 25.225]
	3GPP TS 25.225 “Physical Layer Measurements (TDD)”
URL:http://www.3gpp.org/

	[3GPP 31.101]
	3GPP TS 31.101, “UICC-terminal interface; Physical and logical characteristics”
URL:http://www.3gpp.org/

	[3GPP 31.102]
	3GPP TS 31.102, “Universal Subscriber Identity Module (USIM) application”
URL:http://www.3gpp.org/

	[3GPP 33.220]
	3GPP TS 33.220, “Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture”
URL:http://www.3gpp.org/

	[3GPP 33.222]
	3GPP TS 33.222, “Generic Authentication Architecture (GAA); Access to network application functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS)” 
URL:http://www.3gpp.org/

	[3GPP 36.213]
	3GPP TS 36.213, “ Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures”
URL:http://www.3GPP.org/

	[3GPP 36.321]
	3GPP TS 36.321, “ Evolved Universal Terrestrial Radio Access (E-UTRA) Medium Access Control (MAC) protocol specification”
URL:http://www.3GPP.org/

	[3GPP 38.133]
	3GPP TS 38.133, “NR; Requirements for support of radio resource management”
URL:http://www.3GPP.org/

	[3GPP 38.213]
	3GPP TS 38.213, “NR; Physical layer procedures for control”
URL:http://www.3GPP.org/

	[3GPP 38.413]
	3GPP TS 38.413, “NG-RAN; NG Application Protocol (NGAP)”
URL:http://www.3GPP.org/

	[3GPP 49.031]
	3GPP TS 49.031 “Base Station System Application Part LCS Extension (BSSAP-LE)”

URL:http://www.3GPP.org/ 

	[3GPP GAD]
	3GPP TS 23.032, “Universal Geographical Area Description (GAD)”, 
URL:http://www.3GPP.org

	[3GPP LPP]
	3GPP TS 36.355 “Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol (LPP)”
URL:http://www.3gpp.org/

	[3GPP LTE]
	3GPP TS 36.331 “Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification”
URL:http://www.3GPP.org/

	[3GPP NR]
	3GPP TS 38.331 “NR; Radio Resource Control (RRC) protocol specification”,
URL:http://www.3GPP.org/

	[3GPP RRC]
	3GPP TS 25.331, “Radio Resource Control (RRC) Protocol Specification”,
URL:http://www.3GPP.org/

	[3GPP RRLP]
	3GPP TS 44.031, “Location Services (LCS); Mobile Station (MS) – Serving Mobile Location Centre (SMLC) Radio Resource LCS Protocol (RRLP)”, 
URL:http://www.3GPP.org/

	[3GPP2 HRPD]
	3GPP2 C.S0024-A Version 3.0, September 2006; cdma2000 High Rate Packet Data Air Interface Specification,
URL:http://www.3GPP.org/

	[3GPP2 S.S0109]
	3GPP2 S.S0109-A, “Generic Bootstrapping Architecture (GBA) Framework, V1.0, February 2008, 
URL:http://www.3gpp2.org/

	[3GPP2 S.S0114]
	3GPP2 S.S0114-A, “Security Mechanisms using GBA”, Version 1.0, February 2008, 
URL:http://www.3gpp2.org/

	[3GPP2 UMB]
	3GPP2 C.S0084-006 Version 2.0, August 2007, “Connection Control Plane for Ultra Mobile Broadband (UMB) Air Interface Specification”,

URL:http://www.3gpp2.org/

	[3GPP2 X.S0049-0]
	3GPP2 X.S0049-0, “All-IP Network Emergency Call Support ”, Version 1.0, February 2008, 
URL:http://www.3gpp2.org/

	[ASN.1]
	ITU-T Recommendation X.680: “Information technology – Abstract Syntax Notation One, (ASN.1): Specification of basic notation”,
URL:http://www.itu.int/ITU-T/

	[HMAC]
	HMAC: Keyed-Hashing for Message Authentication, Krawczyk, H. et al, IETF RFC 2104, February 1997
URL:http://www.ietf.org

	[IEEE 802.11]
	IEEE 802.11

URL:http://www.ieee.org

	[IEEE 802.11v]
	“Wireless Network Management” Standard, IEEE 802.11v 
URL:http://www.ieee.org
NOTE: The reference IEEE draft is a work in progress.

	[IEEE 802.16-2004]
	IEEE Std 802.16-2004, “IEEE Standard for Local and metropolitan area networks, Part 16: Air Interface for Fixed and Mobile Broadband Wireless Access Systems”, IEEE, 01-Oct-2004 
URL:http://www.ieee802.org/16/published.html 

	[IEEE 802.16e-2005]
	IEEE Std 802.16e-2005 and IEEE Std 80216-2004/Cor1-2005, “IEEE Standard for Local and metropolitan area networks, Part 16: Air Interface for Fixed and Mobile Broadband Wireless Access Systems, Amendment 2: Physical and Medium Access Control Layers for Combined Fixed and Mobile Operation in Licensed Bands, And Corrigendum 1”, IEEE, 28-Feb-2006 
URL:http://www.ieee802.org/16/published.html

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, 
URL:http://www.openmobilealliance.org/

	[NWG 1.2.0 stage 2]
	“WiMAX Forum Network Architecture, Stage 2: Architecture Tenets, Reference Model and Reference Points”, Release 1, Version 2.0, WiMAX Forum, 11-Jan-2008 
URL:http://www.wimaxforum.org/technology/documents/

	[NWG 1.2.0 stage3]
	“WiMAX Forum Network Architecture, Stage 3: Detailed Protocols and Procedures”, Release 1 Version 2.0, WiMAX Forum, 11-Jan-2008 
URL:http://www.wimaxforum.org/technology/documents/

	[OMA PUSH]
	OMA WAP-251-PushMessage-20010322-a, “Push Message”, Open Mobile Alliance™.
URL:http://www.openmobilealliance.org/

	[OMA-DM]
	“OMA Device Management Enabler Release ”, Version 1.2, Open Mobile Alliance(,
URL:http://www.openmobilealliance.org/

	[OMA-LPPe]
	“LPP Extension Specification”, Open Mobile Alliance(, URL:http://www.openmobilealliance.org/

	[OMAOPS]
	“OMA Organization and Process”, Version 1.6, Open Mobile Alliance™, 
URL:http://www.openmobilealliance.org/

	[OMNA]
	http://www.openmobilealliance.org/Tech/OMNA/ 

	[PER]
	ITU-T Recommendation X.691: “Information technology – ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)”, 
URL:http://www.itu.int/ITU-T/ 

	[PROVCONT]
	“Provisioning Content”, WAP Forum, WAP-183-ProvCont-20010724-a
URL:http://www.openmobilealliance.org/

	[PSK-TLS]
	“Pre-Shared Key Ciphersuites for Transport Layer Security (TLS)”, IETF RFC 4279, December 2005
URL:http://www.ietf.org/rfc/rfc4279.txt

	[RFC 2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC 3546]
	“Transport Layer Security (TLS) Extensions”, S. Blake-Wilson et al, June 2003,
URL:http://www.ietf.org/rfc/rfc3546.txt

	[RFC 3825]
	“Dynamic Host Configuration Protocol Option for Coordinate-based Location Configuration Information”, J. Polk, J. Schnizlein, M. Linsner, July 2004, 
URL:http://www.ietf.org/rfc/rfc3825.txt

	[RFC 4279]
	“Pre-Shared Key Ciphersuites for Transport Layer Security (TLS)”, P. Eronen, H. Tschofenig, December 2005, URL:http://www.ietf.org/rfc/rfc4279.txt

	[RFC 6655]
	" AES-CCM Cipher Suites for Transport Layer Security (TLS)", IETF RFC 6655, July 2012, URL:http://www.ietf.org/rfc/rfc6655.txt

	[SIP PUSH]
	“SIP_Push”, Version 1.0, Open Mobile Alliance™. OMA-ERP_SIP_PUSH-V1_0,
URL:http://www.openmobilealliance.org/

	[SUPL2 ILP TS]
	“Internal Location Protocol”, Version 2.0, Open Mobile Alliance™, OMA-TS-ILP-V2_0,
URL:http://www.openmobilealliance.org/

	[SUPLAD1]
	“Secure User Plane Location Architecture”, Version 1.0, Open Mobile Alliance™, OMA-AD-SUPL-V1_0, 
URL:http://www.openmobilealliance.org/

	[SUPLAD2]
	“Secure User Plane Location Architecture”, Version 2.0, Open Mobile Alliance™, OMA-AD-SUPL-V2_0, 
URL:http://www.openmobilealliance.org/

	[SUPLRD2]
	“Secure User Plane Location Requirements”, Version 2.0, Open Mobile Alliance™, OMA-RD-SUPL-V2_0, 
URL:http://www.openmobilealliance.org/

	[TIA-41]
	3GPP2 X.S0004-E v1.0, “Wireless Radiotelecommuncations Intersystem
Operations”, March 2004, 
URL:http://www.3gpp2.org/Public_html/specs/

	[TIA-553]
	Mobile Station –Land Station Compatibility Specification (AMPS), September 1989

URL:http://www.tiaonline.org/standards/ 

	[TIA-637]
	3GPP2 C.S0015-B v1.0, “Short Message Service (SMS) For Wideband Spread Spectrum Systems – Release B” June 2004, 
URL:http://www.3gpp2.org/Public_html/specs/

	[TIA-801]
	C.S0022, Position Determination Service for cdma2000 Spread Spectrum Systems

URL:http://www.3gpp2.org/Public_html/specs/

	[TLS]
	“The Transport Layer Security (TLS) Protocol Version 1.1”, IETF RFC 4346, April 2006
URL:http://www.ietf.org/rfc/rfc4346.txt

	[TLS 1.2]
	“The Transport Layer Security (TLS) Protocol Version 1.2”, IETF RFC 5246, August 2008
URL:http://www.ietf.org/rfc/rfc5246.txt

	[TLS-AES]
	“Advanced Encryption Standard (AES) Ciphersuites for Transport Layer Security (TLS)”, IETF RFC 3268, June 2002
URL:http://www.ietf.org/rfc/rfc3268.txt

	[WAP Cert]
	OMA WAP-211-WAPCert, “WAP Certificate profile Specification”, Open Mobile Alliance(,
URL:http://www.openmobilealliance.org/

	[WAP PAP]
	OMA-WAP-TS-PAP-V2_2-20071002-C, “Push Access Protocol”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[WAP POTAP]
	OMA-TS-PushOTA-V2_2-20071002-C, “Push Over The Air”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[WAP PROVSC]
	OMA-WAP-ProvSC-V1_1-20040428-C, “WAP Provisioning Smart Card”, Open Mobile Alliance™
URL:http://www.openmobilealliance.org/

	[WAP TLS]
	OMA WAP-219-TLS, “ WAP TLS Profile and Tunneling Specification”, Open Mobile Alliance™
URL:http://www.openmobilealliance.org/

	[WAP WDP]
	“WAP Wireless Datagram Protocol”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org//

	[X.694]
	ITU-T Recommendation X.694: “Information technology – ASN.1 encoding rules: Mapping W3C XML schema definitions into ASN.1”, 
URL:http://www.itu.int/ITU-T/studygroups/com17/languages/X694.pdf


3.3 Abbreviations

	5GCN
	5G Core Network

	ACA
	Alternative Client Authentication

	AP
	Access Point (WLAN)

	ARFCN
	Absolute Radio Frequency Channel Number

	BDS
	BeiDou Navigation Satellite System

	BS
	Base Station (WiMAX)

	BSF
	Bootstrapping Server Function

	CI
	Cell Identity (3GPP)

	CSI-RS
	Channel-State Information Reference Signal

	DL-AoD
	Downlink Angle-of-Departure

	DL-E-CID
	Downlink Enhanced Cell-ID 

	DL-TDOA
	Downlink Time Difference Of Arrival

	FQDN
	Fully Qualified Domain Name

	GANSS
	Galileo and Additional Navigation Satellite Systems

	GBA
	Generic Bootstrapping Architecture

	GLONASS
	GLObal’naya Navigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

	GNSS
	Global Navigation Satellite System

	LAC
	Location Area Code (3GPP)

	lid
	Location ID

	LPP
	LTE Positioning Protocol

	LPPe
	LPP Extensions

	LRF
	Location Retrieval Function

	LTE
	Long Term Evolution

	MBS
	Metropolitan Beacon System

	MCC
	Mobile Country Code (3GPP)

	MLP
	Mobile Location Protocol

	MNC
	Mobile Network Code (3GPP)

	Multi-RTT
	Multi-Round Trip Time

	NID
	Network ID (C.S0022-A V1.0 )

	NR
	New Radio

	OMA
	Open Mobile Alliance

	OMNA
	Open  Mobile Naming Authority

	OSR
	Observation Space Representation

	PAP
	OMA Push Access Protocol

	PEI
	Permanent Equipment Identifier

	POTAP
	OMA Push Over the Air Protocol

	PSAP
	Public Safety Answering Point

	QoP
	Quality of Position

	QZSS
	Quasi-Zenith Satellite System

	RLP
	Roaming Location Protocol

	RNC
	Radio Network Controller

	RS-SINR
	Reference Signal Signal to Noise and Interference Ratio

	RTK
	Real Time Kinematic

	SBAS
	Satellite Based Augmentation System

	SEK
	SUPL Encryption Key

	SET
	SUPL Enabled Terminal

	SID
	System ID (C.S0022-A V1.0 )

	SINR
	Signal to Noise and Interference Ratio

	SIP
	Session Initiation Protocol

	SLC
	SUPL Location Center

	SLP
	SUPL Location Platform

	SM
	Short Message

	SMS
	Short Message Service

	SSB 
	Synchronization Signal Block

	SUPI
	Subscription Permanent Identifier

	TCP
	Transmission Control Protocol

	TD-SCDMA
	Time Division-Synchronous Code Division Multiple Access

	TLS
	Transport Layer Security

	UL-AoA
	Uplink Angle of Arrival

	ULP
	Userplane Location Protocol

	UL-TDOA
	Uplink Time Difference of Arrival

	UMB
	Ultra Mobile Broadband

	WAP
	Wireless Application Protocol

	WCDMA
	Wideband Code Division Multiple Access

	WiMAX
	Worldwide Interoperability for Microwave Access

	WLAN
	Wireless Local Area Network


9.2.1 SUPL INIT

SUPL INIT is the initial message from the H-SLP (or E-SLP) to the SET in Network initiated cases.

	Parameter
	Presence
	Description

	Positioning Method
	M
	Defines the positioning technology desired by the SLP for the SUPL session (A-GPS SET Assisted, A-GPS SET Based, Autonomous GPS, EOTD, OTDOA, AFLT, Ecid, MBS, NR DL-TDOA, NR DL-AoD, NR Multi-RTT, NR DL-E-CID, NR UL-TDOA, NR UL-AoA, A-GNSS SET Assisted, A-GNSS SET Based or Autonomous GNSS).

If Positioning Method is AGNSS SET Assisted or AGNSS SET Based, the parameter GNSS Positioning Technology MUST be present to indicate the actual positioning technologies.

If Positioning Method is Autonomous GNSS, the parameter GNSS Positioning Technology MAY be present.

In line with the SET Capabilities, the SLP MAY change the positioning method used in the actual positioning session regardless of the positioning method parameter.

	Notification
	O
	When Notification Mode is Normal Notification /Verification, this field is used to provide instructions to the SET with respect to notification and privacy. If this field is not present the SET SHALL interpret the request as type “No notification & no verification“.

When Notification Mode is Notification/Verification based on location, this field SHALL NOT be used by the SLP and the SET.

	SLP Address
	CV
	This parameter contains an SLP address (SPC address for non-proxy mode).

For proxy mode this parameter is OPTIONAL.

For non-proxy mode this parameter is REQUIRED.

This address is used by the SET when establishing a secure IP connection to the SLP or SPC

	QoP
	O
	Desired Quality of Position. This parameter is also used as reporting criteria for stored historical position estimates. If used in this way, only the spacial components (horacc and veracc) apply and define the accuracy requirements which must be satisfied in order to report any historic position estimate.

	SLP Mode
	M
	This parameter indicates if the SLP uses proxy or non-proxy mode. 

	MAC 
	O
	Not used in SUPL 2.0 but needs to remain as empty placeholder for backwards compatibility with SUPL 1.0.

	Key Identity
	CV
	This parameter is required when MAC is present.

Not used in SUPL 2.0 but needs to remain as empty placeholder for backwards compatibility with SUPL 1.0.

	Notification Mode
	O
	This parameter indicates whether the notification and verification is based on location or not. If not present, normal notification is assumed.

	Supported Network Information
	O
	This parameter defines the type(s) of Network Measurement information which the SET is allowed to send as part of Location ID and Multiple Location IDs. If not present, the SET MAY send any Network Measurement information it supports and has available.  This parameter is also used as reporting criteria for stored historical enhanced cell/sector measurements.

	Trigger Type
	CV
	This parameter indicates network initiated service type:

Periodic

Area event

This parameter is conditional and only used if a triggered session is requested in the SUPL INIT message.

	E-SLP Address
	CV
	This parameter provides the E-SLP address.

	Historic Reporting
	CV
	This parameter defines the criteria for reporting of stored historical position estimates and/or enhanced cell/sector measurements.

This parameter is conditional and MUST be used if the SUPL INIT message is used to initiate retrieval of stored historical position estimates and/or enhanced cell/sector measurements. Otherwise this parameter is not used.

	Protection Level
	O
	This parameter defines the protection level of the SUPL INIT protection. This parameter is optional. If not present, no protection is implicitly assumed.

	GNSS Positioning Technology
	O
	Defines the GNSSs (and correction data) desired for AGNSS SET Assisted, AGNSS SET Based or Autonomous GNSS in the Positioning Method parameter.

· GPS

· Galileo

· SBAS

· Modernized GPS

· QZSS

· GLONASS

· BDS

· RTK OSR

NOTE 1: If RTK OSR is not included, GPS MUST NOT be the only GNSS in this parameter.

NOTE 2: If present, RTK OSR should be used in association with one or more GNSSs included in this parameter.

	**Minimum Major Version
	O
	This parameter defines the minimum major version supported by the SLP which is compatible with the requested service. This parameter is optional. If not present, the only version compatible with the requested service is the version parameter (see common part in section 9.1). The minimum major version must always be smaller than the major version.

Range: 0 to 255


Table 8: SUPL INIT Message

9.2.5 SUPL POS INIT

SUPL POS INIT is the message following the SUPL INIT message in Network initiated cases or the SUPL RESPONSE message in SET initiated cases 

	Parameter
	Presence
	Description

	SET Capabilities
	M
	Defines the capabilities of the SET.

	Requested Assistance Data
	O
	Defines the requested GPS and GANSS assistance data.

The presence of this element indicates that the SET wants to obtain specific GPS and GANSS assistance data from the SLP. The SET might use this element in any combination of A-GPS SET assisted / A-GPS SET based/A-GANSS SET assisted/A-GANSS SET based and Network initiated / SET initiated positioning.

The Requested Assistance Data parameter is not applicable to TIA-801 [TIA-801] and LPP/LPPe [3GPP LPP]/[OMA-LPPe].

	Location ID
	M
	Defines the current serving cell, current serving WLAN AP or current serving WiMAX BS information of the SET.

	Position
	O
	Defines the position of the SET.

	SUPLPOS
	O
	Contains the SUPLPOS message.

NOTE: is only used if positioning protocol allows SET to send first message.

Any positioning protocol messages in this parameter that are not supported by the SLP SHALL be ignored by that SLP.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. In Network initiated proxy mode a SET SHALL calculate a hash of a received SUPL INIT and include the result of the hash in this parameter. 

	Multiple Location IDs
	O
	This parameter may contain current non-serving cell, current non-serving WLAN AP or current non-serving WiMAX BS information for the SET and/or historic serving or non-serving cell, WLAN AP or WiMAX BS information for the SET. Only information allowed according to Supported Network Information received from the SLP SHALL be included.

	UTRAN GPS Reference Time Result
	O
	The UTRAN GPS Reference Time Result as measured by the SET. This parameter is sent by the SET to the SLP if available and requested by the SLP in the Supported Network Information parameter (in SUPL INIT, SUPL RESPONSE or SUPL TRIGGERED RESPONSE) if the serving cell is WCDMA/TD-SCDMA and RRLP is used as positioning protocol.

	UTRAN GANSS Reference Time Result
	O
	The UTRAN GANSS Reference Time Result as measured by the SET. This parameter is sent by the SET to the SLP if available and requested by the SLP in the Supported Network Information parameter (in SUPL INIT, SUPL RESPONSE or SUPL TRIGGERED RESPONSE) if the serving cell is WCDMA/TD-SCDMA and RRLP is used as positioning protocol.

	Serving AMF Identifier
	CV
	The serving AMF Identifier indicates the serving AMF for a SET with 5G NR access. The serving AMF identifier is only provided by a SET when the Positioning method in a SUPL INIT, SUPL RESPONSE or SUPL TRIGGERED RESPONSE indicates NR Multi-RTT, NR UL-TDOA or NR-AoA and when the SET supports this positioning method.


Table 12: SUPL POS INIT Message

10.8 Positioning Method

	Parameter
	Presence
	Value/Description

	Position Method
	
	Describes the positioning method:

A-GPS SET assisted only

A-GPS SET based only

A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)

A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)

A-GNSS SET Assisted only

A-GNSS SET Based only

A-GNSS SET Assisted preferred (A-GANSS SET Based is the fallback mode)

A-GNSS SET Based preferred (A-GANSS SET Assisted is the fallback mode)

Autonomous GPS

Autonomous GNSS

AFLT

Enhanced Cell/sector 

NOTE: Cell-ID is considered as a subset positioning method of Enhanced Cell/sector. When a SET receives the Ecid indicator the SET SHALL respond with the mandatory Location ID (lid) elements and the optional Location ID (lid) elements if these optional elements are supported by the SET. If these elements are sent by the SET the SLP MAY choose to utilise or ignore the elements in the position calculation.

EOTD

OTDOA

MBS

NR DL-TDOA

NR DL-AoD

NR Multi-RTT

NR DL-E-CID

NR UL-TDOA

NR UL-AoA
No position

Historical Data Retrieval

Session-Info Query

For Network Initiated scenarios, if a particular Positioning Method is desired by the SLP (i.e. sent in SUPL INIT), and if the following SUPL POS INIT message (or SUPL TRIGGERED START message) from the SET indicates support of that same Positioning Method, then this Positioning Method SHALL be used during the entire SUPL session. If the Positioning Method desired by the SLP is not supported by the SET (as indicated in the SET Capability parameter in SUPL POS INIT or SUPL TRIGGERED START) then another mutually acceptable Positioning Method (i.e. a positioning method consistent with the SET’s capabilities) may be used by the SLP in the positioning session. Otherwise the SLP will respond with a SUPL END message with status code posMethodMismatch and terminate the session.

For SET Initiated scenarios, the Positioning Method parameter is used by the SLP (sent in SUPL RESPONSE or SUPL TRIGGERED RESPONSE) to indicate the Positioning Method that SHALL be used for the entire SUPL session. 

For Network Initiated scenarios the positioning method “no position” is used for single fix location requests when no SUPL POS session is to be conducted and the SUPL INIT message was only sent for notification and verification purposes. In this case the SET will respond with a SUPL END message including the appropriate status code (“consentDeniedByUser” or “consentGrantedByUser”). In case no verification was required (“notification only”), the SET will respond with a SUPL END message containing no status code.

The positioning method “historical data retrieval” is used to retrieve stored historical position estimates and/or enhanced cell/sector measurements.

In case of A-GNSS SET Based and/or, A-GNSS SET Assisted, the GNSS Positioning Technology parameter   MUST be used in addition to the Positioning Method parameter (i.e. must be included in SUPL INIT for Network Initiated and must be included in SUPL RESPONSE for SET Initiated scenarios)  to specify which GNSS(s) is (are) to be used. For Autonomous GNSS, the GNSS Positioning Technology MAY be  used to specify which GNSS(s) is (are) to be used. The GNSS Positioning Technology parameter is only used if at least one GNSS other than GPS is selected as positioning method.

NOTE: Once a SUPL session has been established and a positioning method determined, positioning methods may only be switched from SET Assisted to SET Based or visa versa if the positioning method selected was a preferred positioning method (i.e. SET Assisted Preferred & SET Based Allowed or SET Based Preferred & SET Assisted Allowed. An exception is the fallback to cell-id positioning method which is always available in case the selected positioning method failed to produce a positioning result during a positioning session.

Session-Info Query is used to retrieve the session-ids of all active SUPL sessions at the SET and optionally also the SET Capabilities. No position fix is calculated during a “Session-Info Query” session.


Table 31: Positioning Method Parameter
10.10 SET capabilities

	Parameter
	Presence
	Value/Description

	SET capabilities
	-
	SET capabilities (not mutually exclusive) in terms of supported positioning technologies and positioning protocols.

During a particular SUPL session, a SET may send its capabilities more than once – specifically, in SET initiated cases, the SET capabilities are sent in SUPL START, SUPL TRIGGERED START and in SUPL POS INIT. For immediate requests, the SET capabilities MUST NOT change during this particular session. For triggered requests, the SET capabilities MAY change during a session.

The SET Capabilities parameter MAY also be used by the SET to inform the H-SLP about its service capabilities.

	>Pos Technology
	M
	Defines the positioning technology. 

Zero or more of the following positioning technologies (including those listed in the optional GANSS Position Methods structure and the optional Additional Positioning Methods structure):

SET-assisted A-GPS

SET-based A-GPS

Autonomous GPS

AFLT

E-CID

E-OTD

OTDOA

	>>GANSS Position Methods
	O
	Defines the supported GANSS (i.e. other than A-GPS). If included, this parameter is repeated for each supported GANSS. In addition, in the case of SBAS the parameter is repeated for each supported SBAS.

	>>>GANSS ID
	M
	Defines the GANSS. Integer (0..15)

0: Galileo

1: SBAS

2: Modernized GPS

3: QZSS

4: GLONASS

5: BDS

6-15: Reserved for future use

	>>>SBAS ID
	CV
	Present if GANSS ID indicates SBAS. Bit string interpreted as:

000: WAAS

001: EGNOS

010: MSAS

011: GAGAN

	>>>GANSS Positioning Modes
	M
	Bitmap defining the supported modes for GNSS indicated by GANSS ID.

Bit 0: SET Assisted

Bit 1: SET Based

Bit 2: Autonomous

	>>>GANSS Signals
	M
	Bitmap (length 8 bits) defining the supported signals for GNSS indicated by GANSS ID.

For Galileo, bits are interpreted as :

Bit 0: E1

Bit 1: E5a

Bit 2: E5b

Bit 3: E5a+E5b

Bit 4: E6

Bits 5-7: Spare

For Modernized GPS, the bits are interpreted as:

Bit 0: L1 C

Bit 1: L2 C

Bit 2: L5

Bits 3-7: Spare

For QZSS, the bits are interpreted as:

Bit 0: L1 C/A

Bit 1: L1 C

Bit 2: L2 C

Bit 3: L5

Bits 4-7: Spare

For GLONASS, the bits are interpreted as:

Bit 0: G1

Bit 1: G2

Bit 2: G3

Bits 3-7: Spare

For SBAS, the bits are interpreted as:

Bit 0: L1

Bits 1-7: Spare

For BDS, the bits are interpreted as:

Bit 0: B1I
Bits 1-7: Spare

	>>>RTK
	O
	If present, indicates which variants of RTK are supported for a particular GANSS ID. The following variants may be included:

· osr

	>> Additional Positioning Methods
	O
	Defines the supported additional positioning methods. If included, this parameter is repeated for each supported additional positioning method.

	>>>Additional Positioning ID
	M
	Defines the supported additional positioning technologies:   

· MBS
· NR DL-TDOA
· NR DL-AoD
· NR Multi-RTT
· NR DL-E-CID

· NR UL-TDOA

· NR UL-AoA

	>>>Additional Positioning Modes
	O
	Bitmap defining the supported modes for additional positioning method indicated by Additional Positioning Identifiers:

Bit 0: Standalone
Bit 1: SET-based

Bit 2: SET-assisted
Bit 3-7: Reserved for future use

	>Pref Method
	M
	One of the following preferred modes:

A-GNSS SET-assisted preferred

A-GNSS SET-based preferred

No preferred mode

	>Pos Protocol
	M
	Zero or more of the following positioning protocols (bitmap):

RRLP

RRC

TIA-801

LPP

LPPe

	>>Pos Protocol Version RRLP
	CV
	Describes the protocol version of RRLP Positioning Protocol.

It is required if RRLP is identified in the Pos Protocol parameter.

The following RRLP versions are the lowest versions which are supported by the SET and the SLP:

For Release 5: 5.12.0 and 5.14.0, for Release 6: 6.9.0, for Release 7: 7.11.0 and for Release 8:  8.3.0.

No lower versions shall be supported.

In addition, if some future version x.y.z of RRLP becomes non-backward compatible with earlier versions (e.g. due to an essential correction), an SLP should support at least one version earlier than x.y.z as well as at least one version equal to or later than x.y.z. For each release, the SET may support any version equal to or newer than the minimum versions listed above.

	>>>Major Version Field
	M
	First (most significant) element of the version number for RRLP, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number for RRLP, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for RRLP, range: (0..255)

	>>Pos Protocol Version RRC
	CV
	Describes the protocol version of RRC Positioning Protocol.

It is required if RRC is identified in the Pos Protocol parameter.

The following RRC versions are the lowest versions which are supported by the SET and the SLP:

For Release 5: 5.11.0 and 5.23.0, for Release 6: 6.21.0, for Release 7: 7.12.0 and for Release 8:  8.6.0.

No lower versions shall be supported.

In addition, if some future version x.y.z of RRC becomes non-backward compatible with earlier versions (e.g. due to an essential correction), an SLP should support at least one version earlier than x.y.z as well as at least one version equal to or later than x.y.z. For each release, the SET may support any version equal to or newer than the minimum versions listed above.

	>>>Major Version Field
	M
	First (most significant) element of the version number for RRC, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for RRC, range: (0..255)

	>>Pos Protocol Version TIA-801
	CV
	Describes the protocol version of 3GPP2 C.S0022 (TIA-801) Positioning Protocol.

It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>>Supported Pos Protocol Version TIA-801
	M
	Specifies a list of up to 8 different supported 3GPP2 C.S0022 versions. This parameter is required (with at least one entry in the list) if TIA-801 is identified in the Pos Protocol parameter.

	>>>>Revision Number
	M
	Revision part of document number for the specifications of C.S0022 Positioning Protocol.

Value: [0,A-Z]

	>>>>Point Release Number
	M
	Point Release number for C.S0022, range: (0..255)

	>>>Internal Edit Level
	M
	Internal Edit Level for C.S0022, range: (0..255)

	>>Pos Protocol Version LPP
	CV
	Describes the protocol version of LPP Positioning Protocol.

It is required if LPP is identified in the Pos Protocol parameter.

	>>>Major Version Field
	M
	First (most significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number for LPP Positioning Protocol, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>>Pos Protocol Version LPPe
	CV
	Describes the protocol version of LPPe Positioning Protocol.

It is required if LPPe is identified in the Pos Protocol parameter.

	>>>Major Version Field
	M
	First (most significant) element of the version number for LPPe Positioning Protocol, range: (0..255)

	>>>Minor Version Field
	M
	Second element of the version number for LPPe Positioning Protocol, range: (0..255)

	>Service Capabilities
	CV
	The service capabilities of the SET are described in this parameter. The SET MAY send this parameter in SUPL START, SUPL POS INIT, SUPL TRIGGERED START, SUPL AUTH REQ and SUPL END. This parameter is mandatory in SUPL TRIGGERED START in the case of a Network Initiated session. The purpose of this parameter is to inform the H-SLP about the service capabilities of the SET

	>>services supported
	M
	Defines the supported services by the SET. Only Network Initiated services are relevant in this context.

Zero or more of the following services are supported:

· Periodic Trigger

· Area Event Trigger

	>>reporting capabilities
	CV
	Defines the reporting capabilities of the SET. This parameter is only required if periodic triggers are supported by the SET in which case the parameter is mandatory.

	>>>minimum interval between fixes
	M
	Defines the minimum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. Range: 1 to 3600, Units in seconds.

	>>>maximum interval between fixes
	O
	Defines the maximum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. This parameter is optional. If not present, no maximum interval between fixes is specified.

Range: 1 to 1440, Units in minutes.

	>>>rep mode
	M
	Supported reporting mode(s):

· Real time

· Quasi real time

· Batch reporting

(At least one of the three reporting modes must be supported)

	>>>batch rep cap
	CV
	Defines the type of batch reporting capabilities supported by the SET (only applicable to quasi real time and batch reporting):

· Report position (true if reporting of position is allowed, false otherwise)

· Report measurements (true if reporting of measurements is supported, false otherwise)

· Maximum number of positions (range: 1 to 1024)

· Maximum number of measurements (range: 1 to 1024)

	>>event trigger capabilities
	CV
	Defines the event trigger capabilities of the SET. This parameter is only required if area event triggers are supported by the SET in which case the parameter is mandatory.

	>>> geo area shapes supported
	M
	This parameter defines the geographic target area shapes supported by the SET in addition to mandatory circular area:

· Elliptical

· Polygon

	>>> max number  of geographical target areas supported
	O
	This parameter defines the maximum number of geographic target areas the SET supports. (range: 1 to 32)

This parameter is optional. If not present, the SET does not support geographical target areas.

	>>> max number of Area Id Lists supported
	O
	This parameter defines the maximum number of Area Id Lists the SET supports. (range: 1 to 32)

This parameter is optional. If not present, the SET does not support Area Ids.

	>>> max number of Area Ids supported per Area Id List
	CV
	This parameter defines the maximum number of Area Ids per Area Id List the SET supports. (range: 1 to 256)

This parameter is conditional: if max number of Area Id Lists is present, then this parameter MUST be present. Otherwise this parameter MUST NOT be present.

	>>session capabilities
	M
	Defines the session capabilities of the SET:

· Total number of simultaneous sessions (range: 1 to 128). 

· Maximum number of simultaneous periodic triggered sessions (only used for periodic triggers) (range: 1 to 32).

· Maximum number of simultaneous area event triggered sessions (only used for area event triggers) (range: 1 to 32).

	> supported bearers
	O
	This parameter indicates which bearers the SET supports Note that each bearer in this list must be supported by the SET, but not all at the same time. 

The parameter indicates support for one or more of the following:

· GSM

· WCDMA/TD-SCDMA

· CDMA

· HRPD

· UMB

· LTE

· WLAN

· WiMAX

· NR


Table 33: SET capabilities Parameter
10.14.1 SET Session ID

This section describes the construct of the SET Session ID.

	Parameter
	Presence
	Value/Description

	Session ID
	M
	Session identifier, unique from SET perspective. This value SHALL be unique over all concurrently active ULP sessions on that particular SET. This value may be reused by the SET after the ULP session for which it is being used has ended. 

	SET ID
	M
	SET identity value

This parameter can be of type

MSISDN

MDN

MIN

IMSI

IMEI

NAI

IPAddress

Ipv4

Ipv6

Note 1: IMEI SHALL NOT be used unless the SLP indicates support for SUPL ver 2.0.3 or greater.
Note 2: For 5G access, SUPI is treated as synonymous with IMSI and PEI is treated as synonymous with IMEI.


Table 46: SET Session ID Parameter

10.38 Serving AMF Identifier

The Serving AMF Identifier indicates the serving AMF for the SET as defined in [3GPP 23.003]. This parameter is required when the SLP indicates positioning using NR Multi-RTT, NR UL-TDOA or NR UL-AoA and when the SET also supports this positioning method.

	Parameter
	Presence
	Value/Description

	AMF Region ID
	M
	This parameter indicates the AMF region and is an 8 bit value.

	AMF Set ID
	M
	This parameter indicates the AMF Set  and is a 10 bit value.

	AMF Pointer
	M
	This parameter is a pointer to an AMF and is an 6 bit value.


Table 81A: Serving AMF Identifier Parameters
11.3 Messsage Extensions (SUPL Version 2)

ULP-Version-2-message-extensions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

Ver2-SUPL-INIT-extension, Ver2-SUPL-START-extension, Ver2-SUPL-RESPONSE-extension, Ver2-SUPL-POS-INIT-extension, Ver2-SUPL-POS-extension, Ver2-SUPL-END-extension;

IMPORTS


SLPAddress, Position, Ver
FROM ULP-Components


SETCapabilities

FROM SUPL-START


SupportedNetworkInformation, GNSSPosTechnology, MultipleLocationIds, UTRAN-GPSReferenceTimeResult, UTRAN-GANSSReferenceTimeResult, UTRAN-GPSReferenceTimeAssistance, UTRAN-GANSSReferenceTimeAssistance, SPCSETKey, SPCTID, SPCSETKeylifetime, ThirdParty, ApplicationID
FROM Ver2-ULP-Components

 TriggerType

FROM SUPL-TRIGGERED-START

 Ver2-HighAccuracyPosition

FROM Ver2-ULP-Components;

Ver2-SUPL-INIT-extension ::= SEQUENCE {

  notificationMode  

NotificationMode OPTIONAL,

  supportedNetworkInformation   
SupportedNetworkInformation OPTIONAL,

  triggerType   

TriggerType OPTIONAL,

  e-SLPAddress  

SLPAddress OPTIONAL,

  historicReporting

HistoricReporting OPTIONAL,

  protectionLevel

ProtectionLevel OPTIONAL,

  gnssPosTechnology

GNSSPosTechnology OPTIONAL,

  minimumMajorVersion

INTEGER (0..255) OPTIONAL,

...}

NotificationMode ::= ENUMERATED {normal(0), basedOnLocation(1), ...}

HistoricReporting ::= SEQUENCE {


  allowedReportingType 
AllowedReportingType,

  reportingCriteria
   
ReportingCriteria OPTIONAL, ...}

AllowedReportingType ::= ENUMERATED {

  positionsOnly(0), measurementsOnly(1), positionsAndMeasurements(2), ...}

ReportingCriteria ::= SEQUENCE {

  timeWindow
TimeWindow
OPTIONAL,

  maxNumberofReports
INTEGER(1..65536) OPTIONAL,

  minTimeInterval
INTEGER(1..86400) OPTIONAL,

...}

TimeWindow ::= SEQUENCE {

  startTime
INTEGER(-525600..-1), -- Time in minutes

  stopTime
INTEGER(-525599..0)} -- Time in minutes

ProtectionLevel ::= SEQUENCE {

 protlevel

ProtLevel,

 basicProtectionParams
BasicProtectionParams
OPTIONAL,

...}

ProtLevel ::= ENUMERATED {

 nullProtection(0), basicProtection(1), ...}

BasicProtectionParams ::= SEQUENCE {

 keyIdentifier 

OCTET STRING(SIZE (8)),

 basicReplayCounter

INTEGER(0..65535),

 basicMAC

BIT STRING(SIZE (32)),

...}

Ver2-SUPL-START-extension ::= SEQUENCE {

  multipleLocationIds
MultipleLocationIds OPTIONAL, 

  thirdParty     
ThirdParty OPTIONAL,

  applicationID
ApplicationID OPTIONAL,

  position         
Position OPTIONAL,

...}

Ver2-SUPL-RESPONSE-extension ::= SEQUENCE {

  supportedNetworkInformation   
SupportedNetworkInformation OPTIONAL,

  sPCSETKey     

SPCSETKey
OPTIONAL,

  spctid
       

SPCTID
OPTIONAL,

  sPCSETKeylifetime

SPCSETKeylifetime OPTIONAL,

  initialApproximateposition    
Position 
OPTIONAL,

  gnssPosTechnology

GNSSPosTechnology OPTIONAL,

...}

Ver2-SUPL-POS-INIT-extension ::= SEQUENCE {

  multipleLocationIds
 
MultipleLocationIds OPTIONAL,

  utran-GPSReferenceTimeResult
UTRAN-GPSReferenceTimeResult OPTIONAL,

  utran-GANSSReferenceTimeResult
UTRAN-GANSSReferenceTimeResult OPTIONAL,

...,

  servingAMF

AMF-Identifier OPTIONAL}

AMF-Identifier ::= SEQUENCE {

  amf-Region-ID

BIT STRING (SIZE (8)),

  amf-Set-ID

BIT STRING (SIZE (10)),

  amf-Pointer

BIT STRING (SIZE (6)) }
Ver2-SUPL-POS-extension ::= SEQUENCE {

utran-GPSReferenceTimeAssistance
UTRAN-GPSReferenceTimeAssistance OPTIONAL,

utran-GPSReferenceTimeResult
UTRAN-GPSReferenceTimeResult OPTIONAL,

utran-GANSSReferenceTimeAssistance
UTRAN-GANSSReferenceTimeAssistance OPTIONAL,

utran-GANSSReferenceTimeResult
UTRAN-GANSSReferenceTimeResult OPTIONAL,

...}

Ver2-SUPL-END-extension ::= SEQUENCE {

  sETCapabilities
SETCapabilities OPTIONAL, 

...,

  ver2-HighAccuracyPosition
Ver2-HighAccuracyPosition
OPTIONAL}

END

11.4 Parameter Extensions (SUPL Version 2)

ULP-Version-2-parameter-extensions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

maxGANSS, Ver2-Notification-extension, Ver2-SETCapabilities-extension, Ver2-PosProtocol-extension, Ver2-PosTechnology-extension, Ver2-RequestedAssistData-extension, Ver2-PosPayLoad-extension;

IMPORTS


GANSSSignals, ReportingCap

FROM Ver2-ULP-Components


maxNumGeoArea, maxAreaId, maxAreaIdList

FROM SUPL-TRIGGERED-START;

Ver2-Notification-extension ::= SEQUENCE {

  emergencyCallLocation  NULL OPTIONAL,

  ...}

Ver2-SETCapabilities-extension ::= SEQUENCE {

serviceCapabilities
ServiceCapabilities OPTIONAL,
...,

  supportedBearers SupportedBearers OPTIONAL}

ServiceCapabilities ::= SEQUENCE {

  servicesSupported

ServicesSupported,

  reportingCapabilities
ReportingCap OPTIONAL,

  eventTriggerCapabilities
EventTriggerCapabilities OPTIONAL,

  sessionCapabilities

SessionCapabilities,

...}

ServicesSupported ::= SEQUENCE {

  periodicTrigger
BOOLEAN,

  areaEventTrigger
BOOLEAN,

...}

EventTriggerCapabilities ::= SEQUENCE {

  geoAreaShapesSupported        
GeoAreaShapesSupported,

  maxNumGeoAreaSupported
INTEGER (0..maxNumGeoArea) OPTIONAL,

  maxAreaIdListSupported
INTEGER (0..maxAreaIdList) OPTIONAL,

  maxAreaIdSupportedPerList
INTEGER (0..maxAreaId) OPTIONAL,

...}

GeoAreaShapesSupported ::= SEQUENCE {

  ellipticalArea   BOOLEAN,

  polygonArea      BOOLEAN,

...}

SessionCapabilities ::= SEQUENCE {

  maxNumberTotalSessions
INTEGER (1..128),

  maxNumberPeriodicSessions
INTEGER (1..32),

  maxNumberTriggeredSessions
INTEGER (1..32),

...}

SupportedBearers ::= SEQUENCE {

  gsm

BOOLEAN,

  wcdma

BOOLEAN,

  lte

BOOLEAN,

  cdma

BOOLEAN,

  hprd

BOOLEAN,

  umb

BOOLEAN,

  wlan

BOOLEAN,

  wiMAX

BOOLEAN,

...,

  nr

BOOLEAN OPTIONAL}

Ver2-PosProtocol-extension ::= SEQUENCE {

  lpp     BOOLEAN,

posProtocolVersionRRLP
PosProtocolVersion3GPP OPTIONAL,
posProtocolVersionRRC
PosProtocolVersion3GPP OPTIONAL,

posProtocolVersionTIA801
PosProtocolVersion3GPP2 OPTIONAL,

posProtocolVersionLPP  PosProtocolVersion3GPP OPTIONAL,

...,

  lppe
BOOLEAN OPTIONAL,

  posProtocolVersionLPPe
PosProtocolVersionOMA OPTIONAL}

PosProtocolVersion3GPP ::= SEQUENCE {

  majorVersionField      INTEGER(0..255),

  technicalVersionField  INTEGER(0..255),

  editorialVersionField  INTEGER(0..255),

...}

PosProtocolVersion3GPP2 ::= SEQUENCE (SIZE(1..8)) OF Supported3GPP2PosProtocolVersion
Supported3GPP2PosProtocolVersion ::= SEQUENCE {

  revisionNumber   

BIT STRING(SIZE (6)), -- the location standard revision number the SET supports coded according to 3GPP2 C.S0022

  pointReleaseNumber  
INTEGER(0..255),

  internalEditLevel  

INTEGER(0..255),

...}

PosProtocolVersionOMA ::= SEQUENCE {

  majorVersionField      INTEGER(0..255),

  minorVersionField      INTEGER(0..255),

...}
Ver2-PosTechnology-extension ::= SEQUENCE {

  gANSSPositionMethods  GANSSPositionMethods OPTIONAL,

...,

  additionalPositioningMethods
AdditionalPositioningMethods OPTIONAL}
GANSSPositionMethods ::= SEQUENCE (SIZE(1..16)) OF GANSSPositionMethod

GANSSPositionMethod ::= SEQUENCE {

ganssId


INTEGER(0..15), -- coding according to parameter definition in section 10.10
ganssSBASid 

BIT STRING(SIZE(3)) OPTIONAL, --coding according to parameter definition in section 10.10
gANSSPositioningMethodTypes
GANSSPositioningMethodTypes,

gANSSSignals

GANSSSignals,

...,

  rtk

RTK
OPTIONAL}

RTK ::= SEQUENCE {

  osr

BOOLEAN,

...}

GANSSPositioningMethodTypes ::= SEQUENCE {

  setAssisted
BOOLEAN,

  setBased
BOOLEAN,

  autonomous
BOOLEAN,

...}

AdditionalPositioningMethods ::= SEQUENCE (SIZE(1..8)) OF AddPosSupport-Element

AddPosSupport-Element ::= SEQUENCE {

    addPosID
ENUMERATED {

                          mBS,

                          ...,

                          nr-DL-TDOA,

                          nr-DL-AoD,

                          nr-Multi-RTT,

                          nr-DL-E-CID,

                          nr-UL-TDOA,

                          nr-UL-AoA
                      },

    addPosMode
BIT STRING {




standalone 
(0),




setBased
(1),




setAssisted
(2)} (SIZE (1..8)) OPTIONAL,

...}

Ver2-RequestedAssistData-extension ::= SEQUENCE {

  ganssRequestedCommonAssistanceDataList          GanssRequestedCommonAssistanceDataList OPTIONAL,

  ganssRequestedGenericAssistanceDataList GanssRequestedGenericAssistanceDataList OPTIONAL,

  extendedEphemeris

ExtendedEphemeris OPTIONAL,

  extendedEphemerisCheck
ExtendedEphCheck OPTIONAL,

...}

GanssRequestedCommonAssistanceDataList ::= SEQUENCE {

  ganssReferenceTime


BOOLEAN,

  ganssIonosphericModel

BOOLEAN,

  ganssAdditionalIonosphericModelForDataID00
BOOLEAN,

  ganssAdditionalIonosphericModelForDataID11
BOOLEAN,

  ganssEarthOrientationParameters

BOOLEAN,

...,

  ganssAdditionalIonosphericModelForDataID01
BOOLEAN OPTIONAL}

GanssRequestedGenericAssistanceDataList ::= SEQUENCE(SIZE(1..maxGANSS)) OF GanssReqGenericData
GanssReqGenericData ::= SEQUENCE {

  ganssId   INTEGER(0..15), -- coding according to parameter definition in section 10.10
  ganssSBASid BIT STRING(SIZE(3)) OPTIONAL, --coding according to parameter definition in section 10.10
  ganssRealTimeIntegrity
BOOLEAN,

  ganssDifferentialCorrection
DGANSS-Sig-Id-Req OPTIONAL,

  ganssAlmanac

BOOLEAN,

  ganssNavigationModelData
GanssNavigationModelData OPTIONAL,

  ganssTimeModels

BIT STRING(SIZE(16)) OPTIONAL,

  ganssReferenceMeasurementInfo
BOOLEAN,

  ganssDataBits

GanssDataBits OPTIONAL,

  ganssUTCModel

BOOLEAN,

  ganssAdditionalDataChoices GanssAdditionalDataChoices OPTIONAL,

  ganssAuxiliaryInformation
BOOLEAN,

  ganssExtendedEphemeris         
ExtendedEphemeris OPTIONAL,

  ganssExtendedEphemerisCheck    
GanssExtendedEphCheck OPTIONAL,

...,

  bds-DifferentialCorrection BDS-Sig-Id-Req OPTIONAL,

  bds-GridModelReq
BOOLEAN 
OPTIONAL}

DGANSS-Sig-Id-Req ::= BIT STRING (SIZE(8)) -- coding according to parameter definition in section 10.9
BDS-Sig-Id-Req ::= BIT STRING (SIZE(8)) -- coding according to parameter definition in section 10.9
GanssNavigationModelData ::= SEQUENCE {

ganssWeek

INTEGER(0..4095),

ganssToe


INTEGER(0..167),

t-toeLimit

INTEGER(0..15),

satellitesListRelatedDataList
SatellitesListRelatedDataList OPTIONAL,

...}

SatellitesListRelatedDataList ::= SEQUENCE(SIZE(0..maxGANSSSat)) OF SatellitesListRelatedData

SatellitesListRelatedData ::= SEQUENCE {

  satId
INTEGER(0..63),

  iod
INTEGER(0..1023),

...}

maxGANSS    INTEGER ::= 16

maxGANSSSat INTEGER ::= 32

GanssDataBits ::= SEQUENCE {

  ganssTODmin     

INTEGER (0..59),

  reqDataBitAssistanceList 
ReqDataBitAssistanceList,

...}

ReqDataBitAssistanceList ::= SEQUENCE {

  gnssSignals  
     
GANSSSignals,

  ganssDataBitInterval  
INTEGER (0..15),

  ganssDataBitSatList

SEQUENCE (SIZE(1..maxGANSSSat)) OF INTEGER (0..63) OPTIONAL,

...}

GanssAdditionalDataChoices ::= SEQUENCE {

  orbitModelID
INTEGER(0..7) OPTIONAL,

  clockModelID
INTEGER(0..7) OPTIONAL,

  utcModelID
INTEGER(0..7) OPTIONAL,

  almanacModelID
INTEGER(0..7) OPTIONAL,

...}

ExtendedEphemeris ::= SEQUENCE {

  validity        INTEGER (1..256), -- Requested validity in 4 hour steps

  ...}

ExtendedEphCheck ::= SEQUENCE {

  beginTime       GPSTime, -- Begin time of ephemeris extension held by SET

  endTime         GPSTime, -- End time of ephemeris extension held by SET

  ...}

GanssExtendedEphCheck ::= SEQUENCE {

  beginTime  GANSSextEphTime, -- Begin time of ephemeris extension held by SET

  endTime    GANSSextEphTime, -- End time of ephemeris extension held by SET

  ...}

GPSTime ::= SEQUENCE {

  gPSWeek    INTEGER (0..1023),

  gPSTOWhour INTEGER (0..167),

...}

GANSSextEphTime ::= SEQUENCE {

  gANSSday       INTEGER (0..8191),

  gANSSTODhour   INTEGER (0..23),

...}

Ver2-PosPayLoad-extension ::= SEQUENCE {

   lPPPayload SEQUENCE (SIZE (1..3)) OF OCTET STRING(SIZE (1..60000)) OPTIONAL,

   tia801Payload SEQUENCE (SIZE(1..3)) OF OCTET STRING(SIZE (1..60000)) OPTIONAL,

...}

END

11.5 Common elements (SUPL Version 1)

ULP-Components DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS Version, SessionID, IPAddress, SLPAddress, LocationId, Position, StatusCode, Velocity, QoP, PosMethod, Ver, SETId, PrimaryCPICH-Info, CellParametersID, FQDN;

IMPORTS


Ver2-CellInfo-extension

FROM Ver2-ULP-Components;

-- protocol version expressed as x.y.z (e.g., 5.1.0)

Version ::= SEQUENCE {

  maj      INTEGER(0..255),

  min      INTEGER(0..255),

  servind  INTEGER(0..255)}

SessionID ::= SEQUENCE {

  setSessionID  SetSessionID OPTIONAL, -- the semantics of OPTIONAL applies to the encoding only. The parameter itself is MANDATORY. This is introduced only to minimize bandwidth for the SUPL INIT message. Since the setSessionID is allocated by the SET, there is no setSessionID to be transmitted in the SUPL INIT message.

  slpSessionID  SlpSessionID OPTIONAL -- the semantics of OPTIONAL applies to the encoding only. The parameter itself is MANDATORY. This is introduced only to minimize bandwidth for the SUPL START, SUPL TRIGGERED START and SUPL SET INIT messages. Since the slpSessionID is allocated by the SLP, there is no slpSessionID to be transmitted in these messages (with the exception described in section 10.14).

}

SetSessionID ::= SEQUENCE {sessionId  INTEGER(0..65535),

                           setId      SETId}

SETId ::= CHOICE {

  msisdn     OCTET STRING(SIZE (8)),

  mdn        OCTET STRING(SIZE (8)),

  min        BIT STRING(SIZE (34)), -- coded according to TIA-553

  imsi       OCTET STRING(SIZE (8)),

  nai        IA5String(SIZE (1..1000)),

  iPAddress  IPAddress,

  ...,

  ver2-imei  OCTET STRING(SIZE(8))}

-- msisdn, mnd, imsi and imei are a BCD (Binary Coded Decimal) string 

-- represent digits from 0 through 9, 

-- two digits per octet, each digit encoded 0000 to 1001 (0 to 9)

-- bits 8765 of octet n encoding digit 2n

-- bits 4321 of octet n encoding digit 2(n-1) +1

-- not used digits in the string shall be filled with 1111

-- imei SHALL NOT be used unless the SLP indicates support for SUPL ver 2.0.3 

-- or greater   

SlpSessionID ::= SEQUENCE {

  sessionID  OCTET STRING(SIZE (4)),

  slpId      SLPAddress}

IPAddress ::= CHOICE {

  ipv4Address  OCTET STRING(SIZE (4)),

  ipv6Address  OCTET STRING(SIZE (16))}

SLPAddress ::= CHOICE {iPAddress  IPAddress,

                       fqdn       FQDN,

                       ...}

FQDN ::=

  VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" |".-"))(SIZE (1..255))

Ver ::= BIT STRING(SIZE (64))

LocationId ::= SEQUENCE {cellInfo  CellInfo,

                         status    Status,

                         ...}

Status ::= ENUMERATED {stale(0), current(1), unknown(2), ...}

CellInfo ::= CHOICE {

  gsmCell    GsmCellInformation,

  wcdmaCell  WcdmaCellInformation, --WCDMA Cell Information/TD-SCDMA Cell Information
  cdmaCell   CdmaCellInformation,

  ...,

  ver2-CellInfo-extension
Ver2-CellInfo-extension}

Position ::= SEQUENCE {

  timestamp         UTCTime, -- shall include seconds and shall use UTC time. 

  positionEstimate  PositionEstimate,

  velocity          Velocity OPTIONAL,

  ...}

PositionEstimate ::= SEQUENCE {

  latitudeSign  ENUMERATED {north, south},

  latitude      INTEGER(0..8388607),

  longitude     INTEGER(-8388608..8388607),

  uncertainty

    SEQUENCE {uncertaintySemiMajor  INTEGER(0..127),

              uncertaintySemiMinor  INTEGER(0..127),

              orientationMajorAxis  INTEGER(0..180)} OPTIONAL, -- angle in degree between major axis and North

  confidence    INTEGER(0..100) OPTIONAL,

  altitudeInfo  AltitudeInfo OPTIONAL,

  ...} -- Coding as in [3GPP GAD]
AltitudeInfo ::= SEQUENCE {

  altitudeDirection  ENUMERATED {height, depth},

  altitude           INTEGER(0..32767),

  altUncertainty     INTEGER(0..127),

  ... } -- based on [3GPP GAD]
CdmaCellInformation ::= SEQUENCE {

  refNID         INTEGER(0..65535), -- Network Id

  refSID         INTEGER(0..32767), -- System Id

  refBASEID      INTEGER(0..65535), -- Base Station Id

  refBASELAT     INTEGER(0..4194303), -- Base Station Latitude

  reBASELONG     INTEGER(0..8388607), -- Base Station Longitude

  refREFPN       INTEGER(0..511), -- Base Station PN Code

  refWeekNumber  INTEGER(0..65535), -- GPS Week Number

  refSeconds     INTEGER(0..4194303), -- GPS Seconds 

  ...}

GsmCellInformation ::= SEQUENCE {

  refMCC  INTEGER(0..999), -- Mobile Country Code

  refMNC  INTEGER(0..999), -- Mobile Network Code

  refLAC  INTEGER(0..65535), -- Location area code

  refCI   INTEGER(0..65535), -- Cell identity

  nmr     NMR OPTIONAL,

  ta      INTEGER(0..255) OPTIONAL, --Timing Advance

  ...}

WcdmaCellInformation ::= SEQUENCE {

  refMCC                 INTEGER(0..999), -- Mobile Country Code

  refMNC                 INTEGER(0..999), -- Mobile Network Code

  refUC                  INTEGER(0..268435455), -- Cell identity

  frequencyInfo          FrequencyInfo OPTIONAL,

  primaryScramblingCode  INTEGER(0..511) OPTIONAL, -- Not applicable for TDD

  measuredResultsList    MeasuredResultsList OPTIONAL,

  ...,

  cellParametersId       INTEGER(0..127) OPTIONAL, -- Not applicable for FDD

  timingAdvance
   TimingAdvance OPTIONAL -- Not applicable for FDD

}

TimingAdvance ::= SEQUENCE {

 ta
INTEGER (0..8191),

 tAResolution    TAResolution OPTIONAL, --If missing, resolution is 0.125 chips

 chipRate        ChipRate OPTIONAL, --If missing, chip rate is 1.28 Mchip/s

...}

TAResolution ::= ENUMERATED {res10chip(0),res05chip(1),res0125chip(2), ...} -- Corresponding to 1.0-chip, 0.5-chip and 0.125-chip resolutions, respectively 
ChipRate ::= ENUMERATED {tdd128(0),tdd384(1), tdd768(2), ...} --Corresponding to 1.28-Mchips/s, 3.84-Mchips/s and 7.68-Mchips/s chip rates, respectively
FrequencyInfo ::= SEQUENCE {

  modeSpecificInfo  CHOICE {fdd  FrequencyInfoFDD,

                            tdd  FrequencyInfoTDD,

                            ...},

  ...}

FrequencyInfoFDD ::= SEQUENCE {

  uarfcn-UL  UARFCN OPTIONAL,

  uarfcn-DL  UARFCN,

  ...}

FrequencyInfoTDD ::= SEQUENCE {uarfcn-Nt  UARFCN,

                               ...}

UARFCN ::= INTEGER(0..16383)

NMR ::= SEQUENCE (SIZE (1..15)) OF NMRelement

NMRelement ::= SEQUENCE {

  arfcn  INTEGER(0..1023),

  bsic   INTEGER(0..63),

  rxLev  INTEGER(0..63),

  ...}

MeasuredResultsList ::= SEQUENCE (SIZE (1..maxFreq)) OF MeasuredResults

MeasuredResults ::= SEQUENCE {

  frequencyInfo            FrequencyInfo OPTIONAL,

  utra-CarrierRSSI         UTRA-CarrierRSSI OPTIONAL,

  cellMeasuredResultsList  CellMeasuredResultsList OPTIONAL}

CellMeasuredResultsList ::=

  SEQUENCE (SIZE (1..maxCellMeas)) OF CellMeasuredResults

-- SPARE: UTRA-CarrierRSSI, Max = 76

-- Values above Max are spare

UTRA-CarrierRSSI ::= INTEGER(0..127)

CellMeasuredResults ::= SEQUENCE {

  cellIdentity      INTEGER(0..268435455) OPTIONAL,

  modeSpecificInfo

    CHOICE {fdd

              SEQUENCE {primaryCPICH-Info  PrimaryCPICH-Info,

                        cpich-Ec-N0        CPICH-Ec-N0 OPTIONAL,

                        cpich-RSCP         CPICH-RSCP OPTIONAL,

                        pathloss           Pathloss OPTIONAL},

            tdd

              SEQUENCE {cellParametersID   CellParametersID,

                        proposedTGSN       TGSN OPTIONAL,

                        primaryCCPCH-RSCP  PrimaryCCPCH-RSCP OPTIONAL,

                        pathloss           Pathloss OPTIONAL,

                        timeslotISCP-List  TimeslotISCP-List OPTIONAL --NOTE: TimeSlotISCP measurement list cannot be interpreted without the knowledge of Cell Info as defined in [3GPP RRC]
}}}

CellParametersID ::= INTEGER(0..127)

TGSN ::= INTEGER(0..14)

PrimaryCCPCH-RSCP ::= INTEGER(0..127)

-- SPARE: TimeslotISCP, Max = 91

-- Values above Max are spare

TimeslotISCP ::= INTEGER(0..127)

TimeslotISCP-List ::= SEQUENCE (SIZE (1..maxTS)) OF TimeslotISCP

PrimaryCPICH-Info ::= SEQUENCE {primaryScramblingCode  INTEGER(0..511)}

-- SPARE: CPICH-Ec-No, Max = 49

-- Values above Max are spare

CPICH-Ec-N0 ::= INTEGER(0..63)

-- SPARE: CPICH- RSCP, data range from 0 to 91 and from 123 to 127.

-- Values from 92 to 122 are spare

-- the encoding of cpich-RSCP is (as per [3GPP RRC] V5.11.0)

-- cpich-RSCP = 123    CPICH RSCP <-120 dBm    

-- cpich-RSCP = 124    -120 ≤ CPICH RSCP < -119 dBm    

-- cpich-RSCP = 125    -119 ≤ CPICH RSCP < -118 dBm   

-- cpich-RSCP = 126    -118 ≤ CPICH RSCP < -117 dBm   

-- cpich-RSCP = 127    -117 ≤ CPICH RSCP < -116 dBm

-- cpich-RSCP = 0      -116 ≤ CPICH RSCP < -115 dBm   

-- cpich-RSCP = 1      -115 ≤ CPICH RSCP < -114 dBm   

-- ...       ...      ...      

-- cpich-RSCP = 89     -27 ≤ CPICH RSCP < -26 dBm    

-- cpich-RSCP = 90     -26 ≤ CPICH RSCP < -25 dBm    

-- cpich-RSCP = 91     -25 ≤ CPICH RSCP       dBm

CPICH-RSCP ::= INTEGER(0..127)

-- SPARE: Pathloss, Max = 158

-- Values above Max are spare

Pathloss ::= INTEGER(46..173)

maxCellMeas INTEGER ::= 32

maxFreq INTEGER ::= 8

maxTS INTEGER ::= 14

StatusCode ::= ENUMERATED {

  unspecified(0), systemFailure(1), unexpectedMessage(2), protocolError(3),

  dataMissing(4), unexpectedDataValue(5), posMethodFailure(6),

  posMethodMismatch(7), posProtocolMismatch(8), targetSETnotReachable(9),

  versionNotSupported(10), resourceShortage(11), invalidSessionId(12),

  nonProxyModeNotSupported(13), proxyModeNotSupported(14),

  positioningNotPermitted(15), authNetFailure(16), authSuplinitFailure(17), consentDeniedByUser(100), consentGrantedByUser(101), ..., ver2-incompatibleProtectionLevel(18), ver2-serviceNotSupported(19), ver2-insufficientInterval(20), ver2-noSUPLCoverage(21), ver2-sessionStopped(102), ver2-appIdDenied(103)}

QoP ::= SEQUENCE {

  horacc     INTEGER(0..127),

  veracc     INTEGER(0..127) OPTIONAL, -- as defined in [3GPP GAD] "uncertainty altitude"

  maxLocAge  INTEGER(0..65535) OPTIONAL,

  delay      INTEGER(0..7) OPTIONAL, -- as defined in [3GPP RRLP]
  ...,

  ver2-responseTime
INTEGER (1..128) OPTIONAL}

Velocity ::= CHOICE { -- velocity definition as per [3GPP GAD]
  horvel           Horvel,

  horandvervel     Horandvervel,

  horveluncert     Horveluncert,

  horandveruncert  Horandveruncert,

  ...}

Horvel ::= SEQUENCE {

  bearing   BIT STRING(SIZE (9)),

  horspeed  BIT STRING(SIZE (16)),

  ...}

Horandvervel ::= SEQUENCE {

  verdirect  BIT STRING(SIZE (1)),

  bearing    BIT STRING(SIZE (9)),

  horspeed   BIT STRING(SIZE (16)),

  verspeed   BIT STRING(SIZE (8)),

  ...}

Horveluncert ::= SEQUENCE {

  bearing      BIT STRING(SIZE (9)),

  horspeed     BIT STRING(SIZE (16)),

  uncertspeed  BIT STRING(SIZE (8)),

  ...}

Horandveruncert ::= SEQUENCE {

  verdirect       BIT STRING(SIZE (1)),

  bearing         BIT STRING(SIZE (9)),

  horspeed        BIT STRING(SIZE (16)),

  verspeed        BIT STRING(SIZE (8)),

  horuncertspeed  BIT STRING(SIZE (8)),

  veruncertspeed  BIT STRING(SIZE (8)),

  ...}

PosMethod ::= ENUMERATED {

agpsSETassisted(0), agpsSETbased(1), agpsSETassistedpref(2), agpsSETbasedpref(3), autonomousGPS(4), aflt(5), ecid(6), eotd(7), otdoa(8), noPosition(9), ..., ver2-historicalDataRetrieval(10), ver2-agnssSETassisted(11), ver2-agnssSETbased(12), ver2-agnssSETassistedpref(13), ver2-agnssSETbasedpref(14), ver2-autonomousGNSS(15), ver2-sessioninfoquery(16), ver2-mbs(17), ver2-NR-DL-TDOA(18), ver2-NR-DL-AoD(19), ver2-NR-Multi-RTT(20), ver2-NR-DL-E-CID(21), ver2-NR-UL-TDOA(22), ver2-NR-UL-AoA(23)}

END
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